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18 DIP 
24 FLAT 
20 PLCC 


20 DIP 


CLOCK GENERATOR and DRIVER 
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1. INTRODUCTION 


Semiconductor devices play a leading role in the 
explosive progress of semiconductor technology. 
They use some of the most advanced design and 
manufacturing technology developed to date. 
With greater integration, diversity and reliability, 
their applications have expanded enormously. 
Their use in large scale computers, control 
equipment, calculators, electronic games and in 
many other fields has increased at a fast rate. 

A failure in electronic banking or telephone 
switching equipment, for example, could have far 
reaching effects and can cause incalculable 
losses. So, the demand, for stable hiah quality 
memory devices is strong. 

We, at Oki are fully aware of this demand. So we 
have adopted a comprehensive quality assur- 
ance system based on the concept of consisten- 
cy in development, manufacturing and sales. 
With the increasing demand for improvement in 
function, capability and reliability, we will expand 
our efforts in the future. Our quality assurance 
system and the underlying concepts are outlined 
briefy below. 


2. QUALITY ASSURANCE SYSTEM 
AND UNDERLYING CONCEPTS 


The quality assurance system employed by Oki can 
be divided into four major stages: device planning, 
developmental prototype, production prototype, and 
mass production. This system is outlined in the fol- 
lowing block diagram (Fig. 1). 

1) Device planning stage 

To manufacture devices that meet market demands 
and satisfy customer needs, we carefully consider 
functional and failure rate requirements, utilization 
form, environment and other conditions. Once we 
determine the proper type, material and structure, 
we check the design and manufacturing techniques, 
and the line processing capacity. Then we prepare 
the development planning and time schedule. 


2) Developmental prototype stage 

We determine circuits, pattern design, process 

settings, assembly techniques and structural re- 

quirements during this stage. At the same time, 
we Carry out actual prototype reliability testing. 

Since device quality is largely determined during 

the designing stage, Oki pays careful attention 

to quality confirmation during this stage. 

This is how we do it: 

(1) After completion of circuit design (or pattern 
design), personnel from the design, process 
technology, production technology, installa- 

~ tion technology and reliability departments 
get together for a thorough review to ensure 


design quality and to anticipate problems 
that may occur during mass production. 
Past experience and know-how guide these 
discussions. 

(2) Since many semiconductor memories in- 
volve new concepts and employ high level 
manufacturing technology, the TEG evalua- 
tion test is often used during this stage. 
Note: TEG (Test Element Group) refers to 

the device group designed for stabili- 
ty evaluation of MOS transistors, 
diodes, resistors, capacitors and 
other circuit component element 
used in LSI memories. 

(3) Prototypes are subjected to repeated relia- 
bility and other special evaluation tests. In 
addition, the stability and capacity of the 
manufacturing process are checked. 


3) Production prototype stage 

During this stage, various tests check the relia- 
bility and other special features of the production 
prototype at the mass production factory level. 
After confirming the quality of a device, we pre- 
pare the various standards required for mass 
production, and then start production. Although 
reliability and other special tests performed on 
the production prototype are much the same as 
those performed on the developmental prototype, 
the personnel, facilities and production site 
differ for the two prototypes, necessitating 
repeated confirmation tests. 


4) Mass production 

During the mass production stage, careful 
management of purchased materials, parts and 
facilities used during the manufacturing process, 
measuring equipment, manufacturing conditions 
and environment is necessary to ensure device 
quality first stipulated during the designing 
stages. The manufacturing process (including in- 
spection of the completed device) is followed by 
a lot guarantee inspection to check that the 
specified quality is maintained under conditions 
identical to those under which a customer would 
actually use the device. This lot guarantee in- 
spection is performed in three different forms as 
shown below. 


(1) Group Atests: appearance, labels, dimen- 
sions and electrical charac- 
teristics inspection 

(2) Group Btests: check of durability under 
thermal and mechanical envi- 
ronmental stresses, and 
operating life characteristics 

(3) Group C tests: performed periodically to 

. check operational life, etc., 
on a long term basis. 

Note: Like the reliability tests, the group B tests 

conform to the following standards. 
MIL-STD-883B, JIS C 7022, EIAJ-IC-1 21 
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Service 
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Production 
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Wafer Process 





@ Production Process Quality Control 
( Lot Control 

(2) Equipment Conditions 

(3) In-Process Inspection 

(4) Thermal Screening 

(6) Seal Test 











Assembly 


Burn-in 
Screening 






@ Early Removal of Defective Devices 
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e@ Electrical Test 
@ Regular Check of Measuring 
Equipment 


Inspection 














@ Group A Test 
@ Group B Test 
@ Group C Test 


Figure 2 Manufacturing Process 


Devices which pass these lot guarantee inspec- 
tions are stored in a warehouse awaiting ship- 
ment to customers. Standards are also set up for 
handling, storage and transportation during this 
period, thereby ensuring quality prior to delivery. 
Figure 2 shows the manufacturing flow of the 
completed device. 


Failure 


report 
Sales 


Department 





5) At Oki, all devices are subjected to thorough 
quality checks. If, by chance, a failure does 
occur after delivery to the customer, defective 
devices are processed and the problem rectified 
immediately to minimize the inconvenience to 
the customer in accordance with the following 
flowchart. 


Request for 
technical 
improvement 
Engineering 
Department 
Report on 
results of 
investigation 
& improvement 


Assurance 
Department 


Request for 

improvement 

| Technical 
direction 


technical 


Report on 

results of 

investigation 

& improvement 
Manufacturing 
Department 

Request for 

manufacturing 

improvement 


Figure 3 Failure report process 
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@ Service 
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@ Customer Information Analysis 


| t Target Quality | 


Quality Assurance 
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: Quality Management and Education 
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@ Product Test eee——| 2 Quality Evaluation fae © Marketing 
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¢ Process Control ——P | © Reliability Engineering ———P © Quality Objectives 
@ In-Process inspection e 
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Operation Standard 
Technical Standard 
Quality Standard 
Design Review 
Prototype Review 


; } Design Quality 
Production Quality 








3. EXAMPLE OF RELIABILITY TEST 
RESULTS 


We have outlined the quality assurance 
system and the underlying concepts employed 
by Oki. Now, we will give a few examples of the 
reliability tests performed during the develop- 
mental and production prototype stages. All relia- 
bility tests performed by Oki conform to the fol- 
lowing standards. 


MIL-STD-883B, JIS C 7022, EIAJ-IC-121 


Since these reliability tests must determine per- 
formance under actual working conditions in a 
short period of time, they are performed under 
severe test conditions. For example, the 125°C © 
high temperature continuous operation test per- 
formed for 1000 hours is equivalent to testing 
device life from 2 to 300 years of use at Ta = 
40°C. _ 

By repeating these accelerated reliability tests, 
device quality is checked and defects analyzed. 
The resulting information is extremely useful in 
improving the manufacturing processes. Some 
of the more common defects in LSI elements and 
their analysis are described on next page. 
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MICROPROCESSOR LIFE TEST RESULTS 











MSM80C85A-2RS MSM81C55RS 


MSM82C59A-2RS 
















Part name 
8 BIT 2048 BIT CMOS PROGRAMMABLE _| Referred 
MICROPROCESSOR | STATIC RAM WITH INTERRUPT standard 
(0 PORTS & TIMER CONTROLLER 
Test Test 
item condition 







Ta=125°C 
Vcc = 6V 


Temperature Ta=85°C 100 | 2000 2000 100 | 2000 
humidity test RH = 85% (H) (H) (H) 
Vcc =6V 


Temperature|_ 5ss0c2RT2150°C 500 300 100 500 MIL-STD- 
cycling test |(39 min) t (30 min) (cy) (cy) (cy) 883C 
200 200 200 
(H) (H) (H) 


Operating 
life test 






















: METHOD 
(5 min) 1010 










Ta=121°C 
RH = 100% 
2 atm 


Pressure 
cooker test 


Part name MSM80C86/88AJS 


Function 


Test 
condition 


Operating Ta=125°C 
life test Vcc =6V 


Temperature Ta=85°C 
humidity test RH = 85% 
Vcc = 6V 


Temperature) — 55°C@RT=# 150°C 
cycling test | (30 min) t (30 min) 
(5 min) 





Pressure Ta=121°C 
cooker test RH = 100% 
2 atm 
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MICROPROCESSOR ENVIRONMENTAL TEST RESULTS 








| MSM80C85A-2RS MSM81C55RS MSM82C59A-2RS 


8 BIT 2048 BIT CMOS PROGRAMMABLE 
MICROPROCESSOR | STATIC RAM WITH INTERRUPT 


| VO PORTS & TIMER CONTROLLER 


Test- Test Sample | Failures Sample | Failures Sample Failures 
item condition size (pcs) size (pcs) size (pcs) 
PRE-Bake Bake 
(125°C, 6 hrs) 


| 260°C 20 
10 SEC 


~—55°C#RT= 150°C 
(30min) (5min) (30min) 
20 cycles 





















Referred 
standard 
























MIL. 
STD-883C 

METHOD 
2003 


Soldering 
Heat Test 




















MiL- 
STD-883C 
METHOD 
1010 






Temperature — 
Cycling Test 














100°C#0°C 
(5min) (Smin) 
10 cycles 


MIL- 
STD-883C 
METHOD 
1011 







Thermal 
Shock 
Test 


500g 10SEC 


_ | 250g 90° BEND | 
Bending 3 TIMES 




















MiL- 
STD883C 
METHOD 
~ 2004 















230°C 5 SEC MIL 
STD883C . 
METHOD 


2003 





Solderability 


7 16 BIT eussiiees 
“MICROPROCESSOR | Standar 


_ (STATIC VERSION) 


Soldering Vapor Phase Reflow 
Heat Test (215+ 2°C,90 + 10, — Osec) 
2 times 


ee -55°C#RT=# 150°C 
_ Temperature | (30min) (5min) (30min) STD-883C 
Cycling Test 20 cycles METHOD 


100°C=#0°C 
Thermal (Smin) (5min) STD-883C 


Test | 


Immerse into Flux 


Immerse into Solder 
(215+2°C 10+ 1sec) 


Solderability 


& i (125°C, 24hrs) 


Other Test 


! 
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4. SEMICONDUCTOR MEMORY 
FAILURES 


The life-span characteristics of semiconductor 
elements in general (not only semiconductor IC 
devices) is described by the curve shown in the 
diagram below. Although semiconductor 
memory failures are similar to those of ordinary 
integrated circuits, the degree of integration 
(miniaturization), manufacturing complexity and 
other circuit element factors influence their inci- 
dence. 


Semiconductor Element Failure Rate Curve 


initial SHIPPING 
failure 


Wear-out 
failure 


___Random 
failure 


Failure Rate — 


General 
electronic 
devices 








—> Time 
Semiconductor 
elements 


Debugging by burn-in 
screening 





1) Surge Destruction 

This is destruction of the input/output stage cir- 
cuits by external surge currents or static elec- 
tricity. The accompanying photograph shows a 
point of contact between aluminum and poly- 
silicon that has been dissolved by a surge cur- 
rent. A hole has formed in the substrate silicon, 
leading to a short circuit. This kind of failure is 
traceable in about 30% of defective devices re- 
turned to the manufacturer. Despite miniaturiza- 
tion of semiconductor memory component ele- 
ments (which means the elements themselves 
are less resistant), these failures usually occur 
during assembly and other handling operations. 
At Oki, all devices are subjected to static elec- 
tricity intensity tests (under simulated operation- 


Example of surge destruction 
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al conditions) in the development stage to 
reduce this type of failure. In addition to checking 
endurance against surge currents, special pro- 
tective circuits are incorporated in the input and 
Output sections. 


Input section 


UU my 


7 Poly Si 
Destruction 
position 


if 
Aluminum 


wire 





2) Oxide Film Insulation Destruction (Pin Holes) 

Unlike surge destruction, this kind of failure 
is caused by manufacturing defects. Local wea- 
kened sections are ruptured when subjected to 
external electrical stress. Although this problem 
is accentuated by the miniaturization of circuit 
elements, it can be resolved by maintaining an 
ultra-clean manufacturing environment and 
through 100% burn-in screening. 


3) Surface Deterioration due to lonic Impurities 
Under some temperature and electric field condi- 
tions, charged ionic impurities moving within the 
oxide film previously resulted in occasional dete- 
rioration of silicon surfaces. This problem has 
been eliminated by new surface stabilization 
techniques. 


4) Photolithographic Defects 

Integrated circuits are formed by repeated pho- 
tographic etching processes. Dust and 
scratches on the mask (which corresponds to a 
photographic negative) can cause catastrophic 
defects. At present, component elements have 
been reduced in size to the order of 10 cm 
through miniaturization. However, the size of 
dust and scratches stays the same. At OKi, a 
high degree of automation, minimizing human in- 
tervention in the process, and unparalleled 
cleanliness, solves this problem. 





Photolithographic Defect 
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5) Aluminum Corrosion - 
Aluminum corrosion is due to electrolytic reac- 
tions caused by the presence of water and 
minute impurities. When aluminum dissolves, 
lines break. This problem is unique to the plastic 
capsules now used widely to reduce costs. Oki 
has carefully studied the possible cause and 
effect relationship between structure and manu- 
facturing conditions on the one hand, and the 
generation of aluminum corrosion on the other. 
Refinements incorporated in Oki LSIs permit su- 
perior endurance to even the most severe high 
humidity conditions. 


6) Alpha-Particle Soft Failure 

This problem occurs when devices are highly 
miniaturized, such as in 1 megabit RAMs. The in- 
version of memory cell data by alpha-particle 
generated by radio-active elements like uranium 
and thorium (present in minute quantities, mea- 
sured in ppb) in the ceramic package material 
causes defects. Since failure is only temporary 
and normal operation restored quickly, this is 
referred to as a “soft” failure. At Oki we have 
eliminated the problem by coating the chip sur- 
face of 1 megabit RAMs with a resin which effec- 
tively screens out these alpha-particles. : 


Package ceramic 
cover 


Tab usens Silicon oxide 


film 


Substrate silicon 


saxo a-particle 
lonization along 


the a-particle path 
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7) Degradation in Performance Characteristics 
Due to Hot Electrons | | 

With increased miniaturization of circuit ele- 
ments, internal electric field strength in the chan- 
nels increases since the applied voltage remains 
the same at 5V. As a result, electrons flowing in 
the channels, as shown in the accompanying dia- 
gram, tend to enter into the oxide film near the 
drain, leading to degradation of performance. Al- — 
though previous low-temperature operation tests 
have indicated an increase of this failure, we. 
have confirmed by our low-temperature acceler- 
ation tests, including checks on test element 
groups, that no such problem exists in Oki LSlIs. 


+VD 


+VG | 4 
| 
ate | 


Hot electrons 


Gate $V ge 


Source Silicon oxide 90 Drain 


" RS’%ez 1 a a Wi 
oe el 
MMM argh 


Substrate silicon 





Characteristic deterioration caused 
by hot electrons 


With further progress in the miniaturization of cir- 
cuit components, failures related to pin hole 
oxide film destruction and photolithography have 
increased. To eliminate these defects during 
manufacturing, Oki has been continually improv- 
ing its production processes based on reliability | 
tests and information gained from the field. And 
we subject all devices to high-temperature burn- 
in screening for 48 to 96 hours to ensure even 
greater reliability. 


DATA SHEETS 
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8-BIT CMOS MICROPROCESSOR 


MSM80C85A RS/GS/JS 





GENERAL DESCRIPTION 


The MSM80C85A is a complete 8-bit parallel central processor implemented in silicon gate C-MOS technology. 
It.isdesigned with the same processing speed and lower power consumption compared with MSM8085A, thereby 


offering a high level of system integration. 


The MSM8OC85A uses a multiplexed address/data bus. The address is split between the 8-bit address bus and 
the 8-bit data bus. The on-chip address latches of MSM81C55/MSM83C55 memory products allow a direct interface 


with the MSM80C85A. 


FEATURES 


e@ Low Power Dissipation: 50 mW Typ 

e Single +4 to +6 V Power Supply 

e ~40 to +85°C, Operating Temperature 

@ 1.3u Instruction Cycle 

@ On-Chip Clock Generator (with External Crystal) 

@ On-Chip System Controller; Advanced Cycle Status 
Information Available for Large System Control 

-@ TTL Compatible 


FUNCTIONAL BLOCK DIAGRAM 


INTA  RST6.5 


INTR &@ RST5.5 | RST7.5 


INTERRUPT CONTROL 


e Four Vectored Interrupt Inputs (One is non-maskable) 
Plus the 8080A-compatible interrupt. 

@ Serial In/Serial Out Port 

e Decimal, Binary and Double Precision Arithmetic 

®@ 40pin Plastic DIP (DIP40-P-600) 

@44pin PLCC (QFJ44-P-S650) 

@ 44pin Plastic OFP (QFP44-P-910-K) 

@ 44pin-V Plastic OFP (QFP 44-P-910-VkK) 


SERIAL 1/0) 
CONTROL 


8-BIT INTERNAL t 
DATA BUS 


INSTRUCTION 
REGISTER (8) 


INSTRUCTION B REG (8) C REG (8) 


FLAG (5) 
FLIP FLOPS 


DECODER 
ARITHMETIC AND D REG (8) | EREG (8) | 
LOGIC MACHINE 
UNIT CYCLE H REG (8) L REG (8) 
{ALU) (8) ENCODING REGISTER 
STACK POINTER (16) ARRAY 
PROGRAM COUNTER (16) 


INCREMENTER/ 
DECREMENTER 
ADDRESS LATCH (16) 


ADDRESS DATA/ADDRESS 
BUFFER (8) BUFFER (8) 


D WR ALE So S, 1O/M | HLDA RESET | | 
—__'____ OUT 
HOLD RESETIN 





Power —~ +5V 
Supply | -= GND 


TIMING AND CONTROL 
CONTROL STATUS DMA 


Ais—Ag AD7—ADo 
ADDRESS BUS ADDRESS/DATA BUS 
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PIN CONFIGURATION 
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Ais 
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- i An 
BE . 
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(HITT 
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AD, 7 27 9 So 
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RST5.5U 10 RD 
INTRQ11 WR 
N.C.Q 12 JN.C 
INTAQ13 ALE 
ADOQ 14 SO 
AD1 15 31 {J A15 
AD2Q 16 oe 30 9} A14 
AD3 {] 17 29 J] A13 
st mw onnweoaaoeeana 
g2¢¢25%* eax 
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MSM80C85A FUNCTIONAL PIN DEFINITION 


The following describes the function of each pin: 


Symbol Function 


Ag—Ais Address Bus: The most significant 8-bits of the memory address or the 8-bits of the I/O 
(Output, 3-state) address, 3-stated during Hold and Halt modes and during RESET. 


ADg—AD 4 Multiplexed Address/Data Bus: Lower 8-bits of the memory address (or |/O address) 
(Input/Output) appear on the bus during the first clock cycle (T state) of a machine cycle. It then 
3-state becomes the data bus during the second and third clock cycles. 


ALE Address Latch Enable: It occurs during the first clock state of a machine cycle and enables 
(Output) the address to get latched into the on-chip latch of peripherals. The falling edge of ALE 

is set to guarantee setup and hold times for the address information. The falling edge 

of ALE can also be used to strobe the status information. ALE is never 3-stated. 


So, $1,10/M Machine cycle status: 
(Output) 1O0/M S, So States States 
0 1 Memory write Interrupt Acknowledge - 
1 Memory read . Halt - = 3-state 
0 1/O write : Hold (high impedance) 
1 0 t/Oread : Reset x = unspecified 
1 1  Opcode fetch 
S, can be used as an advanced R/W status. |0/M, So and S; become valid at the beginning 
of a machine cycle and remain stable throughout the cycle. The falling edge of ALE may 
be used to latch the state of these lines. 


RD READ control: A low level on RDindicates the selected memory or |/O device is to be 
(Output, 3-state) read and that the Data Bus is available for the data transfer, 3-stated during Hold and Hait 
modes and during RESET. 


WR WRITE contro!: A low level on WR indicates the data on the Data Bus is to be written 
(Output, 3-state) into the selected memory or I/O location. Data is set up at the trailing edge of WR, 
3-stated during Hold and Halt modes and during RESET. 


READY If READY is high during a read or write cycle, it indicates that the memory or peripheral 
(Input) is ready to send or receive data. If READY is low, the cpu will wait an integral number 
of clock cycles for READY to go high before completing the read or write cycle. READY 


must conform to specified setup and hold times. 


HOLD HOLD indicates that another master is requesting the use of the address and data buses. 

(Input) The cpu, upon receiving the hold request, will relinquish the use of the bus as soon as the 
completion of the current bus transfer. Internal processing can continue. The processor 
can regain the bus only after the HOLD is removed. When the HOLD is acknowledged, 


the Address, Data, RD, WR, and !O/M lines are 3-stated. 


HLDA HOLD ACKNOWLEDGE: Indicates that the cpu has received the HOLD request and 
(Output) that it will relinquish the bus in the next clock cycle. HLDA goes low after the Hold 
request is removed. The cpu takes the bus one half clock cycle after HLDA goes low. 


INTR INTERRUPT REQUEST: Is used as a general purpose interrupt. It is sampled only during 

(Input) the next to the last clock cycle of an instruction and during Hold and Halt states. If it is 
active, the Program Counter (PC) will be inhibited from incrementing and an INTA will be 
issued. During this cycle a RESTART or CALL instruction can be inserted to jump to the 
interrupt service routine. The INTR is enabled and disabled by software. It is disabled by 
Reset and immediately after an interrupt is accepted. 

INTA INTERRUPT ACKNOWLEDGE: |s used instead of (and has the same timing as) RD 

(Output) during the instruction cycle after an INTR is accepted. 

RST 5.5 RESTART INTERRUPTS: These three inputs have the same timing as INTR except they 

RST 6.5 cause an internal RESTART to be automatically inserted. 

RST 7.5 The priority of these interrupts is ordered as shown in Table 1. These interrupts have a 

(Input) higher priority than INTR. In addition, they may be individually masked out using the 
SIM instruction. 


TRAP Trap interrupt is a nonmaskable RESTART interrupt. It is recognized at the same timing 
(Input) as INTR or RST 5.5—7.5. It is unaffected by any mask or Interrupt Disable. It has the 
highest priority of any interrupt. (See Table 1.) 
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| 
RESET IN Sets the Program Counter to zero and resets the Interrupt Enable and HLDA flip-flops. 
(Input) The data and address buses and the control lines are 3-stated during RESET and because 
of the asynchronous nature of RESET, the processor’s internal registers and flags may be 
altered by RESET with unpredictable results. RESET IN is a Schmitt-triggered input, 

allowing connection to an R-C network for power-on RESET delay. The cpu is held in 

the reset condition as long as RESET IN is applied. 





























Indicates cpu is being reset. Can be used as a system reset. The signal is synchronized to 
the processor clock and lasts an integral number of clock periods. j 








RESET OUT 
(Output) _ 
X1, X2 
(Input) 


X 4 and X» are connected to a crystal to drive the internal clock generator. Xj, can also 
be an external clock input from a logic gate. The input frequency is divided by 2 to give 
the processor's internal operating frequency. 


CLK Clock Output for use as a system clock. The period of CLK is twice the X1, X input 
(Output) period. 
Serial input data line. The data on this line is loaded into accumulator bit 7 whenever 
a RIM instruction is executed. 
SOD Serial output data line. The output SOD is set or reset as specified by the SIM instruction. 
(Output) 
Vcc 












Table 1 Interrupt Priority, Restart Address, and Sensitivity 






| . Rising edge (latched). 
RST 6.5 3 fH —~—~—SsSY High level until sampled | 


High level until sampled. 


High level until sampled 


Notes: (1) The processor pushes the PC on the stack before branching to the indicated address. 
(2) The address branched to depends on the instruction provided to the cpu when the interrupt is ac- 
knowledged. 
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FUNCTIONAL DESCRIPTION 


The MSM80C85A is a complete 8-bit parallel 
central processor. It is designed with silicon gate 
C-MOS technology and requires a single +5 volt supply. 
Its basic clock speed is 3MHz, thus improving on the 
present 8080A’s performance with higher system speed. 
Also it is designed to fit into a minimum system of three 
IC’s: The cpu (MSM80C85 A), a RAM/1O (MSM81C55), 
and a ROM/IO chip (MSM83C55). 

The MSM80C85A, has twelve addressable 8-it 
registers. Four of them can function only as two 16-bit 
register pairs. Six others can be used interchangeably 
as 8-bit registers or a 16-bit register pairs. The MSM- 
80C85A register set is as follows: 


ACCor A Accumulator |8bits 
16-bit address 


BC, DE, HL | General-Purpose | 8-bit x 6 or 
Registers; 16bits x 3 
data pointer (HL) 


[SP | Stack Pointer _ | 16-bit address 
Flagsor F | Flag Register 5 flags (8-bit space) 























The MSM80C85A uses a multiplexed Data Bus. 
The address is split between the higher 8-bit Address 
Bus and the lower 8-bit Address/Data Bus. During 
the first T state (clock cycle) of a machine cycle the low 
order address is sent out on the Address/Data Bus. 
These lower 8-bits may be latched externally by the 
Address Latch Enable signal (ALE). During the rest of 
the machine cycle the data bus is used for memory or 
1/O data. eet, ees 

The MSM80C85A provides RD, WR, So, S; and 
lO/M signals for bus control. An Interrupt Acknow- 
ledge signal (INTA) is also provided. Hold and all 
Interrupts are synchronized with the processor’s internal 
clock. The MSM80C85A also provides Serial Input Data 
(SID) and Serial Output Data (SOD) lines for a simple 
serial interface. 

In addition to these features, the MSM80C85A has 
three maskable, vector interrupt pins and one nonmask- 
able TRAP interrupt. 





INTERRUPT AND SERIAL I/O 


The MSM80C85A has 5 interrupt inputs: INTR, 
RST 5.5, RST 6.5, RST 7.5, and TRAP, INTR is identi- 
cal in functi>* co the 8080A INT. Each of the three 
RESTART inputs, 5.5, 6.5, and 7.5, has a program- 
mable mask. TRAP is also a RESTART interrupt but 
it is nonmaskable. 

The three maskable interrupts cause the internal 
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execution of RESTART (saving the program counter 
in the stack and branching to the RESTART address) 
if the interrupts are enabled and if the interrupt mask is 
not set. The nonmaskable TRAP causes the internal 
execution of a RESTART vector independent of the 
state of the interrupt enable or masks. (See Table 1.) 

There are two different types of inputs in the 
restart interrupts. RST 5.5 and RST 6.5 are high 
level-sensitive like INTR (and INT on the 8080A) and 
are recognized with the same timing as INTR. RST 7.5 
is rising edge-sensitive. 

For RST 7.5, only a pulse is required to set an 
internal flip-flop which generates the internal interrupt 
request. The RST 7.5 request flip-flop remains set until 
the request is serviced. Then it is reset automatically. 
This flip-flop may also be reset by using the SIM instruc- 
tion or by issuing a RESET IN to the MSM80C85A. 
The RST 7.5 internal flip-flop will be set by a pulse on 
the RST 7.5 pin even when the RST 7.5 interrupt is 
masked out. 

The interrupts are arranged in a fixed priority that 
determines which interrupt is to be recognized if more 
than one is pending as follows: TRAP —highest priority, 
RST 7.5, RST 6.5, RST 5.5, INTR—lowest priority. 
This priority scheme does not take into account the 
priority of a routine that was started by a higher priori- 
ty interrupt. RST 5.5 can interrupt an. RST 7.5 routine 
if the interrupts are re-enabled before the end of the 
RST 7.5 routine. —— . 

The TRAP interrupt is useful for catastrophic 
events such as power failure or bus error. The TRAP 
input is recognized just as any other interrupt but has 
the highest priority. It is not affected by any flag or 
mask. The TRAP input is both edge and level sensitive. 
The TRAP input must go high and remain high until 
it is acknowledged. It will not be recognized again 
until it goes low, then high again. This avoids any false 
triggering due to noise or logic glitches. Figure 3 illus- 
trates the TRAP interrupt request circuitry within the 
MSM80C85A. Note that the servicing of any interrupt 
(TRAP, RST 7.5, RST 6.5, RST 5.5, INTR) disables all 
future interrupts (except TRAPs) until an El instruction 
is executed. 

The TRAP interrupt is special in that it disables 
interrupts, but preserves the previous interrupt enable 
status. Performing the first RIM instruction following 
a TRAP interrupt allows you to determine whether 
interrupts were enabled or disabled prior to the TRAP. 
All:subsequent RIM instructions provide current inter- 
rupt enable status. Performing a RIM instruction fol- 
lowing INTR or RST 5.5—7.5 will provide current 
interrupt Enable status, revealing that interrupts are 
disabled. 

The serial 1/O system is also controlled by the RIM 
and SIM instructions. SID is read by RIM, and SIM 
sets the SOD data. 
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EXTERNAL [ 
TRAP 
INTERRUPT 
REQUEST 


RESET IN| 


INTERNAL 
TRAP 





INSIDE THE MSM80C85A 


INTERRUPT 
REQUEST 


TRAP F.F 


ACKNOWLEDGE 





Figure 3. Trap and RESET IN Circuit 


DRIVING THE X, and X, INPUTS 


You may drive the clock inputs of the MSM80C- 
85A with a crystal, or an external clock source. The 
driving frequency must be at least 1 MHz, and must be 
twice the desired internal clock frequency; hence, the 
MSM80C85A is operated with a 6 MHz cyrstal (for 
3 MHz clock). If a crystal is used, it must have the fol- 
lowing characteristics: 

Parallel resonance at twice the clock frequency 

desired 

C1 (load capacitance) < 30 pF 

Cy (shunt capacitance) < 7 pF 

Rg (equivalent shunt resistance) < 75 ohms 


A. Quartz Crystal Clock Driver 


80C85A 


100pF Capacitor required for crystal frequency < 4MHz. 
50pF Capacitor required for crystal frequency = 4 MHz. 





Drive level: 10 mW 

Frequency tolerance: +.005% (suggested) 

Note the use of the capacitors between X,;, X» and 
ground. These capacitors are required to assure oscilla- 
tor startup at the correct frequency. 

Figure 4 shows the recommended clock driver 
circuits. Note in B that a pullup resistor is required to 
assure that the high level voltage of the input is at least 
4V. 

For driving frequencies up to and including 6 MHz 
you may supply the driving signal to X, and leave X»4 
open-circuited (Figure 4B). To prevent self-oscillation 
of the MSM80C85A, be sure that X, is not coupled 
back to X; through the driving circuit. | 


~1—6 MHz Input Frequency External Clock 


Drive Circuit 
VIH > 0.8Vcc 
High time > 60ns 


Low time > 60ns 


* X» Left floating 


Figure 4 Clock Driver Circuits 
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BASIC SYSTEM TIMING 


The MSM80C85A has a multiplexed Data Bus. 
ALE is used as a strobe to sample the lower 8-bits of 
address on the Data Bus. Figure 5 shows an instruction 
fetch, memory read and !/O write cycle (as would occur 
during processing of the OUT instruction). Note that 
during the 1/O write and read cycle that the I/O port 
address is copied on both the upper and lower half of 
the address. 

There are seven possible types of machine cycles. 
Which of these seven takes place is defined by the 
status of the three status lines (IO/M, $1, So) and the 
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three control signals (RD, WR, and INTA)., (See Table 
2.) The status line can be used as advanced controls 
(for device selection, for example), since they become 
active at the Ty state, at the outset of each machine 
cycle. Control lines RD and WR become active later, 
at the time when the transfer of data is to take place, 
sO are used as command lines. 

A machine cycle normally consists of three T 
states, with the exception of OPCODE FETCH, which 
normally has either four or six T states (unless WAIT 
or HOLD states are forced by the receipt of READY 
or HOLD inputs). Any T state must be one of ten 
possible states, shown in Table 3. 


Table 2 MSMS80C85A Machine Cycle Chart 


Opcode Fetch (OF) 
Memory Read (MR) 


(MW) 
1/O Read (1OR) 
1/O Write (lOW) 
Acknowledge of INTR (INA) 


Bus Idle (BI): DAD 
RST, TRAP 
HALT 


Memory Write 





Table 3 MSM80C85A Machine State Chart 


Status & Buses 





0 = Logic “0” 

1 = Logic ‘*1" 

TS = High Impedance 
X = Unspecified 


Notes: (1) 


ALE not generated during 2nd and 3rd machine cycles of DAD instruction. 
(2) !O/M= 1 during T4~T6 of INA machine cycle. 
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(LOW ORDER 


DATA FROM DATA FROM MEMORY DATA TO MEMORY 
BROEESS! MEMORY (1/0 PORT ADDRESS) OR PERIPHERAL 


(INSTRUCTION) 


STATUS 





Figure 5- MSM80C85A Basic System Timing 


Table 4 Absolute Maximum Ratings 








Ambient Temperature under Bias .............. Msgs ec iietet ik oy we Ron tie, corte ig Sg ~40°C to + 85°C 
Storage Temperature... 2... te ee et ee ee ee teens -55°C to + 150°C 
Supply Voltage Respect toGround ......... 2... eee eee weet eee ee ee eens . 0.3V to + 7.0V 
Input Voltage Respect to Ground ........... CE ee ee ee ene a Serene -0.3V to Vcc + 0.3V 
Power Dissipation ............ beans eardedadie Welt t dts Bd a wht abow ah ek 1.0 Watt (DIP) | 


0.7 Watt (FLAT) 
1.0 Watt (PLCC) 





Note: Stresses above those listed under ‘Absolute Maximum Ratings’’ may cause permanent damage to the device. 
This is a stress rating only and functional operation of the device at these or any other conditions above those 
indicated in the operational sections of this specification is not implied. Exposure to absolute maximum rating 
eanditions for extended periods may affect device reliability. | 
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D.C. CHARACTERISTICS 
(Ta = -40°C to + 85°C; Voc = 5V +10%; unless otherwise specified) 


[—Paraeer —[Svmbor [win [Tye [wax Unie | TestGondiions 


8 
Input High Voltage VIH Vcc + 0.3 
lot = 2mA 
8 




















Output Low Voltage = | Vor | | 0.45 
lon = —40uA 
Input Leak Pty | -10 wA | OV<VIN<Vec 
beet eee 
Vec + 0.3 
m 


Input High Level, RESET | ViwrR 3.0 


Hysteresis, RESET 


V 
A 
Input Low Level, RESET | VitR -0. V 
V 
ees 
A 


Vcc = 4.5V to 5.5V 


Ta = 40°C to +85°C 
Vcc =4-75V to 5.25v| Reset 
pe fom sd Ta = 0°C to +85°C PELE 


rae 


Power Supply Current 


Power Supply Voltage 





A.C. CHARACTERISTICS 
(Ta = -40°C to 85°C; Vcc = 5V +10%) 


CLK Cycle Period 
CLK Low Time 


80C85A 


Symbol 





tcYc 
t 


CLK High Time t 
CLK Rise and Fall Time tr, tf 
X, Rising to CLK Rising tXKR 
X 1 Rising to CLK Falling tXKF 
Ag~is5 Valid to Leading Edge of Control (1) tAC 
D 
L 











WwW 
© 


270 


1 

i 2 

i A 
Ao~7 Valid to Leading Edge of Control tACL 
Ao~15 Valid to Valid Data In ta 
Address Float After Leading Edge of RD (INTA) 
Ag~15 Valid Before Trailing Edge of ALE(1) ta 
A 
C 


575 


Ao~7 Valid Before Trailing Edge of ALE tALL 
220 


READY Valid from Address Valid tARY 
Address (Ag—A\js) Valid After Control 


C 


t 
Width of Control Low (RD, WR, INTA) tc 
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A.C. CHARACTERISTICS (cont'd) 


INTR, RST, and TRAP Setup Time to Falling Edge 
of CLK 


tWOL 


Notes: (1) Ag—Ays5 address Specs apply to 1O/M, So, and S; except Ag—Aj5 are undefined during T4—T. of OF 
cycle whereas |O/M,.So, and S are stable. 
(2) Test conditions: teyc = 320ns Cy = 150pF 
(3) For all output timing where C_ = 150pF use the following correction factors: 
25pF < Ci < 150pF: -0.10ns/pF 
150pF < Ci < 300pF: +0.30ns/pF 
(4) Output timings are measured with purely capacitive load. 
(5) All timings are measured at output voltage Vi = 0.8V, Vy = 2.2V, and 1.5V with 10ns rise and fall time 
on inputs. . 
(6) To calculate timing specifications at other values of tcyc use Table 7. 
(7) Data hold time is guaranteed under all loading conditions. 





input Waveform for A.C. Tests: 


2. | 
2 test 7-7 N 


0.8 POINTS “0.8 
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Table 7 Bus Timing Specification as a Tc yc Dependent 





MSMB80C85A 
(1/2)T — 45 
(1/2)T — 60 
(1/2)T — 20 
(1/2)T — 60 
(1/2)T — 30 
(5/2 + N)T — 225 
(3/2 + N)T — 180 


= 
x< 






tLA 
tLL a 
tLCK 
L 












ad 
Q 


2) 
are 


A 
AX 
(1/2)T — 10 
(1/2)T — 40 
(3/2 + N)T — 60 
(1/2)T — 60 
(3/2 + N)T — 80 
(1/2)T — 110 
(3/2)T — 260 
(1/2)T — 50 
(1/2)T + 50 | MAX 
(1/2)T + 50 
(2/2)T - 50 
(1/2)T - 80 
(1/2)T - 40 
(3/2)T - 80 
(2+N)T — 180 MAX 


ot 


CA 





= 


o> 


w 
t 


Q 
2) 
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Figure 6 Clock Timing Waveform 
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READ OPERATION | 


Ty T2 T3 1 
tLCK | ICA 
ADy~AD7 {| ADDRESS LL R28 DATA IN | DATA IN|, f 
tLA 
Py tAFR ; 
t . 


Ag~Ais5 ( 





fay t 
RDANTA cc 


WRITE OPERATION 


: Ty T2 T3 Ty 
— betick 


Ag~Ais5 ADDRESS 


ka 


ADo~AD7 ADDRESS DATA OUT 


t t 
Fis LL LA 


=== 
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Read operation with Wait Cycle (Typical) — 
same READY timing applies to WRITE operation 


ieee EE ee 
taD 


tRDH 


~——r. _ yf 


ALE tLDR a 
tAL 
tRD 


teL 
t 
tro tLRY 


tARY 


tcc 


READY 


Note: READY must remain stable during setup and hold times. 





Figure 7 MSM80C85A Bus Timing, With and Without Wait 


HOLD OPERATION 





Figure 8 MSM80C85A Hold Timing 
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T6 THOLD 71 


14 


GE 


| BUS FLOATING (1) = 


von TK 
tINS TINH 
HOLD 


Note: (1) 10/Mis also floating during this time. 


Figure 9 MSMS80C85A Interrupt and Hold Timing 
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Table 8 Instruction Set Summary 


Instructiun Code (1) Clock (2) 
Ds Dy D3 D2 Dy Cycles 


Mnemonic Description 


MOVE, LOAD, AND STORE 

MOVr1 r2 Move register to register 

MOV Mr Move register to memory 

MOV rM Move memory to register 

MVIr Move immediate register 

MVIM Move immediate memory 
LX!IB Load immediate register Pair B & C 
LXID Load immediate register PairD & E 
LXIH Load immediate register Pair H&L 
LX! SP Load immediate stack pointer 
STAX B Store A indirect 

STAX D Store A indirect 

LDAX B Load A indirect 

LDAX D Load A indirect 

STA Store A direct 

LDA Load A direct 

SHLD Store H & L direct 

LHLD Load H & L direct 

XCHG Exchange D & E H & L registers 


STACK OPS 

PUSH B Push register Pair B & C on stack 
PUSH D Push register Pair D & E on stack 
PUSH H Push register Pair H & L on stack 
PUSH PSW Push A and Flags on stack 

POP B Pop register Pair B & C off stack 
POP D Pop register Pair D & E off stack 
POP H Pop register Pair H & L off stack 
POP PSW Pop A and Flags off stack 

XTHL Exchange top of stack H& L 
SPHL H & L to stack pointer 


-~oodocoodcoooo0o0°co°cooc;eo 
ooorrverOvn-or ono - 00-0 
"~}]}o-0frrfc0c0ooqooqooqo0qo0u0 0 0° 9 
= =@ @ a @ ea we mr 2 OO OO PW 2 2B MN 


-oodoodocdcodo0coeooqo0o0o0°coo+ = 
oooo0codooooqooqo0o°0off/-%9%M% 
~"ooododcdcoeodo°c”crornrwnr- /- oOoonn 


ea eae ha eke el a a ee otk 
-=-- 00-00 
-O-0-0-0+20 
-cceco000000 0 
CO0O0O0O0--+- 
SO-0000 0000 
Eyres Eh Ga sew: taba Gs 


Jump unconditional 
Jump on carry 

Jump on no carry 

Jump on zero 

Jump on no zero 

Jump on positive 

Jump on minus 

Jump on parity even 
Jump on parity odd 

H & L to program counter 


ch ok Beas es ext SE, ee tls ak 
-=242-42-.-.00000 
oo0o-]-+-}00-++0 
=-O--00-0+20 
2000000000 
Om = @ a= a= om ao | 
=-9O00000000 = 


Call unconditional 
Call on carry 

Call on no carry 
Call on zero 

Call on no zero 
Call on positive 
Call on minus 

Call on parity even 
Call on parity odd 


as Git ag od Ne ae es 
tet sitcthy ik pags Ace a ee ree 
--=-2-00000 
oOo-+00-=-0 
Oo--00-0+2 
Bil oi es ad, Ss da oes 
ooo No Mo—-—o—omo 
eco000O0C0O0O= 
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Table 8 Instruction Set Summary cont’d 


Instruction Code(1) Clock(2) 
D, De Ds Da D3 Dy Cycies 


Description 


RETURN 

RET Return 

RC Return on carry. 
RNC Return on no carry | 
RZ Return on zero 

RNZ Return on no zero 
RP Return on positive 
RM Return on minus 

RPE Return on parity even 
RPO. | Return on parity odd 


RESTART . 
RST Restart 


INPUT/OUTPUT 


be ae Min las lint, NES 
niok oat ie a oor wa 
ae ee a 
oo-=-00-=0 
o--00-0+2 
COOCOOO0O0O0CO 
ecoooo0ooC oO 
COCO O0COO- 


INCREMENT AND DECREMENT 
Increment register 
Decrement register 
Increment memory 
Decrement memory 
Increment B & C registers 
Increment D & E registers 
Increment H & L registers 
Increment stack pointer 
Decrement B & C 
Decrement D & E 
Decrement H & L 
Decrement stack pointer 


ooooooo0oo0o0°;co°o 3} 
=-=-00+-+-00-+-00 
-,]-)./+-/0q0 00000 GU 
=— 2 2 =2@ = w= = = O OO O 
— aw em od et a ot = = © — © 
MNOnAnaannacodsra 


oooocooo°o0°o0°o7°csae 
oooooo0o0°caoe+--- 


Add register to A 

Add register to A with carry 
Add memory to A 

Add memory to A with carry 
Add immediate to A 

Add immediate to A with carry 
AddB&CtoH&L 
AddD&EtoH&L 
AddH&LtoH&L 

Add stack pointer toH & L 


CoOoOoaa aaa 
COCOO==0000 
“=~OCcccd0000 
-o-c0C00000 
2a w@w @& = = CO = O - Oo 
COO0O=+-==20Nn 
COOCO=3-330%n 
=-42200000 NM 


SUBTRACT 

SUB r Subtract register from A 

‘SBBr Subtract register from A with borrow 

SUB M Subtract memory from A 

SBB M Subtract memory from A with borrow 

SU! Subtract immediate from A 

SBI Subtract immediate from A with 
borrow 
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LOGICAL 
ANAr 
XRAr 
ORAr 
CMP r 
ANAM 
XRAM 
ORAM 
CMP M 
ANI 
XRI 
ORI 
CPI 


ROTATE 
RLC. 
RRC 
RAL 
RAR 


SPECIALS 
CMA 

STC 

CMC 

DAA 


CONTROL 
El 

DI 

NOP 

HLT 

RIM 

SIM 


Table 8 


Description 


And register with A 
Exclusive Or register with A 
Or register with A 

Compare register with A 
And memory with A 
Exclusive Or memory with A 
Or memory with A 

Compare memory with A 
And immediate with A 
Exclusive Or immediate with A 
Or immediate with A 
Compare immediate with A 


Rotate A left 

Rotate A right 

Rotate A left through carry 
Rotate A right through carry 


Complement A 
Set carry 
Complement carry 
Decimal adjust A 


Enable Interrupts 
Disable Interrupt 
No-operation 

Halt 

Read Interrupt Mask 
Set Interrupt Mask 


Dy 


—_— eh eft eo ott et ett ott ott ot = == 


De Ds 


7m rp -/ 0 000000 0 
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Instruction Code (1) 
D2 


i et ath wi et ot et ot = = od = 


D4 


-=00-+-00+--=-00 


Instruction Set Summary cont’d 


D3 


-~oOo-07r020 "020 


= @ @ eB ewrarwrma (71 YN 


Dy 


2a 2@ a2@ s@ @BPaearar =| TY MM YN 


ooocoooooonnnan 


fA aAhA A aA AH aA RA NNNNN NNN DADA HL 


Clock(2) 
Cycles 








Notes: (1) ODD or SSS. B 000. C 001.0 010. E 011.H 100. L 101. Memory 110. A 111. 
(2) Two possible cycle times, (6/12) indicate instruction cycles dependent on condition flags. 


Precautions for operation 
(1) When the oscillation circuit is to be used, keep the RES input low until the oscillation is sufficiently 
stabilized after power is turned on. . 
(2) When power is turned on, the output level (SOD etc.) is irregular before the equipment is reset. 
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OKI semiconductor 
MSM80C85A-2RS/GS/JS 


8-BIT CMOS MICROPROCESSOR 





GENERAL, DESCRIPTION | 


The MSM80C85A-2 is a complete 8-bit parallel central processor implemented in silicon gate C-MOS technology 


and compatible with MSM80C85A. 


It is designed with higher processing speed (max. 5 MHz) and lower power consumption compared with 
MSM80C85A and power down mode is provided, thereby offering a high level of system integration. 

The MSM80C85A-2.uses a multiplexed address/data bus.The address is split between the 8-bit address bus and 
the 8-bit data bus. The on-chip address latche of a MSM81C55-5 memory product allows a direct 


interface with the MSM80C85A-2. 


FEATURES 


* Power down mode (HALT-HOLD) 

* Low Power Dissipation: 50mW Typ 

* Single +3 to +6 V Power Supply 

*—40 to +85°C, Operating Temperature 

- Compatible with MSM80C85A 

°0.8u Instruction Cycle (Vcc = 5V) 

*On-Chip Clock Generator (with External Crystal) 

*On-Chip System Controller; Advanced Cycle Status 
Information Available for Large System Control 


FUNCTIONAL BLOCK DIAGRAM 


INTA RST6.5 TRAP 


INTR 4 RST5.5; RST7.5 


INTERRUPT CONTROL 


2-AIT INTERNAL 


* Four Vectored Interrupt Inputs (One is non-maskable) 
Plus the 8080A-compatible interrupt. 

* Serial In/Serial Out Port 

* Decimal, Binary and Double Precision Arithmetic 

* Addressing Capability to 64K Bytes of Memory 

*TTL Compatible 

* 40 pin Plastic DIP (DIP40-P-600) 

* 44 pin PLCC (QFJ44-P-S650) 

« 44 pin-V Plastic OFP(QFP44-P-910-VK) 


SID SOD 


SERIAL 1/C 
CONTROL 





DATA BUS 


ec aes! TEMP REG (8) 


FILAG (5) 
LIP FLOPS 


ARITHMETIC 
LOGIC 


UNIT 
(ALU) (8) ENCODING 


Power —e» +5V 
Suppiy | —=~GND 


POWER DOWN 
CLK 
GEN CONTROL STATUS DMA 


TIMING AND CONTROL 


50 





INSTRUCTION 
REGISTER (8) 
a INSTRUCTION 


DECODER 
AND 


[encom | cnc] 
, 


INCREMENTER 
DECREMENTER 


ADDRESS DATA/ADORESS 
BUFFER (8) BUFFER (8) 
A 


Ais—As AD, —AD, 
ADDRESS BUS ADDRESS/DATA BUS 
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PIN CONFIGURATION 


MSM80C85A-2RS (Top View) 
40 Lead Plastic DIP 


RESET IN 
READY 
10/M 


[J CLK (OUT) 
-———J RESET IN 


peAps MSM80C85A-2GS (Top View) 
44 Lead Plastic Flat Package 


aaa 
q<<¢q 


~ 1 oO oo 
<I o> 


) RES-OUT 
CLK OUT 
1 RESET-IN 


= 


MSM80C85A-2JS (Top View) ede 
- OP Vey RST6.509 


44 Plastic Leaded Chip Carrier » RST5.50110 
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| MSM80C85A-2 FUNCTIONAL PIN DEFINITION 


The following describes the function of each pin: 


Symbol! Function 
As—Ais5 Address Bus: The most significant 8-bits of the memory address or the 8-bits of the I/O . 
(Output, 3-state) address, 3-stated during Hold and Halt modes and during RESET. 
ADy —AD, 


(Input/Output) 
3-state 


ALE. 
(Output) 









Multiplexed Address/Data Bus: Lower 8-bits of the memory address (or |/O address) 
appear on the bus during the first clock cycle (T state) of a machine cycle. It then 
becomes the data bus during the second and third clock cycles. 




























Address Latch Enable: It occurs during the first clock state of a machine cycle and enables 
the address to get latched into the on-chip latch of peripherals. The falling edge of ALE 

is set to guarantee setup and hold times for the address information. The falling edge 

of ALE can also be used to strobe the status information ALE is never 3-stated. 











So, $1, 10/M Machine cycle status: 





(Output) 1O/M Si So States » 1O/M S: So States 
QO O 1 Memory write 1 1 14 Interrupt Acknowledge 
O 1 0 Memory read 0 O~ Halt = 3-state 
1 #O 1 Jt/Owrite x x Hold (high impedance) 
1 1 #O 1/0 read x x Reset x= unspecified 
O 1 +1 + Opcode fetch 


S, can be used as an advanced R/W status. 10/M, So and S; become valid at the beginning 
of a machine cycle and remain stable throughout the cycle. The falling edge of ALE may 
be used to latch the state of these lines. 













RD 
(Output, 3-state) 


READ control: A low level on RD indicates the selected memory or I/O device is to be 
read and that the Data Bus is available for the data transfer, 3-stated during Hold and Halt 
modes and during RESET. 


WRITE control: A low level on WR indicates the data on the Data Bus is to be written 
into the selected memory or I/O location. Data is set-up at the trailing edge of WR, 
3-stated during Hold and Halt modes and during RESET. 


If READY is high during a read or write cycle, it indicates that the memory or peripheral 






WR 
(Output, 3-state) 




























READY 

(Input) is ready to send or receive data. If READY is low, the cpu will wait an integral number 
of clock cycles for READY to go high before completing the read or write cycle READY 
must conform to specified setup and hold times. 

HOLD HOLD indicates that another master is requesting the use of the address and data buses. 

(Input) The cpu, upon receiving the hold request, will relinquish the use of the bus as soon as the 
completion of the current bus transfer. Internal processing can continue. The processor 
can regain the bus only after the HOLD is removed. When the HOLD is acknowledged, 
the Address, Data, RD, WR, and IO/M lines are 3-stated. And status of power down is 
controlled by HOLD. 

HLDA HOLD ACKNOWLEDGE: Indicates that the cpu has received the HOLD request and 

(Output) that it will relinquish the bus in the next clock cycle. HLDA goes low after the Hold 


request is removed. The cpu takes the bus one half clock cycle after HLDA goes low. 











INTR 
(Input) 


INTERRUPT REQUEST: Is used as a general purpose interrupt. It is sampled on during 
the next to the last clock cycle of an instruction and during Hold and Halt states. If it is 
active, the Program Counter (PC) will be inhibited from incrementing and an INTA will 
be issued. During this cycle a RESTART or CALL instruction can be inserted to jump 
to the interrupt service routine. The INTR is enabled and disabled by software. It is 
disabled by Reset and immediately after an interrupt is accepted. Power down mode is 
reset by INTR. 


INTERRUPT ACKNOWLEDGE: Is used instead of (and has the same timing as) RD 
during the instruction cycle after an INTR is accepted. 














INTA 
(Output) 







RST 5.5 RESTART INTERRUPTS: These three inputs have the same timing as INTR except 
RST 6.5 they cause an internal RESTART to be automatically inserted. 

RST 7.5 The priority of these interrupts is ordered as shown in Table 1. These interrupts have a 
(Input) higher priority than INTR. In addition, they may be individually masked out using the 


_SIM instruction. Power down mode is reset by these interrupts. 







TRAP 
(Input) . 


Trap interrupt is a nonmaskable RESTART interrupt. It is recognized at the same timing 
as INTR or RST 5.5—7.5. It is unaffected by any mask or Interrupt Disable. It has the 
highest priority of any interrupt. (See Table 1.) Power down mode is reset by input of 
TRAP. — 
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Symbol! Function 


RESET IN Sets the Program Counter to zero and resets the Interrupt Enable and HLDA flip-flops 
(Input) and release power down mode. The data and address buses and the control lines are 3- 
stated during RESET and because of the asynchronous nature of RESET, the processor's 
internal registers and flags may be altered by RESET with unpredictable results. RESET 
IN is a Schmitt-triggered input, allowing connection to an R-C network for power-on 
RESET delay. The cpu is held in the reset condition as long as RESET IN is applied. 


RESET OUT Indicated cpu is being reset. Can be used as a system reset. The signal is synchronized to 
(Output) the processor clock and lasts an integral number of clock periods. 
Xi, Xo X, and Xz are connected to a crystal to drive the internal clock generator. X,; can also 


(Input) be an external clock input from a logic gate. The input frequency is divided by 2 to give 
the processor's internal operating frequency. 


CLK Clock Output for use as a system clock. The period of CLK is twice the X;, X2 input 
(Output) period. 
SID Serial input data line. The data on this line is loaded into accumulator bit 7 whenever 
(Input) a RIM instruction is executed. 

Serial output data line. The output SOD is set or reset ds specified by the SIM instruction. 
euros 










































Table 1 Interrupt Priority, Restart Address, and Sensitivity 


: : Address Branched To (1) Tvoe T 
riority When Interrupt Occurs ype Trigger 
Rising ie and high level until 


ae ae 3CH Rising edge (latched). 
RST 6.5 34H High level until sampled. | 










2CH High level until sampled. 
(2) High level until sampled. 


Notes: (1) The processor pushes the PC on the stack before branching to the indicated address. 


(2) The address branched to depends on the instruction provided to the cpu when the interrupt is ac- 
knowledged. 
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FUNCTIONAL DESCRIPTION 


The MSM80C85A-2 is a complete 8-bit parallel 


central processor. It is designed with silicon gate 
C-MOS technology and requires a single +5 volt supply. 
Its basic clock speed is 5MHz, thus improving on the 


present MSM80C85A’s performance with higher system 


speed and power down mode. Also it is designed 
to fit into a minimum system of three IC's: The cpu 
(MSM80C85A-2), and a RAM/IO (MSM81C55-5) 

The MSM80C85A-2 has twelve addressable 8-bit 
register pairs. Six others can be used interchangeably 
as 8-bit registers or a 16-bit register pairs. The MSM- 
80C85A-2 register set is as follows: 


Priremonis[ Rosine [conten 





16-bit address 


8-bit x 6 or 
16-bits x 3 














Registers; 
data pointer (HL) 
s> [Stack Pointer 


The MSM80C85A-2 uses a multiplexed Data Bus. 
The address is split between the higher 8-bit Address 
Bus and the lower 8-bit Address/Data Bus. During 
the first T state (clock cycle) of a machine cycle the low 
order address is sent out on the Address/Data Bus. 
These lower 8-bits may be latched externally by the 
Address Latch Enable signal (ALE). During the rest of 
the machine cycle the data bus is used for memory or 
1/O data. 

The MSM80C85A-2 provides RD, WR, So, S; and 
10/M signals for bus control. An Interrupt Acknow- 
ledge signal (INTA) is also provided. Hold and all 
Interrupts are synchronized with the processor's internal 
clock. The MSM80C85A-2 also provides Serial Input 
iData (SID) and Serial Output Data (SOD) lines for a 
simple serial interface. . 

In addition to these features, the MSM80C85A-2 
has three maskable, vector interrupt pins, one nonmask- 
able TRAP interrupt and power down mode with HALT 
and HOLD. 





INTERRUPT AND SERIAL 1/O 


The MSM80C85A-2 has 5 interrupt inputs: INTR, 
RST 5.5, RST 6.5, RST 7.5, and TRAP. INTR is identi- 
cal in function to the 8080A INT. Each of the three 
RESTART inputs, 5.5, 6.5, and 7.5, has a program- 
mable mask. TRAP is also a RESTART interrupt but 
it is nonmaskable. 

The three maskable interrupts cause the internal 
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|Accumulator | 8bits | 





execution of RESTART (saving the program counter 


in the stack and branching to the RESTART address) 
if the interrupts are enabled and if the interrupt mask is 


‘not set. The nonmaskable TRAP causes the internal 


execution of a RESTART vector independent of the 
state of the interrupt enable or masks. (See Table 1.) 

There are two different types of inputs in the 
restart interrupts. RST 5.5 and RST 6.5 are high 
level-sensitive like INTR (and INT on the 808GA) and 
are recognized with the same timing as INTR. RST 
7.5 is rising edge-sensitive. 

For RST 7.5, only a pulse is required to set an 
internal flip-flop which generates the internal interrupt. 
request. The RST 7.5 request flip-flop remains set until 
the request is serviced. Then it is reset automatically. 
This flip-flop may also be reset by using the SIM instruc- 
tion or by issuing a RESET IN to the MSM80C85A. 
The RST 7.5 internal flip-flop will be set by a pulse on 
the RST 7.5 pin even when the RST 7.5 interrupt is 
masked out. 

The interrupts are arranged in a flixed priority that 
determines which interrupt is to be recognized if more 
than one is pending, as follows: TRAP—highest priority, 
RST 7.5, RST 6.5, RST 5.5, INTR—lowest priority. 


‘This priority scheme does not take into account the 


priority of a routine that was started by a higher priori- 
ty interrupt. RST 5.5 can interrupt an RST 7.5 routine 
if the interrupts are re-enabled before the end of the 
RST 7.5 routine. 

The TRAP interrupt is useful for catastrophic 
events such as power failure or bus error. The TRAP 
input is recognized just as any other interrupt but has 


‘the highest priority. It is not affected by any flag or 


mask. The TRAP input is both edge and level sensitive. 
The TRAP input must go high and remain high until 
it is acknowledged. It will not be recognized again 
until it goes low, then high again. This avoids any false 
triggering due to noise or logic glitches. Figure 3 illus- 
trates the TRAP interrupt request circuitry within the 
MSM80C85A-2. Note that the servicing of any interrupt 
(TRAP, RST 7.5, RST 6.5, RST 5.5, INTR) disables all 
future interrupts (except TRAPs) until an El instruction 
is executed. 

The TRAP interrupt is special in that it disables 
interrupts, but preserves the previous interrupt enable 
status. Performing the first RIM instruction following 
a TRAP interrupt allows you to determine whether 
interrupts were enabled or disabled prior to the TRAP. 
All subsequent RIM instructions provide current inter- 
rupt enable status. Performing a RIM instruction fol- 
lowing INTR or RST 5.5—7.5 will provide current 
Interrupt Enable status, revealing that Interrupts are 
disabled. 

The serial I/O system is also controlled by the RIM 
and SIM instructions. SID is read by RIM, and SIM 
sets the SOD data. 





EXTERNAL 
TRAP 
INTERRUPT 
REQUEST 










RESET IN 





INTERNAL 
TRAP 
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INSIDE THE MSM80C85A-2 


INTERRUPT 
REQUEST 


TRAP F.F 





ACKNOWLEDGE 


Figure 3 Trap and RESET IN Circuit 


DRIVING THE X, and X, INPUTS 


You may drive the clock inputs of the MSM80C- 
85A-2 with a crystal, or an external clock source. The 
driving frequency must be at least 1 MHz, and must be 
twice the desired internal clock frequency; hence, the 
MSM80C85A-2 is operated with a 6 MHz crystal (for 
3 MHz clock). If a crystal is used, it must have the fol- 
lowing characteristics: 

Parallel resonance at twice the clock frequency 

desired 

C,_ (load capacitance) < 30 pF 

Cs (shunt capacitance) < 7 pF 

Rs (equivalent shunt resistance) < 75 ohms 


A. Quartz Crystal Clock Driver 


Drive level: 10 mW 

Frequency tolerance: +.005% (suggested) 

Note the use of the capacitors between X;, Xz and 
ground. These capacitors are required to assure oscilla- 
tor startup at the correct frequency. 

Figure 4 shows the recommended clock driver 
circuits. Note in B that a pullup resistor is required to 
assure that the high level voltage of the input is at least 
4v. 

For driving frequencies up to and including 6 MHz 
you may supply the driving signal to X, and leave X, 
open-circuited (Figure 4B). To prevent self-oscillation 
of the MSM80C85A-2, be sure that X, is not coupled 
back to X, through the driving circuit. 


1—10 MHz Input Frequency External Clock 

Drive Circuit 
VIH > 0.8Vcc 
High time > 40ns 
Low time > 40ns 


33pF Capacitor required for crystal frequency 10 to 6.25 MHz. 
50pF Capacitor required for crystal frequency 6.25 to 4 MHz. 
100pF Capacitor required for crystal frequency <4 MHz. 





* X, Left floating 


Figure 4 Clock Driver Circuits 
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BASIC SYSTEM TIMING 


The MSM80C85A-2 has a multiplexed Data Bus. 
ALE is used as a strobe to sample the lower 8-bits of 
address on the Data Bus. Figure 5 shows an instruction 
fetch, memory read and I/O write cycle (as would occur 
during processing of the OUT instruction). Note that 
during the I/O write and read cycle that the I/O port 
address is copied on both the upper and lower half of 
the address. 

There are seven possible types of machine cycles. 
Which of these seven takes place is defined by the 
status of the three status lines (IO/M, S,, S.) and the 





three control signals (RD, WR, and INTA). (See Table 
2.) The status line can be used as advanced controls 
(for device selection, for example), since they become 
active at the T, state, at the outset of each machine 
cycle. Control lines RD and WR become active later, 
at the time when the transfer of data is to take place, 
sO are used as command lines. _ 

A machine cycle normally consists of three T 
states, with the exception of OPCODE FETCH, which 
normally has either four or six T states (unless WAIT 
or HOLD states are forced by the receipt of READY 
or HOLD inputs). Any T state must be one of ten 
possible states, shown in Table 3. 


Table 2 MSM80C85A-2 Machine Cycle Chart 








Machine Cycle 








1/O Write (OW) 

Acknowledge of INTR (INA) 

Bus Idle (BI): DAD 0 
ACK. OF 
RST, TRAP 1 
HALT TS 


10/M 


1 





4 ‘ 


Table 3 MSM80C85A-2 Machine State Chart 


Status & Buses 





O = Logic ‘‘0” 

1 = Logic 1” 

TS= High Impedance 
X = Unspecified 


Control 


Bs) 
ie) 
= 
D 


nin 


2 
x |x| x 2 
> 


gelled 
a 
Le 
ee 


io) 


Notes: (1) ALE not generated during 2nd and 3rd machine cycles of DAD instruction. 


(2) 10/M = 1 during T4 ~ Ts of INA machine cycle. 
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(LOW ORDER - y- 


ADDRESS) DATA FROM 
MEMORY 
(INSTRUCTION) 


DATA FROM MEMORY DATA TO MEMORY 
(1/0 PORT ADDRESS) OR PERIPHERAL 


STATUS » SS, (FETCH) ear 10 (READ) ¢ 10 (READ) | ) 01 WRITE 





Figure 5. MSM80C85A-2 Basic System Timing 


57 





= CPU-MSM80C85A-2RS/GS/JS = 


POWER DOWN Mode (a newly added function) 

The MSMS80C85A-2 is compatible with the 
MSM80C85A in function and POWER DOWN mode. 
This reduces power consumption further. 

There are two methods available for starting this 
POWER DOWN mode. One is through software control 
by using the HALT command and the other is under 
hardware control by using the pin HOLD. This mode is 
released by the HOLD, RESET, and interrupt pins 
(TRAP, RST7.5, RST6.5, RST5.5, or INTR). (See 
Table 4.) 

Since the sequence of HALT, HOLD, RESET, 
and INTERRUPT is. compatible with MSM80C85A, 
every the POWER DOWN mode can be used with no 
special attention. . 


Table 4 POWER DOWN Mode Releasing Method 


Released by using pins RESET 
and INTERRUPT (not by pin 
HOLD) 

Released by using RESET and 
HOLD pins (not by interrupt 
pins) 


Start by means of 
HALT command 


Start by means of 
HOLD pin 
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(1) 


(2) 





Start by means of HALT command 

(See Figures 6 and 7.) . 

The POWER DOWN mode can be started by exe- 
cuting the HALT command. 

At this time, the system is put into the HOLD 
status and therefore the POWER DOWN mode 
cannot be released even when the HOLD is released 
later. 

In this case, the POWER DOWN mode can be re- 
leased by means of the RESET or interrupt. 

Start by means of HOLD pin (See. Figure 8.) 
During the execution of commands other than the 
HALT, the POWER DOWN mode is started when 
the system is put into HOLD status by means of 
the HOLD pin. 

Since no interrupt works during the execution of 
the HOLD, the POWER DOWN mode cannot be 
released by means of interrupt pins. 

In this case, the POWER DOWN mode can be 
released either by, means of the RESET pin or by 
releasing the HOLD status by means of HOLD pin. 
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Address Address 


n001 (y(n) 


CPU RUN 
MODE 


RESET IN 





Figure 6, Started by HALT and Released by RESET IN 





Figure 7. Started by HALT and Released by RST5.5 





Figure 8. Started and Released by HOLD 
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ABSOLUTE MAXIMUM RATINGS 


Limits . 
Parameter Symbol | Condition ) Un 
MSM80C85A-2RS | MSM80C85A-2GS} MSM80C85A-2JUS 


Power Supply Voltage , —0.5~ +7 
Input Voltage aaah -0.5~Vcc +0.5 

to GND : 
Output Voltage VouT : —0.5~ Vcc +0.5 . 
Storage Temperature | tsa | —55 ~ +150 











=|5/</</< 


OPERATING RANGE 


Operating Temperature Top —40 ~ +85 aC 












““L” Input Voltage 
“H’’ Output Voltage 


RESET IN 
Input Voltage 


RESET IN 
Input Voltage 


sé ve 


ae ‘e 





D.C. CHARACTERISTICS 


“‘L” Output Voltage 


IOH = —400UA 
inoue vereas 
= —40UA 
Voc =4.5V ~ 5.5V 


Input Leak Current OS Vin <Vecec Ta = —40°C ~ +85°C 10} | 
Output Leak Current 0<Vout<Vecc 


1 Tcyc = 200ns 


Operating Supply Cy = OpF at reset 


Current Tcyc = 200ns 
Cy =OpF at power 
down mode 





60 








= CPU-MSM80C85A-2RS/GS/JS = 


A.C. CHARACTERISTICS 
(Ta = —40°C ~ 88°C, Vcc = 4.5V ~ 5.5V) 


Parameter Symbol 
CLK Cycle Period | | 200 | 2000 


CLK Low Time 

CLK High Time 

CLK Rise and Fall Time 
Rising to CLK Rising 





~ 
ft 








Ww 
© 





N 
on 





Ww 
oO 


Rising to CKK Falling 





~ 15 Valid to Leading Edge of Control (1) 





~, Valid to Leading Edge of Control 





Ao ~15 Valid Data in 
Address Float After Leading Edge of RD INTA 
Ag ~15 Valid Before Trailing Edge of ALE (1) 
Ao ~7 Valid Before Trailing Edge of ALE : 
READY Valid from Address Valid 
Address (As ~15) Valid After Control! 


il en tn 


Width of Control Law (RD, WR, INTA) 


io) 

1s) 
oO 
=) 
7 














io] 
oO 
=) 
a 











fo?) 
Oo 

3 

a 





ny 
3 
S 
a“ 





Trailing Edge of Control to Leading Edge of ALE 





nN 
a 





Ss 
nw 


Data Valid to Trailing Edge of WR 
HLDA to Bus Enable 

Bus Float After HLDA | tcyc = 200ns 
HLDA Valid to Trailing Edge of CLK C. = 150pF 
HOLD Hold Time 

HOLD Step Up Time to Trailing Edge of CLK 
INTR Hold Time 

INTR, RST and TRAP Setup Time to Falling Edge of CLK 
Address Hold Time After ALE 


























°o 


iit 











Trailing Edge of ALE to Leading Edge of Control 
ALE Low During CLK High 

ALE to Valid Data During Read 
ALE to Valid Data During Write 
ALE Width : 
ALE to READY Stable 

Trailing Edge of RD to Re-enabling of Address 
RD (or INTA) to Valid Data 


pe] 
7) 





wo 
o 
>) 
a 





3 
77) 





Control Trailing Edge to Leading Edge of Next Contro! try 


—_—__o-—- 


Data Hold Time After RD INTA (7) 
READY Hold Time tRYH 














————}- 


READY Setup Time to Leading Edge of CLK trys 
Data Valid After Trailing Edge of WR two 
LEADING Edge of WR to Data Valid 








——— 

















LE 
oO 





Notes: (1) Ag~Ai5 address Specs apply to 10/M, Sg, and S; except Ag™Ajs5 are undefined during Tg™Tg of OF 
cycle whereas !0/M, Sg, and Sy are stable. 
(2) Test conditions: tcyc = 200ns C, = 150pF 
(3) For all output timing where CL = 150pF use the following correction factors: 
25pF < CL < 150pF: —0.10ns/pF 
150pF < CL < 300pF: +0.30ns/pF 
(4) Output timings are measured with purely capacitive load. 
(5) All timings are measured at output voltage Vi__ = 0.8V, Vy = 2.2V, and 1.5V with 10ns rise and fall time 
On inputs. 
(6) To calculate timing specifications at other values of tcyc use Table 7. 
(7) Data hold time is guaranteed under al! loading conditions. 


Input Waveform for A.C. Tests: 
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Table 7 Bus Timing Specification as a Tc yc Dependent 


(Ta = —40°C ~ +85°C, Vcc = 4.5V ~ 5.5V, Cy = 150pF) 
MSM80C85A-2 

(1/2)T — 50 
(1/2)T — 50 
(1/2)T — 20 | 
(1/2)T — 50 
(1/2)T — 40 
(5/2 + N)T — 170 
(3/2 + N)T — 150 
(1/2)T — 10 
(1/2)T — 40 
(3/2 + N)T — 70 
(1/2)T — 40 
(3/2 + N)T — 70 
(1/2)T — 75 
(3/2)T — 200 
(1/2)T — 60 
(1/2)T + 50 

(1/2)T + 50 
(2/2)T — 85 | 
(1/2)T —60 
(1/2)T — 30 
(3/2)T — 80 
(2+N)T — 150 


= 
> 
x 








= 
> 
x< 






tAaL Sk 
tLA 
tLe 
'CA 
tow 
twp. 
tcc 
teL 


a 
a 


> 
x< 


sts ij 
>| > 
x | xX 


Note: N is equal to the total WAIT states. 
T=tcyc 





— 
> 
x< 





xX, INPUT 


CLK 


OUTPUT }—~/ | 


txKR 





Figure 6 Clock Timing Waveform 
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READ OPERATION 


DATA IN 


a 





WRITE OPERATION 


= tic 
ADDRESS 
ADDRESS DATA OUT 


D 


tow ——_—_—— > 


tWDOL 


ot el 
CL 


ae 
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Read operation with Wait Cycle (Typical) — 
same READY timing applies to WRITE operation 


As~A, s 


AD,~AD, 


ALE 


tLCK 


(— [noone] 
eteece ss al 


tCA 


ae taD tRDH 
‘ ADDRESS } UV); (DATA IN f 
— Wy, 


sane = 
i ee | 
ta 


t 
TCL Goose 


——tac—bR 
taRY 


tRYH 


Note: READY must remain stable during setup and hold times: 





Figure 7 MSM80C85A-2 Bus Timing, With and Without Wait 


HOLD OPERATION 
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tHABF 
(ADDRESS, \ 
CONTROLS) 





Figure 8 MSM80C85A-2 Hold Timing 
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BUS FLOATING (1) Gp 


} ’ 
von TTR 


UINS 


Note: 


(1) 





10/M is also floating during this time. 


Figure9 MSM80C85A-2 Interrupt and Hold Timing 
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Table 8 Instruction Set Summary 


Instruction Code (1) 
Description Clock (2) 
D, De Ds Ds D3 Dz Dy Do Cycles 


| MOVE, LOAD, AND STORE 

Move register to register 
Move register to memory 
Move memory to register 
Move immediate register 
Move immediate memory 
Load immediate register Pair B & C 
Load immediate register Pair D& E 
Load immediate register Pair H & L 
Load immediate stack pointer 
Store A indirect 
Store A indirect 
Load A indirect 

_ Load A indirect 
Store A direct 
Load A direct 
Store H & L direct 
Load H & L direct 
Exchange D & EH & L registers 


=~9O0000000000 GOGO GC0O00O 
=-O00000000CDO0O0OO = = = 
os ivi ot cece an, SSS ch ees 
ooor+-+]?0+-0+=0-0+?000 
“a=2=O-0322000000O 00009 
270 OOOO OOO OOOO Aa ann 
Spee ee 3424-2 0000-2-2nH 
-C0000C0O0COH22-200 0Nn Nn 


STACK OPS 

PUSH B Push register Pair B & C on stack 
PUSH D Push register Pair D & E on stack 
PUSH H Push register Pair H & L on stack 
PUSH PSW Push A and Flags on stack 

POP B Pop register Pair B & C off stack 
POP D Pop register Pair D & E off stack 
POP H Pop register Pair H & L off stack 
POP PSW Pop A and Flags off stack 

XTHL Exchange top of stack H& L 
SPHL H & L to stack pointer 


ern een acer 
si ew JS aaa aS ees ds 
-=--2-00--00 
-0O0-0-0-0-20 
a O06 0 .0'0'O oO 
COO0O0OOaA = = = 
Oo-00000 000 
bit ake Selb eat kar eis al aca cas teks 


Jump unconditional 

Jump on carry 

Jump on no carry 

Jump on zero 

Jump on no zero 

Jump on positive 

Jump on minus 

Jump on parity even 
Jump on parity odd 

H & L to program counter 


2 3 oe om oe oe oe oe oo 
ase eek see, 
ere en ee 
a 
"-oOof//000+# 0 
oooo 0o 0 000 0 
Biya ce faeries, hates 
-oo0coo0qocoo0oo0o = 


Call unconditional 
Cail on carry 

Call on no carry 
Call on zero 

Call on no zero 
Call on positive 
Call on minus 

Call on parity even 
Call on parity odd 


said Sak Ja ee a ea cake 
=-4- 200000 
CO-=]=00--0 
Oo- 2-00-2032 2 
ese ag eh ae a kt Got 
oo Moo Moo —o—oMo) 
20000000 = 





66 


Mnemonic 


RETURN 
RET 

RC 

RNC 

RZ 

RNZ 

RP 

RM 

RPE 

RPO 


RESTART 
RST 


INPUT/OUTPUT 
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Table 8 Instruction Set Summary cont’d 


Instruction Code(1) 


Description 
D, Ds Ds Dg D3 Dz OD, 

Return 
Return on carry 
Return on no carry 
Return on zero 
Return on no zero 
Return on positive 
Return on minus 
Return on parity even 
Return on parity odd 


Sh, Sk, Be tO OOOO 
Coo +=: 0O:0O a =O 
oe oe om a ome a 
oo Moo Mo —o—o momo 
oo oko momo mo momo) 





—_ — ad at = = ot = =e 


Restart 











INCREMENT AND DECREMENT 


INR r 
DCR r 
INR M 
DCR M 
INX B 
INX D 
INX H 
INX SP 
DCX B 
DCX D 
DCX H 
DCX SP 


SUBTRACT 
SUB r 

SBB r 

SUB M 

SBB M 

SUI 

SBI 


Increment register 
Decrement register 
Increment memory 
Decrement memory 
Increment B & C registers 
Increment D & E registers 
Increment H & L registers 
Increment stack pointer 
Decrement B & C 
Decrement D&E 
Decrement H & L 
Decrement stack pointer 





--0oo-+-00+-+00 
-o-0o-0+0+-+00 
mee - oOo o0c0c0o0odD 
= 2 3S 2 = = = = © OO CO OO 


ooooo0ooo0o0occo 0 
ooo coo oo0o0o0co }& 
oooooo0co0ofTf--f+ = 


Add register to A 

Add register to A with carry 
Add memory to A 

Add memory to A with carry 
Add immediate to A 

Add immediate to A with carry 
AddB&CtoH&L 

AddD& EtoH&L 
AddH&LtoH&L 

Add stack pointer toH & L 


ooooresrerse-- 
oooo}-+-/0000 
-- oOo0ocoo°c”jcoecoo 
-oOoO},/ 000 0000 
-~ es Se a = O- OC - O 
oooor- t+] =%0nNN 
oo oo - ++ %nNMN 


Subtract register from A 

Subtract register from'A with borrow 
Subtract memory from A 

Subtract memory from A with borrow 
Subtract immediate from A 

Subtract immediate from A with 
borrow 


oooo0qoococo = 


~~ es @ em @ = = = = CO = CO 


=---=-0000NN 


Clock(2) 
Cycles 


DADAAAAAADNOOLA HL 
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Table 8 Instruction Set Summary cont'd 





| Instruction Code(1) 
Description — Clock(2) 
D, Ds D; Ds, D3 Dz Dy Do ‘Cycles 


LOGICAL 
ANAr 
XRAr 
ORAr 
CMP r 
ANA M 
XRAM 
ORAM 
CMP M 
ANI 
XRI 
ORI 
CPI 


ROTATE 
RLC 
RRC 
RAL 
RAR 


SPECIALS 
CMA 

STC 

CMC 

DAA 


CONTROL 
El 

DI 

NOP 

HLT 

RIM 

SIM 


And register with A 

Exclusive Or register with A 
Or register with A 

Compare register with A 

And memory with A 

Exclusive Or Memory with A 
Or memory with A 

Compare memory with A 

And immediate with A 
Exclusive Or immediate with A 


Or immediate with A 


Compare immediate with A 


Rotate A left 

Rotate A right 

Rotate A left through carry 
Rotate A right through carry 


Complement A 
Set carry 
Complement carry 


Decimal adjust A 


Enable Interrupts 
Disable Interrupts - 
No-operation 

Halt (Power down) 
Read Interrupt Mask 
Set Interrupt Mask 


a et aod a aw at = ot et ll lee 


mw eSB HQ OcodanvWdvceoddoeo 


a =p eat = ot at at at at at ott = 


~ 323 O Oj —- 0 d.— = 0 O 


- O-0+070+0+ 0 


—_— = 2 @ 2 wm = = Y TY DN YH 


— 2 = SB =a eB ae oe TY WYN |Y 


eooooooooaonnnn 


NN NN NNN YN PPA A 





Notes: (1) DDD or SSS. B 000. C 001. D 010. E 011. H 100. L 101. Memory 110. A 111. 
(2) Two possible cycle times, (6/12) indicate instruction cycles dependent on condition flags. 


Precautions for operation 
(1) When the oscillation circuit is to be used, keep the RES input low until the oscillation is sufficiently stabilized 
after power is turned on. 
(2) When power is turned on, the SOD output level is irregular before the equipment is reset. 
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mM NOTE 


Item: Precautions for operation of MSM80C85A-2 
1. Error phenomenon 
When the power down mode of the OKI 8-bit microprocessor MSM80C85A-2, which is activated under the 
conditions indicated below, is released, a malfunction occurs. Although the operation cycle is increased, the 
operation cycle is increased, the operation sequence is normal. If the HOLD function is not used, no problems 
are caused. 
Condition 1:During the HALT instruction fetch, the HOLD function is activated and an interruption is simultaneously 
. requested. (See Fig.1.) 
Conditions 2:During the HALT instruction fetch, the HOLD function is activated and no intterruption is requested. 
(See Fig.2.) (When the HALT cycle starts after the HOLD function is released) 


FE en ee A (FE A Eee! (5 | 


HALT 


| <?+#________———— Malfunction ——-——--_____»"1<4"_- Normal 


| %The Power Down mode cannot be released though ! operation 


the HOLD function is released.. 


CALL instruction, or 


others 
|~“— Interruption acceptance cycle 





Fig.1 Malfunction timing chart 1 


| <¢— Power Dower Down mode (This mode is kept on nutil it is released by a reset or an 
interruption. ) 





Fig.2 Malfunction timing chart 2 


2. Error cause 
An error occurs in the Power Down mode release circuit under the above conditions. 
3. Precautions for operation 
A problem caused by the above malfunction is that the bus conflict with each other because the HOLD function 
is accepted during the interruption (INTR) acceptance cycle. To prevent the bus from confliction, it is necessary to 
design so that the HOLD function is not accepted during the interruption (INTR) acceptance cycle. (See Fig.3.) 


MSM80C85A-2 





4. Others 
A revised edition of MSM80C85AH which is free of the above error is under development. 
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OKI semiconductor 





MSM80C85AHRS/GS/JS _ 


8-BIT CMOS MICROPROCESSOR 





GENERAL DESCRIPTION 


The MSM80C85AH is a complete 8-bit parallel central processor implemented in silicon gate C-MOS technology 


and compatible with MSM80C85A. 


It is designed with higher processing speed (max. 5 MHz) and lower power consumption compared with 
MSMB80C85A and power down mode is provided, thereby offering a high level of system integration. 

The MSM80C85AH uses a multiplexed address/data bus. The address is split between the 8-bit address bus and 
the 8-bit data bus.’ The on-chip address latche;of a MSM81C55-5 memory product allows a direct 


interface with the MSM80C85AH | 


FEATURES 


* Power down mode (HALT-HOLD) 

* Low Power Dissipation: 50mW. Typ 

* Single +3 to +6 V Power Supply 

*—40 to +85°C, Operating Temperature 

* Compatible with MSM80C85A 

*0.8u Instruction Cycle (Vcc = 5V) 

*On-Chip Clock Generator (with External Crystal) 

*On-Chip System Controller; Advanced Cycle Status 
Information Available for Large System Control 


FUNCTIONAL BLOCK DIAGRAM 


iINTA RST6.5 TRAP 


INTR 4 RST5.5) RST7.5 


INTERRUPT CONTROL 


* Four Vectored Interrupt Inputs (One is non-maskable) 
Plus the 8080A-compatible interrupt. 

* Serial {n/Serial Out Port 

* Decimal, Binary and Double Precision Arithmetic 

* Addressing Capability to 64K Bytes of Memory 

*TTL Compatible 

* 40 pin Plastic DIP (DIP40-P-600) 

* 44 pin PLCC (QFJ44-P-S650) 

* 44 pin-V Plastic OFP (OFP44-P-910-VK) 


SERIAL I/C 
CONTROL 


8-B1T INTERNAL 
‘ DATA BUS 


ar 


FI.AG (5) 
LIP FLOPS 


ARITHMETIC 
LOGIC 


UNIT CYCLE 
tALU) (8) ENCODING 


Power —e +5V 
Supply | —=GND 


Sree DOWN +imiNG AND CONTROL 


GEN CONTROL STATUS DMA 


WR ALES, S, 10/M] HLDA 


HOLD RESET IN 
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MACHINE 





INSTRUCTION 
REGISTER (8) 
Ee INSTRUCTION 


DECODER 
AND 


| | 


PROGRAM COUNTER (16) 
INCREMENTER 
DECREMENTER 

A DOR A, e é 


REGISTER 
ARRAY 


ADDRESS DATA/ADDRESS | 
BUFFER (8) BUFFER (8) 


Ays—As AD, —AD,y 
ADDRESS BUS ADDRESS/DATA BUS 
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PIN CONFIGURATION 


MSM8OC85AHRS (Top View) 
40 pin Plastic DIP 


RESET IN 
READY 
10/M 

S, 

RD 

WR 

ALE 

So 

Ais 

Aig 


TT JCLK (OUT) 
J RESET IN 


READY MSM80C85AHGS (Top View) 
1O/M 
S; 
RD 
WR 


44 pin Plastic Quad Flat Package 


So 

Ais 

Ais 

Ais 

An 
12131415 161718 19 20 21 22. 


t+ 4 © =O 


c a °o 
a 
6 


OS oS 
aqdaa << 
ee fe? 


) RES-OUT 
i) CLK OUT 
I} RESET-IN 


BAS 
Lh 


39 J READY 
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MSM80C85AH FUNCTIONAL PIN DEFINITION 


The following describes the function of each pin: 


As—Ats 
(Output, 3-state) 


HOLD 
(Input) 


HLDA 
(Output) 


INTR 
(Input) 
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Symbol 


ADy —AD, 
(Input/Output) 
3-state 


ALE 


(Output) 


So, S1, 1O/M 
(Output) 


RD 
(Output, 3-state) 


WR 
(Output, 3-state) 


READY 
(Input) 


INTA 
(Output) 
RST 5.5 
RST 6.5 
RST 7.5 
(Input) 


TRAP 
(Input) 





Function 


Address Bus: The most significant 8-bits of the memory address or the 8-bits of the I/O 
address, 3-stated during Hold and Halt modes and during RESET. 


Multiplexed Address/Data Bus: Lower 8-bits of the memory address (or I/O address) 
appear on the bus during the first clock cycle (T state) of a machine cycle. It then 
becomes the data bus during the second and third clock cycles. 


Address Latch Enable: It occurs during the first clock state of a machine cycle and enables 
the address to get latched into the on-chip latch of peripherals. The falling edge of ALE 

is set to guarantee setup and hold times for the address information. The falling edge 

of ALE can also be used to strobe the status information ALE is never 3-stated. 


Machine cycle status: 
10/M Si So . States States 
O 1 Memory write Interrupt Acknowledge 
1 Memory read ; Halt = 3-state 
0 1/O write : Hold (high impedance) 
1 QO 1/0 read: . Reset x = unspecified 
1 1  Opcode fetch 


S, can be used as an advanced R/W status. |O/M, So and S,; become valid at the beginning 
of a machine cycle and remain stable throughout the cycle. The falling edge of ALE may 
be used to latch the state of these /ines. 


READ control: A low level on RD indicates the selected memory or !/O device is to be 
read and that the Data Bus is available for the data transfer, 3-stated during Hold and Halt 
modes and during RESET. | 


WRITE control: A low level on WR indicates the data on the Data Bus is to be written 
into the selected memory or I/O location. Data is set up at the trailing edge of WR, 
3-stated during Hold and Halt modes and during RESET. 


If READY is high during a read or write cycle, it indicates that the memory or peripheral 
is ready to send or receive data. If READY is low, the cpu will wait an integral number 
of clock cycles for READY to go high before completing the read or write cycle READY 
must conform to specified setup and hold times. 


HOLD indicates that another master is requesting the use of the address and data buses. 
The cpu, upon receiving the hold request, will relinquish the use of the bus as soon as the 
completion of the current bus transfer. Internal processing can continue. The processor 
can regain the bus only after the HOLD is removed. When the HOLD is acknowledged, 
the Address, Data, RD, WR, and 1O/M lines are 3-stated. And status of power down is 
controlled by HOLD. | 


HOLD ACKNOWLEDGE: Indicates that the cpu has received the HOLD request and 
that it will relinquish the bus in the next clock cycle. HLDA goes low after the Hold: 
request is removed. The cpu takes the bus one half clock cycle after HLDA goes low. 


INTERRUPT REQUEST: Is used as a general purpose interrupt. It is sampled on during 
the next to the last clock cycle of an instruction and during Hold and Halt states. If it is 
active, the Program Counter (PC) will be inhibited from incrementing and an INTA will 
be issued. During this cycle a RESTART or CALL instruction can be inserted to jump 
to the interrupt service routine. The INTR is enabled and disabled by software. It is 
disabled by Reset and immediately after an interrupt is accepted. Power down mode is 
reset by INTR. : 


INTERRUPT ACKNOWLEDGE: Is used instead of (and has the same timing as) RD 
during the instruction cycle after an INTR is accepted. 


RESTART INTERRUPTS: These three inputs have the same timing as INTR except 
they cause an internal RESTART to be automatically inserted. 

The priority of these interrupts is ordered as shown in Table 1. These interrupts have a 
higher priority than INTR. In addition, they may be individually masked out using the 
SIM instruction. Power down mode is reset by these interrupts. 


Trap interrupt is anonmaskable RESTART interrupt. It is recognized at the same timing 
as INTR or RST 5.5—7.5. It is unaffected by any mask or Interrupt Disable. It has the 
highest priority of any interrupt. (See Table 1.) Power down mode is reset by input of 
TRAP. 
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Symbol Function 


RESET IN Sets the Program Counter to zero and resets the Interrupt Enable and HLDA flip-flops 
(Input) and release power down mode. The data and address buses and the control lines are 3- 
stated during RESET and because of the asynchronous nature of RESET, the processor's 
internal registers and flags may be altered by RESET with unpredictable results. RESET 
TN is a Schmitt-triggered input, allowing connection to an R-C network for power-on 
RESET delay. The cpu is held in the reset condition as long as RESET IN is applied. 


RESET OUT Indicated cpu is being reset. Can be used as a system reset. The signal is synchronized to 
(Output) the processor clock and lasts an integral number of clock periods. 
xi, X2 X, and X2 are connected to a crystal to drive the internal clock generator. X, can also 


(Input) be an external clock input from a logic gate. The input frequency is divided by 2 to give 
the processor's internal operating frequency. 


CLK Clock Output for use as a system clock. The period of CLK is twice the X;, X2 input 
(Output) period. 
SID Serial input data line. The data on this tine is loaded into accumulator bit 7 whenever 
(Input) a RIM instruction is executed. 

Serial output data line. The output SOD is set or reset ds specified by the SIM instruction. 
—— 



































Table 1 Interrupt Priority, Restart Address, and Sensitivity 


" 7 ; Address Branched To (1) Type T 
omg riority When Interrupt Occurs ype Trigger 
Rising edge and high level until 















RST 5.5 High level until sampled. 
INTR High level until sampled. 


Notes: (1) The processor pushes the PC on the stack before branching to the indicated address. 


(2) The address branched to depends on the instruction provided to the cpu when the interrupt is ac- 
knowledged. 
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FUNCTIONAL DESCRIPTION 


The MSM80C85AH is a complete 8-bit parallel 
central processor. It is designed with silicon gate 
C-MOS technology and requires a single +5 volt supply. 
its basic clock speed is 5MHz, thus improving on the 
present MSM80C85A‘s performance with higher system 
speed and power down mode. Also it is designed 
to fit into a minimum system of two IC's: The cpu 
(MSM80C85AH), ‘and a RAM/IO (MSM81C55-5) 

The MSM80C85A-2 has twelve addressable 8-bit 
register pairs. Six others can be used interchangeably 
as 8-bit registers or a 16-bit register pairs. The MSM- 
80C85A-2 register set is as follows: | 


16-bit addres 
BC, DE, HL | General-Purpose 
Registers; 


8-bit x 6 or 
16-bits x 3 
data pointer (HL)} © 
3 
Flogt or F 


The MSM80C85AH uses a multiplexed Data Bus. 
The address is split between the higher 8-bit Address 
Bus and the lower 8-bit Address/Data Bus. During 
the first T state (clock cycle) of a machine cycle the low 
order address is sent out on the Address/Data Bus. 
These lower 8-bits may be latched externally by the 
Address Latch Enable signal (ALE). During the rest of 
the machine cycle the data bus is used for memory or 
1/O data. 

The MSM80C85AH provides RD, WR, So, S; and 
10/M signals for bus control. An Interrupt Acknow- 
ledge signal (INTA) is also provided. Hold and all 
Interrupts are synchronized with the processor's internal 
clock. The MSM80C85AH also provides Serial Input 
Data (SID) and Serial Output Data (SOD) lines for a 
simple serial interface. 

In addition to these features, the MSM80C85AH 
has three maskable, vector interrupt pins, one nonmask- 
able TRAP interrupt and power down mode with HALT 
and HOLD. 

























INTERRUPT AND SERIAL 1/0 


The MSM80C85AH has 5 interrupt inputs: INTR, 
RST 5.5, RST 6.5, RST 7.5, and TRAP. INTR is identi- 
cal in function to the 8080A INT. Each of the three 
RESTART inputs, 5.5, 6.5, and 7.5, has a program- 
mable mask. TRAP is also a RESTART interrupt but 
it is nonmaskable. 

The three maskable interrupts cause the internal 
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execution of RESTART (saving the program counter 
in the stack and branching to the RESTART address) 
if the interrupts are enabled and if the interrupt mask is 
not set. The nonmaskable TRAP causes the internal 
execution of a RESTART vector independent of the 
state of the interrupt enable or masks. (See Table 1.) 

There are two different types of inputs in the 
restart interrupts. RST 5.5 and RST 6.5 are high 
level-sensitive like INTR (and INT on the 808GA) and 
are recognized with the same timing as INTR. RST 
7.5 is rising edge-sensitive. 

For RST 7.5, only a pulse is required to set an 
internal flip-flop which generates the internal interrupt 
request. The RST 7.5 request flip-flop remains set until 
the request is serviced. Then it is reset automatically. 
This flip-flop may also be reset by using the SIM instruc- 


~ tion or by issuing a RESET IN to the MSM80C85AH 


The RST 7.5 internal flip-flop will be set by apulse on 
the RST 7.5 pin even when the RST 7.5 interrupt is 
masked out. 

The interrupts are arranged in a flixed priority that 
determines which interrupt is to be recognized if more 
than one is pending, as follows: TRAP —highest priority, 
RST 7.5, RST 6.5, RST 5.5, INTR—lowest priority. 
This priority scheme does not take into account the 
priority of a routine that was started by a higher priori- 
ty interrupt. RST 5.5 can interrupt an RST 7.5 routine 
if the interrupts are re-enabled before the end of the 
RST 7.5 routine. 

The TRAP interrupt is useful for catastrophic 
events such as power failure or bus error. The TRAP 
input is ‘recognized just as any Other interrupt but has 
the highest priority. It is not affected by any flag or 
mask. The TRAP input is both edge and level sensitive. 


The TRAP input must go high and remain high until 


it is acknowledged. It will not be recognized again 
until it goes low, then high again. This avoids any false 
triggering due to noise or logic glitches. Figure 3 illus- 
trates the TRAP interrupt request circuitry within the 
MSM80C85AH _ Note that the servicing of any interrupt 
(TRAP, RST 7.5, RST 6.5, RST 5.5, INTR) disables all 
future interrupts (except TRAPs) until an E! instruction 
is executed. 

The TRAP interrupt is special in that it disables 
interrupts, but preserves the previous interrupt enable 
status. Performing the first RIM instruction following 
a TRAP interrupt allows you to determine whether 
interrupts were enabled or disabled prior to the TRAP. 
All subsequent RIM instructions provide current inter- 
rupt enable status. Performing a RIM instruction fol- 
lowing INTR or RST 5.5—7.5 will provide current 
Interrupt Enable status, revealing that Interrupts are 
disabled. 

The serial |/O system is also controlled by the RIM 
and SIM instructions. SID is read by RIM, and SIM 
sets the SOD data. 





EXTERNAL 
TRAP 
INTERRUPT 
REQUEST 


RESET IN 


INTERNAL 
TRAP 
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INSIDE THE MSM80C85AH 


INTERRUPT 
REQUEST 


TRAP F.F 


ACKNOWLEDGE 





Figure 3 Trap and RESET IN Circuit 


DRIVING THE X, and X, INPUTS 


You may drive the clock inputs of the MSM80C- 
85A-2 with a crystal, or an external clock source. The 
driving frequency must be at least 1 MHz, and must be 
twice the desired internal clock frequency; hence, the 
MSM80C85AH is operated with a 6 MHz crystal (for 
3 MHz ciock4. If a crystal is used, it must have the fol- 
lowing characteristics: 

Parallel resonance at twice the clock frequency 

desired 

C,_ (load capacitance) < 30 pF 

Cs (shunt capacitance) < 7 pF 

Rs (equivalent shunt resistance) < 75 ohms 


A. Quartz Crystal Clock Driver 


Xi 80C85AH 


caceieacen 
! 
== CinT = 15pF 


C, 


Drive level: 10 mW 

Frequency tolerance: +.005% (suggested) 

Note the use of the capacitors between X,, X, and 
ground. These capacitors are required to assure Oscilla- 
tor startup at the correct frequency. 

Figure 4 shows the recommended clock driver 
circuits. Note in B that a pullup resistor is required to 
assure that the high level voltage of the input is at least 
4v. 

For driving frequencies up to and including 6 MHz 
you may supply the driving signal to X, and leave X, 
open-circuited (Figure 4B). To prevent self-oscillation 
of the MSM80OC85AH, be sure that X, is not coupled 
back to X, through the driving circuit. 


1—10 MHz [nput Frequency External Clock 
Drive Circuit 


VIH >0.8Vcc 
High time > 40ns 


Low time > 40ns 


33pF Capacitor required for crystal frequency 10 to 6.25 MHz. 
50pF Capacitor required for crystal frequency 6.25 to 4 MHz. 
100pF Capacitor required for crystal frequency <4 MHz. 





* X, Left floating 


Figure 4 Clock Driver Circuits 
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BASIC SYSTEM TIMING three control signals (RD, WR, and INTA). (See Table 
| 2.) The status line can be used as advanced controls 
The MSM80C85AH has a multiplexed Data Bus. (for device selection, for example), since they become 
ALE is used as a strobe to sample the lower 8-bits of | active at the T, state, at the outset of each machine 
address on the Data Bus. Figure 5 shows an instruction cycle. Control lines RD and WR become active later, 
fetch, memory read and 1/O write cycle (as would occur at the time when the transfer of data is to take place, 
during processing of the OUT instruction). Note that sO are used as command lines. 
during the 1/O write and read cycle that the !/O port A machine cycle normally consists of three T 
address is copied on both the upper and lower half of states, with the exception of OPCODE FETCH, which 
the address. normally has either four or six T states (unless WAIT 
There are seven possible types of machine cycles. or HOLD states are forced by the receipt of READY 


Which of these seven takes place is defined by the or HOLD inputs). Any T state must be one of ten 
status of the three status lines (1O/M, S,, So) and the possible states, shown in Table 3. 


Table 2 MSM80C85AH Machine Cycle Chart 


Machine Cycle — — —= 
| 1o/M | RD | WR INTA 











i 
a 
[Memory Reed WR) 
Menon wets ww) 

a eee 
— 
— 






1/O Write (lOW) 


Acknowledge of INTR (INA) 


Bus Idle (BI): DAD 
ACK. OF 
RST, TRAP 









QO= 


Logic “0” 

1 = Logic “1” 

TS= High Impedance 
X = Unspecified 


Notes: (1 ) ALE not generated during 2nd and 3rd machine cycles of DAD instruction. 
(2) 10/M = 1 during T, ~ Ts of INA machine cycle. 
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(LOW ORDER - 

AODRESS) DATA FROM 
MEMORY 
(INSTRUCTION) 


DATA FROM MEMORY 
(1/0 PORT ADDRESS) 


STATUS 


S:S) (FETCH) 


Figure 5. MSM80C85AH Basic System Timing 


DATA TO MEMORY 
OR PERIPHERAL 


11 
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POWER DOWN Mode 

The MSM80C85AH_ is compatible with the 
MSM80C85A in function and POWER DOWN mode. 
This reduces power consumption further. 

There are two methods available for starting this 
POWER DOWN made. One is through software control 
by using the HALT command and the other is under 
hardware control by using the pin HOLD. This mode is 
released by the HOLD, RESET, and interrupt pins 
(TRAP, RST7.5, RST6.5, RST5.5, or INTR). (See 
Table 4.) 

Since the sequence of HALT, HOLD, RESET, 
and INTERRUPT is compatible with MSM80C85A, 
every the POWER DOWN mode can be used with no 
special attention. 


Table 4 POWER DOWN Mode Releasing Method 


Released by using pins RESET 
and INTERRUPT (not by pin 
HOLD) 

Released by using RESET and 
HOLD pins (not by interrupt 
pins) 


Start by means of 
HALT command 


Start by means of 
HOLD pin 
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(1) 


(2) 





Start by means of HALT command 

(See Figures 6 and 7.) 

The POWER DOWN mode can be started by exe- 
cuting the HALT command. 

At this time, the system is put into the HOLD 
status and therefore the POWER DOWN mode 
cannot be released even when the HOLD is released 
later. 

In this case, the POWER DOWN mode can be re- 
leased by means of the RESET or interrupt. 

Start by means of HOLD pin (See Figure 8.) 
During the execution of commands other than the 
HALT, the POWER DOWN mode is started when 
the system is put into HOLD status by means of 
the HOLD pin. 

Since no interrupt works during the execution of 
the HOLD, the POWER DOWN mode cannot be 
released by means of interrupt pins. 

In this case, the POWER DOWN mode can be 
released either by means of the RESET pin or by 
releasing the HOLD status by means of HOLD pin. 


= CPU-MSM80C85AHRS/GS/JS # 


Address Address 


noo (} {mn} 


CPU RUN 
MODE 


RESET IN 





Figure 6. Started by HALT and Released by RESET IN 





Figure 7. Started by HALT and Released by RST5.5 





Figure 8. Started and Released by HOLD 
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ABSOLUTE MAXIMUM RATINGS 


Parameter Condition 
MSM80C85AHRS 


Input Voltage With respect 
to GND 
Output Voltage VouT 


Storage Temperature Tstg ie 
Pp Ta=25°C 


OPERATING RANGE 


Power Supply Voltage Vcc 





Limits 
Unit 
MSM80C85AHGS | MSM80C85AHJS 
0.5 ~ +7 
~0.5~ Vcc +0.5 a 
~0.5~Vec +0.5 Pe] 


anemic _aaeneete ict 



























<|< 





° 
O 





Power Dissipation 








RESET IN 
Input Voltage 


hay, RESET IN 
_ Input Voltage 


“a on 





D.C. CHARACTERISTICS 


“L" Output Voltage | Vou | loL=2.5ma 


1OH = —2.5mA 
di eislreaehstiey: 
1OH = —100uA 
Vcc =4.5V ~ 5.5V 


Input Leak Current O<ViIN<Vecc Ta = —40°C ~ +85°C 


VOL 
VOH 
Tcyc = 200ns 6 - be 
~ Operating Supply C, = OpF at reset 
Current =~ ee Tcyc = 200ns | 
Cy = OpF at power | 5 | 10 | mA 
down mode 
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A.C. CHARACTERISTICS 


CLK Cycle Period tcyc 200 
CLK Low Time 40 


(Ta = —40°C ~ 85°C, Vcc = 4.5V ~ 5.5V) 


Parameter Symbol 














CLK High Time 





CLK Rise and Fali Time tr, tf 





Rising to CLK Rising tXKR 








Rising to CKK Falling tx KF 





~15 Valid to Leading Edge of Control (1) tac 





‘Ao ~7 Valid to Leading Edge of Control tACL 


= dsl ara 





Ao ~15 Valid Data In tap 





‘Address Float After Leading Edge of RD INTA tAFR 








Ag ~15 Valid Before Trailing Edge of ALE (1) tAL 





Ao ~, Valid Before Trailing Edge of ALE tALL 





READY Valid from Address Valid tARY 





Address (Ag ~;5) Valid After Control ica 








Width of Control Law (RD, WR, INTA) tcc 





Trailing Edge of Control to Leading Edge of ALE tCL 





Data Valid to Trailing Edge of WR tow 





HLDA to Bus Enable tHABE 








Bus Float After HLDA tHABF 


| teyc = 200ns 





HLDA Valid to Trailing Edge of CLK tHACK Cy = 150pF 








HOLD Hold Time tHDH 








HOLD Step Up Time to Trailing Edge of CLK tHDS 
INTR Hold Time tiNH 





INTR, RST and TRAP Setup Time to Falling Edge of CLK | tins 
Address Hold Time After ALE tLA 
Trailing Edge of ALE to Leading Edge of Control tLe 
ALE Low During CLK High tLCK 
ALE to Valid Data During Read tLDR 
ALE to Valid Data During Write tLDOW 
ALE Width TLL 
ALE to READY Stable tLRY 
Trailing Edge of RD to Re-enabling of Address tRAE 
RD (or INTA) to Valid Data tRD 














Control Trailing Edge to Leading Edge of Next Control try 
~~ 





Data Hold Time After RD INTA (7) tRDH 


+ 








READY Hold Time tRYH 





READY Setup Time to Leading Edge of CLK tRYS 





Data Valid After Trailing Edge of WR two 














LEADING Edge of WR to Data Valid tWDOL 


Notes: (1) 
(2) 
(3) 
(4) 


(5) 


(6) 
(7) 











Ag™~Aj15 address Specs apply to 10/M, Sg, and Sy except Ag~Ajs5 are undefined during T4™Tg, of OF 
cycle whereas |0/M, Sg, and S, are stable. 
Test conditions: tcyc = 200ns C_ = 150pF 
For all output timing where C,_ = 150pF use the following correction factors: 
25pF < CL < 150pF: —0.10ns/pF 

150pF < Cy < 300pF: +0.30ns/pF 
Output timings are measured with purely capacitive load. 
All timings are measured at output voltage V; = 0.8V, Vy = 2.2V, and 1.5V with 10ns rise and fall time 
on inputs. 
To calculate timing specifications at other values of tcyc use Table 7. 
Data hold time is guaranteed under all loading conditions. 


Input Waveform for A.C. Tests: 


test —-*? 


POINTS “gg 
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Table 7 Bus Timing Specification as a Tc yc Dependent 


(Ta = —40°C ~ +85°C, Voc = 4.5V ~ 5.5V, CL = 150pF) 


an 
ee 
[=i 20 
ee 
ee ee 
150 
= wir 360 
ae 
a 
a 
—— 
—— 
ee 
mae 








tLL 
tLCK 


: 


Note: N is equal to the total WAIT states. 
T=tcyc 


tARY 

‘tHACK 
tHABF 
tHABE 





- 
oO 


> 
fe) 


'RV 
tLDR 


- 
ba 


MAX 





X, INPUT 


CLK 


OUTPUT —/ 


tXKR 





Figure 6 Clock Timing Waveform 
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READ OPERATION 


ADDRESS 


—_ 
ee NSRP 
E _faooress $$" /// 


4 
( 





WRITE OPERATION 


— tLe 
\ ADDRESS 
ADDRES DATA OUT 


AD, ~AD, ( (| 


Ss 
iP-s1 tLL tLA tow ————_——_ > twD 


tWOL 


tLe " ot ena 
tAC ———_—_ 
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Read operation with Wait Cycle (Typical) — 
same READY timing applies to WRITE operation 


tAD tROH 


'RD 


Note: READY must remain stable during setup and hold times. 





Figure 7 MSMS80C85AH Bus Timing, With and Without Wait 


HOLD OPERATION 


qT, 


ai 
S| soe 





(ADDRESS, 
CONTROLS) 





Figure 8 MSM80C85AH Hold Timing 
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UNS 


Note: 


(1) 
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BUS FLOATING (1) C 


tINH 
HOLD 


10/M is also floating during this time. 


Figure9 MSM80C85AH Interrupt and Hold Timing 
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Mnemonic 


Table 8 Instruction Set Summary 


Description 


MOVE, LOAD, AND STORE 


MOVr1 r2 
MOV Mr 
MOV rM 
MVI r 
MVIM 
LX!IB 
LX! D 
LX! H 
LX! SP 
STAX B 
STAX D 
LDAX B 
LDAX D 
STA 
LDA 
SHLD 
LHLD 
XCHG 


STACK OPS 


.| PUSH B 
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PUSH D 
PUSH H 
PUSH PSW 
POP B 
POP D 
POP H 
POP PSW 
XTHL 
SPHL 


Move register to register 

Move register to memory 

Move memory to register 

Move immediate register 

Move immediate memory 

Load immediate register Pair B & C 
Load immediate register Pair D & E 
Load immediate register Pair H & L 
Load immediate stack pointer 
Store A indirect 

Store A indirect 

Load A indirect 

Load A indirect 

Store A direct 

Load A direct 

Store H & L direct 

Load H & L direct 

Exchange D & EH & L registers 


Push register Pair B & C on stack 
Push register Pair D & E on stack 
Push register Pair H & L on stack 
Push A and Flags on stack 

Pop register Pair B & C off stack 
Pop register Pair D & E off stack 
Pop register Pair H & L off stack 
Pop A and Flags off stack 
Exchange top of stack H & L 

H & L to stack pointer 


Jump unconditional 
Jump on carry 

Jump on no carry 

Jump on zero 

Jump on.no zero . 

Jump on positive 

Jump on minus 

Jump on parity even 
Jump on parity odd 

H & L to program counter 


Call unconditional 
Call on carry 

Call on no carry 
Call on zero 

Call on no zero 
Call on positive 
Call gn minus 

Call on parity even 
Call on parity odd 


—_ ei =) od 3 = oD od od 


St a 


~ooccc0o0ocoececoo0o0o0oo0o°0o9so 


_ —-| -@ == == = = = ot 


De 


-~oo0coo0o0o0o0o°0coo0o0o = = = 


wh wb eed ee ed eee ie le 


wd at at et a el ele 


_ 


—_— ed ed aod at at att = od 


Instruction Code (1) 


D. 


Ds 


-=----008 002 +-00+00-0 


sous 43s0C0000 =3253200--00 


“mw w@ 2S OOO 0 CO 


Da 


ooo -?]?00 0 


oor,rf00+ 20 


O0022+=0=0-=0-20-=00-20 


-o-0O0 -0+02+ 0 


Ds; 


-="-0O0O-00-rf+-0 00 00 00 0000 


=O Ss OO S Os © -oOoO 0 0000000 


oer 00+L02+ 2 


oooo°0oocoooceooo. {2-3 97 N” 


oo 0 0 00000 0 COCO0OOf == = 


— wt ad ad at od od = — 


oj-p-o oo 0 0 000 


=OCOCC0DCOCOOsSsauAuUuC0OOUD 


oma =| =2 2 2 = = = — 


ooo o 0 0 00 0 
ooooo0o0o0o = 


ed et =) oe att = aot = 2 = 


-ooqo 0o0coo0ocoo = 





Clock (2) 
Cycles 
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Table 8 Instruction Set Summary cont’d 









Instruction Code(1) 


D; Ds, D3 Dy, 






Clock(2) 


Mnemonic Description 
Cycles 













































D, Des D, 














RETURN 
RET 

RC 

RNC 

RZ 

RNZ 

RP 

RM 
















Return 

Return on carry 
Return on no carry 
Return on zero 
Return on no zero 
Return on positive 
Return on minus 

RPE Return on parity even 
RPO Return on parity odd 


RESTART 
RST Restart 


INPUT/OUTPUT 





soi; eb OS Fee ey ees a 
Sa) ks) OS oe ee as. a 
=| .-}.-.0O0000 
oor O00 
o--00?0+ 
ooo oo 0000 
oo oo 00 00 0 
oooo 0 0 0c 0 = 

























INCREMENT AND DECREMENT 










































INR r Increment register 0 0 D OD OD 1 0 0 4 
DCR r Decrement register 0 0 OD D D 1 0 1 4 
INR M Increment memory 0 0 1 1 0 1 0 0 0 
DCR M Decrement memory 0 0 1 1 0 1 0 1 0 
INX B Increment B & C registers 0 0 0 0 0 0 1 1 6 
INX D Increment D & E registers 0 0 0 1 0 0 1 1 6 
INX H Increment H & L registers 0 0 1 0 0 0 1 1 6 
INX SP increment stack pointer 0 = 6~—O 1 1 0 0 1 1 6 
DCX B Decrement B&C 0 8600 0 0 1 0 1 1 6 
DCX D Decrement D & E 0 0 8060 1 1 0 1 1 6 
DCX H Decrement H & L 0.60 0O—O 1 0 1 0 1 1 6 
DCX SP Decrement stack pointer 0 0 1 1 1 0 1 1 6 








































Add register to A 
Add register to A with carry 
Add memory to A 

Add memory to A with carry 
Add immediate to A 

Add immediate to A with carry 
AddB&CtoH&L 
AddD&EtoH&L 
AddH&LtoH&L 

Add stack pointer toH & L 










CO'O'O OS Sy eS 
SCOCO]-=0000 
+ =} 6°0:0-6 6 'O'6-0 
-o-caq000000 
2-23 es O-0+-0 
C0OO0Os2 242 4ny' 
COD0O=aA == 3 ny 
-]2=-.20000N NH 














SUBTRACT 
SUB r 

SBB r 

SUB M 

SBB M 

SUI 

SBI 










Subtract register from A 

Subtract register from’A with borrow 
Subtract memory from A 

Subtract memory from A with borrow 
Subtract immediate from A 

Subtract immediate from A with 
borrow 


“NNN AP A 
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Table 8 Instruction Set Summary cont'd 


Instruction Code(1) 
Mnemonic Description Clock (2) 
D, Ds; D, Do ‘Cycles 






















































LOGICAL . 

ANAT And register with A 1 0 1 0. 6—O Ss Ss S 4 
XRAr Exclusive Or register with A 1 0 1.0 1 Ss § S 4 
ORAr Or register with A 1 0 1 1 0 Ss § S 4 
CMP r Compare register with A 1 0 1 1 1 S S S 4 
ANAM And memory with A 1 0 1 Oo O 1 1 0 7 
XRAM Exclusive Or Memory with A 1 0 1 0 1 1 1 8) 7 
ORAM Or memory with A 1 0 1 tT O 1 1 0 7 
CMP M Compare memory with A 1 0 1 1 1 1 1 0 7 
ANI And immediate with A 1 1 1 0 O 1 1 0 7 
XRI Exclusive Or immediate with A 1 #4 14 0 14 +14 +414 «0 7 
ORI Or immediate with A 1 1 1 1 0 1 1 0 7 
CPI Compare immediate with A 1 1 1 1 1 1 1 0 7 





ROTATE 














RLC Rotate A left 
RRC Rotate A right 
RAL Rotate A left through carry 


RAR 


SPECIALS 
CMA 
STC 

CMC 
DAA 


CONTROL 
El 

DI 

NOP 

HLT 

RIM 

SIM 


Rotate A right through carry 





















Complement A 
Set carry 

Complement carry 
Decimal adjust A 



























Enable Interrupts 
Disable Interrupts 
No-operation 

Halt (Power down) 
Read Interrupt Mask 
Set Interrupt Mask 





Notes: (1) DDD or SSS. B 000. C001. D 010. E 011. H 100. L 101. Memory 110. A 111. 
.(2) Two possible cycle times, (6/12) indicate instruction cycles dependent on condition flags. 


Precautions for operation 
(1) When the oscillation circuit is to he used, keen the RES input low until the oscillation is sufficiently stabilized 


after power is turned on. 
(2) When power is turned on, the output level (SOD etc.) is irregular before the equipment is reset. 
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OKI semiconductor 


MSM80C86ARS/GS/JS 
MSM80C86A-2RS/GSJS 


16-BIT CMOS MICROPROCESSOR 





GENERAL DESCRIPTION 


The MSM80C86A/MSM80C86A-2 are complete 16-bit CPUs implemented in Silicon Gate CMOS technolo- 
gy. They are designed with same processing speed as the NMOS 8086/8086-2 but have considerably less power 
consumption. They are directly compatible with MSM80C88A/MSM80C88A-2 software and MSM80C85A/ 


MSM80C85A-2 hardware and peripherals. 


FEATURES 

@ 1 Mbyte Direct Addressable Memory Space 
@ Internal 14 Word by 16-bit Register Set 

e@ 24 Operand Addressing Modes 

e Bit, Byte, Word and String Operations 


CIRCUIT CONFIGURATION 


EXECUTION UNIT 


REGISTER FILE 


DATA 
POINTER AND 
INDEX REGS 
(8 WORDS) 


16BIT ALU 


TEST 
INTR 

NMI 
RQ/GTO, 1 


HOLD 
HLDA 


e 8 and 16-bit Signed and Unsigned Arithmetic Operation 
e From DC to 5 MHz Clock Rate (MSM80C86A) 

® From DC to 8 MHz Clock Rate (MSM80C86A-2) 
@ Low Power Dissipation 10 mA/MHz 

e Bus Hold Circuitry Eliminates Pull-Up Resistors 


@ 40 pin Plastic DIP (DIP40-P-600) 
@ 44 pin PLCC(QFJ44-P-S650) 
@56 pin(L)-V Plastic OQFP (QFP56-P-910-VK) 


BUS INTERFACE UNIT 


RELOCATION 
REGISTER FILE 


SEGMENT 
REGISTERS 
AND 
INSTRUCTION 
POINTER 
(5 WORDS) 


INTERFACE 


CONTROL & 


TIMING 


CLK RESET READY MN/MX GND 
Vcc 
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= CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS =—_—_________— 


PIN CONFIGURATION 






; GNO {J 
MSMB8OC8G6ARS (Top View) — AD14 AD15 
MSM80C86A-2RS AD13 A16/S3 
40 pin Plastic DIP AD12 A17/S4 
AD11 A18/S5 


omn OmomR WNY = 










AD7 RO. 
AD6 RQ/GTO (HOLD) 
ADS5 RQ/GT1 (HLDA) 
AD4 LOCK (WR) 
AD3 $2 (M/10) 
AD2 1(DT/R) 
AD1 SO (DEN) 
ADO QSO (ALE) 
NMI QS1 (iINTA) 
INTR TEST 
CLK YT FREADY 
a < GNo 20 21 [] RESET 
O ~ oe 
. = = SS 6 =s Fig. 2a MSM80C86ARS/MSM80C86A-2RS 
ga & Be SEE 
25k et I 
s2Beppissebene 
Goaetae PU el | 
A1g/S5 [43 42 41 Qso (ALE) MSM80C86AGS (Top View) 
A17/S4 (744 asi (INTA) MSM80C86A-2GS 
A16/S3 C= 45 TEST 56 pin(L) Plastic Quad 
ADi5 READY Flat Package 
N.C. RESET 
Vcc N.C. 
Vcc N.C. 
N.C. Vcc 
GND GND 
N.C. N.C. 
AD14 N.C. 
AD13 CLK 
AD12 INTR 
AD11 23 45 6 9 NMI 
HOU dl f 
eae. eae , OO +t mM N- OD 
Saad A ATP a4OAoO aa oa 
2aqaqedteqqe2r2dt adqdqdadqed ot Ww 
Fig. 2b MSM80C8GAGS/MSM80C86A-2GS =~=S220 og fk 8 
| c2eeoesS2eug 
6 44 4342 41 A 
ADi0Q7 O NC 
ADS 8 38 1] A19/S6 
MSM80C86AJS (Top View) Abs 19 BHE/S7 
MSM80C86A-2JS AD7 10 MN/MX 
44-pin Plastic Leaded Chip Carrier ap6qi1 RD 
: Abs 412 RQ/GTO (HOLD) 
AD4 013 RO/GT1 (HLDA) 
AD3 14 LOCK (WR) 
AD2 15 | $2 (M/i0) 
AD1 416 S1 (OT/R) 
ADO {17 29] SO (DEN) 


NO 
oon 





INTR I 
RESET 0 
READY [{ 

asi go 

(ALE) OSO 


(INTA) 
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= CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS a 


ABSOLUTE MAXIMUM RATINGS 


Limits 


Ratemeter MSM80CB6ARS |MSM80C86AGS |mSMEOcE6AJS | Unit | Conditions 





Power Supply Voltage -0.5 ~ +7 





, a gee Sale With respect 
nput Voltage ; -U. CC TY. to GND 








Output Voltage -0.5 ~ Vcc +0.5 








Storage Temperature 65 ~ +150 





Power Dissipation ; 0.7 





OPERATING RANGE 


Limits 





Parameter Symbol 
MSM80C86A 


Power Supply Voltage 3~6 4.75 ~ 5.25 








Operating Temperature -40 ~ +85 0 ~ +70 


MSM80C86A-2. 


Parameter Unit 
Power Supply Voltage : : : ; 


Operating Temperature 





“L’ Input Voltage 


“H" Input Voltage 








*1 Only CLK, *2 Except CLK. 
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= CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS s———___$___ 


DC CHARACTERISTICS 


(MSM80C86A: Vcc = 4.5V to 5.5V, Ta = —40° to +85°C) 
(MSM80C86A-2: Vcc = 4.75 to 5.25V, Ta = 0°C to +70°C) 


Symbol 


“L” Output Voltage VOL 


“H” Output Voltage V : 
Vcc-0.4 


Input Leak Current 
Output Leak Current 


Input Leakage Current 

(Bus Hold Low) BHL 

Input Leakage Current 

(Bus Hold High) BHH 

Bus Hold Low Overdrive IBHLO 
. Bus Hold High Overdrive IBHHO 


OH 
Operating Power 
Supply Current CC 
Cin 










Parameter 





Ly pee 
Twa | 0<vi<veo 













Standby Power 
Supply Current 






Outputs Unloaded 
VIN = Vcc or GND 





Iccs 


Input Capacitance fe i << l 
Output Capacitance 
evo 


I/ 
*3 


WwW 
o 


Test condition is to lower Vjj\y to GND and then raise VjN to 0.8V on pins 2—16, and 35—39 

*4 Test condition is to raise Vjjy to Vcc and then lower VN to 3.0V on pins 2—16, 26—32, and 34—39. 
*5 An external driver must source at least |BtH1.0 to switch this node from LOW to HIGH. 

*6 An external driver must sink at least |RBHHO to switch this node from HIGH to LOW. 

*7 Test Conditions: a) Freq = 1 MHz. 

b) Ummeasured Pins at GND. 

c) Vin at 5.0V or GND. 
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= CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JSa 


A.C. CHARACTERISTICS 


(MSM80C86A: Vcc = 4.5V to 5.5V, Ta = -40°C to +85°C) 
(MSM80C86A-2: Voc = 4.75V to 5.25V, Ta = 0°C to 70°C) 


Minimum Mode System 
Timing Requirements 


MSM80C86A MSM80C86A-2 

Parameter Unit 
in| ox [Min [Max 

DC 

10 
10 

15 

15 


CLK Cycle Period TCLCL 200 
CLK Low Time TCLCH 118 
CLK High Time TCHCL 69 
CLK Rise Time (From 1.0V to 3.5V) TCH1CH2 

CLK Fall Time (From 3.5V to 1.0V) TCL2CL1 

Data in Setup Time TDVCL 

Data in Hold Time TCLDX 

- ee into MSM 82C84A eae 
eet Hak into MSM 82C84A TCLRIX 

READY Setup Time into MSM80C86A TRYHCH 

READY Hold Time into MSM80C86A-2 | TCHRYX 

READY inactive to CLK (See Note 3) TRYLCL ; 
HOLD Setup Time THVCH 
ee =n Setup Time TINVCH 

Input Rise Time (Except CLK) TILIH 

(From 0.8V to 2.0V) 

Input Fall Time (Except CLK) TIHIL 

(From 2.0V to 0.8V) 


Timing Responses 


6 ee MSM80C86A 
ee ee ee 


















MSM80C86A-2 


Address Valid Delay TCLAV 10 110 10 60 
Address Hold Time TCLAX 10 10 

TCLAZ TCLAX 80 TCLAX 
TLHLL | TCLCH-20 TCLCH-10 
TCLLH 
TCHLL 
TLLAX | TCHCL-10 TCHCL-10 
Data Valid Delay TCLDV 10 110 10 60 
Data Hold Time TCHDX 10 10 
Data Hold Time after WR TWHDX_ | TCLCH-30 TCLCH-30 
TCVCTV 10 10 
TCHCTV 10 
Control Inactive Delay TCVCTX 10 
Address Float to RD Active TAZRL 0 0 
RD Active Delay | TCLRL 10 165 10 100 










Address Float Delay 
ALE Width 
ALE Active Delay 
















ALE Inactive Delay 
Address Hold Time to ALE Inactive 








































Control Active Delay 1 









Control Active Delay 2 
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= CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS x——_—________ 















RD Inactive Delay TCLRH 
TRHAV 
TCLHAV 
TRLRH 
TWLWH 
TAVAL 
TOLOH 
TOHOL 


MSM80C86A MSM80C86A-2 : 
Parameter Symbol Min. | Max. | Min. | Max. Unit 
10 10 80 





TCLCL-45 TCLCL-40 
10 
2TCLCL-50 
2TCLCL-40 
TCLCH-40 


RD Inactive to Next Address Active 
HLDA Valid Delay 

RD Width 

WR Width 

Address Valid to ALE Low 
Output Rise Time (From 0.8V to 2.0V) 
Output Fall Time (From 2.0V to 0.8V) 


























TCLCH-60 









Notes: 1. Signal at MSM 82C84A or MSM 82C88 are shown for reference only. 
2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
3. Applies only to T2 state. (8 ns into T3) 
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Maximum Mode System (Using MSM 82C88 Bus Controller) 
Timing Requirements 


Parameter 


CLK Cycle Period 

CLK Low Time 

CLK High Time 

CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 
Data in Setup Time 

Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 


READY Setup Time into MSM 80C86A 
READY Hold Time into MSM 80C86A 
READY inactive to CLK (See Note 3) 


Set up Time for Recognition (NMI, 
INTR, TEST) (See Note 2) 


RO/GT Setup Time 
RQ Hold Time into MSM 80C86A 


Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0 to 0.8V), 


Timing Responses 


Parameter 








Symbol! 


TCLCL 
TCLCH 
TCHCL 
TCH1ICH2 
TCL2CL1 
TDVCL 
TCLDX 


TRIVCL 


TCLR1X 


TRYHCH 
TCHRYX 
TRYLCL 


TINVCH 


TGVCH 
TCHGX 


TILIH 


TIHIL 








MSM80C86A MSM80C86A-2 
Symbol Unit 











p Min | Max, | Min. | Max. 
5 45 5 35 


Command Active Delay (See Note 1) TCLML 

Command Inactive Delay (See Note 1) TCLMH 5 45 5 45 
eae to Status Passive TRYHSH 110 

Status Active Delay TCHSV 10 110 10 
Status Inactive Delay TCLSH 10 130 10 
Address Valid Delay TCLAV 10 110 10 
Address Hold Time TCLAX 10 10 
Address Float Delay TCLAZ TCLAX 80 TCLAX 
Status Valid to ALE High (See Note 1) TSVLH 35 

Status Valid to MCE High (See Note 1) TSVMCH 35 

CLK low to ALE Valid (See Note 1) TCLLH 35 

CLK Low to MCE High (See Note 1) TCLMCH 35 

ALE Inactive Delay (See Note 1) TCHLL 4 35 4 
Data Valid Delay TCLDV 10 110 10 
Data Hold Time TCHDX 10 10 
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Parameter 


Control Active Delay (See Note 1) 
Control Inactive Delay (See Note 1) 


Address Float to RD Active 


RD Active Delay 


RD Inactive Delay 
RD Inactive to Next Address Active 


Direction Control Active Delay 
(See Note 1) 


Direction Control Inactive Delay 
(See Note 1) 


GT Active Delay 
GT Inactive Delay 
RD Width 
Output Rise Time (From 0.8V to 2.0V) 
Output Fall Time (From 2.0V to 0.8V) 





RON > 


a CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS x=—_——_—___— 


Suhel eee MOM ee 
| Min | Min. 

TCVNV 5 45 5 45 

TCVNX 

TAZRL 0 0 

TCLRL 10 10 

TCLRH 10 10 - 

TRHAV TCLCL-45 TCLCL-40 


TCHDTL 


TCHDTH 


TCLGL 0 

TCLGH 0 

TRLRH |2TCLCL-75 2TCLCL-50 
TOLOH 

TOHOL 


Signal at MSM 82C84A or MSM 82C88 are shown for reference only. 

Setup requirement for asynchronous signal only to guarantee ieceumnen at next CLK. 
Applies only to T2 state (8 ns into T3) 

Applies only to T3 and wait states. 


m CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JSa 


TIMING CHART 


Input/Output | A.C. Testing Load Circuit 


DEVICE 
UNDER 
TEST 


1.5 *+— TEST POINTS —— 1.5 
a l= 


0.45 


T 100pF 


A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 
1’° AND 0.45V FOR A LOGIC "0" TIMING MEASUREMENTS 


ARE 1.5V FOR BOTH A LOGIC “1” AND “0” CL INCLUDES JIG CAPACITANCE 





Minimum Mode 


T1 T2 T3 
TCH1CH2 TCL2CL1 Ty 


VIH 


CLK (MSM 82C84A Output) 8 


RDY (MSM 82C84A Input) 
SEE NOTE 5 


READY (MSM 80C86A Input) 


READ CYCLE 


— 


AD15- ( AD15-A0 } (  DATAIN IN 


AD15- aol =i) 
YF LOAT 
alae t— 
(NOTE 1) WY 
toes TCHCTV 
(WR,INTA=Voy) = 
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= CPU: MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS s—_________— 


Minimum Mode (Continued) 


T1 T2 T3 
TCLCL TCH1CH2 TcL2cL1 TW 
VIH | / 
CLK (MSM 82C84A Output) 


BHE/S7,A19/S6 ~ A16/S3 Lt = A19-A16K | 


yt z 


TCLDV 


WATTEOYGKS ae TCLAX TCHDX 


Ree OCU aly 


be TCVCTX 


‘———— TWLWH 


INTA CYCLE “tt TCLAZ TCLDX 
rove . 


AD15-ADO ee ioe 
| ace TCHCTV TCHCTV 


we 


AD15 ~ ADO S INVALID ADDRESS SOFTWARE HALT 
SOFTWARE HALT- 


RD, WR, INTA = VOH TCLAV— |= 
DT/R = INDETERMINATE 
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Maximum Mode 


_TeHicH2 TCL2CL1 
TW 


ate 


oA 
VIH 


CLK (MSM 82C84A a - 
TCLAV sath eb = TCLCH 


as0,asi otk, ca 
S2,81,S0 (EXCEPT HALT) hate 


Prcvax fay 
= 


BHE/S7,A19/S6 ~ A16/S3 |X BHE A19-416 a szs3_ {| |] 


| Bt PPT ETT 
rev meg CMM TCA 


TCLR1X 


aDABy INeunoceen a ee 
INPUT) | 


{ aD15-a00_ { aD15-a00_ a 
FLOAT FLOAT 
TAZRL paras _ No, 
=i TCHDTH 


READ CYCLE 
AD15-ADO 


TCHDTL TRLRH 
I 


MSM 82C88 


OUTPUTS TCLML TCLMH FE 
SEE NOTES 5, 6 


TCVNV 
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m CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS a aaa a 


+ Maximum Mode (Continued) 


T1 | T3 . 
Tw 


CLK (MSM 82C84A sae 
VIL 
TCLSH 


S2, $1, SO (EXCEPT HALT) aoe (See note 8) \ 


TCHDX 


TCLAV prt 
AD15 ~ ADO Pe eg Cf rene FD 


p TCVNX 


DEN | 
MSM 82C88 a TCLMH pe 
OUTPUTS. so rere 


Pal prem 5 a 
MWTC OR IOWG 
INTA CYCLE 

Tl ANP oe 


WRITE CYCLE 


AD15 ~ ADO FLOAT 
SEE NOTE 3,4 | TCLDX 


ee 
TSVMCH 
suse "4 
PDE {= —- 
TCLMCH TCHDTH 
DT/R 
MSM 82C88 
OUTPUTS 


SEE NOTES 5, 6 INTA 


| DEN 
SOFTWARE HALT — 
(DEN=Vo,; RD, MRDC, IORC, MWTC, 
ANWG, IOWC, AIOWC, INTA.=Vow) 
AD15 ~ ADO |X INVALID ADDRESS 


TCLAV 


$2,51,S0 





Ail signals switch between Voy and Vo unless otherwise specified. | 

RDY is sampled near the end of T2,T3, Ty to determine if Ty machines states are to be inserted. 

Cascade address is valid between first and second INTA cycle. 

Two INTA cycles run back-to-back. The MSM 80C86A LOCAL ADDR/DATA BUS is floating during 
both INTA cycles. Control for pointer address is shown for second INTA cycle. 

Signals at MSM 82C84A or MSM 82C88 are shown for reference only. 

6. The issuance of the MSM 82C88 command and control signals (MR DC, MWTC,AMWC,IORC,IOWC, AIOWC, 
INTA and DEN) lags the active high MSM 82C88 CEN. 

All timing measurements are made at 1.5V unless otherwise noted. 

8. Status inactive in state just prior to T4. 


Notes: 


ao FAWN > 


~ 
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= CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS = 


Asynchronous Signal Recognition 


TINVCH (SEE NOTE 1) 


SIGNAL 


NOTE: 1. SETUP REQUIREMENTS FOR ASYNCHRO- 
NOUS SIGNALS ONLY TO GUARANTEE RECOGNITION 
AT NEXT CLK 





Bus Lock Signal Timing (Maximum Mode Only) Reset Timing 


ANY CLK CYCLE ANY CLK CYCLE >50 uSEC 
= tr? 


24CLK CYCLES 





Request/Grant Sequence Timing (Maximum Mode Only) 


Any CLK Cycle 
‘ > OCLK Cycle 


CLK 
> TCLCL 


TCLGH TCLGL PULSE 3 


— 


PULSE 2 


ieee RELEASE 
OC86AGT 


RQ/GT 


AD15 ~ AD R 

Rieee are ever TCLAZ 
S2,57,50, ! MSM 
RD. LOCK MSM 80C86A COPROCESSOR 80C86A 
BHE/S7 


(SEE NOTE 1) 


Note : 1. The coprocessor may not drive the buses outside the region shown without risking contention. 





Hold/Hold Acknowledge Timing (Minimum Mode Only) 


21CLK CYCLE 1 or 2 CYCLES 









CLK 


HOLD 


HLDA 
————————— 


oe 


MSM 80C86A COPROCESSOR 
A 


TCLAZ 
AD15~ ADO, 
A19/S6~ A16/S3, 
RD, 

BHE/S7, M/IO, 
DT/R, WR, DEN 


MSM 80C86A 
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PIN DESCRIPTION 


ADO — AD15 
ADDRESS DATA BUS: Input/Output 

These lines are the multiplexed address and data 
bus. 

These are the address bus at the T1 cycle and the 
data bus at the T2, T3, TW and T4 cycles. 

At the T1 cycle, ADO low indicates Data Bus Low 

- (DO — D7) Enable. These lines are high impedance 

during interrupt acknowledge and hold acknowledge.. 


A16/S3. A17/S4, A18/S5, A19/S6 
ADDRESS/STATUS: Output 

Tses are the four most significant addresses, at 
the T1 cycle. Accessing 1/O port address, these are low 


at 11 cycles. These lines are Status lines at T2, T3, TW 


and T4 cycles. $3 and S4 are encoded as shown. 


a 
re | 0 | Ateneeowe 
rr fo [sek 
















Code or None 


These lines are high impedance during hold 
acknowledge. . 


BHE/S7 | 
BUS HIGH ENABLE/STATUS: Output 

This line indicates Data Bus High Enable (BHE) at 
the T1 cycle. , 

This line indicates Data Bus High Enable (BHE) 
at the T1 cycles. . 

This line is status line at T2, T3, TW and T4 cycles. 


RD 
READ: Output 

This line indicates that CPU is in the memory or 
1/O read cycle. 

This line is the read strobe signal when CPU read 
data from memory or 1/O device. 

This line is active low. 

This line is high impedance during hold acknow- 
ledge. 


READY 
READY: Input 

This line indicates to the CPU that the addressed 
memory or |/O device is ready to read or write. 

This line is active high. . 

If the setup and hold time is out of specification, 
illegal operation wil! occur. 
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INTR 
INTERRUPT REQUEST: Input 

This line is the level triggered interrupt request 
signal which is sampled during the last clock cycle of 
instruction and string manipulation. 

It can be internally masked by software. 

This signal is active high and internally synchro- 
nized. | 


TEST 
TEST: Input 
This line is examined by the WAIT instruction. 
When TEST is high, the CPU enters idle cycle. 
When TEST is low, the CPU exits the idle cycle. 


NMI 
NON MASKABLE INTERRUPT: Input 

This line causes a type 2 interrupt. 

NMI is not maskable. 

This signal is internally synchronized and needs 
2 clock cycles of pulse width. 


RESET 
RESET: Input 

This signal: causes the CPU to initialize immedi- 
ately. 


This signal is active high and must be at least four 
clock cycles. 


CLK 
CLOCK: Input 

This signal provides the basic timing for the 
internal circuit. 


MN/MX 
MINIMUM/MAXIMUM: Input 
This signal selects the CPU’s operating mode. 
_ When Vcc is connected, the CPU operates in 
Minimum mode. 
Whin GND is 
Maximum mode. 


connected, the CPU orerates 


Vcc 
Vec: +3 — +6V supplied. 


GND 
GROUND 


The following pin function descriptions are maxi- 
mum mode only. 
Other pin functions are already described. 


$0, $1,S2 


_ STATUS: Output 


These lines indicate bus status and they are used 
by the MSM82C88 Bus Controller to generate all 
memory and 1/O access control signals. 

These lines are high impedance during hold 
acknowledge. . 

These status lines are encoded as shown. 








ra Read 1/O Port 


a 

0 | 1 | Read 1/0 Port 
Write 1/O Port 
Halt 
Code Access . 
Read Memory 

fe 


Write Memory 

















Passive 


RQ/GTO 
RO/GT1 
REQUEST/GRANT: Input/Output 
These lines are used for Bus Request from other 
devices and Bus GRANT to other deivces. 
These lines are bidirectional and active low. 


LOCK 
LOCK: Output 

This line is active low. 

When this line is low, other devices can not gain 
control of the bus. 

This line is high impedance during hold acknow- 
ledge. 


aso/aQs1 
QUEUE STATUS: Output 

These lines are Queue Status, and indicate internal 
instrucion queue status. 


QsO Characteristics 


QS1 
ion el 


No Operation 


1 First Byte of Op Code from 
Queue 


Empty the Queue 


Subsequent Byte from Queue 


1 (HIGH) 


The following pin function descriptions are mini-- 


mum mode only. Other pin functions are already 
described. 


M/1O 
STATUS: Output 

This line selects memory address space or 1|/O 
address space. 

When this line is high, the CPU selects memory 
address space and when it is low, the CPU selects 1/O 
address space. 

This line is high impedance during hold acknow- 
ledge. 








=a CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JSa 
SO Characteristics 
0 Interrupt acknowledge 


0 Euan Race eniaes 

0 

0 

1 (HIGH) 


WR 
WRITE: Output 

This Sine indicates that the CPU is in the memory 
or 1/O write cycle. 

This line is a write strobe signal when the CPU 
writes data to memory or I/O device. 

This line is active low. 

This line is high impedance during hold acknow- 
ledge. 


INTA | 
INTERRUPT ACKNOWLEDGE: Output 


This line is a read strobe signal for the interrupt 
acknowledge cycle. 


This line is active low. 


ALE 
ADDRESS LATCH ENABLE: Output 

This line is used for latching the sAaieas into the 
MSM82C12 address latch, It is a possitive pulse and its 
trailing edge is used to strobe the address, This line is 
never floated. 
DT/R 
DATA TRANSMIT/RECEIVE: Output 

This line is used to control the output enable of 
the bus transceiver. 


When this line is high, the CPU transmits data, and 
when it is low, the CPU receives data. 


This line is high impedance during hold acknow- 
ledge. 


DEN 
DATA ENABLE: Output 

This line is used to control the output enable of 
the bus transceiver. 

This tine is active low. This line is high impedance 
during hold acknowledge. 


HOLD 
HOLD REQUEST: Input 
This line is used for Bus Request from other 
devices. 
This line is active high. 


HLDA 

HOLD ACKNOWLEDGE: Output 
This line is used for Bus Grant to other devices. 
This line is active high. 


103 





m= CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JS s&—___——_—_____— 


FUNCTIONAL DESCRIPTION 


STATIC OPERATION 


All MSM80C86A circuitry is of static design. 
Internal registers, counters and latches are static and 
require no refresh as with dynamic circuit design. This 
eliminates the minimum operating frequency restriction 
placed on other microprocessors. The MSM80C86A can 
operate from DC to the appropriate upper frequency 
limit. The processor clock may be stopped in either 
state (high/low) and held there indefinitely. This type of 
operation is especially useful for system debug or power 
critical applications. 

The MSM80C86A can be single stepped using only 
the CPU clock. This state can be maintained as long as 
is necessary. Sigle step clock operation allows simple 
interface circuitry to provice critical information for 
bringing up your system. 

Static design also allows very low frequency opera- 
tion (down to DC). In a power critical situation, this 
can provide extremely low power operation since 
MSM80C86A power dissipation is directly related to 
operating frequency. As the system frequency is re- 
duced, so is the operating power until, ultimately, at a 
DC input frequency, MSM80C86A power requirement is 
the standby current (500 uA maximum). 


GENERAL OPERATION 

The internal function of the MSM80C86 consists 
of a Bus Interface Unit (BIU) and an Execution Unit 
(EU). These units operate mutually but perform as 
separate processors. 

BiIU performs instruction fetch and queueing, 
operand fetch, DATA read and write address relocation 
and basic bus control. Instruction pre-fetch is perfomed 


Memory Organization 


ODE 
SEGMENT 


XXXXOH 


+OF FSET 


SEGMENT 
REGISTER FILE 


DATA 


SEGMENT 


TACK 
SEGMENT 


while waiting for decording and execution of instruc- 
tions. Thus, the CPU's performance is increased. Up to 
6-bytes of instruction stream: can be queued. 

The EU receives pre-fetched instructions from the 
BIU queue, decodes and executes the instructions, and 
provides the un-relocated operand address to BIU. 


MEMORY ORGANIZATION 

The MSM80C86A has a 20-bit address to memory. 
Each address has an 8-bit data width. Memory is 
organized OOOOOH to FFFFFH and is logicaly divided 
into four segments: code, data, extra data and stack 


. segment. Each segment contains up to 64 Kbytes and 


locates on a 16-byte boundary. (Fig. 3a) 

All memory references are made relative to the 
segment register which functions in accordance with 
a select rule. Word operands can be located on even or 
odd address boundary. 

The BIU automatically performs the proper num- 
ber of memory accesses. Memory consists of an even 
address and an odd address. Byte data of even address 
is transfered on the DO — D7 and byte data of odd ad- 
dress is transfered on the D8 — D15. 


The CPU prevides two enable signals BHE and AO 
to access either an odd address, even address or both: 

Memory location FFFFOH is the start address after 
reset, and OOOOOH through OO3FFH are reserved as an 


‘interrupt pointer, where there are 256 types of inter- 


rupt pointers. 

Each interrupt type has a 4-byte pointer element 
consisting of a 16-bit segment address and a 16-bit 
offset address. 


Reserved Memory Locations 


FFFFFH 


RESET BOOTSTRAP 
PROGRAM JUMP 


FFFFOH 


INTERRUPT POINTER 
FOR TYPE 255 


INTERRUPT POINTER 
FOR TYPE 1 


INTERRUPT POINTER 


EXTRA DATA | 


SEGMENT FOR TYPE O 
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Memory Segment Register Segment 
Reference Need Used Selection Rule 


CODE (CS) 


Instructions 


Automatic with all instruction prefetch. 





STACK (SS) 





Local Data DATA (DS) 


External (Global) Data 


MINIMUM AND MAXIMUM MODES 

The MSM80C86A has two system modes: mini- 
mum and maximum. When using maximum mode, it is 
easy to Organize a multi-CPU system with a 82C88 Bus 
Controller which generate the bus control signal. 

When using minimum mode, it is easy to organize 
a simple system by generating bus control signal by 
itself. 

MN/MX is the mode select pin. Definition of 24- 
31 pin changes depend on the MN/MX pin. 

BUS OPERATION 

The MSM80C86A has a time multiplexed address 
and data bus. If a non-multiplexed bus is desired for a 
system, it is only to add the address latch. 

A CPU bus cycle consists of at least four clock 
cycles: T1, T2 T3 and T4. (Fig. 4) 

The address output occurs during 11 and data 
transfer occurs during T3 and T4. T2 is used for chang- 
ing the direction of the bus at the read operation. When 
the device which is accessed by the CPU is not ready 
for The data transfer and the CPU “NOT READY”, TW 
cycles are inserted between T3 and T4. 

When a bus cycle is not needed, T1 cycles are 
inserted between the bus cycles for internal execution. 
During the T1 cycle, the ALE signal is output from the 
CPU or the MSM82C88 depending on MN/MX. At the 
trailing edge of ALE, a valid address may be latched. 

Status bits SO, $1 and S2 are used in the maxi- 
mum mode by the bus controller to recognize the type 
of bus operation according to the following table. 


0 (LOW) oor Interrupt acknowledge 
fo fo] + | Rees v0 
fo | 1 Jo | write v0 

1 (HIGH) os Instruction Fetch 





EXTRA (ES) 

















1 













Read Data from Memory 


Write Data to Memory 
Passive (no bus cycle) 





All stack pushes and pops. Memory references relative to 
BP base register except data references. 








Data references when relative to stack destination of str- 
ing operation, or explicitly overridden. 





Destination of string operations: Explicitly selected us- 
ing a segment Overriden. 





Status bits S3 through S7 are multiplexed with 
A16 ~ A19, and BHE: therefore, they are valid during 


T2 through T4. 


S3 and S4 indicate which segment register was 
selected on the bus cycle, according to the following 


table. 








1 (HIGH) | 0 | Code or None 


S5 indicates interrupt enable Flag. 


1/0 ADDRESSING 


0 (LOW) 0 | Alternate Data (Extra segment) 
Ce 


The MSM80C86A has 64 Kbyte of I/O or as 32 
Kwords |/O. When the CPU accesses an I/O device, ad- 
dresses AO ~ A115 are in the same format as a memory 


address, and A16 ~ A119 are low. 


The I/O ports addresses are same as memory, so 
it is necessary to be careful when using 8-bit 


peripherals. 
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Basic System Timing 


ri" + N*WAIT) = TCY (4 + N*WAIT) = TCY 
1 | 2 | 13 frwart] ta | 11 | t2 | 73 frwart] 74 | 


GOES INACTIVE IN THE STATE 
JUST PRIOR TO T4 


BHE, A19—A16 


ADDR/ 
STATUS 


BUS RESERVED D15—D0O 
FOR DATA IN. VALID 


ADDR/DATA DATA OUT 
IDI , | (D15—D0) 


READY 


WM ML. 


WAIT WAIT 


MEMORY ACCESS TIME 


EE lUr 
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EXTERNAL INTERFACE 


RESET 

CPU Initalization is executed by the RESET pin. 
The MSM80C86A's RESET High signal is required for 
greater than 4 clock cycles. 

The Rising edge of RESET terminates present 
Operation immediately. The Falling edge of RESET 
triggers an internal reset sequence for approximately 10 
clock cycles. Afer the internal reset sequence is finished 
normal operation occurs from _ absolute location 
FFFFOH. 

INTERRUPT OPERATIONS 

Interrupt operation is classified as software or 
hardware, and hardware interrupt is classified as non- 
maskable or maskable. 

An interrupt causes a new program location de- 
fined on the interrupt pointer table, according to the in- 
terrupt type. Absolute locations OOOOOH through 
OO3FFH are reserved for the interrupt pointer table. 
The interrupt pointer table consists of 256-elements. 
Each element is 4 bytes in size and corresponds to an 


Interrupt Acknowledge Sequence 


| T1 | T2 | 73 | 74 hr] 71 


FLOAT 
ADO—AD15 





INTERRUPT ACKNOWLEDGE 

During the interrupt acknowledge sequence, 
further interrupts are disabled. The interrupt enable bit 
is reset by any interrupt, after which the Flag register is 
automatically pushed onto the stack. During the 
acknowledge sequence, the CPU emits the lock signal 
from T2 of the first bus cycle to T2 of the second bus 
cycle. At second bus cyclees, byte is fetched from the 
external device as a vector which identified the type 
of interrupt. This vector is multiplied by four and used 
as a interrupt pointer address. (INTR only) 

The Interrupt Return (1RET) instruction includes a 
Flag pop operation which returns the original interrupt 
enable bit when it restores the Flag. 


HALT 

When a Halt instruction is executed, the CPU 
enters the Halt state. An interrupt request or RESET 
will force the MSM80C86A out of the Halt state. 


m CPU-MSM80C86ARS/GS/JS MSM80C86A-2RS/GS/JSa 


8 bit type number which is sent from an interrupt 
interrupt request device during the interrupt acknow- 
ledge cycle. 


NON-MASKABLE INTERRUPT (NMI) 
The MSM8O0C86A has a Non-maskable Interrupt 


(NMI) which is of higher priority than the maskable 
interrupt request (INTR). 

The NMI request pulse width needs a minimum of 
2 clock cycles. The NMI will be serviced at the end of 
the current instruction or between string manipulations. 


MASKABLE INTERRUPT (INTR) 

The MSM80C86A _ provides another interrupt 
request (INTR) which can be masked by software. 
INTR is level triggered, so it must be held until the 
interrupt request is acknowledged. 

INTR will be serviced at the end of the aurrent 
instruction or between string manipulations. 


2e ik Sta a 


TYPE 
VECTOR 


SYSTEM TIMING — MINIMUM MODE 

A bus cycle begins 171 with an ALE signal. The 
trailing edge of ALE is used to latch the address. From 
T1 to T4 the M/IO signal indicates a memory or 1/O 
operation. From T2 to T4, the address data bus changes 
the address bus to data bus. 

The read (RD), write (WR) and interrupt ac- 
knowledge (INTA) signals causes the addressed device 
to enable data bus. These signal becomes active at the 
beginning of T2 and inactive at the beginning of T4. 





SYSTEM TIMING — MAXIMUM MODE 

At maximum mode, the MSM82C88 Bus Cont- 
roller is added to system. The CPU sends status informa- 
tion to the Bus Controller. Bus timing signals are gene- 
rated by Bus Controller. Bus timing is almost the same 
as in the minimum mode. 
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BUS HOLD CIRCUITRY 


To avoid high current conditions caused by float- 
ing inputs to CMOS devices and to eliminate the need 
for pull-up/down resistors, ‘‘bus-hold’’ circuitry has been 
used on MSM80C86A pins 2-16, 26—32, and 34— 
39 (Figures 6a, 6b). These circuits will maintain the 
last valid logic state if no driving source is present 
(i.e. an unconnected pin or a driving source which 
goes to a high impedance state). To overdrive the 


“bus hold” circuits, an external driver must be capa- 
ble of supplying approximately 600 nA minimum sink 
or source current at valid input voltage levels. Since 
this “bus hold” circuitry is active and not a “resis- 
tive” type element, the associated power supply current 
is negligible and power dissipation is significantly 
reduced when compared to the use of passive pull-u 

resistors. 


“PULL-UP/PULL-DOWN” 


OUTPUT 
DRIVER 


INPUT 
BUFFER 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 


Input Buffer exists only on I/O pins 





Figure 6a. Bus hold circuitry pin 2-16, 35-39. 


“PULL-UP” 


OUTPUT 
DRIVER 


INPUT 
BUFFER 


¢ 
q 
' 
t 
Q 
“A 
§ 
é 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 


Input Buffer exists only on 1/O pins 





Figure 6b. Bus hold circuitry pin 26-32, 34 
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DATA TRANSFER 


MOV = Move: 

Register/memory to/from register 
Immediate to register/memory 
Immediate to register 

Memory to accumulator 
Accumulator to memory 
Register/memory to segment register 
Segment register to register/memory 


76543 210:i7 6 543 2i10!i7 6543 2 1 «0 
mod reg r/m 
wimod O O 0O r/m data dataif w=1 
data data if w=1 
addr-low addr-high 
addr-low addr-high 
O reg 
0 


eee eee ei | 
CO0D00O-00 
CoO-+--00N 
C0200-008 
--005 0-W 

eae 


on = Oo 


PUSH = Push: 


Register/memory 
Register 
Segment register 


POP = Pop: 


Register/memory 
Register 
Segment register 


XCHG = Exchange: 


Register/memory with register 


Register with accumulator 


IN = Input from: 


Fixed port 
Variable port 


OUT = Output to: 


Fixed port 

Variable port 

XLAT = Translate byte to AL 
LEA = Load EA to register 
LOS = Load pointer to DS 
LES = Load pointer to ES 
LAHF = Load AH with flags 
SAHF = Store AH into flags 
PUSHF = Push flags 

POPF = Pop flags 


209000000 = 
~=--+2-000-00 
----00-0=-0 
spies a Nea eta aes 
COo--000--- 
-0O00-0-+-5s55 


-— = ow sa es eee 
oooor/ 022 > 
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OLL 


ARITHMETIC - 


ADD = Add: 


Reg./memory with register to either 
immediate to register/memory 
Immediate to accumulator 


ADC = Add with carry: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


INC = Increment: 


Register/memory 

Register 

AAA = ASCII adjust for add 
DAA = Decimal adjust for add 


SUB = subtract: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


SBB = Subtract with borfow: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


DEC = Decrement: 


Register/memory 
Register 
NEG = Change sigr 


CMP = Compare: 


Register/memory and register 
Immediate with register/memory 
Immediate with accumulator 
AAS = ASCII adjust for subtract 


_ 


—~ © = o-=-= © — ooo- 


oo 0 


ooo 


io) 


oe) 


oo0 0° 


oo. — 


“= O = Oo oOo 


oOo= 


— sa OC = 


ooo 


Oo on7 oO = 


oO 


ob 


—a = © — 


—_— 2 O — 


ooo- fo) oo) 


o-—_ 


-— Oo 


reg 


- OY’ 2 


2 


FE 


= 


FS 


FE 


~ 228 


mod 
mod 


mod 
mod 


mod 


mod 
mod 


mod 
mod 


mod 


mod 


mod 
mod 


reg 


0 


0 


data 


reg 


1 


0 


data 


re 
0 
data 


re 
1 
data 


re 


data 


9g 
1 


g 
1 


g 
1 


r/m 
r/m 


r/m 


r/m 


r/m 


r/m 
r/m 


r/m 
r/m 


r/m 


r/m 


r/m 
r/m 


data data if s:w = 01 
data if w= 1 


‘data data if s:w = O01 
data if w= 1 


data data if s:w = 01 
data if w= 1 


data data if s:w = 01 
data if w= 1 


data data if s:w = 01 
data if w = 1 
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LLL 


DAS = Decimal adjust for subtract 
MUL = Multiply (unsigned) 

IMUL = Integer multiply (signed) 
AAM = ASCII adjust for multiply 
DIV = Divide (unsigned) 

{DIV = Integer divide (signed) 

AAD = ASCII adjust for divide 

CBW = Convert byte to word 

CWD = Convert word to double word 


—_ 2 ow Ss =O 
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1 
1 
1 
1 
1 
1 
0 
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oo0oH--0- =]. — 
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CLI 


LOGIC 


NOT = Invert 

SHL/SAL = Shift logical/arithmetic left 
SHR = Shift logical right 

SAR = Shift arithmetic right 

ROL = Rotate left 

ROR = Rotate right 

RCL = Rotate left through carry 

RCR = Rotate right through carry 


AND = And: 


Reg./memory and register to either 
immediate to register/memory 
Immediate to accumulator 


TEST = And function to flags, no result: 


Register/memory and register 
Immediate data and register/memory 
Immediate data and accumulator 


OR = Or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


XOR = Exclusive or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


STRING MANIPULATION 


REP = Repeat 
MOVS = Move byte/word 
CMPS = Compare byte/word 


SCAS = Scan byte/word 
LODS = Load byte/word to AL/AX 
STOS = Store byte/word from AL/AX 


Se ee ee ee ee ee ee 
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ee ee ee ey 
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222232328 


Oooo -—- 0 


-=-0C0-00-- 


~ O- 0O—-— =—- OO 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data if w= 1 


data if w = 1 


data if w= 1 


data if w =1 
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ELL 


CJMP = Conditional JMP 


JE/JZ = Jump on equal/zero 

JZ/JNGE = Jump on less/not greater or equal 
JLE/JNG = Jump on less or equal/not greater 
JB/JNAE = Jump on below/not above or equal 
JBE/JNA = Jump on below or equal/not above 
JP/JPE = Jump on parity/parity even 

JO = Jump on over flow 

JS = Jump on sign 

JNE/JNZ = Jump on not equal/not zero 
JNL/JGE = Jump on not less/greater or equal 
JNLE/JG = Jump on not less or equal/greater 
JNB/JAE = Jump on not below/above or equal 
JNBE/JA = Jump on not below or equal/above 
JNP/JPO = Jump on not parity/parity odd 
JNO = Jump on not overflow 

JNS = Jump on not sign 

LOOP = Loop CX times 

LOOPZ/LOOPE = Loop while zero/equal 
LOOPN2Z/LOOPNE = Loop while not zero/equal 
JCXZ = Jump on CX zero 


INT = Interrupt: 


Type specified 

Type 3 

INTO = Interrupt on overflow 
IRET = Interrupt return 


PROCESSOR CONTROL 


CLC = Clear carry 

CMC = Complement carry 
STC = Set carry 

CLD = Clear direction 
STD = Set direction 

CLI = Clear interrupt 

STI = Set interrupt 

HLT = Halt 


WAIT = Wait 
ESC = Escape (to external device) 
LOCK = Bus lock prefix 
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CONTROL TRANSFER 


CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


JMP = Unconditional Jump: 


Direct within segment 
Direct within segment-short 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


RET = Return from CALL: 


Within segment 

Within seg. adding immediate to SP 
Intersegment 

Intersegment adding immediate to SP 





765 43 2 


disp-low 
mod O 1 QO 

offset-low 

seg-low 
mod O 1 1 


disp-low 
disp 

1 0 0 

offset-low 
seg-low 
0 1 


data-low 


data-low 


1 


r/m 


0 








765 43 2 
disp-high 


offset-high 
seg-high 


disp-high 


offset-high 
seg-high 


data-high 


data-high 


1 


0765 43 2 


1 


0 
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Footnotes: 


AL = 8-bit accumulator 

AX = 18-bit accumulator 

CX = Count register 

DS = Data segment 

ES = Extra segment 

Above/below refers to unsigned value 

Greater = more positive 

Less = less positive (more negative) signed value 

If d= 1 then ‘to’ reg: If d = 0 then “from” reg. 

If w = 1 then word instruction: If w = 0 then byte instruction 


If mod = 11 then r/m is treated as a REG field 

If mod = 00 then DISP = 0*, disp-low and disp-high are absent 

If mod = 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 
If mod = 10 then DISP = disp-high: disp-low 


if r/m = 000 then EA = (BX) + (SI) + DISP 

If r/m = 001 then EA = (BX) + (DI) + DISP 

If r/m = 010 then EA = (BP) + (SI) + DISP 

If r/m = 011 then EA = (BP) + (DI) + DISP 

If r/m = 100 then EA = (SI) + DISP 

If r/m = 101 then EA = (DI) + DISP 

if r/m = 110 then EA = (BP) + DISP* 

If r/m = 111 then EA = (BX) + DISP 

DISP follows 2nd byte of instruction (before data if required) 


* except if mod = 00 and r/m = 110 then EA-disp-high: disp-low 


If s:w = 01 then 16 bits of immediate data form the operand 


If s:w = 11 then an immediate data byte is sign extended to form the 16-bit operand 


If v=Othen “count” = 1: If v=1 then “‘count” in (CL) 
x = don't care 
z is used for string primitives for comparison with ZF FLAG 


SEGMENT OVERRIDE PREFIX 


001 reg 110 
REG is assigned according to the following table: ) 

16-Bit (w= 1) 8-Bit (w =0) Segment 
000 AX 000 AL 00 ES 
001 CX 001 CL 01 CS 
010 DX 010 DL 10 SS 
011 BX 011 BL 11 DS 
100 SP 100 AH 
101 BP 101 CH 
110 S| 110 DH 
111 DI 111 BH 


Instructions which reference the flag register file as a 16-bit object use the symbol FLAGS to represent the file: 


FLAGS = x:x:x:x:(OF):(DF):(1F):(TF):(SF):(ZF):X:(AF):X:(PE):Xs(CF) 
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OKI semiconductor 
MSM80C86A-10RS/GS/JJS 


16-BIT CMOS MICROPROCESSOR 





GENERAL DESCRIPTION 


The MSM80C86A-10 are complete 16-bit CPUs implemented in Silicon Gate CMOS technology. 
' They are designed with same processing speed as the NMOS 8086-1 but have considerably less power | 
consumption. They are directly compatible with MSM8OQC88A-10 software and MSM8O0C85A/ 
MSM80C85A-2 hardware and peripherals. 


FEATURES 

@ 1 Mbyte Direct Addressable Memory Space e 8 and 16-bit Signed and Unsigned Arithmetic Operation 
@ Internal 14 Word by 16-bit Register Set ® From DC to 10 MHz Clock Rate 

e@ 24 Operand Addressing Modes e@ Low Power Dissipation 10 mA/MHz 

® Bit, Byte, Word and String Operations e Bus Hold Circuitry Eliminates Pull-Up Resistors 


~@40 pin Plastic DIP (DIP40-P-600) 
@44 pin PLCC (QFJ44-P-S650) 
@56 pin(L)-V Plastic QFP (QFP56-P-910-VK) 


CIRCUIT CONFIGURATION 


EXECUTION UNIT BUS INTERFACE UNIT 


REGISTER FILE RELOCATION 
REGISTER FILE 


SEGMENT 
REGISTERS 
AND 
INDEX REGS INSTRUCTION 
(8 WORDS) POINTER 
(5 WORDS) 


16BIT ALU 
INTERFACE AD15 ~ ADO 


TEST 


INTR 
NMI CONTROL & 


RQ/GTO, 1 TIMING 


HOLD 
HLDA 


CLK RESET READY MN/MX GND 
: Vcc 
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PIN CONFIGURATION 


MSMS80C8G6A-10RS (Top View) 
40 pin Plastic DIP 


on Do fk won 


MSM80C86A-10RS 


RO/GTO (HOLD) 
| RO/GT1 (HLDA) 
rT} 52 (M/iTO) 


Qs0 (ALE) MSM80C86A-10GS (Top View) 
Qs1 (INTA) 56 pin(L) Plastic Quad 
TEST Flat Package 

READY 

RESET 

N.C. 

N.C. 

VCE 

GND 

N.C. 

N.C. 


2 3 
UL 
= o 
Qo AO 
< 


< 


12 


9 

wo N 
a ra 
< < 


4 
foe) 
ral 
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~ © 
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Fig. 2b MSM80C86A-10GS 


38 9 A19/S6 

BHE/S7 
MSMS80C86A-10JS (Top View) 36D MN/MX 
44-pin Plastic Leaded Chip Carrier RD 

RQ/GTO (HOLD) 

RQ/GT1 (HLDA) 

LOCK (WR) 

$2 (M/iO) 

Si (DT/R) 

SO (DEN) 


asigs 
(ALE) QSOQ 


(INTA) 
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= CPU:-MSM80C86A-10RS /GS/JS 


ABSOLUTE MAXIMUM RATINGS 


Limits | 
, Pat ameter. Symbol | wsmsoce6A- | MSM80C86A- | MSM8OC86A- | Unit | Conditions 
10RS 10GS -  10US | 


VIN 


With respect 


-0.5~Vcct+0.5 ~ to GND 


Input Voltage 
[rower Disinaton | Po 






OPERATING RANGE 













Parameter 


Power Supply Voltage 


Operating Temperature 
“L*' Input Voltage 


“H” Input Voltage 










*1 Only CLK, *2 Except CLK. 
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CPU-MSM80C86A-10RS /GS/JS m= 


DC CHARACTERISTICS 
(MSM80C86A-10: Vcc = 4.75 to 5.25V, Ta = 0°C to +70°C) 









Parameter 


“"L" Output Voltage 


“‘H’”’ Output Voltage 
Vcc-0.4 





’ : 
1OH =-—100 vA 







Input Leak Current ri 


Input Leakage Current 
(Bus Hold Low) eal 
Input Leakage Current 
(Bus Hold High) BHH 


Bus Hold Low Overdrive IBHLO 


Bus Hold High Overdrive IBHHO 
Operating Power 
Supply Current 











Standby Power 
Supply Current 






Outputs Unloaded 
VIN = Vcc or GND 





lccs 


Input Capacitance | cin 
Output Capacitance 
1/O Capacitance Ci/O 


Test condition is to lower Vj to GND and then raise ViN to 0.8V on pins 2—16, and 35—39 
*4 Test condition is to raise Vjjy to VCC and then lower V{N to 3.0V on pins 2—16, 26—32, and 34—39. 
*5 An external driver must source at least 1gyH16 to switch this node from LOW to HIGH. 
*6 An external driver must sink at least IBHHO to switch this node from HIGH to LOW. 
*7 Test Conditions: a) Freq = 1 MHz. 
b) Ummeasured Pins at GND. 
c) Vin at 5.0V or GND. 
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A.C, CHARACTERISTICS 
(MSM80C86A-10: Voc = 4.75V to 5.25V, Ta = 0°C to 70°C) 


Minimum Mode System 
Timing Requirements 


MSM80C86A-10 
Parameter Symbol 
CLK Cycle Period TCLCL 
CLK Low Time TCLCH 
CLK High Time TCHCL 
CLK Rise Time (From 1.0V to 3.5V) TCH1CH2 
CLK Fall Time (From 3.5V to 1.0V) TCL2CL1 
Data in Setup Time TDOVCL 
Data in Hold Time TCLDX 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 


READY Setup Time into MSM80C86A | TRYHCH 
READY Hold Time into MSM80C86A | TCHRYX 
READY inactive to CLK (See Note 3) TRYLCL 
HOLD Setup Time THVCH 


INTR, NMI, TEST Setup Time 
(See Note 2) 


Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0V to 0.8V) 


TRIVCL 


TCLR1X 


TINVCH 


TILIH 


TIHHIL 





Timing Responses 


Address Valid Delay TCLAV 10 
Address Hold Time TCLAX 10 
Address Float Delay TCLAZ TCLAX 
ALE Width TLHLL TCLCH-10 
ALE Active Delay TCLLH 
ALE Inactive Delay TCHLL . 
Address Hold Time to ALE Inactive TLLAX TCHCL-10 
Data Valid Delay TCLDV 10 
Data Hold Time TCHDX 10 
Data Hold Time after WR TWHDX | TCLCH-25 
Control Active Delay 1 TCVCTV 10 

{| Control Active Delay 2 TCHCTV -10 
Control Inactive Delay TCVCTX | 10 
Address Float to RD Active TAZRL ) 
RD Active Delay , | TCLRL 10 
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RD Inactive Delay TCLRH 10 60 
RD Inactive to Next Address Active TRHAV TCLCL-35 
HLDA Valid Delay TCLHAV 10 60 
RD Width TRLRH |2TCLCL-40 
WR Width TWLWH |2TCLCL-35 
Address Valid to ALE Low TAVAL TCLCH-35 
Output Rise Time (From 0.8V to 2.0V) | TOLOH 15 
Output Fall Time (From 2.0V to 0.8V) TOHOL 15 


Notes: 1. Signal at MSM 82C84A or MSM 82C88 are shown for reference only. 
2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
3. Applies only to T2 state. (8 ns into T3) 
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Maximum Mode System (Using MSM 82C88 Bus Controller) 


Timing Requirements 


Parameter 


CLK Cycle Period 

CLK Low Time 

CLK High Time 

CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 
Data in Setup Time 

Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 


READY Setup Time into MSM 80C86A 
READY Hold Time into MSM 80C86A 
READY inactive to CLK (See Note 3) 


Set up Time for Recognition (NMI, 
INTR, TEST) (See Note 2) 


RO/GT Setup Time 
RO Hold Time into MSM 80C86A 


Input Rise Time (Except CLK) 
| (From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0 to 0.8V). 


Timing Responses 


acre 10 
Parameter Symbol Unit 


Command Active Delay (See Note 1) 
Command Inactive Delay (See Note 1) 


READY Active to Status Passive 
(See Note 4) 


Status Active Delay 

Status Inactive Delay 

Address Valid Delay 

Address Hold Time 

Address Float Delay 

Status Valid to ALE High (See Note 1) 
Status Valid to MCE High (See Note 1) 
CLK low to ALE Valid (See Note 1) 
CLK Low to MCE High (See Note 1) 


ALE Inactive Delay (See Note 1) 


Data Valid Delay 
Data Hold Time 
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TCLCL 
TCLCH 
TCHCL 
TCH1ICH2 
TCL2CL1 
TOVCL 
TCLDX 


TRIVCL 


TCLR1X 


TRYHCH 
TCHRYX 
TRYLCL 


TINVCH 


TGVCH 
TCHGX 


TILIH 


TIHIL 


TCLML 
TCLMH 


TRYHSH 


TCHSV 
TCLSH 
TCLAV 
TCLAX 
TCLAZ 
TSVLH 
TSVMCH 
TCLLH 
TCLMCH 
TCHLL 
TCLDV 
TCHDX 


MSM80C86A-10_- 
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MSMBDCBBATO | 
ci ee ie Tox] 
5 45 


Control Active Delay (See Note 1) TCVNV 
Control Inactive Delay (See Note 1) TCVNX 
Address Float to RD Active TAZRL 
RD Active Delay TCLRL 





RD Inactive Delay TCLRH 


RD Inactive to Next Address Active TRHAV | TCLCL-35 


Direction Control Active Delay 


(See Note 1) TEROCE 


Direction Control Inactive Delay 
(See Note 1) 


GT Active Delay (See Note 5) TCLGL 


TCHDTH 





GT Inactive Delay TCLGH 
RD Width TRLRH 
Output Rise Time (From 0.8V to 2.0V) TOLOH 
Output Fall Time (From 2.0V to 0.8V) TOHOL 





Notes: Signal at MSM 82C84A or MSM 82C88 are shown for reference only. 

Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
Applies only to T2 state (8 ns into T3) 

Applies only to T3 and wait states. 


CL = 40pF (RO/GTp, RO/GT}) 


OWN 
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TIMING CHART 


Input/Output | . : | A.C. Testing Load Circuit 


DEVICE 
UNDER 
TEST 


41.5 +—— TEST POINTS —+ 1.5 
“= CL= 


0.45 


iG 100pF 


A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC 
“4 AND 0.45V FOR A LOGIC “0” TIMING MEASUREMENTS 


ARE 1.5V FOR BOTH A LOGIC “'1"’ AND “0” CL INCLUDES JIG CAPACITANCE 





Minimum Mode 


T1 T2 T3 
TCH1ICH2 TCL2CL1 Tw 


ViH 


CLK (MSM 82C84A Output) ‘ 


TCHDX 


BHE/S7,A19/S6-A16/S3 | XBHE A19— AIK | | | s7- oe Sy 


eer —— 
a 


I TRIVCL | 


RDY (MSM 82C84A Input) wr ANI 


SEE NOTE 5 


READY (MSM 80C86A Input) 


READ CYCLE mamas 


an 


AD15- avo) sd) AD15- (“A015-AD0 ) (  DATAIN  ) IN 


YFLOAT 
achal — 
(NOTE 1) 
(WR, INTA=Voy) 2 TRLRH TCHCTV 
DT/R 
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Minimum Mode (Continued) 


11 12 


TCLCL TCHICH2 TCL2CL1 


VIH 
CLK (MSM 82C84A Output) 
VIL | 


TCLDV 
a 


HE/S7,A19/S6 ~ A16/S3 


ame s7sao_ | |) 
TCLLH 
ALE , 
fala 


. TCHLL TCLDV : —_ 
WRITE CYCLE TCLAV TCLAX TCHDX 


= AD1S-AgO & DATA OUT 7 


TCVCTX 


(NOTE 1) 
(RD, INTA, 


OT/R =VOH) a 
“tt TWLWH 
INTA CYCLE TCLAZ — 
reve 
AD15-ADO ae =a 
ate TCHCTV TCHCTV 
rem] |p 
vo 


k/ 


aDi5~apo |) V RESS 
SOFTWARE HALT- INVALID ADDRES SOFTWARE HALT 


RD, WR, INTA = VOH TCLAV _ 
DT/R = INDETERMINATE 
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Maximum Mode 


T3 


TCH1CH2 TCL2CL1 
TCLCL Tw 
VIiH 


CLK (MSM 82C84A output) | 
VIL 
TCLAV 


0s0,a51 c= SSe= aoe 


2,51,S0 (EXCEPT HALT) 
Scuay 


BHE/S7,A19/S6 ~ a16/S3 Dane tt tet Hy 


TSVLH 
ALE (MSM TCLLH 
82C88 OUTPUT) 
Ges a 


SEE NOTE 5 TRIVCL 


RDY (MSM 82C84A 
INPUT) 


READY (MSM 80C86A | TCHRYX 
INPUT) | 


READ CYCLE <—Te 


= FLOAT 
TAZRL TRHAV 
TCHDTL Van TCHDTH| 
_ = | — 
MSM 82C88 
OUTPUTS TCLML TCLMH EF 
SEE NOTES 5, 6 : 


TCVNV 


AD15-AD0 AD 15- { ap15-a00 } ( DATAIN—) IN 
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Maximum Mode (Continued) 


T3 


Tw 
VIH 


CLK (MSM 82C84A output) 
VIL , 
TCLSH 


S28 sovexcertnatny KT TTT ovo oN 


WRITE CYCLE TCLAV prt a TCLD TCHDX 


ame Cf ewe [—D 


| TCVINX 


DEN | 
— oe - 6 
OUTPUTS. AMWC OR AIOWG 


SEE NOTES 5,6 


ed qo 
MWTC OR |OWC 
INTA CYCLE 

al a oe 


AD15 ~~ ADO ie) 


AD15 ~ ADO FLOAT 
SEE NOTE 3,4 TCLDX 


; ia 
= on iy 


MSM 82C88 
OUTPUTS 
SEE NOTES 5, 6 


SOFTWAREHALT- > 
(DEN=Vo_; RD, MRDG, IORC, MWTC, 
AMWC, IOWC, AIOWC, INTA,=VoH) 

AD15 ~ ADO | KX INVALID ADDRESS 


TCLAV 





All signals switch between VQOy and Vo _ unless otherwise specified. 
RDY is sampled near the end of T2,T3,Ty to determine if Ty machines states are to be inserted. 
Cascade address is valid between first and second INTA cycle. 


Two INTA cycles run back-to-back. The MSM 80C86A LOCAL ADDR/DATA BUS is floating during 
both INTA cycles. Control for pointer address is shown for second INTA cycle. 

Signals at MSM 82C84A or MSM 82C88 are shown for reference only. 

The issuance of the MSM 82C88 command and control signals (MRDC,MWTC,AMWC,IORC,IOWC, AIOWC, 
INTA and DEN) lags the active high MSM 82C88 CEN. 

7. All timing measurements are made at 1.5V unless otherwise noted. 


8. Status inactive in state just prior to T4. 


Notes: 


PS 


Mon 
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Asynchronous Signal Recognition 


cuk =. \ \ 
— TINVCH (SEE NOTE 1) 


SIGNAL 


NOTE: 1. SETUP REQUIREMENTS FOR ASYNCHRO- 
NOUS SIGNALS ONLY TO GUARANTEE RECOGNITION 
AT NEXT CLK 





Bus Lock Signal Timing (Maximum Mode Only) Reset Timing 


ANY CLK as ad ANY CLK CYCLE 


>4 CLK CYCLES 





Request/Grant Sequence Timing (Maximum Mode Only) 


Any CLK Cycle 
* > OCLK Cycle 


K 
os > TCLCL 


TCLGL PULSE 3 
al COPROCESSOR 


PULSE 2- RELEASE 
OC86AGT 


TCLGH 


RO/GT 


AD15 ~ ADO COPROCESSOR ae 
A19/S6~ A16/S3 RO a 
es 


$2, $1, SO, 
RD. LOCK MSM 80C86A COPROCESSOR 80C864 
BHE/S? : 


MSM 


(SEE NOTE 1) 
Note : 1. The coprocessor may not drive the buses outside the region shown without risking contention. 





Hold/Hold Acknowledge Timing (Minimum Mode Only) | 





1 or 2CYCLES 


HLDA 
_—_——— een 


TCLAZ 
reed 


AD15~ ADO, : 

A19/S6~ A16/S3, arene. COPROCESSOR MSM 80C86A 
RO. oon ea eee 

BHE/S7, M/IO, - 

DT/R, WR, DEN 


128 


SSS 's EPYU-MSM80C86A-10RS/GS/JS = 


PIN DESCRIPTION 


ADO — AD15 
ADDRESS DATA BUS: Input/Output 

These lines are the multiplexed address and data 
bus. 

These are the address bus at the T1 cycle and the 
data bus at the T2, T3, TW and T4 cycles. 

At the T1 cycle, ADO low indicates Data Bus Low 


(DO — D7) Enable. These lines are high impedance: 


during interrupt acknowledge and hold acknowledge. 


A16/S3. A17/S4, A18/S5, A19/S6 
ADDRESS/STATUS: Output 

Tses are the four most significant addresses, at 
the T1 cycle. Accessing !/O port address, these are low 


at T1 cycles. These lines are Status lines at T2, T3, TW 


and T4 cycles. S3 and S4 are encoded as shown. 


Characteristics 


Alternate Data 
Stack 


Code or None 


ee 


These lines are high impedance during hold 
acknowledge. 


BHE/S7 
BUS HIGH ENABLE/STATUS: Output 

This tine indicates Data Bus High Enable (BHE) at 
the T1 cycle. 

This line indicates Data Bus High Enable (BHE) 
at the T1 cycles. 

This line is status line at T2, T3, TW and T4 cycles. 


RD 
READ: Output 

This line indicates that CPU is in the memory or 
1/O read cycle. 

This line is the read strobe signal when CPU read 
data from memory or I/O device. 

This line is active low. 

This line is high impedance during hold acknow- 
ledge. 


READY 
READY: Input 

This line indicates to the CPU that the addressed 
memory or !/O device is ready to read or write. 

This line is active high. 

If the setup and hold time is out of specification, 
illegal operation will occur. 





INTR 
INTERRUPT REQUEST: Input 

This fine is the level triggered interrupt request 
signal which is sampled during the last clock cycle of 
instruction and string manipulation. 

It can be internally masked by software. 

This signal is active high and internally synchro- 
nized. 


TEST 

TEST: Input 
This line is examined by the WAIT instruction. 
When TEST is high, the CPU enters idle cycle. 
When TEST is low, the CPU exits the idle cycle. 


NMI 
NON MASKABLE INTERRUPT: Input 

This line causes a type 2 interrupt. 

NMI is not maskable. 

This signal is internally synchronized and needs 
2 clock cycles of pulse width. 


RESET 
RESET: Input 

This signal causes the CPU to initialize immedi- 
ately. 


This signal is active high and must be at least four 
clock cycles. 


CLK 
CLOCK: Input 

This signal provides the basic timing for the 
internal circuit. 


MN/MX 
MINIMUM/MAXIMUM: Input 

This signal selects the CPU’s operating mode. 

When Vec is connected, the CPU operates in 
Minimum mode. 

Whin GND is connected, the CPU orerates 
Maximum mode. 


Vcc 
Vec: +5V supplied. 


GND 
GROUND 


The following pin function descriptions are maxi- 
mum mode only. 
Other pin functions are already described. 


$0, $1, S2 
STATUS: Output 
These lines indicate bus status and they are used 
by the MSM82C88 Bus Controller to generate all 
memory and 1/O access control signals. 
These lines are high impedance during hold 
acknowledge. ; 
These status lines are encoded as shown. 
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TSG] crarecwrates 


Interrupt acknowledge 


rowow [o[o 
et Read |/O Port 







1 Write 1/O Port 


fo 
i 
ech 
1 (HIGH) oye 
Reo 
a 


RQ/GTO 
ROQ/GT1 
REQUEST/GRANT: Input/Output 
These lines are used for Bus Request from other 
devices and Bus GRANT to other deivces. 
These lines are bidirectional and active low. 











Code Access 


Read Memory 





Write Memory 


1 | Passive 


LOCK 
LOCK: Output 

This line is active low. 

When this line is low, other devices can not gain 
control of the bus. 

This line is high impedance during hold acknow- 
ledge. 


Qso/OSs1 
QUEUE STATUS: Output 

These lines are Queue Status, and indicate internal 
instrucion queue status. 


Characteristics 


No Operation 









0 a 


1 First Byte of Op Code from 
Queue 


1 (HIGH) ha Tek Empty the Queue 
Subsequent Byte from Queue 


The following pin function descriptions are mini-- 
mum mode only. Other pin functions are already 
described. 


M/IO 
STATUS: Output 

This line selects memory address space or 1/O 
address space. 

When this line is high, the CPU selects memory 
address space and when it is low, the CPU selects 1/O 
address space. 

This line is high impedance during hold acknow- 
ledge. 


130 


WR 
WRITE: Output 
This line indicates that the CPU is in the memory 
or 1/0 write cycle. | 
This line is a write strobe signal when the CPU 
writes data to memory or I/O device. 
This line is active low. 
This line is high impedance during hold acknow- 
ledge. 


INTA 
INTERRUPT ACKNOWLEDGE: Output | 


This line is a read strobe signal for the interrupt 
acknowledge cycle. 


This line is active low. 


ALE 
ADDRESS LATCH ENABLE: Output 

This line is used for latching the address into the 
MSM82C12 address latch, It is a possitive pulse and its 
trailing edge is used to strobe the address, This line is 
never floated. 
DT/R 
DATA TRANSMIT/RECEIVE: Output 

This line is used to control the output enable of 
the bus transceiver. 


When this line is high, the CPU transmits data, and 
when it is low, the CPU receives data. 


This line is high impedance during hold acknow- 
ledge. 


DEN 
DATA ENABLE: Output 

This line is used to control the output enable of 
the bus transceiver. 

This line is active low. This line is Rion impedance 
during hold acknowledge. 


HOLD 
HOLD REQUEST: Input 

This line is used for Bus Request from other 
devices. 


This line is active high. 


HLDA 

HOLD ACKNOWLEDGE: Output 
This line is used for Bus Grant to other devices. 
This line is active high. 
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FUNCTIONAL DESCRIPTION 


STATIC OPERATION 


All MSM80C86A circuitry is of static design. 
Internal registers, counters and latches are static and 
require no refresh as with dynamic circuit design. This 
eliminates the minimum operating frequency restriction 
placed on other microprocessors. The MSM80C86A can 
operate from DC to the appropriate upper frequency 
limit. The processor clock may be stopped in either 
state (high/low) and held there indefinitely. This type of 
operation is especially useful for system debug or power 
critical applications. 

The MSM80C86A can be single stepped using only 
the CPU clock. This state can be maintained as long as 
is necessary. Sigle step clock operation allows simple 
interface circuitry to provice critical information for 
bringing up your system. 

Static design also allows very low frequency opera- 
tion (down to DC). In a power critical situation, this 
can provide extremely low power operation since 
MSM80C86A power dissipation is directly related to 
operating frequency. As the system frequency is re- 
duced, so is the operating power until, ultimately, at a 
DC input frequency, MSM80C86A power requirement is 
the standby current (500 uA maximum). 


GENERAL OPERATION 

The internal function of the MSM80C86A consists 
of a Bus Interface Unit (BIU) and an Execution Unit 
(EU). These units operate mutually but perform as 
separate processors. 

BIU performs instruction fetch and queueing, 
operand fetch, DATA read and write address relocation 
and basic bus control. Instruction pre-fetch is perfomed 


Memory Organization 


SosOFFFFFH 


CODE 
SEGMENT 


XXXXOH 


STACK 
+OF FSET SEGMENT 


SEGMENT 
REGISTER FILE 


DATA 
SEGMENT 


EXTRA DATA 
SEGMENT 





while waiting for decording and execution of instruc- 
tions. Thus, the CPU's performance is increased. Up to 
6-bytes of instruction stream can be queued. 

The EU receives pre-fetched instructions from the 
BIU queue, decodes and executes the instructions, and 
provides the un-relocated operand address to BIU. 


MEMORY ORGANIZATION 

The MSM80C86A has a 20-bit address to memory. 
Each address has an 8-bit data width. Memory is 
organized OOOQOOH to FFFFFH and is logicaly divided 
into four segments: code, data, extra data and stack 
segment. Each segment contains up to 64 Kbytes and 
locates on a 16-byte boundary. (Fig. 3a) 

All memory references are made relative to the 
segment register which functions in accordance with 
a select rule. Word operands can be located on even or 
odd address boundary. 

The BIU automatically performs the proper num- 
ber of memory accesses. Memory consists of an even 
address and anodd address. Byte data of even address 
is transfered on the DO — D7 and byte data of odd ad- 
dress is transfered on the D8 — D15. 

The CPU prevides two enable signals BHE and AO 
to access either an odd address, even address or both: 

Memory location FFFFOH is the start address after 
reset, and OOOOOH through OO3FFH are reserved as an 
interrupt pointer, where there are 256 types of inter- 
rupt pointers. 

Each interrupt type has a 4-byte pointer element 
consisting of a 16-bit segment address and a 16-bit 
offset address. 


Reserved Memory Locations 


RESET BOOTSTRAP Bee ee 
PROGRAM JUMP 
INTERRUPT POINTER 
FOR TYPE 255 


FFFFOH 


INTERRUPT POINTER 
FOR TYPE 1 


INTERRUPT POINTER 
FOR TYPE O 
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| Instructions 


MINIMUM AND MAXIMUM MODES 

The MSM80C86A has two system modes: mini- 
mum and maximum. When using maximum mode, it is 
easy to Organize a muiti-CPU system with a 82C88 Bus 
Controller which generate the bus control signal. 

When using minimum mode, it is easy to organize 
a simple system by generating bus control signal by 
itself. 

MN/MX is the mode select pin. Definition of 24- 
31 pin changes depend on the MN/MX pin. 

BUS OPERATION 

The MSM80C86A has a time multiplexed address 
and data bus. If a non-multiplexed bus is desired for a 
system, it is only to add the address latch. 

A CPU bus cycle consists of at least four clock 
cycles: T1, T2 T3 and T4. (Fig. 4) 

The address output occurs during T1 and data 
transfer occurs during T3 and T4. T2 is used for chang- 
ing the direction of the bus at the read operation. When 
the device which is accessed by the CPU is not ready 
for The data transfer and the CPU “NOT READY”, TW 
cycles are inserted between T3 and T4. 

When a bus cycle is not needed, T1 cycles are 
inserted between the bus cycles for internal execution. 
During the T1 cycle, the ALE signal is output from the 
CPU or the MSM82C88 depending on MN/MX. At the 
trailing edge of ALE, a valid ‘address may be latched. 

Status bits SO, $1 and S2 are used in the maxi- 
mum mode by the bus controller to recognize the type 
of bus operation according to the following table. 














0 (LOW) fo fo | Interrupt acknowledge 
fo fo | + | esd v0 
fo | 1 | 0 | Write 170 


fate) 
| 0 | 
ay aed Halt 
FT (HIGH) | 0 | 0 | Instruction Fetch 
ta fo fa | 
Is scseae de er 
cae ee 





Read Data from Memory 


1 


Write Data to Memory 


Passive (no bus cycle) 
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Memory Segment Register ~ Segment 
ee Need Used . Selection Rule 
CODE (CS) Automatic with all instruction prefetch. 
Stack STACK (SS) All stack pushes and pops. Memory references relative to 
BP base register except data references. 
Local Data DATA (DS) Data references when relative to stack destination of str- | _ 
ing operation, or explicitly overridden. 
External (Global) Data EXTRA (ES) Destination of string operations: Explicitly selected us- 
ing a segment overriden. 


| 82 [S180 | Characteristics 






Status bits S3 through S7 are multiplexed with 
A16 ~ A19, and BHE: therefore, they are valid during 
T2 through T4. 

S3 and S4 indicate which segment register was 
selected on the bus cycle, according to the following 
table. 


0 (LOW) = Alternate Data (Extra seamen) 

Ce 
Primigi [0 | cove orNone 
Ce eS 










S5 indicates interrupt enable Flag. 


1/O ADDRESSING 


The MSM80C86A has 64 Kbyte of 1/O or as 32 
Kwords I/O. When the CPU accesses an I/O device, ad- 
dresses AO ~ A15 are in the same format as a memory 
address, and A16 ~ A119 are low. 

The I/O ports addresses are same as memory, SO 
it is necessary to be careful when using 8-bit 
peripherals. 





CPU-MSM80C86A-10RS/GS/JS = 


Basic System Timing 


|" + N*WAIT) = TCY (4 + N*WAIT) = TCY 
m1 | 12 | 13 frwart]| ta | tt | t2 | 73° [rwart| 74 | 


GOES INACTIVE IN THE STATE 
JUST PRIOR TO T4 


BHE, A19—A16 


ADDR/ 
STATUS 


BUS RESERVED D1i5—D0 
FOR DATA IN VALID 


ADDR/DATA 


READY READY 


Ke I, 


WAIT WAIT 


MEMORY ACCESS TIME 


———— 
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EXTERNAL INTERFACE 


RESET 

CPU Initalization is executed by the RESET pin. 
The MSM80C86A’'s RESET High signal is required for 
greater than 4 clock cycles. 

The Rising edge of RESET terminates present 
Operation immediately. The Falling edge of RESET 
triggers an internal reset sequence for approximately 10 
clock cycles. Afer the internal reset sequence is finished 
normal operation occurs from -absolute location 
FFFFOH. 

INTERRUPT OPERATIONS 

Interrupt operation is classified as software or 
hardware, and hardware interrupt is classified as non- 
maskable or maskable. 

An interrupt causes a new program location de- 
fined on the interrupt pointer table, according to the in- 
terrupt type. Absolute locations OOOOOH through 
OO3SFFH are reserved for the interrupt pointer table. 
The interrupt pointer table consists of 256-elements. 
Each element is 4 bytes in size and corresponds to an 


Interrupt Acknowledge Sequence 


| 1 | T2 | 73 | 74 fr 11 


INTA 


FLOAT ae 
ADO—AD15 


INTERRUPT ACKNOWLEDGE 
During the interrupt acknowledge sequence, 
further interrupts are disabled. The interrupt enable bit 
is reset by any interrupt, after which the Flag register is 
automatically pushed onto the stack. During the 
acknowledge sequence, the CPU emits the lock signal 
from T2 of the first bus cycle to T2 of the second bus 
cycle. At second bus cyclees, byte is fetched from the 
external device as a vector which identified the type 
of interrupt. This vector is multiplied by four and used 
as a interrupt pointer address. (INTR only) 


The Interrupt Return (IRET) instruction includes a | 


‘Flag pop operation which returns the original interrupt 
enable bit when it restores the Flag. 


HALT 

When a Halt instruction is executed, the CPU 
enters the Halt state. An interrupt request or RESET 
will force the MSM80C86A out of the Halt state. 
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8 bit type number which is sent from an interrupt - 
interrupt request device during the interrupt acknow- 
ledge cycie. : 


NON-MASKABLE INTERRUPT (NMI) 

The MSM80C86A has a Non-maskable Interrupt 
(NMI) which is of higher priority than the maskable 
interrupt request (INTR). 

The NMI request pulse width needs a minimum of 
2 clock cycles. The NMI will be serviced at the end of 
the current instruction or between string manipulations. 
MASKABLE INTERRUPT (INTR) 

The MSM80C86A_ provides another interrupt 
request (INTR) which can be masked by software. 
INTR is level triggered, so it must be held until the 
interrupt request is acknowledged. 

INTR will be serviced at the end of the aurrent 
instruction or between string manipulations. 


| T2 | T3 | T4 | 


TYPE 
VECTOR 


SYSTEM TIMING — MINIMUM MODE 
A bus cycle begins T1 with an ALE signal. The 


trailing edge of ALE is used to latch the address. From 


T1 to T4 the M/IO signal indicates a memory or I/O 
operation. From T2 to T4, the address data bus changes 
the address bus to data bus. 

The read (RD), write (WR) and interrupt ac- 
knowledge (INTA) signals causes the addressed device 
to enable data bus. These signal becomes active at the 
beginning of T2 and inactive at the beginning of T4. 





SYSTEM TIMING — MAXIMUM MODE 

At maximum mode, the MSM82C88 Bus Cont- 
roller is added to system. The CPU sends status informa- 
tion to the Bus Controller. Bus timing signals are gene- 
rated by Bus Controller. Bus timing is almost the same 
as in the minimum mode. | 


sS0 _\MNON090000050707_ CPU MSMB80C8E6A-10RS /GS/JS @ 


BUS HOLD CIRCUITRY 


To avoid high current conditions caused by float- 
ing inputs to CMOS devices and to eliminate the need 
for pull-up/down resistors, ‘‘bus-hold”’ circuitry has been 
used on MSM80C86A pins 2—16, 26—32, and 34— 
39 (Figures 6a, 6b). These circuits will maintain the 
last valid logic state if no driving source is present 
(i.e. an unconnected pin or a driving source which 
goes to a high impedance state). To overdrive the 


“bus hold’ circuits, an external driver must be capa- 
ble of supplying approximately 600 uA minimum sink 
Or source current at valid input voltage levels. Since 
this “bus hold” circuitry is active and not a “resis- 
tive’’ type element, the associated power supply current 
is negligible and power dissipation is significantly 
reduced when compared to the use of passive pull-up 
resistors. 


“PULL-UP/PULL-DOWN" 


OUTPUT 
T DRIVER 


INPUT 
BUFFER 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 


Input Buffer exists only on I/O pins 





Figure 6a. Bus hold circuitry pin 2-16, 35-39. 


“PULL-UP” 
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INPUT 
BUFFER 


ewe ee @ ao = 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 


Input Buffer exists only on 1/O pins 





Figure 6b. Bus hold circuitry pin 26-32, 34 
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DATA TRANSFER 





































MOV = Move: 76543 210/76 543 210;7 6543 2 i10!i7 6543 210 
Register/memory to/from register 100 01 0d wimod — reg r/m 
Immediate to register/memory 1100011 wimod 0 0 0-— f/m data dataif w=1 
Immediate to register 101° 1 we reg data data if w= 1 
Memory to accumulator 1010000 wi: addr-low addr-high 

_ Accumulator to memory 101000 1 w addr-low addr-high 
Register/memory to segment register 100 0 1 1 1 QO}; mod O reg r/m 
Segment register to register/memory 100 0 1 1 0 0} mod O reg r/m 



























PUSH = Push: 





Register/memory 
Register 
Segment register 


POP = Pop: 





Register/memory 
Register 
Segment register 


XCHG = Exchange: | 





Register/memory with register 
Register with accumulator 


IN = Input from: 







Fixed port 
Variable port 


OUT = Output to: 













Fixed port 
Variable port 
XLAT = Translate byte to AL 
LEA = Load EA to register 
LDS = Load pointer to DS 
LES = Load pointer to ES 
LAHF = Load AH with flags 
SAHF = Store AH into flags 
PUSHF = Push flags 

POPF = Pop fiags 





CO00O4=2=02-2— 
COFO000000—-= 
--3--2-000-00 
m3 -00-0-0 
shane Jo, Na as Shek etn 
CO--000--- 
-CO+-02--5855 





oS S$£/SD/ SHOL-VOSDOSINSI-NdD 


LEL 


ARITHMETIC 


ADD = Add: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


ADC = Add with carry: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


INC = Increment: 


Register/memory 

Register 

AAA = ASCII adjust for add 
DAA = Decimal adjust for add 


SUB = subtract: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


SBB = Subtract with borrow: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


DEC = Decrement: 


Register/memory 
Register 
NEG = Change sign 


CMP = Compare: 


Register/memory and register 
Immediate with register/memory 
Immediate with accumulator 
AAS = ASCII adjust for subtract 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w = 1 


data if s:w = 


data if s:w 


data if s:w = 01 


data if s:w = 01 


data if s:w = 01 





m Sf/SD/SHOL-V98908WSW-Nd9. AAA 


BEL 


DAS = Decimal adjust for subtract 
MUL = Multiply (unsigned) 

IMUL = Integer multiply (signed) 
AAM = ASCII adjust for multiply 
DIV = Divide (unsigned) 

IDIV = Integer divide (signed) 

AAD = ASCII adjust for divide 

CBW = Convert byte to word 

CWD = Convert word to double word 


0 
1 
1 
1 
1 
1 
1 
1 
1 


OOf 2 4 = a 2 oO 


en er [P| 


~- O00] O00 


0O0oO fF a wa 2 2 wo = 


= Oe 22 Se 





er S2/S9/SH0L-V98908INSIN-NdO 


c 


6EL 


LOGIC 


NOT = Invert 

SHL/SAL = Shift logical/arithmetic left 
SHR = Shift logical right 

SAR = Shift arithmetic right 

ROL = Rotate left 

ROR = Rotate right 

RCL = Rotate left through carry 

RCR = Rotate right through carry 


AND = And: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


TEST = And function to flags, no result: 


Register/memory and register 
Immediate data and register/memory 
Immediate data and accumulator 


OR = Or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


XOR = Exclusive or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


STRING MANIPULATION 


REP = Repeat 
MOVS = Move byte/word 


CMPS = Compare byte/word 

SCAS = Scan byte/word 

LODS = Load byte/word to AL/AX 
STOS = Store byte/word from AL/AX 


Ce ee ee ee ee ee ee Y 


ee ee ee ee ee ee ee | 


ooo cooo = 


ee ey 


ooooo 0 0 0 


ooo 0 0 0 0 = 


< << < €< <¢ ¢ = 


22222: 8 8 & 


Oooo +--+ 0 


=-"~ = OO" OO — 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data if w 


data if w 


data if w 


data if w = 1 








a Sf/SD/SHOL-V98D08NSN:NdD 2H _—H_WTJHWL——_——_— "> 


OVl 


CJMP = Conditional JMP 
JE/JZ = Jump on equal/zero 


{| JZ/JNGE = Jump on less/not greater or equal 


JLE/JNG = Jump on less or equal/not greater 
JB/JNAE = Jump on below/not above or equal 


.JBE/JNA = Jump on below or equal/not above 


JP/JPE = Jump on parity/parity even 
JO = Jump on over flow 

JS = Jump on sign 

JNE/JNZ = Jump on not equal/not zero 


-JNL/JGE = Jump on not less/greater or equal 


JNLE/JG = Jump on not less or equal/greater 
JNB/JAE = Jump on not below/above or equal 
JNBE/JA = Jump on not below or equal/above 
JNP/JPO = Jump on not parity/parity odd 

JNO = Jump on not overflow 

JNS = Jump on not sign 

LOOP = Loop CX times 

LOOPZ/LOOPE = Loop while zero/equal 
LOOPNZ/LOOPNE = Loop while not zero/equal 
JCXZ = Jump on CX zero 


INT = Interrupt: 


Type specified 

Type 3 

INTO = Interrupt on overflow 
IRET = Interrupt return 


PROCESSOR CONTROL 


CLC = Clear carry 

CMC = Complement carry 
STC = Set carry 

CLD = Clear direction 
STD = Set direction 


CLI = Clear interrupt 
STI = Set interrupt 
HLT = Halt 


WAIT = Wait 
ESC = Escape (to external device) 
LOCK = Bus lock prefix 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
1 
1 


lea aa el ee ee el 


ee ee ee ee ee ee ee ee ee ee ee ee ee ee ee Se Se ee Y 


— = © et ee et ow od oe 


ee ee ee ee ee ee ee ee ee ee ee ee ee ee ee ey 


= © OO -— — -— = 2 = = ~ ]. 


ee ee ee ee ee ee ee a ee we | 


QOo0o0 CO @ @ B&B 2S 2 QB @ wB@ a & od wow oe oe aw 


ooo0o0orcr cor f/r202fr0 2002+ 0 


o- = Oo =] a2 =a = = O — 


Ox o-0032020 


oooo0o0o0co}-0c]/-"2/"00002 2 — 


ox - Or] 00000 


"90-00-2200 002-2-2-00 





Ox -O0O-00--0 
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CONTROL TRANSFER 


CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


JMP = Unconditional Jump: 


Direct within segment 
Direct within segment-short 


Indirect within segment 
Direct intersegment 


Indirect intersegment 


RET = Return from CALL: 


Within segment 

Within seg. adding immediate to SP 
Intersegment 

Intersegment adding immediate to SP 


765 43 2 
disp-low 

mod 0 1 O 
offset-low 
seg-low 
Oo 1 1 


disp-low 
disp 

1 0 0 

offset-low 
seg-low 
QO 1 


data-low 


data-low 


1 








0|7 65 43 2 


disp-high 


offset-high 
seg-high 


disp-high 


offset-high 


seg-high 


data-high 


data-high 


1 


0|765 43 2 





1 


0 
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= CPU-MSM80C86A-10RS /GS/JS_ AAA 


Footnotes: 


AL = 8-bit accumulator 

AX = 18-bit accumulator 

CX = Count register 

DS = Data segment 

ES = Extra segment 

Above/below refers to unsigned value 

Greater = more positive 

Less = less positive (more negative) signed value 

If d= 1 then “to” reg: If d= 0 then “from” reg. 

If w = 1 then word instruction: If w = 0 then byte instruction 


If mod = 11 then r/m is treated as a REG field 

If mod = 00 then DISP = 0%, disp-low and disp-high are absent 

If mod = 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 
If mod = 10 then DISP = disp-high: disp-low 


if r/m = 000 then EA = (BX) + (SI) + DISP 

If r/m = 001 then EA = (BX) + (DI) + DISP 

If r/m = 010 then EA = (BP) + (SI) + DISP 

If r/m = 011 then EA = (BP) + (DI) + DISP 

if r/m = 100 then EA = (SI) + DISP 

If r/m = 101 then EA = (DI) + DISP 

lf r/m = 110 then EA = (BP) + DISP* 

lf r/m = 111 then EA = (BX) + DISP 

DISP follows 2nd byte of instruction (before data if required) 


* except if mod = 00 and r/m = 110 then EA-disp-high: disp-low 


If s:w = 01 then 16 bits of immediate data form the operand . 

If s:w = 11 then an immediate data byte is sign extended to form the 16-bit operand 
If v= O then “count” = 1: If v= 1 then “count” in (CL) 

x = don’t care . 

z is used for string primitives for comparison with ZF FLAG 


SEGMENT OVERRIDE PREFIX 


001 reg 110 
REG is assigned according to the following table: 

16-Bit (w= 1) 8-Bit .(w = 0) Segment 
000 AX 000 AL 00 ES 
001 CX 001 CL 01 CS 
010 DX 010 OL 10 SS 
011 BX 011 BL 11 DS 
100 SP 100 AH 
101 BP 101 CH 
110 S| 110 OH 
111 DI 111 BH 


Instructions which reference the flag register file as a 16-bit object use the symbol! FLAGS to represent the file: 


FLAGS = x:x:x:x:(OF):(DF):(1F):(TF):(SF)3(ZF):X:(AF):Xs(PF):X (CF) 
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OKI semiconductor 








8-BIT CMOS MICROPROCESSOR 


MSM80C88ARS/GS/JS 
MSM80C88A-2RS/GSJS 





GENERAL DESCRIPTION 


The MSM80C88A/MSM80C88A-2 are internal 16-bit CPUs with 8-bit interface implemented in Silicon Gate 
CMOS technology. They are designed with the same processing speed as the NMOS 8088/8088-2, but with con- 


siderably less power consumption. 


The processor has attributes of both 8 and 16-bit microprocessor. It is directly compatible with 
MSM80C86A/MSM80C86A-2 software and MSM80C85A/MSM80C85A-2 hardware and peripherals. 


FEATURES 


e 8-Bit Data Bus Interface 

© 16-Bit Internal Architecture 

© 1 Mbyte Direct Addressable Memory Space 
© Software Compatible with MSM80C86A 

@ Internal 14 Word by 16-bit Register Set 

@ 24 Operand Addressing Modes 


FUNCTIONAL BLOCK DIAGRAM 


EXECUTION UNIT 


REGISTER FILE 


INDEX REGS 
(8 WORDS) 


16BIT ALU 


TEST 
INTR 


e Bit, Byte, Word and String Operations 

@ 8 and 16-bit Signed and Unsigned Arithmetic Operation 
® From DC to 5 MHz Clock Rate (MSM80C88A) 

® From DC to 8 MHz Clock Rate (MSM 80C88A-2) 

® Low Power Dissipation (10 mA/MHz) 

e Bus Hold Circuitry Eliminates Pull-Up Resistors 


@ 40 pin Plastic DIP (DIP40-P-600) 
@44pin PLCC (QFJ44-P-S650) 
@ 56 pin(L)-V Plastic QFP (QFP56-P-910-VK) 


BUS INTERFACE UNIT 


RELOCATION 
REGISTER FILE 


SEGMENT 
REGISTERS 
AND 
INSTRUCTION 
POINTER 
(5 WORDS) 


BUS 
INTERFACE 
UNIT 


NMI CONTROL & 


HOLD 
HLDA 


TIMING 


RESET READY MN MX GND 
Vee 
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m= CPU-MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS = 


PIN CONFIGURATION . 





GND 1 Vcc 
Sua fas A14 2 A15 
MSM80C88ARS (Top View) a3 3 eee 
MSM80C88A-2RS A12 4 A17/S4 
40 pin Plastic DIP All 5 A18/S5 
A10 6 A19/S6 
AQ 7 SSO (HIGH) 
A8 8 MN/MX 
AD7 9 RD 
AD6 HOLD (RQ/GTO) 
AD5 HLDA (RO/GT1) 
AD4 WR | (LOCK) 
AD3 10/M (S2) 
AD2 DT/R (S1) 
AD1 DEN (SO) 
ADO ALE (QSO) 
‘NMI INTA (QS1) 
INTR TEST 
S = CLK READY 
2 5 E a GND RESET 
= fe) Oéc — : 
go lg le E 3 iG  Fig.2a MSM80C88AGS/MSMB0C88A-2GS 
“iss O <qlsisic > . 
CFP Fo FUOKSIOeEEL 
2yeeee seo see. s 


> 
—_ 
oo 
—~ 
“ 
a 
b 
w 
ok 
N 
> 
— 
wo 
Ww 
Ww 
Ww 


-—J ALE (Qs0) MSM80C88AGS (Top View) 





—— iINTA (Qs1) MSM80C88A-2GS 

A16/S3 [45 TJ Test 56 pin(L) Plastic Quad 

A15 PJ] READY Flat Package 

N.C. mJ RESET 

Vcc Pp] N.C. 

Vcc oy NC: 

N.C, Ly Vcc 

GND r—} GND 

N.C. “TNC. 

A14 PJ N.C 

A13 PJ CLK 

Al2 Led INTR 

Alt 123 45 676849 Ly NMI 
TOUUUOOUOOUUUT _.. 
Oe. gh Bou 8 oN Bie Qu SRS 
Z2¢@ddqqz2z¢cd¢aqeqegetaga See ag 


oi Al 
of} A112 
> A13 
wf Ai4 
nN J GND 






.~ 
> 


Fig.2b MSM80C88AGS/MSM80C88A-2GS aio NC 
A9g8 A19/S6 
A8 HIGH FIX (SSO) 
MSMB80C88AUS (Top View) AD7 10 BES 
MSM80C88A-2JS AD6 11 Pe 
44 pin Plastic Leaded Chip Carrier AD5 12 . baie sass 
AD4Q 13 RO/GT1 (HLDA) 
AD3 LOCK (WR) 
AbD2 15 $2 (m/i0) 
AD1 016 S7 (DT/R) 
ADOQ 17 50 (DEN) 


N 


NC [ 
NMI { 
INTR U 
TEST U 


(INTA) QS1 Q 


READY U 
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m CPU-MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS = 


ABSOLUTE MAXIMUM RATINGS 


Limits 


Parameter Symbol |mSM80C88ARS |MSM80C88AGS |MSM80C88AJS | Unit | Conditions 
MSM80C88A-2RS|MSM80C88A-2GS|MSM80C88A-2JS 


Power Supply Voltage 


7 With respect 
Input Voltage -0.5 ~ Vcc +0.5 to GND 


Output Voltage -0.5 ~ Vcc +0.5 


Storage Temperature -65 ~ +150 


OPERATING RANGE 


Limits 
Parameter Symbol 
MSM80C88A MSM80C88A-2 
Power Supply Voltage Vcc 3~6 4.7/5 ~ 5.25 
Operating Temperature Top ~40 ~ +85 0 ~ +70 
RECOMMENDED OPERATING CONDITIONS 


Parameter 


Power Supply Voltage 




















Operating Temperature 


“LL” Input Voltage 


“H" Input Voltage ViH ee 








*1 Only CLK, *2 Except CLK. 
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m= CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS s—£$——— 


DC CHARACTERISTICS 
(MSM80C86A: Vcc = 4.5V to 5.5V, Ta = -40° to +85°C) 
(MSM80C88A-2: Vcc = 4.75 to 5.25V, Ta = 0°C to +70°C) 


““L" Output Voltage 




















MIN Ai 
MINE tas 


TY MAX Unit 





“H” Output Voltage 


Input Leak Current Ih] 


Output Leak Current ILO 


+10 


Input Leakage Current 


(Bus Hold Low) BHL 


Input Leakage Current 


(Bus Hold High) BHH 


Bus Hold Low Overdrive 
Bus Hold High Overdrive 


IBHLO 


IBHHO 


Operating Power 


Supply Current we 


ra! 


< 

Oo 

oO wo 

& Oo 
TTT ATT 


fala b BA 






Outputs Unloaded 
CLK=GND or. 


Vcc 


StandbySupply 
Current 


1/O Capacitance Ci/O 


*3. Test conditions is to jower V)jy to GND and then raise VIN to 0.8V on pins 2—16 and 35—39. 
-*4, Test condition is to raise Vjxy to Vcc and then lower Viyy to 3.0V on pins 2—16, 26—32, and 34—39. 
*5. An external driver must source at least IBH | to switch this node from LOW to HIGH. 
*6. An external driver must sink at least |BHHO to switch this node from HIGH to LOW. 
*7,. Test Conditions: a) Freq = 1 MHz. 
b) Ummeasured Pins at GND. 
c) Vin at 5.0V or GND. 


Iccs 






nN 


p 
p 


n 


oO 
na 


xe) = 
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= CPU-MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS = 


A.C. CHARACTERISTICS 


(MSM80C88A: Vc¢ = 4.5V to 5.5V, Ta = -40°C to +85°C) 
(MSM80C88A-2: Voc = 4.75V to 5.25V, Ta = 0°C to 70°C) 


Minimum Mode System 
Timing Requirements 


Parameter 


CLK Cycle Period 

CLK Low Time 

CLK High Time 

CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 
Data in Setup Time 

Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 


READY Setup Time into MSM 80C88A 
READY Hold Time into MSM 80C88A 
READY inactive to CLK (See Note 3) 
HOLD Setup Time 


INTR, NMI, TEST Setup Time 
(See Note 2) 


Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0V to 0.8V) 


Timing Responses 


Symbol 


TCLCL 
TCLCH 
TCHCL 
TCH1CH2 
TCL2CL1 
TDVCL 
TCLDX 


TRIVCL 


TCLR1X 


TRYHCH 

TCHRYX 

TRYLCL 
THVCH 


TINVCH 
TILIH 


TIHIL 


MSM80 


200 


118 
69 


C88A 


| Max. | Min, | Max, 


DC 

















_MSM80C88A-2 


125 
68 
44 


xX. 
DC 





Unit 


ns 


ns 


ns 


ns 


ns 


ns 


ns 


ns 





MSM80C88A MSM80C88A-2 


Parameter Unit 


Address Valid Delay 
Address Hold Time 
Address Float Delay 
ALE Width 
ALE Active Delay 
ALE Inactive Delay 
Address Hold Time to ALE Inactive 
Data Valid Delay 
' Data Hold Time 
Data Hold Time after WR 


Control Active Delay 1 


Control! Active Delay 2 
Control Inactive Delay 
Address Float to RD Active 
RD Acrive Delay 








TCLAV 
TCLAX 
TCLAZ 
TLHLL 
TCLLH 
TCHLL 
TLLAX 
TCLDV 
TCHDX 
TWHDX 
TCVCTV 
TCHCTV 
TCVCTX 
TAZRL 
TCLRL 





10 
TCLAX 
TCLCH-20 


TCHCL-10 
10 
10 
TCLCH-30 
10 
10 
10 
0 
10 








10 
10. 
TCLAX 
TCLCH-10 


TCHCL-10 
10 
10 
TCLCH-30 
10 
10 
10 
0 
10 


iin ow [in [Mon 
10 
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m CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS s——_________ 


Parameter 


RD Inactive Delay 


RD Inactive to Next Address Active 


HLDA Valid Delay 
RD Width 
_| WR Width 
| Address Valid to ALE Low 
Output Rise Time (From 0.8V to 2.0) 
Output Fall Time (From 2.0V to 0.8V) 


Notes: 1. 


| msmgocssa | 


MSM80C88A-2 


Symbol Unit 
Cae ae | 


TCLRH 
TRHAV 
TCLHAV 
TRLRH 
TWLWH 
TAVAL 
TOLOH 
TOHOL 


TCLCL-45 
10 
2TCLCL-75 
2TCLCL-60 
TCLCH-60 


Signals at MSM82C84A shown for reference only. 


TCLC L-40 


10 

2TCLCL-50 

2TCLCL-40 
TCLCH-40 





2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
3. Applies only to T2 state. (8 ns into 73) 


Maximum Mode System (Using MSM 82C88 Bus Controller) 
Timing Requirements 





Parameter 






Symbol 


TCLCL 


MSM80C88A MSM80C88A-2 
Bee ee ™ 








CLK Cycle Period | 
CLK Low Time 
CLK High Time 

CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 


Data in Setup Time 












Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 











READY Hold Time into MSM 80C88A 
READY inactive to CLK (See Note 3) 


Set up Time for Recognition (NMI, 
INTR, TEST) (See Note 2) 


RQ/GT Setup Time 
RQ Hold Time into MSM 80C88A 










Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0V to 0.8V) 
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_ TCLDX 


READY Setup Time into MSM 80C88A 





TCLCH 
TCHCL 
TCH1ICH2 
TCL2CL1 
TDVCL 


TRIVCL 


TCLR1X 


TRYHCH 
TCHRYX 
TRYLCL 


TINVCH 


TGVCH 
TCHGX 


TILIH 


TIHIL 


200 


69 
10 
10 








125 


DC 








68 
44 
10 
10 

































ns 





ns 







ns 








ns 


ns 






ns 











ns 





m CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JSa 


Timing Responses 


MSM80C88A MSM80C88A-2 


Parameter Symbol min. | 





Command Active Delay (See Note 1) 
Command Inactive Delay (See Note 1) 


READY Active to Status Passive 
(See Note 4) 


Status Active Delay 

Status Inactive Delay 

Address Valid Delay 

Address Hold Time 

Address Float Delay 

Status Valid to ALE High (See Note 1) 
Status Valid to MCE High (See Note 1) 
CLK low to ALE Valid (See Note 1) 
CLK Low to MCE High (See Note 1) 
ALE Inactive Delay (See Note 1) 

Data Valid Delay 

Data Hold Time 


Control Active Delay (See Note 1) 


Control Inactive Delay (See Note 1) 
Address Float to RD Active 

RD Active Delay 

RD Inactive Delay 

RD Inactive to Next Address Active 


Direction Control Active Delay 
(See Note 1) 


Direction Control Inactive Delay 
(See Note 1) 


GT Active Delay 
GT Inactive Delay 
RD Width 


Output Rise Time (From 0.8V to 2.0V) 


Output Fall Time (From 2.0V to 0.8V) 








TCLML 
TCLMH 


TRYHSH 


TCHSV 
TCLSH 
TCLAV 
TCLAX 
TCLAZ 
TSVLH 
TSVMCH 
TCLLH 
TCLMCH 
TCHLL 
TCLDV 
TCHDX 
TCVNV 
TCVNX 
TAZRL 
TCLRL 
TCLRH 
TRHAV 


TCHDTL 


TCHDTH 


TCLGL 
TCLGH 
TRLRH 
TOLOH 
TOHOL 


5 


4 

10 

10 

5 

5 

0 

10 

10 
TCLCL-45 


0 
0 
2TCLCL-75 











4 
10 
10 
5 
5 
0 
10 
10 


TCLCL-40 | 


2TCLCL-50 














Notes: Signals at MSM 82C84A or MSM 82C88 are shown for reference only. 
Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
Applies only to T2 state (8 ns into T3) 


Applies only to T3 and wait states. 


&mWHNH = 
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A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 


TEST POINTS 
1.50 — 


A.C. TESTING: Dee ARE DRIVEN AT 2.4V 
FOR A LOGIC’ AND 0.45V FOR A LOGIC 





"0" TI ence MEASUREMENTS ARE 1.5V FOR CL INCLUDES JIG CAPACITANCE 
ND "0" , 


BOTH 





TIMING CHART 


Minimum Mode 


a 
CLK (MSM 82C84A Output 
iL 

TCH = a 


g IN 


A15—A8 A15—A8 (Flo TA) 


i: = ae 


ALE 


T3 Tw 
TCLCL TCHICH2 TCL2CL1 { 


< 











RDY (MSM82C84A Input) 
N 


READY a 


RD K 
READ CYCLE , ‘ 


(NOTE 1) TCHCTV ie eal 
(WH, INTA = Voy) TCLRL TRLRH 
DT/R 
VCT 


“TF ee | 
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Minimum Mode (Continued) 


T2 T3 
et TCL2CL1 ¥ 
TCHICH2 
VIH 


CLK (MSM 82C84A Output) 
VIL 


10/M, SSO 


A19/S6—A16/S3 





AD7-ADO 


TWHDX 


TCVCTX 
=~ TCLAZ TDVCL TCLDX 


TCVCTX 
WRITE CYCLE 
(NOTE 1) 
(RD, INTA, 
DT/R = Vow) 





(NOTES 1 & 3) 
(RD, WR = Voy 


BHE = Vo,) 


AD7-ADO POINTER 
e FLOAT (_rowren} ) FLOAT 

4 TCHCTV TCHCTV 
INTA CYCLE 


> INVALID ADDRESS SOFTWARE HALT TCLAV 





NOTES: 

1. All signals switch between Voy and Vo unless othe-wise specified. 

2. RDY is sampled near the end of T2, T3, TW to deterrnine if TW machines states are to be inserted. 

3 Two INTA cycles run back-to-back. The MSM80C88A LOCAL ADDR/DATA BUS is floating during both INTA 
cycles. Control signals shown for second INTA cycle. 

Signals at MSM 82C84A shown for reference only. 

5. All timing measurements are made at 1.5V unless otherwise noted. 


= 
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m CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS 8 
Maximum Mode 


TI . T2 13 T4 
TCH1CH2 = TCL2CL.1 
CLK: (MSM82C84A cure 
es = en ee 


ier sis 
$2, ST, SO (EXCEPT HALT) H 
—_— Sseaul 
ote 
ilecce 


A15—A8 _ 


A19/S6—A16/S3 
TSVLH—P 


ALE (MSM82C88 Teche 
OUTPUT) 
SEE NOTE 5 


+ TRIVCL 


ae 
ae 


RDY (MSM 82C84A INPUT) 


READY (MSM 80C88A|INPUT) TCHRYX 


READ CYCLE 


AD7—ADO /AD7—ADO DATA mt akc — 
i FLOAT 
ty TRHAV 


= 4 TRLRH . 
TCHDTL TCHOTH 


MSM 82C88 TCLML TCLMH 

OUTPUTS 5 

SEE NOTE 5,6 a 
TCVNV - ee 
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Maximum Mode (Continued) 


T2 T3 T4 
TW 


VIH 


CLK (MSM82C84A OUTPUTS) 
VIL 
«— TCLSH 


TCHDX 


WRITE CYCLE 


wk TCLMH 
MSM 82C88 OUTPUTS N 
SEE NOTES 5,6 
TCLML TCLMH 
— TUT é 
A15—A8 RESERVED FOR 


(SEE NOTES 3 & 4) CASCADE ADDR FLOAT 
re See 
ts remtes] trios 
AD7-ADO 
1h) yn 


TCLMCH TCHDTH 








MSM 82C88 OUTPUTS 
SEE NOTES 5,6 





L DEN 


SOF TWARE HALT 
(DEN Vo z. RD, MRDC, IORC, MWTC, AMWC, 


IOWC, AIOWC, INTA, VOH) 


AD7- ADO, A15--A8 io INVALID ADDRESS 


TCLAV 





NOTES: 

1. All signals switch between Voy and Vo _ unless otherwise specified. 

2. RDY is sampled near the end of T2, 73, TW to determine if TW machines states are to be inserted. 

3. Cascade address is valid between first and second INTA cycle. 

4. Two INTA cycies run back-to-back. The MSM 80C88A LOCAL ADDR/DATA BUS is floating during both INTA cycles 

Control for pointer address 1s shown for second INTA cycle. 

Signal at MSM 82C84A and MSM82C88 shown for reference only. 

6 The issuance of the MSM 82C88 command and control signals (MRDC, MWTC, AMWC, IORC, IOWC, AIOWC, INTA 
and DEN) lags the active high MSM 82C88 CEN. 

7. All tuming measurements are made at 1.5V unless otherwise noted. 

8. Status inactive in state just prior to T4. 


a 
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Asynchronous Signal Recognition 


-TINVCH (SEE NOTE 1) 


SIGNAL 


NOTE: 1. SETUP REQUIREMENTS FOR ASYNCHRONOUS 
SIGNALS ONLY TO GUARANTEE RECOGNITION 
AT NEXT CLK. 





Bus Lock Signal Timing (Maximum Mode Only) Reset Timing 


ANY CLK CYCLE» 


TCLDX 


an 


2 4CLK CYCLES 


Any CLK Cycle 
> OCLK Cycle 


TGVCH 
TCHGX 
PULSE 1 PULSE 3 


PULSE 2 
COPROCESSOR he COPROCESSOR 
AG MSM 80C88 GT BEL EACE, 


TCLGL 


Previous grant 
AD7—ADO, A15—A8 
—Al 
a cae ce MSM 80C88A - COPROCESSOR MSM 80C88A 
RO, COCK | 


fen 


(SEE NOTE 1) 


NOTE: 1. THE COPROCESSOR MAY NOT DRIVE THE BUSSES OUTSIDE 
THE REGION SHOWN WITHOUT RISKING CONTENTION. 





Hold/Hold Acknowledge Timing (Minimum Mode Only) 





> 1CLK CYCLE OR 2CYCLES 


————_———_——_—_—_—_—_—_—_—_—_—_—s 
$< 


AD7—AD0, A15—A8 
A19/S6~A16/S3, MSM 80C88A COPROCESSOR MSM 80C88A 
RD 


we mr 
10/M. 
DT/R, WR, DEN 
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PIN DESCRIPTION 


ADO—AD7 

ADDRESS DATA BUS: Input/Output 
These lines are the multiplexed address and data. 
bus. 
These are the address bus at T1 cycle and the data 
bus at T2, T3, TW and T4 cycle. 
T2, T3, TW and T4 cycle. 
These lines are high impedance during interrupt 
acknowledge and hold acknowledge. 


A8-—A15 
ADDRESS BUS: Output 
These lines are the address bus bits 8 thru 15 at all 


cycles. 
These lines do not have to be latched by an ALE 


signal. 
These lines are high impedance during interrupt 
acknowledge and hold acknowledge. 


A16/S3, A17/S4, A18/S5, A19/S6 
ADDRESS/STATUS: Output 
These are the four most significant address as at 
the T1, cycle. 
Accessing 1/O port address, these are low at T1 
Cycles. 
These lines are Status lines at the T2, T3, TW 
and T4 Cycle. . 
S5 indicate interrupt enable Flag. 
S3 and S4 are encoded as shown. 


} sa | sa | Characteristics. 
Ramm Alternate Data 
a 


Code or None 












These lines are high impedance during hold acknowl- 
edge. 


RD 

READ: Output 
This lines indicates that the CPU is in a memory 
or 1/O read cycle. 
This line is the read strobe signal when the CPU 
reads data from a memory or 1/O device. 
This line is active low. 
This line is high impedance during hold acknowl- 
edge. 


READY 

READY: Input 
This line indicates to the CPU that an addressed 
memory or I/O device is ready to read or write. 
This line is active high. 
1F the setup and hold time are outof specification, 
an illegal operation will occur. 


= CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS a 


INTR 

INTERRUPT REQUEST: Input 
This line is a level triggeréd interrupt request signal 
which is sampled during the last clock cycle of 
instruction and string manipulations. 
It can be internally masked by software. 
This signal is active high and internally synchro- 


nized. 
TEST 
TEST: Input 


This line is examined by a “WAIT” instruction. 
When TEST is high, the CPU enters an idle cycle. 
When TEST is low, the CPU exits an idle cycle. 





NM! 
NON MASKABLE INTERRUPT: Input 
This line causes a type 2 interrupt. 
NMI is not maskable. 
This signal is internally synchronized and needs a 2 
clock cycle pulse width. 


RESET 

RESET: Input 
This signal causes the CPU to initialize immediately. 
This signal is active high and must be at least four 
clock cycles. 


CLK 

CLOCK: Input 
This signal provide the basic timing for an internal 
circuit. 


MN/MX 

MINIMUM/MAX!IMUM: Input 
This signal selects the CPU’s operate mode. 
When Vcc is connected, the CPU operates in 
minimum mode. 
When GND is connected, the CPU operates in 
maximum mode, 


Vcc 
Vcc +3 — +6 V supplied. 


GND 
GROUND 


The following pin function descriptions are for 
maximum mode only. 
Other pin functions are already described. 
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$0, $1, $2 
_ STATUS: Output 

These lines indicate bus status and they are used by 
the MSM82C88 Bus Controller to generate all 
memory and 1/O access control signals. 

These lines are high 
acknowledge. 

These status lines are encoded as shown. 


| 82 [ST [S0 | Characteristics 
Forwows| 0 | © | tierupt acknowledge 
er 

Pro wrie vo Pon 

ce 
frmiGt | o | 0 | Cove maces 
ee ce 


a ToT write emery 
a ree 


RQ/GTO 

RO/GT1 

REQUEST/GRANT: Input/Output 
These lines are used for Bus Request from other 
devices and Bus GRANT to other devices. 
These lines are bidirectional and active low. 














LOCK 
LOCK: Output 
This line is active low. 


When this line is low, other devices can not gain 
control of the bus. 


This line is high impedance during hold acknowl- 
edge. 


Qso/as1 

QUEUE STATUS: Output 
These are Queue Status Lines that indicate internal 
instruction queue status. 


[ast [ose] ohwantrnnee 
[owow| 0 | NeOpweton 


First Byte of Op Code from 
Queue 


1 (HIGH) Empty the Queue 
aes Subsequent Byte from Queue 












The following pin function descriptions are mini- 
mum mode only. Other pin functions are already 
described. 


10/M 

STATUS: Output 
This line selects memory address space or 1/O 
address space. 
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impedance during hold ~ 


When this line is low, the CPU selects memory 
address space and when it is high, the CPU selects 
1/O address space. . 

This line is high impedance during hold acknowl- 
edge. 


WR 

WRITE: Output 

This line indicates that the CPU is in a memory or 
1/O write cycle. 
This line is a write strobe signal when the CPU 
writes data to memory or an I/O device. 
This line is active low. 
This line is high impedance during hold acknowl- 
edge. . 


INTA 

INTERRUPT ACKNOWLEDGE: Output 
This line is a read strobe signal for the interrupt 
accknowledge cycle. 
This line is active low. 


ALE 
ADDRESS LATCH ENABLE: Output 
_ This line is used for latching an address into the 
MSM82C12 address latch it is a positive pulse and 
the trailing edge is used to strobe the address. This 
line in never floated, 


DT/R 

DATA TRANSMIT/RECEIVE: Output . 
This line is used to control the direction of the bus 
transceiver. 
When this line is high, the CPU transmits data, 
and when it is low, the CPU receive data. 
This line is high impedance during hold acknowl- 
edge. 


DEN 

DATA ENABLE: Output 
This line is used to control the output enable of 
the bus transceiver. 
This line is active low. This line is high impedance 
during hold acknowledge. 


HOLD 

HOLD REQUEST: Input 
This line is used fora Bus Request from an other 
device. 
This line is active high. 


HLDA 

HOLD ACKNOWLEDGE: Output 
This line is used for a Bus Grant to an other 
device. 
This line is active high. 


sso 

STATUS: Output 
This line is logically equivalent to SO in the maxi- 
mum mode. 





STATIC OPERATION 


All MSM80C88A circuitry is of static design. Inter- 
nal registers, counters and latches are static and require 
no refresh as with dynamic circuit design. This elimi- 
nates the minimum operating frequency restriction 
placed on other microprocessors. The MSMB80C8B8A can 
operate from DC to the appropriate upper frequency 
limit. The processor clock may be stopped in either 
state (high/low) and held there indefinitely. This type of 
operation is especially useful for system debug or power 
critical applications. 


The MSM80C88A can be signal stepped using only 
the CPU clock. This state can be maintained as long as is 
necessary. Single step clock operation allows simple 
interface circuitry to provide critical information for 
bringing up your system. 


Static design also allows very low frequency opera- 
tion (down to DC). In a power critical situation, this 
can provide extremely low power operation since 
80C88A power dissipation is directly related to operating 
frequency. As the system frequency is reduced, so is the 
operating power until, ultimately, at a DC input fre- 
quency, the MSM80C88A power requirement is the 
standby current (500 uA maximum). 


FUNCTIONAL DESCRIPTION 


GENERAL OPERATION 

The internal function of the MSM80C88A consist 
of a Bus Interface Unit (BIU) and an Execution Unit 
(EU). These units operate mutually but perform as 
separate processors. | 


Memory Organization 


SEGMENT 


REGISTER FILE 


EXTRA DATA 


SEGMENT 





m CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS = 


The BIU performs instruction fetch and queueing, 
operand fetch, DATA read and write address relocation 
and basic bus control. By performing instruction pre- 
fetch while waiting for decoding and execution of 
instruction, the CPU’s performance is increased. Up to 
4-bytes fo instruction stream can be queued. 

EU receives pre-fetched instructions from the BIU 
queue, decodes and executes instructions and provides 
an un-relocated operand address to the BIU. 


MEMORY ORGANIZATION 

The MSM80C88A has a 20-bit address to memory. 
Each address has 8-bit data width. Memory is organized 
OOOOOH to FFFFFH and is logically divided into four 
segments: code, data, extra data and stack segment. 
Each segment contains up to 64 Kbytes and locates on 
a 16-byte boundary, (Fig. 3a) 

All memory references are made relative to a seg- 
ment register according to a select rule. Memory loca- 
tion FFFFOH is the start address after reset, and OOOOOH 
through OO3FFH are reserved as an interrupt pointer. 
There are 256 types of interrupt pointer; 

Each interrupt type has a 4-byte pointer element 
consisting of a 16-bit segment address and a 16-bit 
offset address. 


Reserved Memory Locations 


FFFFFH 
RESET BOOTSTRAP 
PROGRAM JUMP 
FFFFOH 


INTERRUPT POINTER 
FOR TYPE 255 


INTERRUPT POINTER 
FOR TYPE 1 


INTERRUPT POINTER 
FOR TYPE 0 
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MINIMUM AND MAXIMUM MODES — 

The MSM80C88A has two system modes: mini- 
mum and maximum. When using the maximum mode, it 
is easy to organize a multiple-CPU system with the MSM 

~82C88 Bus Controller which generates the bus control 
signal. 

When using the minimum mode, it is easy to orga- 

nize a simple system by generating the bus contro! 
signal itself. MN/MX is the mode select pin. Definition 
of 24—31, 34 pin changes depends on the MN/MX pin. 


BUS OPERATION 

The MSM80C88A has a time multiplexed address 
and data bus. If a non-multiplexed bus is desired for the 
system, it is only needed to add the address latch. 

A CPU bus cycle consists of at least four clock 
cycles: T1, T2, T3 and T4. (Fig. 4) . 

The address output occurs during 11, and data 
transfer occurs during T3 and T4. T2 is used for chang- 
ing the direction of the bus during read operation. When 
the device which is accessed by the CPU is not ready 
to data transfer and send to the CPU ‘NOT READY” is 
indicated TW cycles are inserted between T3 and T4. 

When a bus cycle is not needed, T1 cycles are 
inserted between the bus cycles for internal execution. 
At the T1 cycle an ALE signal is output from the CPU 
or the MSM82C88 depending in MN/MX. at the trail- 
ing edge of an ALE, a valid address may be latched. 
Status bits SO, S1 and S2 are uased, in maximum mode, 
by the bus controller to recognize the type of bus 
operation according to the following table. 


Porvom| oo | map etontean 

PO Oe We Read 1/0 7 

fo fa] of Write 1/0 

Ses eee 

Trea] | 6 sweeten Feed 
el 
Lo 
ay 


















| 0 | Read Data from Memory 


1 Write Data to Memory 


Passive (no bus cycle) 
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Memory Reference Need Segment Register Used 






Segment Selection Rule. 
CODE (CS) Automatic with all instruction prefetch. 


External (Global) Data EXTRA (ES) 


All stack pushes and pops. Memory references 
relative to BP base register except data references. 





Data references when relative to stack, destination 
of string operation, or explicitly overridden. 






Destination of string operations: Explicitly selected 
using a segment override. 





Status bit S3 through S6 are multiplexed with 
A16—A19, and therefore they are valid during T2 
through T4. S3 and S4 indicate which segment register 
was selected on the bus cycle, according to the follow- 


ing table. 


=< 
a) 


1 











[0 | Aire Die ee ee 
Rs Code or None | 
Ey 









S5 indicates interrupt enable Flag. 


1/0 ADDRESSING 
The MSM80C88A has a 64 Kbyte I/O. When the 
CPU accesses an I/O device, address AO—A15 are in 
same format as a memory access, and A16--A19 are low. 
|/O ports address are same as four memory. 


= CPU:-MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JSm 


Basic System Timing 
(4+ N*WAIT) = TCY (4+N*WAIT) = TCY 
11 | T2 | T3 wart T4 T1 | T2 | T3 wart 14 


GOES INACTIVE IN THE 
STATE JUST PRIOR TO T4 


A19—A16 A19—A16 


A15—A8 


BUS RESERVED p7_po 
A7—AQ FOR DATA IN VALID 


ae DATA OUT (D7—D0O) }- & 


+ MEMORY ACCESS 
TIME 
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EXTERNAL INTERFACE 


RESET | | | 

CPU initialization is executed by the RESET pin. 
The MSM80C88A's RESET High signal is required for 
greater than 4 clock cycles. 

The rising edge of RESET terminates the present 
operation immediately. The falling edge of RESET 
triggers an internal reset requence for approximately 10 
clock cycles. After internal reset sequence is finished, 
normal operation begins from absolute location FFFFOH. 


INTERRUPT OPERATIONS 
The interrupt operation is classified as software or 
hardware, and hardware interrupt is classified as non- 
markable or maskable. | 
_ An interrupt causes a new program location which 
is defined by the interrupt pointer table, according to 
the interrupt type. Absolute location OOOOOH through 
OO3SFFH is reserved for the interrupt pointer table. The 
interrupt pointer table consists of 256-elements. Each 
element is 4 bytes in size and corresponds to an 8-bit 
type number which is sent from an interrupt request 
device during the interrupt acknowledge cycle. 


NON-MASKABLE INTERRUPT (NMI) 

The MSM80C88A has a non-maskabie Interrupt 
(NM1) which is of higher priority than a maskable 
interrupt request (INTR). 

An NM1 request pulse width needs minimum of 2 
clock cycles. The NM1 will be serviced at the end of the 
current instruction or between string manipulations. 
MASKABLE INTERRUPT (INTR) 

The MSM80C88A _ provides another interrupt 
request (INTR) which can be masked by software. 
INTR is level triggered, so it must be held until interrupt 
request is acknowledged. 

The INTR will be serviced at the end of the current 
instruction or between string manipulations. 


Interrupt Acknowledge Sequence 


INTERRUPT ACKNOWLEDGE . . 
During the interrupt acknowledge sequence, 


_ further interrupts are disabled. The interrupt enable bit 


is reset by any interrupt, after which. the Flag register is 
automatically pushed onto the stack. During an acknow- 
ledge sequence, the CPU emits the lock signal from T2 
of first bus cycle to T2 of second bus cycle. At the se- 
cond bus cycle, a byte is fetched from the external 
device as a vector which identifies the type of inter- 
rupt. This vector is multiplied by four and used as an 
interrupt pointer address (INTR only). 
The Interrupt Return (IRET) instruction includes 

a Flag pop operation which returns the original inter- 
rupt enable bit when it restores the Flag. 


HALT 

When a Halt instruction is executed, the CPU enter 
Halt state. An interrupt request or RESET will force the 
MSM80C88A out of the Halt state. 


SYSTEM TIMING—MINIMUM MODE 

A bus cycle begins at T1 with an ALE signal. The 
trailing edge of ALE is used to latch the address. From 
T1 to T4 the IO/M signal indicates a memory or 1/O 
operation. From T2 to T4, the address data bus changes 
the address bus to the data bus. 

The read (RD), write (WR), and interrupt acknowl- 





— edge (INTA) signals caused the addressed device to 


enable the data bus. These signals become active at the 
beginning of T2 and inactive at the beginning of T4. 


SYSTEM TIMING —MAXIMUM MODE 

In maximum mode, the MSM82C88 Bus Controller. 
is added to system. The CPU sends status information to 
the Bus Controller. Bus timing signals are generated by 
the Bus Controller. Bus timing is almost the same as in 
minimum mode. 


| T2 | T3 | Taft 1 | T2 | T3 | Ta | 


FLOAT 
ADO—AD7 
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BUS HOLD CIRCUITRY 


To avoid high current conditions caused by float- hold” circuits, an external driver must be capable of 
ing inputs to CMOS devices, and to eliminate the need - supplying approximately 400 KA minimum sink or 
for pull-up/down resistors, ‘‘bus-hold’’ circuitry has source current at valid input voltage levels. Since this 
been used on 80C86 pins 2—16, 26—32, and 34—39 “bus hold” circuitry is active and not a ‘‘resistive’’ type 
(Figures 6a, 6b). These circuits will maintain the last element, the associated power supply current is negli- 
valid logic state if no driving source is present (i.e. an gible and power dissipation is significantly reduced 
unconnected pin or a driving source which goes to a when compared to the use of passive pull-up resistors. 


high impedance state). To overdrive the ‘‘bus 


“PULL-UP/PULL-DOWN” 


OUTPUT NS EXTERNAL 
DRIVER, PIN 


NPUT INPUT 
BUFFER PROTECTION 
CIRCUITRY 


Input Buffer exists only on !/O pins 








Figure 6a. Bus hold circuitry pin 2-16, 35-39. 


“PULL-UP” 


OUTPUT EXTERNAL 
DRIVER PIN 


< 
OQ 
‘?) 


Peewenme2oe 
bee @ we = © @ 


INPUT 
PROTECTION 
CIRCUITRY 


INPUT 
BUFFER 


input Buffer exists only on 1/O pins 





Figure 6b. Bus hold circuitry pin 26-32, 34 
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DATA TRANSFER 


MOV = Move: 

Register/memory to/from register 
Immediate to register/memory 
immediate to register 

Memory to accumulator 
Accumulator to memory 
Register/memory to segment register 
Segment register to register/memory 


PUSH = Push: 


Register/memory 
Register 
Segment register 


| POP = Pop: 


Register/memory 
’ Register 
Segment register 


XCHG = Exchange: 


Register/memory with register 
Register with accumulator 


IN = Input from: 


Fixed port 
Variable port 


OUT = Output to: 


Fixed port 
Variable port 
XLAT = Translate byte to AL 
LEA = Load EA to register 

| LDS = Load pointer to DS 

| LES = Load pointer to ES 
LAHF = Load AH with flags 
SAHF = Store AH into fiags 
PUSHF = Push flags 
POPF = Pop flags 


—_ at ab aonb —_—t awh mk ~J 


a ee ee ee ee ee ee ee er | 


oo 0o0o0o?0 0 


ooo0o0or--f-02 22 


—_ 


oo ooo 00 0 - > 


oo-- 000 


E 


ooo 0o - OO f& 


o>) 


a = = 3 COO —-— OO 


-=-005 0-wWw 


—_ 


i_—2 = = = CO O - O 


-~ ON 


-— = © © 


Oe ee ee ee ee ee 


+ 
pene ote 


o-- 0 


oo-"j//-/Q000r+ - = 





© 


765 43 2 1 


w}| mod reg r/m 
w|mod 0 0 0— r/m 
data 

addr-low 


addr-low 


OO8 & 


2s 






0|'7 65 43 2 1 


data 

data if w=1 
addr-high 
addr-high 


01765 43 2 1. 

















dataif w=1 








aSf'/S9/SUC-V88D08WNSW Sf/SD/SUV88D08NSN -Ndd 


EO 


ARITHMETIC 


ADD = Add: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


ADC = Add with carry: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


INC = Increment: 


Register/memory 

Register 

AAA = ASCII adjust for add 
DAA = Decimal adjust for add 


SUB = subtract: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


SBB = Subtract with borrow: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


DEC = Decrement: 


Register/memory 
Register 
NEG = Change sign 


CMP = Compare: 


Register/memory and register 
Immediate with register/memory 
Immediate with accumulator 
AAS = ASCII adjust for subtract 








oo0o-— = —_ 


es 


eb 


— 


oo" 0 


Oooo 


Oo oO 


oO -] = 


Oo oO 


oOooO0 0 


oo ooo 


—_— = © — 


an 


-_ = O— 


o- Oo = _ oOo 


o-=- oO oO 


—_ 


= =- 0 — 


io) fo) 


ooo 


—_ 


—_— =—= O — 


= — © OO 


reg 


-”~OoO% Qa 


2 2 


FS 


2 


2 


= 


"~2 3s & 


mod 
mod 


mod 
mod 


mod 


mod 
mod 


mod 
mod 


mod 


mod 


mod 
mod 


reg 
00 
data 


reg 


1 


0 


data 


re 
0 
data 


g 
1 


reg 


1 
data 


re 
1 
data 


1 


g 
1 


r/m 
r/m 


r/m 
r/m 


r/m 


r/m 
r/m 


r/m 
r/m 


r/m 


r/m 


r/m 
r/m 





data data if s:w = 01 
data if w= 1 

data data if s:w = 01 
data if w= 1 

data data if s:w = 01 
data if w= 1 

data data if s:w = 01 
data if w= 1 

| 
data data if s:w = 01 


data if w= 1 


™Sf/S9/SUC-V88D08WSW Sf/SD/SYV88D08SNSW -Ndd *——-—_—-—_ 


= CPU: MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JS = 


L O 
0 0 
L O 
Mt 
Mt 
0 0 
M tI 
Mt 
Lot 


eKwK-wer KK n- - OO]; 


eK Oooo o0eo ore 


Ow Kr wr KF wre wr | 


-- = Om =—- CO CO OO 





Ow wer Ke Ke eee 


Pp4OM a|qnop O} P4sOM 4438AUDD = GMD 
P4JOM 0} 81AQq 1JBAUOD = MEO 

apiaip 40} ysN[pe |1OSV = AVV 
(paubls) apiaip sabaiuy = AIGI 
(paubisun) apinig = AIG 

Ajdiajnw 404 asnipe 11OSV = WVV 
(pauBis) Ajdiajnu sabaiuy = INWE 
(pauBbisun) Aydninw = INW 

yoesjqns 104 isnfpe jewisag = SVQ 
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GOL 


LOGIC 


NOT = Invert 

SHL/SAL = Shift logical/arithmetic left 
SHR = Shift logical right 

SAR = Shift arithmetic right 

ROL = Rotate left 

ROR = Rotate right 

RCL = Rotate left through carry 

RCR = Rotate right through carry 


AND = And: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


TEST = And function to flags, no result: 


Register/memory and register 
Immediate data and register/memory 
Immediate data‘and accumulator 


OR = Or: 


Reg./memory and register to either 
Immediate to register /memory 
Immediate to accumulator 


XOR = Exclusive or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


STRING MANIPULATION 


REP = Repeat 
MOVS = Move byte/word 
CMPS = Compare byte/word 


SCAS = Scan byte/word 
LODS = Load byte/word to AL/AX 
STOS = Store byte/word from AL/AX 


Se, ee ee ee ee ee ee | 


ooo qoo0o0o = 


ee ee ee ee ee ee ee 


ooo oo 00 0° 


oo Oo 0000-2 


€< < < < < <¢ < = 


22222228 


ooo orr 7-0 


- {2 ©7000 = 


data 
data if w = 1 


data 
data if w= 1 


data 
data if w= 1 


data 
data if w= 1 


data if w = 1 


data if w = 1 


data if w = 1 


data if w= 1 








BSf/SD/SUC-V88D08NSW Sf/S9/SHUV88D08NSW -Ndd #———_______-___—_- 


99L 


CJMP = Conditional JMP 


JE/JZ = Jump on equal/zero 

JZ/JNGE = Jump on less/not greater or equal 
JLE/JNG = Jump on less or equal/not greater 
JB/JNAE = Jump on below/not above or equal 
JBE/JNA = Jump on below or equal/not above 
JP/JPE = Jump on parity/parity even 

JO = Jump on over flow 

JS = Jump on sign 

JNE/JNZ = Jump on not equal/not zero 
JNL/JGE = Jump on not less/greater or equal 
JNLE/JG = Jump on not less or equal/greater 
JNB/JAE = Jump on not below/above or equal 
JNBE/JA = Jump on not below or equal/above 
JNP/JPO = Jump on not parity/parity odd 
JNO = Jump on not overflow 

JNS = Jump on not sign 

LOOP = Loop CX times 

tLOOPZ/LOOPE = Loop while zero/equal 
LOOPNZ/LOOPNE = Loop while not zero/equal 
JCXZ = Jump on CX zero 


INT = Interrupt: 


Type specified 

Type 3 

INTO = Interrupt on overflow 
IRET = Interrupt return 


PROCESSOR CONTROL 





CLC = Clear carry 

CMC = Complement carry 
STC = Set carry 

CLD = Clear direction 
STD = Set direction 
CLI = Clear interrupt 

STI = Set interrupt 

HLT = Halt 

WAIT = Wait 


| ESC = Escape (to external device) 


LOCK = Bus lock prefix 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
1 
1 


www me eed ed 


— ea em ek et we ee i ie tae i ee ele ee 


1 
1 
1 
1 
1 
1 
1 
1 
0 
1 
1 


ee ee ee ee ee ee ee a ee a Se ie. Soon i ¥ 


~ OO — 2 24 a = = = 


Ce ee ee ee ee ee ee ee ee er Y 


OoOoo0d -~ = = = = = = wo oo Sm oe om ow oe 


om - O - =| = = = O = 


oooo0oocor-ovrre RHaeononodost Oo = = 


Oxo 007 ]/0+0 


=-~OC0}-CO-]=23450000-=-4-300 


Ox - Or SF OODCTVOO 


maO20 22a nnn ningndcdc000°0 


Ox O-F- OW O=- 3 O 


mod x x x 





r/m 


“SP/SD/SUZ-V88D08INSIN Sf/SD/SHV8S8D08NNSW-Ndd = 


LOL 


CONTROL TRANSFER 


CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


JMP = Unconditional Jump: 


Direct within segment 
Direct within segment-short 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


RET = Return from CALL: 


Within segment 


Within seg. adding immediate to SP 


Intersegment 


Intersegment adding immediate to SP 





765 43 2 ~41 
disp-low 
mod 0 1 0 r/m 
offset-low 
seg-low. 
Oo 1 1 


disp-low 
disp 

10 0 

offset-low 
seg-low 
O 1 


data-low 


data-low 


0|7 65 43 2 
disp-high 


offset-high 
seg-high 


disp-high 


offset-high 
seg-high 


data-high 


data-high 


1 


0|}7 65 43 2 


1 


0 





=Sf/SD/SU7C-V88D08WSW Sf/S9/SHYV88D08WNSN -Ndd = 


m= CPU-MSM80C88ARS/GS/JS MSM80C88A-2RS/GS/JSm 


Footnotes: 


AL = 8-bit accumulator 

AX = 18-bit accumulator 

CX = Count register 

DS = Data segment 

ES = Extra segment 

Above/below refers to unsigned value 

Greater = more positive 

Less = less positive (more negative) signed value 

if d= 1 then “to” reg: If d= 0 then “from” reg. 

If w = 1 then word instruction: If w = 0 then byte instruction 


If mod = 11 then r/m is treated asa REG field _ 

If mod = 00 then DISP = 0*, disp-low and disp-high are absent 

if mod = 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 
If mod = 10 then DISP = disp-high: disp-low , 


If r/m = 000 then EA = (BX) + (SI) + DISP 

if r/m = 001 then EA = (BX) + (DI) + DISP 

If r/m = 010 then EA = (BP) + (SI) + DISP 

If r/m = 011 then EA = (BP) + (DI) + DISP 

If r/m = 100 then EA = (SI) + DISP 

If r/m = 101 then EA = (DI) + DISP 

if r/m = 110 then EA = (BP) + DISP* 

If r/m = 111 then EA = (BX) + DISP 

DISP follows 2nd byte of instruction (before data if required) 


* except if mod = 00 and r/m = 110 then EA-disp-high: disp-low 


If s:w = 01 then 16 bits of immediate data form the operand 

If s:w = 11 then an immediate data byte is sign extended to form the 16-bit operand 
If v=O then “count” = 1: If v= 1 then “count” in (CL) 

x = don’t care 

z is used for string primitives for comparison with ZF FLAG 


SEGMENT OVERRIDE PREFIX 


001 reg 110 
REG is assigned according to the following table: 

16-Bit (w= 1) 8-Bit (w = 0) Segment 
000 AX 000 AL 00 ES 
001 CX 001 CL 01 CS 
010 DX 010 OL 10 SS 
011 BX 011. BL 11 DS 
100 SP 100 AH 
101 BP 101 CH 
110 Sl 110 DH 
111 DI 111 BH 


Instructions which reference the flag register file as a 16-bit object use the symbol FLAGS to represent the file: 


FLAGS = x:x:x:x: (OF): (DF): (IF): (TE) :(SF):(ZF):X:(AF):X:(PF):X:(CF) 
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OKI semiconductor 


MSM80C88A-10RS/GS)S 


8-BIT CMOS MICROPROCESSOR 





GENERAL DESCRIPTION 


The MSM8OC88A-10 are internal 16-bit CPUs with 8-bit interface implemented in Silicon Gate 
CMOS technology. They are designed with the same processing speed as the NMOS8088-1, but with 


considerably less power consumption. 


The processor has attributes of both 8 and 16-bit microprocessor. It is directly compatible with 
MSM8OC86A-10 software and MSM80C85A/MSM8OC85A-2 hardware and peripherals. 


FEATURES 


e 8-Bit Data Bus Interface 

@ 16-Bit Internal Architecture 

@ 1 Mbyte Direct Addressable Memory Space 
© Software Compatible with MSM80C86A 

@ Internal 14 Word by 16-bit Register Set 

@ 24 Operand Addressing Modes 


FUNCTIONAL BLOCK DIAGRAM 


EXECUTION UNIT 


REGISTER FILE 


DATA 
POINTER AND 
INDEX REGS 
(8 WORDS) 


16BIT ALU 


TEST 
INTR 


@ Bit, Byte, Word and String Operations 

© 8 and 16-bit Signed and Unsigned Arithmetic Opera- 
tion 

@ From DC to 10 MHz Clock Rate 

@ Low Power Dissipation (10 mA/MHz) 

e Bus Hold Circuitry Eliminates Pull-Up Resistors 

@ 40 pin Plastic DIP (DIP40-P-600) 

@ 44 pin PLCC (QFJ44-P-S650) 

@56 pin(L)-V Plastic OFP (QFP56-P-910-VK) 


BUS INTERFACE UNIT 


RELOCATION 
REGISTER FILE 


SEGMENT 
REGISTERS 
AND 
INSTRUCTION 
POINTER 
{6S WORDS) 


INTERFACE 
UNIT 


ABYTE 
| INSTRUCTION 
QUEUE 


NMI CONTROL & 


RQ/GTO, 1 C2) 


HOLD 
HLDA 


TIMING 


RESET READY MN MX GND 





Vee 
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‘= CPU-MSM80C88A-10RS/GS/JS_ 


PIN CONFIGURATION 


GND 








‘ Vec 
A14 2 }A15 
. Ai3 (73 A16/S3 
40 pin Plastic DIP. All 5 A18/S5 
Aio (6 A19/S6 
AQ 7 SSO (HIGH) 
A8 8 MN/MX 
ao7 O12 RD , 
AD6 10 HOLD (RO/GTO) 
ADS5 1 HLDA (RQ/GT1) 
AD4 12 WR (LOCK) 
AD3 13 10/M (S2) 
Ao2 (714 DT/R ($1) 
AD1 DEN (SO) 
ADO ALE (QSO) 
‘NMI INTA (QS1) 
INTR TEST 
5 = CLK READY 
IE is GND RESET 
Bo ie EsSSEee 
otk = flo 2bB Fig. 2a MSM80C88A-10GS 
soe sy 2b eoste = =e 
S26 Seo Ss os sie Ob FE 
A18/S5 [343 42 41 40 3 3 ALE (QS0) 
A17/s4 [44 —JINTA (081) MSM80C88A-10GS (Top View) 
A16/S3 (745 TEST 56 pin(L) Plastic Quad | 
A15 READY Flat Package 
N.C. RESET 
Vcc N.C. 
Vcc N.C. 
N.C. Vcc 
GND GND 
N.C. N.C. 
Al4 N.C. 
A13 C) CLK 
A12 INTR 
All 2 5 6 9 10 NMI 
BoP 
G2enegeh8oeasasas ~aarre Zu Ene 
2 t<qdq22d¢«éaqdqedaqgqgd eqeataozr>radaddae 
6543 21 2414 
Fig. 2b MSM80C88A-10GS A10t O NC 
AL A19/S6 
A8t HIGH FIX (SSO) 
AD70 MN/MX 
MSM80C88A-10JS (Top View) Aveo RD 
44 pin Plastic Leaded Chip Carrier = 054 ROS 2 Beer! 
; AD4o RO/GT1 (HLDA) 
AD3E LOCK (WR) 
AD2q S2 (M/IO) 
ADIO $1 (OT/R) 
ADOE $0 (DEN) 


RO 





Onzcrrwoaovoer > le = 
Z2SruzzuaweZge 
a, Wooler — — 
cr <q WwW 

El 

2a 
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CPU-MSM80C88A-10RS/GS/JS = 
ABSOLUTE MAXIMUM RATINGS 


Limits 
Parameter Symbol ' MSM80C88A- MSMS80C88A.- | MSM80C88A- Unit Conditions | 
~10GS 10JS 


Power Supply Voltage 
Input Voltage -0.5 ~ Vcc +0.5 


V 

V 
“oul Volieae: aa Ce ner 

C 

Ww 





i With respect 


to GND 











Storage Temperature -65 ~ +150 


OPERATING RANGE 








Parameter 


Power Supply Voltage 4.75 ~ 5.25 
_0~ +70 





Parameter 


Power Supply Voltage 


Operating Temperature 





“L’ Input Voltage 











““H” Input Voltage 





*1 Only CLK, *2 Except CLK 
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= CPU-MSM80C88A-10RS/GS/JS 


DC CHARACTERISTICS | 
(MSM80C88A-10: Vcc = 4.75 to 5.25V, Ta = 0°C to +70°C) 


“L" Output Voltage VOL 


“H"” Output Voltage VOH 
0.4 


Input Leakage Current | 
(Bus Hold Low) BHL 

Input Leakage Current 

(Bus Hold High) BHH 


Caan 
i 
= 
cs 
Loe! 
eee 
9 
ee 










TYP | MAX | Unit 


VIN = 0.8V 
*3 
*4 


V 
V 


VIN = 3.0V 


MA 
BA 
KA 
LA 
LA 

Bus Hold High Overdrive IBHHO LA 
Operating Power — 
Supply Current CC 


StandbySupply 
Current 














Outputs Unloaded 
CLK=GND or 





Input Capacitance 
Output Capacitance 
1/O Capacitance 


*3. Test conditions is to lower V;jy to GND and then raise Vj\y to 0.8V on pins 2—16 and 35—39. 
*4, Test condition is to raise Vjjy to Vcc and then lower Vij to 3.0V on pins 2—16, 26—32, and 34—39. 
*5, An external driver must source at least |BtyL0 to switch this node from LOW to HIGH. 
*6. An external driver must sink at least B40 to switch this node from HIGH to LOW. 
*7.. Test Conditions: a) Freq = 1 MHz. 
b) Ummeasured Pins at GND. | 
c) Vin at 5.0V or GND. 


n 


‘= 
> 


com hom ine) = 
Ss 
a6 
N 
ge 
zi es 
< © 
QO 2 
QO 0 


n 






7 
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A.C. CHARACTERISTICS 


(MSM80C88A-10: Vcc = 4.75V to 5.25V, Ta = 0°C to 70°C) 


Minimum Mode System 
Timing Requirements 


Parameter 


CLK Cycle Period 

CLK Low Time 

CLK High Time 

CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 
Data in Setup Time 

Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
(See Notes 1, 2) 


READY Setup Time into MSM 80C88A 
READY Hold Time into MSM 80C88A 
READY inactive to CLK (See Note 3) 
HOLD Setup Time 


INTR, NMI, TEST Setup Time 
(See Note 2) 


Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0V to 0.8V) 


Timing Responses 


Parameter 


Address Valid Delay 
Address Hold Time 
Address Float Delay 
ALE Width: 
ALE Active Delay 
ALE Inactive Delay 
Address Hold Time to ALE Inactive 
Data Valid Delay 
| Data Hold Time 
Data Hold Time after WR 


Control Active Delay 1 


Control Active Delay 2 
' Control Inactive Delay 
Address Float to RD Active 
RD Acrive Delay 





TCLCL 
TCLCH 
TCHCL 
TCH1CH2 
TCL2CL1 
TDVCL 
TCLDX 


TRIVCL 


TCLR1X 


TRYHCH 

TCHRYX 

TRYLCL 
THVCH 


TINVCH 
TILIH 


TIHIL 


Symbol 


TCLAV 
TCLAX 
TCLAZ 
TLHLL 
TCLLH 
TCHLL 
TLLAX 
TCLDV 
TCHDX 
TWHDX 
TCVCTV 
TCHCTV 
TCVCTX 
TAZRL 
TCLRL 








10 
10 
TCLAX 
TCLCH-10 


TCHCL-10 
10 
10 
TCLCH-25 
10 
10 
10 
0 
10 








CPU-MSM80C88A-10RS/GS/JS = 


MSM80C88A-10 


MSM80C88A-10 





173 








= CPU-MSM80C88A-10RS/GS/JS 


ed 10 
Symbol Unit 


Parameter. 


RD Inactive Delay 


RD Inactive to Next Address Active 
HLDA Valid Delay 

RD Width 

WR Width 

Address Valid to ALE Low 

Output Rise Time (From 0.8V to 2.0) 
Output Fall Time (From 2.0V to 0.8V) 


Notes: 1. 





TCLRH 


-TRHAV 


TCLHAV 
TRLRH 
TWLWH 
TAVAL 
TOLOH 
TOHOL 





a 
TCLCL-35 
10 
2TCLCL-40 
2TCLCL-35 
TCLCH-35 
15 


Signals at MSM82C84A shown for reference only. 


2. Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
3. Applies only to T2 state. (8 ns into T3) 


Maximum Mode System (Using MSM 82C88 Bus Controller) 


Timing Requirements 


Parameter 


CLK Cycle Period 

CLK Low Time 

CLK High Time 

“CLK Rise Time (From 1.0V to 3.5V) 
CLK Fall Time (From 3.5V to 1.0V) 
Data in Setup Time 

Data in Hold Time 


RDY Setup Time into MSM 82C84A 
(See Notes 1, 2) 


RDY Hold Time into MSM 82C84A 
| (See Notes 1, 2) 


READY Setup Time into MSM 80C88A 


READY Hold Time into MSM 80C88A 
READY inactive to CLK (See Note 3) 


Set up Time for Recognition (NMI, 
INTR, TEST) (See Note 2) 


ROQ/GT Setup Time 
RQ Hold Time into MSM 80C88A 


Input Rise Time (Except CLK) 
(From 0.8V to 2.0V) 


Input Fall Time (Except CLK) 
(From 2.0V to 0.8V) 
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Symbol 


TCLCL 
TCLCH 
TCHCL 
TCH1ICH2 
TCL2CL1 
TDVCL 
TCLDX 


TRIVCL 


TCLR1X 


TRYHCH 
TCHRYX 
TRYLCL 


TINVCH 


TGVCH 
TCHGX 


TILIH 


TIHIL 





MSM80C88A-10 


Unit 








CPU-MSM80C88A-10RS/GS/JS = 


Timing Responses 


MSM80C88A-10 
Parameter Symbol 


Command Active Delay (See Note 1) TCLML 
Command Inactive Delay (See Note 1) TCLMH 


READY Active to Status Passive 
(See Note 4) 


Status Active Delay TCHSV 


TRYHSH 





Status Inactive Delay TCLSH 
Address Valid Delay TCLAV 
Address Hold Time TCLAX 





Address Float Delay TCLAZ 
Status Valid to ALE High (See Note 1) TSVLH 
Status Valid to MCE High (See Note 1) TSVMCH 








CLK low to ALE Valid (See Note 1) TCLLH 
CLK Low to MCE High (See Note 1) TCLMCH 
ALE Inactive Delay (See Note 1) TCHLL 4 





Data Valid Delay TCLDV 10 
Data Hold Time TCHDX 10 
Control Active Delay (See Note 1) TCVNV 5 
Control Inactive Delay {See Note 1) TCVNX 5 
Address Float to RD Active TAZRL 0 
RD Active Delay TCLRL 10 
RD Inactive Delay TCLRH 10 
RD Inactive to Next Address Active TRHAV TCLCL-35 


Direction Control Active Delay 


(See Note 1) Cnn 





Direction Control Inactive Delay 
(See Note 1) 


GT Active Delay (See Note 5) TCLGL 0 

GT Inactive Delay TCLGH 0 

RD Width TRLRH |2TCLCL-40 
Output Rise Time (From 0.8V to 2.0V) | TOLOH 

Output Fall Time (From 2.0V to 0.8V) TOHOL 


TCHDTH 

















Notes: Signals at MSM 82C84A or MSM 82C88 are shown for reference only. 

Setup requirement for asynchronous signal only to guarantee recognition at next CLK. 
Applies only to T2 state (8 ns into T3) 

Applies only to T3 and wait states. 


CL = 40pF (RO/GTo, RQ/GT,) 


a RON > 
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= CPU-MSM80C88A-10RS/GS/JS 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. _ TESTING LOAD CIRCUIT 


DEVICE 
UNDER 


. TEST POINTS TEST 


150 eS 


CL = 100pF 


d 


Ci INCLUDES JIG CAPACITANCE 


A.C. TESTING: INPUTS ARE DRIVEN AT 2.4V 
FOR A LOGIC "1" AND 0.45V FOR A LOGIC 
“O" TIMING MEASUREMENTS ARE 1.5V FOR 
BOTH A LOGIC ‘1° AND “0” : 





TIMING CHART 


Minimum Mode 


T2 T3 
TCL2CL1 


VItH 
CLK (MSM 82CB84A Output) 


Vib 


10/M, SSO 


A19/S6-A16/S3 


e—TRIVCL 


er tae \ le 





READY (MSM80C88A Input TCHRYX 


FLOAT 
, oa 

READ CYCLE ae . 4 

(NOTE 1)_ - TCHCTV 


(WR, INTA = Von) 


TCVCTV 
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a —e «6 CPU-MSM80C88A-10RS/GS/JS @ 


Minimum Mode (Continued) 


T2 ™T3 Tw 


a TCL2CL1 ¢ 
Vv TCH1CH2 
1H 


CLK (MSM 82C84A Output) 
‘ VIL 


TCLAX il ee ko . 


Ree eel TCHDX 


TWHOX 
|e TCVCTX 


FLOAT ‘ FLOAT 
TCHCTV 


a TCHCTV 


WRITE CYCLE 
(NOTE 1) 
(RD, INTA, 
DT/R = Vow) 


! 
(NOTES 1 & 3) 
{ 


RD, WR = Von 
= Vou) 


BHE = V 


AD7-—ADO 
NTA CYCLE 


ko INVALID ADORESS SOFTWARE HALT TCLAV 





NOTES: 

1. All signals switch between Voy and Vo unless otherwise specified. 

2. RDY is sampled near the end of T2, T3, TW to determine if TW machines states are to be inserted. 

3 Two INTA cycles run back-to-back. The MSM80C88A LOCAL ADDR/DATA BUS is floating during both INTA 
cycles. Control signals shown for second INTA cycle. 

Signals at MSM 82C84A shown for reference only. 

5. All timing measurements are made at 1.5V unless otherwise noted. 


= 
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inst 


= CPU-MSM80C88A-10RS/GS/JS 


Maximum Mode 


71 T2 T3 
TCHICH2 —|}e-TeL2cut 
TCLCL-——+ = 


CLK (MSM82C84A oureun 


1 = 
sem miesceras See 
a 
aD Ce 


Sp feo 


A19/S6—A16/S3 , 
TSVLH—P 
ALE (MSM82C88 Tere 
OUTPUT) 
- SEE NOTES 


RDY (MSM 82C84A INPUT) 


| TRIVCL 


ce 
i 


READY (MSM 80C88A INPUT) 


cans om 


AD7—ADO | AD7—ADO KF DATA IN ay 
| FLOAT 
RG TRHAV 


TCLRL TRLRH 
TCHDTL ol TCHDTH 


MSM 82C88 TCLML TCLMH 

OUTPUTS ; 

SEE NOTE 5,6 a 
TCVNV - ae 


READ CYCLE 
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CPU-MSM80C88A-10RS/GS/JS = 
Maximum Mode (Continued) 


T2 T3 
TW 


VIH 
CLK (MSM82C84A OUTPUTS) 


: =f i ey 


TCHDX 
WRITE CYCLE 


AD7- ADO 


MSM 82C88 OUTPUTS ANMC OR 
SEE NOTES 5,6 AIOWC 


TCLMH 


MWTC OR 
iOWC 
INTA CYCLE 
A15-A8 Cae FOR 


(SEE NOTES 3 & 4) Cae ADDR FLOAT 
ie ¢ rowrer| om 
AD7-ADO 
TSVMCH 
pos 


TCLMCH TCHDTH 


MSM 82C88 OUTPUTS 
SEE NOTES 5,6 





DEN 
SOF TWARE HALT 
(DEN Vo_: RO, MROC, 1ORC, MWTC, AMWC, 


IOWC, AIOWC, INTA, Voy) 


AD? ADO, A15 A8 ky INVALID ADDRESS 


TCLAV. 





NOTES: 

1. All signals switch between Voy and Vo unless otherwise specified 

2 RDY is sampled near the end of T2, 73, TW to determine if TW machines states are to be inserted. 

3 Cascade address 1s valid between first and second INTA cycle. 

4. Two INTA cycles run back-to-back. The MSM 80C88A LOCAL ADDR/DATA BUS is floating during both INTA cycles 
Control for pornter address is shown for second INTA cycle. 

Signal at MSM 82C84A and MSM82C88 shown for reference only. 

6. The issuance of the MSM 82C88 command and contro! signals (MRDC, MWTC, AMWC, IORC, IOWC, AIOWC, INTA 
and DEN) lags the active high MSM 82C88 CEN. 

All timing measurements are made at 1.5V unless otherwise noted 

8 Status inactive in state just prior to T4 


on 


~ 
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Asynchronous Signal Recognition 


~ TINVCH (SEE NOTE 1) 


SIGNAL 


NOTE: 1. SETUP REQUIREMENTS FOR ASYNCHRONOUS 
SIGNALS ONLY TO GUARANTEE RECOGNITION 
AT NEXT CLK. 





Bus Lock Signal Timing (Maximum Mode Only) _ — Reset Timing 


ANY CLK CYCLE-»| 


TCLOX 


a 


2 4 CLK CYCLES 





Request/Grant Sequence Timing (Maximum Mode Only) 


Any CLK Cycle 
> OCLK Cycle 


TCLGL 


PULSE 1 PULSE 3 


PULSE 2 j__ COPROCESSOR 
EOREOCESSOF MSM 80C88 GT RELEASE’ 


RO/GT 


Previous grant 


AD7—ADO, A1S-AB ,o 
os MSM 80C88 A COPROCESSOR MSM 80C88A 


RO, COCK rer eitinteenrrrenmaaemnitinmnesimnnee| 





(SEE NOTE 1) 
NOTE: 1 THE COPROCESSOR MAY NOT ORIVE THE BUSSES OUTSIDE 
THE REGION SHOWN WITHOUT RISKING CONTENTION. 





Hold/Hold Acknowledge Timing (Minimum Mode Only) 


2 1CLK CYCLE 





re OOO 4 


DT/R, WR, DEN 


TCLAZ 
rr, 
AD7—ADO, A15—A8 ° 
A19/S6-A16/S3, MSM 80C88 A COPROCESSOR MSM 80C88A 
RO, 
lo/M —_— . 
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PIN DESCRIPTION 


ADO-—AD7 

ADDRESS DATA BUS: Input/Output 
These lines are the multiplexed address and data 
bus. 
These are the address bus at T1 cycle and the data 
bus at T2, T3, TW and T4 cycle. 
T2, T3, TW and T4 cycle. 
These lines are high impedance during interrupt 
acknowledge and hold acknowledge. 


A8-—-A15 

ADDRESS BUS: Output 
These lines are the address bus bits 8 thru 15 at all 
cycles. 
These lines do not have to be latched by an ALE 
signal. 
These lines are high impedance during interrupt 
acknowledge and hold acknowledge. 


A16/S3, A17/S4, A18/S5, A19/S6 
ADDRESS/STATUS: Output 


These are the four most significant address as at 


the T1, cycle. 

Accessing 1/O port address, these are low at T1 
Cycles. 

These lines are Status lines at the T2, T3, TW 
and T4 Cycle. 


S5 indicate interrupt enable Fiag. 
S3 and S4 are encoded as shown. 


To [0 | AvemnateDate 


Code or None 














These lines are high impedance during hold acknowl- 
edge. 


RD 

READ: Output 
This lines indicates that the CPU is in a memory 
or I/O read cycle. 
This line is the read strobe signal when the CPU 
reads data from a memory or 1/O device. 
This line is active low. 
This line is high impedance during hold acknowl- 
edge. 


READY 

READY: Input 
This line indicates to the CPU that an addressed 
memory or |/O device is ready to read or write. 
This line is active high. 
IF the setup and hold time are outof specification, 
an illegal operation will occur. 


INTR 

INTERRUPT REQUEST: Input 
This line is a level triggered interrupt request signal 
which is sampled during the iast clock cycle of 
instruction and string manipulations. 
It can be internally masked by software. 
This signal is active high and internally synchro- 


nized. 
TEST 
TEST: Input 


This line is examined by a “WAIT” instruction. 
When TEST is high, the CPU enters an idle cycle. 
When TEST is low, the CPU exits an idle cycle. 





NMI 
NON MASKABLE INTERRUPT: Input 
This line causes a type 2 interrupt. 
NM1 is not maskable. 
This signal is internally synchronized and needs a 2 
clock cycle pulse width. 


RESET 

RESET: Input . 
This signal causes the CPU to initialize immediately. 
This signal is active high and must be at least four 
clock cycles. 


CLK 

CLOCK: Input 
This signal provide the basic timing for an internal 
circuit. . 


MN/MX | 

MINIMUM/MAXIMUM: Input 
This signal selects the CPU's operate mode. 
When Vcc is connected, the CPU operates in 
minimum mode. 
When GND is connected, the CPU operates in 
maximum mode. 


Vcc 
Vcc +5¥V supplied. 


GND 
GROUND 


The following pin function descriptions are for 
maximum mode only. 
Other pin functions are already described. 
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SO, S1, $2 

STATUS: Output | 
These lines indicate bus status and they are used by 
the MSM82C88 Bus Controller to generate all 
memory and 1/O access control! signals. 
These lines are high impedance during hold 
acknowledge. 
These status lines are encoded as shown. 


| sz 87] 80] Characteristics 
Ferwow?| 0 | © | terupt acknowieae 
7 
Ci [ro | wie voron 
nc 
1 (HIGH) 0: Ot Code Access 
0 Read Memory 
[0 [Write Memory 
ne 

















ROQ/GTO 

RQ/GT1 

REQUEST/GRANT: Input/Output 
These lines are used for Bus Request from other 
devices and Bus GRANT to other devices. 
These lines are bidirectional and active low. 


LOCK 
LOCK: Output 
This line is active low. 


When this line is low, other devices can not gain 
control of the bus. 


This line is high impedance during hold acknowl- 
edge. 


QSs0/QS$1 

QUEUE STATUS: Output 
These are Queue Status Lines that indicate internal 
instruction queue status. 


(as; [aso] craacernics 


First Byte of Op Code from 
0 1 
Queue 


1 (HIGH); O Empty the Queue 
2a ee Subsequent Byte from Queue 














The following pin function descriptions are mini- 
mum mode only. Other pin functions are already 
described. 


10/M 
STATUS: Output 


This line selects memory address space or I/O 
address space. 
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When this line is low, the CPU selects memory 
address space and when it is high, the CPU selects 
I/O address space. | 

This line is high impedance during hold acknowl- 
edge. 


WR 


WRITE: Output 
This line indicates that the CPU is in a memory or 
1/O write cycle. 
This line is a write strobe signal when the CPU 
writes data to memory or an 1/O device. 
This line is active low. 
This line is high impedance during hold acknowl- 
edge. 


INTA 

INTERRUPT ACKNOWLEDGE: Output 
This line is a read strobe signal for the interrupt 
accknowledge cycle. 
This line is active low. 


ALE 

ADDRESS LATCH ENABLE: Output 

| This line is used for latching an address into the 
MSM82C12 address latch it is a positive pulse and 
the trailing edge is used to strobe the address. This 
line in never floated. . . 


DT/R 

DATA TRANSMIT/RECEIVE: Output 
This line is used to control the direction of the bus 
transceiver. 
When this line is high, the CPU transmits data, 
and when it is low, the CPU receive data. 
This line is high impedance during hold acknowl- 
edge. 


DEN 

DATA ENABLE: Output 
This line is used to contro! the output enable of 
the bus transceiver. , 
This line is active low. This line is high impedance 
during hold acknowledge. 


HOLD 

HOLD REQUEST: Input 
This line is used for a Bus Request from an other 
device. 
This line is active high. 


HLDA 

HOLD ACKNOWLEDGE: Output 
This line is used for a Bus Grant to an other 
device. 
This line is active high. 


sso 

STATUS: Output : 
This line is logically equivalent to SO in the maxi- 
mum mode. 
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STATIC OPERATION 


All MSM80C88A circuitry is.of static design. Inter- 
nal registers, counters and latches are static and require 
no refresh as with dynamic circuit design. This elimi- 
nates the minimum operating frequency restriction 
placed on other microprocessors. The MSM80C88A can 
operate from DC to the appropriate upper frequency 
limit. The processor clock may be stopped in either 
state (high/low) and held there indefinitely. This type of 
operation is especially useful for system debug or power 
critical applications. 


The MSM80C88A can be signal stepped using only 
the CPU clock. This state can be maintained as long as is 
necessary. Single step clock operation allows simple 
interface circuitry to provide critical information for 
bringing up your system. 


Static design also allows very low frequency opera- 
tion (down to DC). In a power critical situation, this 
can provide extremely l!ow power operation since 
80C88A power dissipation is directly related to operating 
frequency. As the system frequency is reduced, so is the 
operating power until, ultimately, at a DC input fre- 
quency, the MSM80C88A power requirement is the 
standby current (500 vA maximum). 


FUNCTIONAL DESCRIPTION 


GENERAL OPERATION 

The internal function of the MSM80C88A consist 
of a Bus Interface Unit (BIU) and an Execution Unit 
(EU). These units operate mutually but perform as 
separate processors. 


Memory Organization 


|cooe SEGMENT 


XXX XOH 


STACK SEGMENT 


SEGMENT 
REGISTER FILE 


EXTRA DATA 


SEGMENT 


DATA SEGMENT 





The BIU performs instruction fetch and queueing, 
operand fetch, DATA read and write address relocation 
and basic bus control. By performing instruction pre- 
fetch while waiting for decoding and execution of 
instruction, the CPU's performance is increased. Up to 
4-bytes fo instruction stream can be queued. 

EU receives pre-fetched instructions from the BIU 
queue, decodes and executes instructions and provides 
an un-relocated operand address to the BIU. 


MEMORY ORGANIZATION 

The MSM80C88A has a 20-bit address to memory. 
Each address has 8-bit data width. Memory is organized 
OOOOOH to FFFFFH and is logically divided into four 
segments: code, data, extra data and stack segment. 
Each segment contains up to 64 Kbytes and locates on 
a 16-byte boundary. (Fig. 3a) 

All memory references are made relative to a seg- 
ment register according to a select rule. Memory loca- 
tion FFFFOH is the start address after reset, and OOOOOH 
through OOSFFH are reserved as an interrupt pointer. 
There are 256 types of interrupt pointer; 

Each interrupt type has a 4-byte pointer element 
consisting of a 16-bit segment address and a 16-bit 
offset address. 


Reserved Memory Locations 


FFFFFH 
RESET BOOTSTRAP 


PROGRAM JUMP 
FFFFOH 


INTERRUPT POINTER 
FOR TYPE 255 


INTERRUPT POINTER 
: FOR TYPE 1 


INTERRUPT POINTER] 3H 
FOR TYPE O 
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MINIMUM AND MAXIMUM MODES 

The MSM80C88A has two system modes: mini- 
mum and maximum. When using the maximum mode, it 
is easy to organize a multiple-CPU system with the MSM 
82C88 Bus Controiler which generates the bus control 
signal. 

When using the minimum mode, it is easy to orga- 
nize a simple system by generating the bus control 
signal itself. MN/MX is the mode select pin. Definition 
of 24—31, 34 pin changes depends on the MN/MX pin. 


BUS OPERATION 

The MSM80C88A has a time multiplexed address 
and data bus. If a non-multiplexed bus is desired for the 
system, it is only needed to add the address latch. 

A CPU bus cycle consists of at least four clock 
cycles: T1, T2, T3 and T4. (Fig. 4) 

The address output occurs during T1, and data 
transfer occurs during T3 and T4. T2 is used for chang- 
ing the direction of the bus during read operation. When 
the device which is accessed by the CPU is not ready 
to data transfer and send to the CPU “‘NOT READY” is 
indicated TW cycles are inserted between T3 and T4. 

When a bus cycle is not needed, T1 cycles are 
inserted between the bus cycles for internal execution. 
At the T1 cycle an ALE signal is output from the CPU 
or the MSM82C88 depending in MN/MX. at the trail- 
ing edge of an ALE, a valid address may be latched. 
Status bits SO, S1 and S2 are uased, in maximum mode, 
by the bus controller to recognize the type of bus 
operation according to the following table. 


Percom] o[ 0 | iieruprscknoneose 
ae Es Read 1/O 
atl: Write I/O 


1 Halt 


1 (HIGH) Fo | 0} Instruction Fetch 


fe al aa Read Data from Memory 
a ae ee Write Data to Memory 
re ees Passive (no bus cycle) . 
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Memory Reference Need . Segment Register Used . _ Segment Selection Rule’ . 
CODE (CS) . Automatic with all instruction prefetch. . 


External (Global) Data EXTRA (ES) 








All stack pushes and pops. Memory references | 
relative to BP base register except data references. 


Data references when relative to stack, destination 


of string operation, or explicitly overridden. 


Destination of string operations: Explicitly selected 
using a segment override. 





Status bit S3 through S6 are multiplexed with 
A16—A19, and therefore they are valid during T2 
through T4. S3 and S4 indicate which segment register 
was selected on the bus cycle, according to the follow- 


ing table. 


0 (LOW) ea Alternate Data (Extra Segment) 


i 1 Stack 
oe 


















Code or None 


$5 indicates interrupt enable Flag. 


1/O ADDRESSING . 

The MSM80C88A has a 64 Kbyte 1/O. When the 
CPU accesses an !/O device, address AO—A15 are in 
same format as a memory access, and A16--A19 are low. 

1/O ports address are same as four memory. 


nnn CPU-MSM80C88A-10R S/GS/JS | 


Basic System Timing 


(4+ N*WAIT) = TCY (4+ N*WAIT) = TCY 


GOES INACTIVE IN THE 
STATE JUST PRIOR TO T4 


CLK 


a ee 
seo | L____IUT 


TATU + S6—S3 S6—S3 
ADDR A15—A8 A15—A8 


BUS RESERVED D7—DO 
A7—AO FOR DATA IN VALID 


oe DATA OUT (D7-D0) }- 








READY READY 


on ||| a Kia 


WAIT WAIT 


DT/R 


MEMORY ACCESS 
TIME 


WR | 
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EXTERNAL INTERFACE 


RESET 

CPU initialization is executed by the RESET pin. 
The MSM80C88A’s RESET High signal is required for 
greater than 4 clock cycles. 

The rising edge of RESET terminates the present 
operation immediately. The falling edge of RESET 
triggers an internal reset requence for approximately 10 
clock cycles. After internal reset sequence is finished, 
normal operation begins from absolute location FFFFOH. 


INTERRUPT OPERATIONS 

The interrupt operation is classified as software or 
hardware, and hardware interrupt is classified as non- 
markable or maskable. 

An interrupt causes a new program location which 
is defined by the interrupt pointer table, according to 
the interrupt type. Absolute location OOOQOOH through 
OO3FFH is reserved for the interrupt pointer table. The 
interrupt pointer table consists of 256-elements. Each 
element is 4 bytes in size and corresponds to an 8-bit 
type number which is sent from an interrupt request 
device during the interrupt acknowledge cycle. 


NON-MASKABLE INTERRUPT (NMI) 

The MSM80C88A has a non-maskable Interrupt 
(NM1) which is of higher priority than a maskable 
interrupt request (INTR). 

An NM1 request pulse width needs minimum of 2 
‘clock cycles. The NM1 will be serviced at the end of the 
current instruction or between string manipulations. 
MASKABLE INTERRUPT (INTR) 

The MSM80C88A_ provides another interrupt 
request (INTR) which can be masked by software. 
INTR is level triggered, so it must be held until interrupt 
request is acknowledged. 

The INTR will be serviced at the end of the current 
instruction or between string manipulations. 


Interrupt Acknowledge Sequence 


INTERRUPT ACKNOWLEDGE | 

During the interrupt acknowledge sequence, 
further interrupts are disabled. The interrupt enable bit 
is reset by any interrupt, after which the Flag register is 
automatically pushed onto the stack. During an acknow- 
ledge sequence, the CPU emits the lock signal from T2 
of first bus cycle to T2 of second bus cycle. At the se- 


_cond bus cycle, a byte is fetched from the external 


device as a vector which identifies the type of inter- 
rupt. This vector is multiplied by four and used as an 
interrupt pointer address (INTR only). | 

The interrupt Return (RET) instruction includes 
a Flag pop operation which returns the original inter- 
rupt enable bit when it restores the Flag. 


HALT | 

When a Halt instruction is executed, the CPU enter 
Halt state. An interrupt request or RESET will force the 
MSM80C88A out of the Halt state. 


SYSTEM TIMING —MINIMUM MODE 

A bus cycle begins at T1 with an ALE signal. The 
trailing edge of ALE is used to latch the address. From 
T1 to T4 the 1O/M signal indicates a memory or 1/O 
operation. From T2 to T4, the address data bus changes 
the address bus to the data bus. 

The read (RD), write (WR), and interrupt acknowl- 
edge (INTA) signals caused the addressed device to 
enable the data bus. These signals become active at the 
beginning of T2 and inactive at the beginning of T4. 


SYSTEM TIMING—MAXIMUM MODE 

In maximum mode, the MSM82C88 Bus Controller 
is added to system. The CPU sends status information to 
the Bus Controller. Bus timing signals are generated by 
the Bus Controller. Bus timing is almost the same as in 
minimum mode. 


| 71 | T2 | T3 | Taft] 11 | T2 | 73 | T4 | 


INTA \ 
FLOAT 
ADO—AD7 
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a. 


TYPE VECTOR 


BUS HOLD CIRCUITRY 


To avojd high current conditions caused by float- 
ing inputs to CMOS devices, and to eliminate the need 
for pull-up/down resistors, ‘‘bus-hold’’ circuitry has 
been used on 80C86 pins 2—16, 26—32, and 34—39 
(Figures 6a, 6b). These circuits will maintain the last 
valid logic state if no driving source is present (i.e. an 
unconnected pin or a driving source which goes to a 
high impedance state). To overdrive the ‘‘bus 
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hold” circuits, an external driver must be capable of 
supplying approximately 400 yuwA minimum sink or 
source current at valid input voltage levels. Since this 
“pus hold” circuitry is active and not a ‘‘resistive’’ type 
element, the associated power supply current is negli- 
gible and power dissipation is significantly reduced 
when compared to the use of passive pull-up resistors. 


“PULL-UP/PULL-DOWN” 


OUTPUT 
DRIVER 


INPUT 
BUFFER 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 


Input Buffer exists only on I/O pins 





Figure 6a. Bus hold circuitry pin 2-16, 35-39. 


“PULL-UP” 


OUTPUT 
DRIVER 


Vcc 


Perea e a = 


INPUT 
BUFFER 


bee ae @ o @ 


EXTERNAL 
PIN 


INPUT 


PROTECTION 


CIRCUITRY 





Input Buffer exists only on 1/0 pins 








Figure 6b. Bus hold circuitry pin 26-32, 34 
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DATA TRANSFER 





MOV = Move: 76543 210:i7 6543210376543 2103765 4321 «0 
Register/memory to/from register 100 01 0d w mod reg r/m 

Immediate to register/memory 11000 1 1 wimod 0 0 0-— f/m data 
immediate to register 10 1 141 we reg data data if w=1 
Memory to accumulator 1010000 w addr-low addr-high 
Accumulator to memory 10 1000'1 w addr-low addr-high 
Register/memory to segment register 100 0 1 1 +1 0| mod O reg r/m 

Segment register to register/memory 100 0 1.1 0 0} mod O reg r/m 

PUSH = Push: 

Register/memory 1414 14 4 1 1 14)mod 1:1 °0— ¢r/m 

Register 0101 +0 reg 

Segment register 0 O O ‘Teg 1 1 0 

POP = Pop: 

Register/memory 10001 1 1 =1}/mod 0 0 O:— r/m 

Register 0101 1 reg 

Segment register 0 0 O reg 1 #1 =1 

XCHG = Exchange: 

Register/memory with register 100 0 0 1 1 wj mod ~ reg r/m 

Register with accumulator 1001 0 reg 

IN = Input from: 

Fixed port 17131001 0 w port 

Variable port 1110311 0w 

OUT = Output to: 

Fixed port 1171310071 1 Ww port 

Variable port 1110311 41w 

XLAT = Translate byte to AL 1171031014 1 ~=«71 

LEA = Load EA to register 100 01 1 0 1] mod reg r/m 

LDS = Load pointer to DS 110001 0 1 mod reg r/m 

LES = Load pointer to ES 11000 1 0 QO| mod reg r/m 

LAHF = Load AH with flags 100131 1 41 ~«21 

SAHF = Store AH into flags 100 1 141 1 1 «0 

PUSHF = Push flags 1003131310 0 

POPF = Pop flags 10011 1 0 1 


Sf/SD/SHOL-V889D08INSIN-:Ndd # 
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ARITHMETIC 


ADD = Add: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


ADC = Add with carry: 


Reg./memory with register to either 
Immediate to register/memory 
Immediate to accumulator 


INC = Increment: 


Register/memory 

Register 

AAA = ASCII adjust for add 
DAA = Decimal adjust for add 


SUB = subtract: 


Reg./memory and register to either 
Immediate from register/memory 
Immediate from accumulator 


SBB = Subtract with borrow: 


Reg./memory and register to either 
immediate from register/memory 
Immediate from accumulator 


DEC = Decrement: 


Register/memory 
Register 
NEG = Change sign 


CMP = Compare: 


Register/memory and register 
Immediate with register/memory 
Immediate with accumulator 
AAS = ASCII adjust for subtract 


data data if s:w = 01 
data if w 


data data if s:w = 01 
data if w 


data data if s:w = 01 
data if w= 1 


data data if s:w = 01 
data if w= 1 


data data if s:w = 01 
data if w = 1 
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DAS = Decimal adjust for subtract 
MUL = Multiply (unsigned) 

JMUL = Integer multiply (signed) 
AAM = ASCII adjust for multiply 
DIV = Divide (unsigned) 

IDV = Integer divide (signed) 

AAD = ASCII adjust for divide 

CBW = Convert byte to word 

CWD = Convert word to double word 


0 
1 
1 
1 
1 
1 
1 
1 
1 


ooo? ]0224 — 


re ee ee er a a | 


-=-=OO0000=— 


oo 2] =| = BS et wt 


oo oO 272/090 — = 





Sf/SD/SHOL-V88908WSIN-Ndd = 
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LOGIC 


NOT = Invert 

SHL/SAL = Shift logical/arithmetic left 
SHR = Shift logical right 

SAR = Shift arithmetic right 

ROL = Rotate left 

ROR = Rotate right 

RCL = Rotate left through carry 

RCR = Rotate right through carry 


AND = And: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


TEST = And function to flags, no result: 


Register/memory and register 
Immediate data and register/memory 
Immediate data‘and accumulator 


OR = Or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


XOR = Exclusive or: 


Reg./memory and register to either 
Immediate to register/memory 
Immediate to accumulator 


STRING MANIPULATION 


REP = Repeat 
MOVS = Move byte/word 
CMPS = Compare byte/word 


SCAS = Scan byte/word 
LODS = Load byte/word to AL/AX 
STOS = Store byte/word from AL/AX 


wh et et od ott ot = od 


ee ee ee ee ee ee | 


ooo Qo 000 = 


ee ee ee ee ee ee ee | 


ooo oqo 00 00 


oooo0o0oo°o = 


<<< << < << o 


2223s 22 2 & 


oooo +++ 0 


- O--"~ O- = OC OO 


data 
data if :‘w = 1 


data 
data if w = 1 


data 
data if w= 1 


data 
data if w = 1 


data if w= 1 


data if w = 1 


data if w = 1 


data if w = 1 
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CJMP = Conditional JMP 


JE/JZ = Jump on equal/zero 

JZ/JNGE = Jump on less/not greater or equal 
JLE/JNG = Jump on less or equal/not greater 
JB/JNAE = Jump on below/not above or equal 
JBE/JNA = Jump on below or equal/not above 
JP/JPE = Jump on parity/parity even 

JO = Jump on over flow 

JS = Jump on sign 


| JNE/JNZ = Jump on not equal/not zero 


JNL/JGE = Jump on not less/greater or equal 
JNLE/JG = Jump on not less or equal/greatei 
JNB/JAE = Jump on not below/above or equal 
JNBE/JA = Jump on not below or equal/above 
JNP/JPO = Jump on not parity/parity odd 
JNO = Jump on not overflow 


| JNS = Jump on not sign 


LOOP = Loop CX times 

LOOPZ/LOOPE = Loop while zero/equal 
LOOPNZ/LOOPNE = Loop while not zero/equal 
JCXZ = Jump on CX zero 


INT = Interrupt: 


Type specified 

Type 3 . 

INTO = Interrupt on overflow 
IRET = Interrupt return 


PROCESSOR CONTROL 


CLC = Clear carry 


1 CMC = Complement carry 


STC = Set carry 
CLD = Clear direction 
STD = Set direction 


CLI = Clear interrupt 

STI = Set interrupt 

HLT. = Halt 

WAIT = Wait 

ESC = Escape (to external device) 
LOCK = Bus lock prefix 


we me Oo0ooeooeocnoccece0o0e0o0°0o 3} 


ee ee ee ee ee ee ee ee ee ee 


Geet A ee ee ee ee er ee ee ee ee ee ee ee ee ee a ee SY 


ee ee ee ee ee ee ee ee ee ee ee ee ee | 


= 00 2 2 2 2 = — = = 


O00 OO = @ a Bw ew ew BW Se sa ese 


Cin te Se 


oo0ooo}r-o0o0or/0 02770-00070 


Cox On OO] =]0=0 


ooooo0oo0oefr-cr/rerreoao0ndcoer Of - = 


-0C0-00224-200002+--=00 


ox et OP Boaoddeocdesa9 


= 0 =| O 22 &=& aia eB wB ew ww OO CO OO0OC OO 
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CONTROL TRANSFER 


CALL = Call: 

Direct within segment 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


JMP = Unconditional Jump: 


Direct within segment 
Direct within segment-short 
Indirect within segment 
Direct intersegment 


Indirect intersegment 


RET = Return from CALL: 


Within segment 


Within seg. adding immediate to SP 


intersegment 


Intersegment adding immediate to SP 


765 43 2 1 
disp-low 
mod O 1 O r/m 
offset-low 
seg-low 
Oo 1 1 


disp-low 
disp 
1 0 0 
offset-low 
seg-low 
10 1 


data-low 


data-low 


017654321 
disp-high 


offset-high 
seg-high 


disp-high 


offset-high 
seg-high 


data-high 


data-high 


0|7 65 43 2 


1 


0 
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= CPU-MSM80C88A-10RS/GS/JS = 


Footnotes: 


AL = 8-bit accumulator 

AX = 18-bit accumulator 

CX = Count register 

DS = Data segment 

ES = Extra segment 

Above/below refers to unsigned value 

Greater = more positive 

Less = less positive (more negative) signed value 

If d= 1 then ‘to’ reg: If d= 0 then “‘from’”’ reg. 

If w = 1 then word instruction: If w = 0 then byte instruction 


If mod = 11 then r/m is treated as a REG field 

If mod = 00 then DISP = 0*, disp-low and disp-high are absent 

If mod = 01 then DISP = disp-low sign-extended to 16-bits, disp-high is absent 
If mod = 10 then DISP = disp-high: disp-low 


If r/m = 000 then EA = (BX) + (SI) + DISP 

If r/m = 001 then EA = (BX) + (DI) + DISP 

if r/m = 010 then EA = (BP) + (St) + DISP 

if r/m = 011 then EA = (BP) + (DI) + DISP 

If r/m = 100 then EA = (SI) + DISP 

If r/m = 101 then EA = (DI) + DISP 

If r/m = 110 then EA = (BP) + DISP* 

If r/m = 111 then EA = (BX) + DISP 

DISP follows 2nd byte of instruction (before data if required) 


* except if mod = 00 and r/m = 110 then EA-disp-high: disp-low 


If s:w = 01 then 16 bits of immediate data form the operand 

If s:w = 11 then an immediate data byte is sign extended to form the 16-bit operand 
if v= O then “count” = 1: If v= 1 then “count” in (CL) | 

x = don't care 

z is used for string primitives for comparison with ZF FLAG 


SEGMENT OVERRIDE PREFIX 
001 reg 110 


REG is assigned according to the following table: 





16-Bit (w= 1) 8-Bit (w= 0) Segment 
000 AX 000 AL OO ES 
001 CX 001 CL 01 CS 
010 DX 010 ODL 10 SS 
011 BX 011 BL 11 DS 
100 SP 100 AH 
101 BP 101 CH 
110 SI 110 DH 
111 DI 111 BH 


Instructions which reference the flag register file as a 16-bit object use the symbol FLAGS to represent the file: 


FLAGS = x:x:x:x: (OF): (DF): (1F):(TF):(SF):(ZF):X:(AF):X:(PE):X (CF) 
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OKI semiconductor 


MSM81C55RS/GS/JS 
MSM81C55-5RS/GS/JS 


2048 BIT CMOS STATIC RAM WITH I/O PORTS AND TIMER 





GENERAL DESCRIPTION 


The MSM81C55/81C55-5 have 2k bits of static RAM (256 byte) with parallel 1/O ports and a timer. It uses 
silicon gate CMOS technology and consumes a standby current of 100 micro ampere, maximum, while the chip is not 
selected. Featuring a maximum access time of 400 ns, the MSM81C55/81C55-5 can be used in an 80C85A/80C85A-2 
system without using wait states. The parallel 1/O consists of two 8-bit ports and one 6-bit port (both general pur- 
pose). The MSM81C55/81C55-5 also contains a 14-bit programmable counter/timer which may be used for sequence- 
wave generation or terminal count-pulsing. 


FEATURES 
@ High speed and low power achieved with silicon gate e RAM data hold characteristic at 2V 
CMOS technology. © 6-bit programmable |/O port (port C) 
e@ 256 words x 8 bits RAM @ 14-bit programmable binary counter/timer 
@ Single power supply, 3 to 6V @ Multiplexed address/data bus 
e Completely static operation e Direct interface with MSM80C85A 
e@ On-chip address latch e Direct interface with MSM80C85A-2 (MSM81C55-5) 
e@ 8-bit programmable !/O ports (port A and B) @ 40 pin Plastic DIP (DIP40-P-600) 
@ TTL Compatible @44 pin PLCC (QFJ44-P-S650) 


® 44 pin Plastic QFP(QFP44-P-910-K) 
@ 44 pin-V Plastic QFP(QFP44-P-910-VK) 


FUNCTIONAL BLOCK DIAGRAM 


» | 
TIMER IN Vcc (+5V) 
TIMER OUT GND (Ov) 
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PIN CONFIGURATION 





MSM81C55RS (Top View) — PC; Veo 
MSM81C55-5RS PC, PC, 
40 Load Plastic DIP TIMER IN. eB) PC, 
7 RESET PCy 
PC. PB, 
TIMER OUT PBg 
10/M a] PBs 
CE PB, 
RD PB3 
WR PB, 
ALE PB, 
ADo 33 PBo . 
AD, B] PA, 
AD, PA. 
AD3 [15] B] PAs 
AD, [ie PA, 
ADs [i7] PA; 
AD, 8) PA2 
AD7 U9 122) PA, 
GND 220 21) PAg 
z 
i a Y (ort 
Sues Solos ses 
444 39 
TIMER OUT C—— 1 ERS MSM81C55GS (Top View) 
to/M C—— 2 fet MSM81C55-5GS 
a = ; os 44 Lead Plastic Flat Package 
WR OS PB. 
ALE C7 6 PB, 
ADyp (7 PBo 
AD, ———— 8 PA, 
AD, ———4 9 PAgs 
AD; CJ 10 PAs 
N.c C411 PAg 





of} RESET 
® 1) TIMER-IN 
w f} PC4 
nN 0) PC3 
N VCC 
) PC2 
i} PC1 
1) PCO 
1} PB7 


Te) 
oO 
a 
6 








PB6 


TIMER-OUTQ 7 

10/Mq PB5 
MSM81C55JS (Top View) CE U9 PB4 
MSM81C55-5JS RDQ 10 PB3 
44 Pin Plastic Leaded Chip Carrier Wad 11 PB? 
N.C. 12 N.C. 
ALEQ13 PB1 
ADO] 14 PBO 
AD1\15 PA7 
AD2{] 16 PAG 
AD3Q) 17 PAS 

agasaz2eragx 

<£2dqqqoanaa a 
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ABSOLUTE MAXIMUM RATINGS 


Limits 
Parameter Symbol | Conditions | \jsmg1C55RS |MSM81C55GS_ | MSM81C55JUS Unit 
MSM81C55-5RS |MSM81C55-5GS| MSM81C55-5JS 
“051077 
Referenced 
Output Voltage VouT | ig enn -0.5 to Voc + 0.5 



























OPERATING CONDITION 


Supply Voltage 
Operating Temperature 










= 
“010 88 





RECOMMENDED OPERATING CONDITIONS 


ee 
Supply Votoms @iG58) | voc | 48] s | 88 |v 


Operating Temperature 


“L" Level Input ee Se ee 
“H” Level Input ee ee ee ee 
Supply Voltage (@1¢86-5) | Vcc | 475 | 















Operating Temperature 
(81C55-5) 


DC CHARACTERISTICS 


[rererer | Svmbot 
“L’ Level Output Voltage lo. = 2mA 


1IOH = —400uA 
“H" Level Output Voltage VOH 
1OH = —40nA 
Vcc =:4.5V to 
| 


Input Leak Current 0<Vin SVec 55V 
Output Leak Current 0<VouTS Vcc | t3=-40°c to 


CE 2 Vcc-0.2V 85°C 
Standby Current lccs | Vin 2 Voc-0.2v 
Vit < 0.2V 


Mean Operating Current la cycle time: 
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AC CHARACTERISTICS 
(Vcc = 4.5 to 5.5V, Ta= -40 to +80°C) MSM81C55H 
(Voc=4.75 to 5.25V, Ta=—40 to +70°C) MSM81C55-5 


MSM81C55 MSM81C5E5-5 . 


37 








' 
t 







Parameter — Symbol 


Address/latch Set-up Time | 


> 


- - o> + 7 Coad 
oO Dv ir 
a 0 19 |> ir ft 


Latch/address Holt Time | L 


_ Latch/read (write) Delay Time 


O 
Ww 
Oo 


Read/output Delay Time 


_ 
J 


o> 


Address/output Delay Time ; 
Latch Width 
Read/data Bus Floating Time 


A 
L 
tRDF 

t 


0 





2 


0 


rr 
nn ” 


Read (write)/latch Delay Time 
Read (write) Width 


N 
oO 
o 


Data In/write Set-up Time tow 
Write/data-in Holt Time 


Recovery Time R 






Write/port Output Delay Time 


~ 
oO 


Port Input/read Set-up Time | Load capaci- 


tance: 150pF 


O 


Read/port Input Hold Time 
Strobe/buffer Full Delay Time 
Strobe Width 

Strobe/buffer Empty Delay Time 


_tSBF 








Strobe/interrupt-on Delay Time 


” 


ie) 
f 
© 


Read/interrupt-off Delay Time 


Port Input/strobe Set-up Time tpss 





Strobe/port-input Hold Time 


& 
© 


Strobe/buffer-empty Delty Time 0 


Write/buffer-full Delay Time tWBF 


Write/interrupt-off Delay Time W 





Time Output Delay Time Low 


oa 
a | 
- 


fn 
I ~— 


-Time Output Delay Time High tT 


Read/data Buse Enable Delay Time 


Timer Cycle Time 320 


tcyc | 
tr, tf 






Timer Input Rise and Fall Times 


Timer Input Low Level Time 


~ 
oO 


Timer Input High Level Time 
WRITE to TIMER-IN 
for writes which start counting 


TIMER-IN to WRITE 
for wites which start counting 





200 200 


é 
— 





a 
= 





Note: Timing are measured with Vi = 0.8V and Vy = 2.2V for both input and output. 
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TIMING 
Read Cycle 


. a. 
y ADDRESS _ ¢ 
tAL tLA 


oe: 
tL nT, 
tRD 


tCL 
tcc ——tRV 





Write Cycle 


Kf earavanre 
TAL 'LA 


tpw TCL 


tLL tLC 
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‘Strobe Input Mode 





BF 


™ Me 
” re ws 
an 


tpss |tPHS 


INPUT DATA 7 
\ 3 
FROM PORT x | K 


Strobe Output Mode 





BF 


STROBE 


WR 


OUTPUT DATA 
TO PORT 
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Basic input Mode 


PORT INPUT 


DATA BUS 





Basic Output Mode 


PORT OUTPUT 


Note: The DATA BUS timing is the same as the read and write cycles. 





Timer Waveforms 1 


Load Counter from Load Counter from 

Count length register Count length register 

| 2 | 1 5 4 3 | 2 | 1 5 

tf tg 7 (T.C.) 
TIMER IN 
ty ty 
tCYC 
TIMER OUT \ (note) / 
(pulse) ee 
tTH 
TIMEROUT \ (note) / 
(square wave) Nai ea ceca ee 
TTL tTH 


Count down (5—>1) 


Note: Periodically output according to the output mode (m1=1) programming contents. 
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Timer Waveforms 2 


TIMER—START 


Timer—IN 





RAM DATA HOLD CHARACTERISTICS AT LOW SUPPLY VOLTAGE 


| Specification —_| 
Symbol Condition eee Unit 


Data Holding Supply Voltage VCCH Vin = OV or Vcc, ALE = OV | 20 | - | 


ec aa eure [-=[=[o 










Two ways to place device in standby mode: 
(1) Method using CE 


Standby mode 





‘ 
LS CTE? GE RO co SE CG Gee ep Cee 
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(2) Method using RESET 


tsu Standby mode tr 


V 
5V CC 


45V-——— a ——-——-—----— ) or 


Note: In this case, the C/S register is reset, the port is set into the input mode, and the timer stops. 





PIN FUNCTIONS 


A high level input to this pin resets the chip, places all three !/O ports in the input mode, 
resets all output latches and stops timer. 


Negative going edge of the ALE (Address Latch Enable) input latches ADg~7, 1O/M, and 
CE signals into the respective latches. 


Three-state, bi-directional address/data bus. Eight-bit address information on this bus is read 
into the internal address latch at the negative going edge of the ALE. Eight bits of data can 
be read from or written to the chip using this bus depending on the state of the WRITE or 
READ input. 


When the CE input is high, both read and write operations to the chip are disabled. 


10/M A high level input to this pin selects the internal I/O functions, and a low level selects the 
memory. 
















If this pin is low, data from either the memory or ports is read onto the ADo ~7 lines de- 
pending on the state of the 10/M line. 







If this pin is low, data on lines ADg~7 is written into either the memory or into the seletted 
port depending on the state of the 10/M line. 


PAg~7 General-purpose !/O pins. Input/output directions can be determined by programming the 
(PBy~7) command/status (C/S) register. 


Three pins are usable either as general-purpose !/O pins or control pins for the PA and PB 
ports. When used as control pins, they are assigned to the following functions: 

PCO: A INTR (port A interrupt) 

PC1: A BF (port A full) 

PC2: A STB (port A strobe) 

PC3: BINTR (port B interrupt) 

PC4: B BF (port B buffer full) 

PC5: BSTB (port B strobe) 


TIMER IN Input to the counter/timer 
Timer output. When the present count is reached during timer operation, this pin provides 


TIMER OUT — 
a square-wave or pulse output depending on the programmed control status. 


[oe Pe 
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OPERATION e Two 8-bit !1/O ports (PA and PB) and a 6-bit 1/O port 
(PC) 
Description | © 14-bit timer counter 
The MSM81C55 has three functions as described The internal register is shown in the figure below, 


below. 
@ 2K bit static RAM (256 words x 8 bits) 


and the !/O addresses are described in the table below. 


8-bit INTERNAL DATA BUS _ 


TIMER} TIMER 
MSB LSB 


STATUS | TIMER MODE 


1/O Address ; 
Selecting Register 


[0 | taal conmmaiane nai 
[Unies OnonA AL 





x: Don’t care. 
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(1) Programming the Command/Status (C/S) Register an I/O address of xxxxx000. Bit assignments for 
The contents of the command register can be the register are shown below: 
written during an 1/O cycle by addressing it with 


7 6 5 4 3 2 1 0 
fiwz [ww] eo [ea [roa [rev] re [ea 
aes ees 























Definition of PAg~7 i 0 = input 


Definition of PByg~7 1 = output 


00 = ALT1 See the port 
11=ALT2 control 
01=ALT3 _ |assignment 
10 = ALT4 table. 


Definition of PCg~s5 


0 = disabled 


Port A interrupt enable = enabled 
Port B interrupt enable 


00 = NOP: Does not affect counter operations. 


01 = STOP: Stops the timer if it is running. 
NOP if the timer is not running. 


Timer command 10 = STOP AFTER TC: Stops the timer when it 
reaches TC, 


NOP if the timer is not 
running. 


11=START: If the timer is not running, loads the 
mode and the count length, and 
immediately starts timer operation. 
If the timer is running, loads a new. 
mode and the count length, and starts 
timer operation immediately after TC 
is reached. 


Port Control Assignment Table 


PCs; Output port 
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(2) Reading the C/S Register 
The I/O and timer status can be accessed by 
reading the contents of the Status register located 


‘at I/O address xxxxx000. The status word format 
is shown below: 


<2 Ae ADs ADs, AD3 AD, AD, ADo 


INTE INTR) INTE NTR 
Dele eh 


Port A interrupt request 


Port A buffer full 

Port A interrupt enable 

Port B interrupt request 
Port B buffer full 

Port B interrupt enable 


Timer interrupt. This bit is set high when the timer 
reaches TC, and is reset when the C/S register is read 
or a hardware reset occurs. | 








(3) 


(4) 


(5) 


PA and PB Registers 

These registers may be used as either input or out- 
put ports depending on the programmed contents 
of the C/S register. They may also be used either 
in the basic mode or in the strobe mode. 

1/O address of the PA register: xxxxx001 

1/O address of the PB register: xxxxx010 

PC Register 

The PC register may be used as an input port, out- 
put port or control register depending on the 
programmed contents of the C/S register. The 1/O 
address of the PC register is xxxxx011. 

Timer ; 

The timer is a 14-bit down counter which counts 
TIMER IN pulses. 

The low order byte of the timer register has an |/O 
address of xxxxx100, and the high order byte of 
the register has an 1/O address of xxxxx101. 

The count length register (CLR) may be preset 
with two bytes of data. Bits 0 through 13 are 
assigned to the count length and bits 14 and 
15 specify the timer output mode. A read opera- 
tion of the CLR reads the contents of the counter 
and the pertinent output mode. The initial value 
range which can initially be loaded into the coun- 
ter is 2 through 3FFF hex. Bit assignments to the 
timer counter and possible output modes are 


‘shown in the following. 


Mo [Ms | Tia | Taz | Tu | Tro] To | Te | 
Beaceciachast ERECT Nes ee 


Output mode 


High order 6 bits of count length 


SRR Se AE CE | 


Low order byte of count length 
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My. My 

0 O Outputs a low-level signal in the latter 
half (Note 1) of a count period. 

Oo 1 Outputs a low-level signal in the latter 
half of a count period, automatically 
loads the programmed count length, 
and restarts counting when the TC value 
is reached. 

1 Q Outputs a pulse when the TC value is 
reached. 

1 1 Outputs a pulse each time the preset TC 
value is reached, automatically loads the 
programmed count length, and restarts 
from the beginning. 


Note 1: When counting an asymmetrical value 
such as (9), a high level is output during 
the first period of five, and a low level is 
output during the second period of four. 

Note 2: If an internal counter of the MSM81C- 


55RS/GS receives a reset signal, count 
operation stops but the counter is not 
set to a specific initial value or output 
mode. When restarting count operation 
after reset, the START command must 
be executed again through the C/S 
register. 


Note that while the counter is counting, you may 
load a new count and mode into the CLR. Before | 
the new count and mode will be used by the 
counter, you must issue a START command to the 
counter. 

Please note the timer circuit on the 81C55 is 
designed to be a square-wave timer, not a event 
counter. To achieve this, it counts down by twos 
twice in completing one cycle. Thus, its registers do 
not contain values directly representing the num- 
ber of TIMER IN pulse received. After the timer 
has started counting down, the values residing in 
the count registers can be used to calculate the 
actual number of TIMER IN pulse required to 
complete the timer cycle if desired. To obtain the 
remaining count, perform the following operations 
in order: 





1. STOP the counter 

2. Read in the 16bit value from the 
count registers. 

3. Reset the upper two mode bits 

4. Reset the carry and rotate right one 
position all 16 bits through carry 

5. lf carry is set, add % of the full origi- 
nal count (% full count-1 if full count 
is odd). 


1 5 


5 
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Note: If you started with an odd count and 
you read the count registers before the 
third count pulse occurs, you will not be 
able to recognize whether one or two 
counts have occurred. Regardless of this, 
the 81C55 always counts out the right 
number of pulses in generating the 


TIMER OUT waveforms. 


| 3 1 5 


, | 
| | 
TIMER OUT (SQUARE WAVE) | | , | 
| 


| | | | 
TIMER OUT (PULSE) : | | | | 


WR 


| | 
| | 
| | 
a START l ) ) ) ) 
5 1 3 4 | 2 5 3 4 


| (TC) | 
TIMER OUT (SQUARE WAVE) : | | | | | | | 
| 
] | — ! | 
TIMER OUT (PULSE) | | | | | | | 


Note: nis the value set in the CLR. 


Figures in the diagram refer to counter value. 


(6) Standby Mode (see page 7) 


The MSM81C55 is placed in standby mode when 
the high level at the CE input is latched during the 
negative going edge of ALE. All input ports and 
the timer input should be pulled up or down to 
either Vac or GND potential. 

When using battery back-up, all ports should be 
set low or in input port mode. The timer output 





should be set low. Otherwise, a buffer should be 
added to the timer output and the battery should 
be connected to the power supply pins of the 
buffer. 

By setting the reset input to a high level, the stand- 
by mode can be selected. In this case, the com- 
mand register is reset, so the ports automatically 
set to the input mode and the timer stops. 
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OKI semiconductor 


MSM81C55HRS/GS/JS 


2048 BIT CMOS STATIC RAM WITH I/O PORTS AND TIMER 








GENERAL DESCRIPTION 


The MSM81C55/H - have 2k bits of static RAM (256 byte) with. parallel 1/O ports and a timer. It uses 
silicon gate CMOS technology and consumes a standby current of 100 micro ampere, maximum, while the chip is not 
selected. Featuring a maximum access time of 400 ns, the MSM81C55/H can be used in an 80C85A/80C85A-2 
system without using wait states. The parallel 1/O consists of two 8-bit ports and one 6-bit port (both general pur- 
pose). The MSM81C55/H also contains a 14-bit programmable counter/timer which may be used for sequence- 
wave generation or terminal count-pulsing. 


FEATURES 
e High speed and low power achieved with silicon gate e@ RAM data hold characteristic at 2V 
CMOS technology. e 6-bit programmable 1/O port (port C) 
@ 256 words x 8 bits RAM © 14-bit programmable binary counter/timer 
e Single power supply, 3 to 6V e Multiplexed address/data bus __ 
e Completely static operation e Direct interface with MSM80C85AH (MSM81C55H) 
e On-chip address latch e Direct intcrfau nith MSM80C51F (16MHZ) | 
e 8-bit programmable !/O ports (port A and B) @ 40 pin Plastic DIP (DIP40-P-600) 
@ TTL Compatible @ 44 pin PLCC (OQFJ44-P-S650) 


@ 44 pin-V Plastic QFP (QFP44-P-910-VK) 


FUNCTIONAL BLOCK DIAGRAM 


| 
TIMER IN Vcc (+5V) 
TIMER OUT GND (0V) 
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PIN CONFIGURATION 


MSM81C55HRS (Top View) 


40 pin Plastic DIP 


= 
oc 
uw 
= 
a 


J 10 





I 11 
1213141516 171819 20 21 22 


sc cig 


-~O 0 2° 
aaa Ox ; 
eqqqG>reaaaZ 


MSM81C55HJS (Top View) 
44 pin Plastic Leaded Chip Carrier 





m= 1/O-MSM81C55HRS/GS/JS = 


PC; 
PC, 

TIMER IN 
RESET 

PCs 

TIMER OUT 
10/M 









PBs 
PBs é 
PB, MSM81 C55HGS (Top View) 
PB, 44 pin Plastic Quad Flat Package 
PB, 
PB, 
PBo 
PA, 
PAs 
PAs 
PA, 
< 
Te) u us t~moyVN 
Suzossoeess 
6 5 4 3 2 1 
TIMER-OUTQ 7 O 3910 PB6 
io/Mt 38 [1] PBS 
CE 37 {] PB4 
RDg 10 36 ]) PB3 
WRQ 11 1} PB2 
N.C.9 12 34 [J] N.C. 
ALEQ 13 PB1 
ADO] 14 32 [] PBO 
AOD1Q.15 31 f}] PA7 
AD2@ 16 PAG 
AD3Q 17 PAS 
ez22¢¢65aeec 8 
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ABSOLUTE MAXIMUM RATINGS 


™ 


Supply Voltage 
input Voltage | 
Referenced 
Output Voltage VOUT to GND -0.5 to Vcc + 0.5 
Storage Temperature -55 to + 150 












Conditions 






Limits 
Unit 
MSM81C55HS MSM81C55HGS || MSM81C55HJS 


‘ -0.5 to +7 Vv 
~0.5 to Vec + 0.5 | 












OPERATING CONDITION 







RECOMMENDED OPERATING CONDITIONS 


a 
[Sippy votage | ‘Veg [48] 5 










DC CHARACTERISTICS 


“L’ Level Output Voltage lot =2.5mA 
V 


OL 
“H” Level Output Voltage OH 













Input Leak Current 0<Vin < Voc 
Output Leak Current | 0< Vout < Vcc 


CE 2 Vcc-0.2V 
lccs | Vin = Vec-0.2V 
| Vit < 0.2V 
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Vcc =4.5V to 
5.5V 
Ta = -40°C to 
85°C 








Standby Current 








AC CHARACTERISTICS 
(Vcc = 4.5 to 5.5V, Ta = -40 to +80°C) MSM81C55H 


MSM81C55H 
ee en 


Letchaddress Hott Tine | ta | 
: 


















Reod/dat Bus Fost Time | tne _| 
Read wrtetchOslay Time | ou _| 
Freed wie wish | vg | 
[Data inte Serup Tine | tow _| 


Write/data-in Holt Time 




















Recovery Time 


[weitsivort Output Gay Tine | twp 
[Port inputend Setup Tine | tom 
[Rendfprt Input Hckd Tine | ta 
—- 
ce 







Load capaci- 
tance: 150pF 






WP 
-up Ti PR 
RP 
iss 
tee 
[Writefbutferfull Belay Tine | ewer | 
Timer input Rise and Fal Tes | tote | 
Timer Input Low Level Time |) | 40 
eran a; 
W 


WRITE to TIMER-IN ; 
for writes which start counting 


TIMER-IN to WRITE 
for wites which start counting 






Note: Timing are measured with V, = 0.8V and Vy = 2.2V for both input and output. 


= 1/O‘-MSM81C55HRS/GS/JS 
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TIMING 
Read Cycle 


DATA VALID 





Write Cycle 





XK omar 
y ADDRESS XK -»¥ DATA VALID "4 


TAL LA tpw tCL 


tRV 
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Strobe Input Mode 


BF 


STROBE 


RD 


INPUT DATA 
FROM PORT 


Strobe Output Mode 


BF 


STROBE 


WR 


OUTPUT DATA 
TO PORT 


= 1/O‘-MSM81C55HRS/GS/JS _ = 
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Basic Input Mode 


PORT INPUT 


DATA BUS 





Basic Output Mode 


DATA BUS 
PORT OUTPUT 


Note: The DATA BUS timing is the same as the read and write cycles. 





Timer Waveforms 1 


Load Counter from Load Counter from 


Count length register | Count length register 
| 2 | 1 , | 2 | 1 


(T.C.) 
TIMER IN 


TIMER OUT \ (note) / 
(pulse) Nis toy 


TIMEROUT \ (note) / 
(square wave) be a eee ae? 4 


TL 
Count down (5>1) 


Note: Periodically output according to the output mode (m1=1) programming contents. 
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Timer Waveforms 2 


TIMER—START 


Timer—IN 





RAM DATA HOLD CHARACTERISTICS AT LOW SUPPLY VOLTAGE 


| 
Item Symbol Condition Unit 
Typ. | Max. 


Data Holding Supply Voltage VCCH Vin = OV or Vcc, ALE = OV 


Data Holding Supply Current ICcH en : eee =0 = 


[secuptine dw | 
a ay 










Two ways to place device in standby mode: 
(1) Method using CE 





Standby mode 
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(2) Method using RESET 


tsu , Standby mode tr 


Vv 
5V cc 


45V-—-—-————- = oo 


Yoh? === === 


RESET 


Note: In this case, the C/S register is reset, the port is set into the input mode, and the timer stops. 





PIN FUNCTIONS 











Syne 
RESET A high level input to this pin resets the chip, places all three I/O ports in the input mode, 
resets all output latches and stops timer. 
Negative going edge of the ALE (Address Latch Enable) input latches ADy~7, 1O/M, and 
CE signals into the respective latches. 
ADo~7 Three-state, bi-directional address/data bus. Eight-bit address information on this bus is read 


into the internal address latch at the negative going edge of the ALE. Eight bits of data can 
be read from or written to the chip using this bus depending on the state of the WRITE or 
READ input. 


| oe When the CE input is high, both read and write operations: to the chip are disabled. 


10/M A high level input to this pin selects the internal I/O functions, and a low level selects the 
memory. 


If this pin is low, data from either the memory or ports is read onto the ADg ~7 lines de- 
pending on the state of the 10/M line. 













If this pin is low, data on lines ADg~7 is written into either the memory or into the seletted 
port depending on the state of the 10/M line. 





General-purpose !/O pins. Input/output directions can be determined by programming the 
command/status (C/S) register. 















Three pins are usable either as general-purpose |/O pins or control pins for the PA and PB 
ports. When used as control pins, they are assigned to the following functions: 

PCO: A INTR (port A interrupt) 

PC1: A BF (port A full) 

PC2: A STB (port A strobe) 

PC3: BINTR (port B interrupt) 

PC4: B BF (port B buffer full) 

PC5: BSTB (port B strobe) 


TIMER IN Input to the counter/timer 
Timer output. When the present count is reached during timer operation, this pin provides | 


TIMER OUT 
a square-wave or pulse output depending on the programmed control status. 
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OPERATION e Two 8it !/O ports (PA and PB) anda 6-it 1/O port 
(PC) 
Description @ 14-bit timer counter 
The MSM81C55H has three functions as described The internal register is shown in the figure below, 
below. d the !/O addresses are described in the table below. 


@ 2K bit static RAM (256 words x 8 bits) 


8-bit INTERNAL DATA BUS 


U 


COMMAND A vaee’ |. en” 
STATUS TIMER MODE 

















1/O Address 


ey ee 
DAE ee 
px tx [x [x |x Jo [0 [0 | tmternatcommandistatus register | 
fe pepe eet fp emaeewea pa 
bee eee oe lam me Oe ode Universal !/O port B (PB) 


1/O port C (PC) 


Timer count lower position 8 bits (LSB) 


eae Timer count upper position 6 bits and timer mode 2 bits 
(MSB) 






Selecting Register 
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(1) Programming the Command/Status (C/S) Register an 1/O address of xxxxx000. Bit assignments for 
The contents of the command register can be the register are shown below: 
written during an I/O cycle by addressing it with 


7 6 5 4 3 2 4 0 
five won] v8 [ea [roe [ror] ro | wa 
c=) 





















Definition of PAg~7 t O = input 


Definition of PBg~7 1 = output 


0OO=ALT1_ {See the port 
11=ALT2 _ |control 
01=ALT3 _ [assignment 
10 = ALT4 table. 


Definition of PCo~> 


Port A interrupt enable i 1 = enabled 


Port B interrupt enable O = disabled 


00 = NOP: Does not affect counter operations. 


01 = STOP: Stops the timer if it is running. 
NOP if the timer is not running. 


Timer. command 10=STOP AFTER TC: Stops the timer when it 
reaches TC. 


NOP if the timer is not 
running. 


11=START: If the timer is not running, loads the 
mode and the count length, and 
immediately starts timer operation. 
If the timer is running, loads a new. 
mode and the count length, and starts 
timer operation immediately after TC 
is reached. 





Port Control Assignment Table 


[nA OdYSCSSOdYSCOCdSSC 
[referee pore [CBC 
PC4 










BSTB 
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(2) Reading the C/S Register 
The !/O and timer status can be accessed by 
reading the contents of the Status register located 


at |/O address xxxxx000. The status word format 
is shown below: 


AD, ADg ADs ADqg AD3 AD AD; ADo 


>< Timer es INTR el nae 
ia B BF B A BF A 


Port A interrupt request 
Port A buffer full 

Port A interrupt enable 

Port B interrupt request 
Port B buffer full 

Port B interrupt enable 


Timer interrupt. This bit is set high when the timer 
reaches TC, and is reset when the C/S register is read 
or a hardware reset occurs. 





(3) PA and PB Registers M. My 
These registers may be used as either input or out- 0 O Outputs a low-level signal in the latter 
put ports depending on the programmed contents half (Note 1) of a count period. 
of the C/S register. They may also be used either Oo 61 Outputs a low-level signal in the latter 
in the basic mode or in the strobe mode. half of a count period, automatically 
1/O address of the PA register: xxxxx001 loads the programmed count length, 
1/O address of the PB register: xxxxx010 and restarts counting when the TC value 
(4) PC Register is reached. 
The PC register may be used as an input port, out- 1 0 Outputs a pulse when the TC value is 
put port or control register depending on the reached. . 
programmed contents of the C/S register. The !/O 1 1 Outputs a pulse each time the preset TC 
address of the PC register is xxxxx011. value is reached, automatically loads the 
(5) Timer programmed count length, and restarts 


The timer is a 14-bit down counter which counts 
TIMER IN pulses. 

The low order byte of the timer register has an |/O 
address of xxxxx100, and the high order byte of 
the register has an 1/O address of xxxxx101. 

The count length register (CLR) may be preset 
with two bytes of data. Bits O through 13 are 
assigned to the count length and bits 14 and 
15 specify the timer output mode. A read opera- 
tion of the CLR reads the contents of the counter 
and the pertinent output mode. The initial value 
range which can initially be loaded into the coun- 
ter is 2 through 3F FF hex. Bit assignments to the 
timer counter and possible output modes are 
shown in the following. 


[Me [ms | Tis | Tas | Tn | Tao | To | Te | 
— a ee eee 


Output mode 


High order 6 bits of count length 


a re ree 


Low order byte of count length 





from the beginning. 

Note 1: When counting an asymmetrical value 
such as (9), a high level is output during 
the first period of five, and a low level is 
output during the second period of four. 
if an internal counter of the MSM81C- 
55RS/GS receives a reset signal, count 
operation stops but the counter is not 
set to a specific initial value or output 
mode. When restarting count operation 
after reset, the START command must 
be executed again through the C/S 
register. 


Note 2: 


Note that while the counter is counting, you may 
load a new count and mode into the CLR. Before 
the new count and mode will be used by the 
counter, you must issue a START command to the 
counter. 

Please note the timer circuit on the 81C55 is . 
designed to be a square-wave timer, not a event 
counter. To achieve this, it counts down by twos 
twice in completing one cycle. Thus, its registers do 
not contain values directly representing the num- 
ber of TIMER IN pulse received. After the timer 
has started counting down, the values residing in 
the count registers can be used to calculate the 
actual number of TIMER IN pulse required to 
complete the timer cycle if desired. To obtain the 
remaining count, perform the following operations 
in order: 
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—_ 


. STOP the counter 

2. Read in the 16bit value from the 
count registers. 

3. Reset the upper two mode bits 

4. Reset the carry and rotate right one 
position all 16 bits through carry 

5. If carry is set, add % of the full origi- 

nal count (% full count-1 if full count 

is odd). 


TIMER IN P LILI LJ 


WR 





Note: If you started with an odd count and 
you read the count registers before the 
third count pulse occurs, you will not be 
able to recognize whether one or two 
counts have occurred. Regardless of this, 
the 81C55 always counts out the right 
number of pulses in generating the 


TIMER OUT waveforms. 


| | 
| (Te) | | | 
TIMER OUT (SQUARE WAVE) , ) | 
7 | | ! | 
TIMER OUT (PULSE) | | | | | 


Note: n is the value set in the CLR. 
Figures in the diagram refer to counter value. 


(6) Standby Mode (see page 7) 
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The MSM81C55 is placed in standby mode when 
the high level at the CE input is latched during the 
negative going edge of ALE. All input ports and 


the timer input should be pulled up or down to 


either Voc or GND potential. 
When using battery back-up, all ports should be 
set low or in input port mode. The timer output 





should be set low. Otherwise, a buffer should be 
added to the timer output and the battery should 
be connected to the power supply pins of the 
buffer. | 

By setting the reset input to a high levei, the stand- 
by mode can be selected. In this case, the com- 
mand register is reset, so the ports automatically 
set to the input mode and the timer stops. 


OKI semiconductor 


MSM82C12RS/GS 


8-BIT INPUT/OUTPUT PORT 





GENERAL DESCRIPTION 


The MSM82C12 is an 8 bit input output port employing 3 pu silicon gate CMOS technology. It insures low opera- 
ting power. This device incorporates a service request flip-flop for generation and control of interrupts for a CPU, in 
addition to an 8-bit latch circuit having a three-state output buffer. 

It is effective when used as an address latch device to separate the time division bus line outputs in systems 
employing the MSM80C85A CPU or similar processors using multiplexed address/data bus line. 


FEATURES 


@ Operated on low power consumption due to silicon 
gate CMOS. 

@ 3 V ~6 V single power supply 

@ Full static operation 

© Parallel 8-bit data register and buffer 

@ Provided with an interrupt generating function 
through the adoption of a service request flip-flop 


CIRCUIT CONFIGURATION 


BS 
= 


eI 
29 


ne 


CR 


eee 
vam 


va 





e Equipped with a clear terminal which operates asyn- 
chronously 

e TTL compatible 

@ Functionally compatible with the 8212 

© 24 pin Plastic DIP (DIP24-P-600) 

@ 24 pin Plastic SOP (SOP24-P-430-K) 

@ 24 pin-V Plastic SOP (SOP24-P-430-VK) 


Service Request Flip-flop 


INT 


y 


Data Latch 
Output Buffer 


DO; 
DO, 
DO3 
DO4 


DOs 


C7 


DO, 


DO, 


DOg 
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= 1/O-MSM82C12RS/GS = 
PIN CONFIGURATION 


MSM82C12RS (Top View) 24 pin Plastic DIP _ MSM82C12GS (Top View) 24 pin Plastic Small 
Oufline Package 


MSM82C12RS 


Ss 
” 
Ss 
o7) 
N 
2 
N 
G) 
7) 





PIN DESCRIPTION 


Di;~Dlg | Data input Input These pins are 8-bit data inputs. The data input is connected 
- to the input D pins of the 8-bit data latch circuit built inot 
| the device. 
DO; ~DQOg | Data output Output These pins are 8-bit data outputs. Each bit is composed of 3- 
state output buffers. 
These buffers can be made into enable or disable (high imped- 
ance status). 
Mode input Input This pin is a clock input for the data latch. It is also used to 
reset the internal service request flip-flop at the same time. 
Strobe input This pin is a clock input for the data latch. It is also used to 
reset the internal service request flip-flop at the same time. 
Device select - The AND of these two input functions make the status 
input 
This pin clears the internal data latch in low level. {t also sets 
the internal service request flip-flop at this time. The clear is 
































control of output buffers or becomes a clock input to the 
data latch. It also functions to perform set/reset of the 
internal service request flip-flop. 
Clear input Input 
operated asynchronously to the clock. 
Interrupt "Output This pin is the ouput of the internal service request flip-flop, 
oa but is inverted to ouptut it in low level operation. . 
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FUNCTIONAL DESCRIPTION 


Output Buffer Status Control and Data Latch Clock 
‘Input 

When the input MD is at high level, the ouptut 
buffer is enabled and the device select input (DS1.DS2) 
becomes the clock input to the data latch. When the 
input MD is in low level, the status of the output buffer 
is determined by the device select input (DS1.DS2) (the 


= 1/O-MSM82C12RS/GS = 


Service Request Flip-flop 

The service request flip-flop is used to generate and 
control the interrupt for the CPU when the MSM82C12 
is used as an input/output port in a microcomputer 
system. The flip-flop is set asynchronously by input 
CLR. When the flip-flop is set, the system is in non- 
interrupt status. 


output buffer is enabled when (DS1.DS2) is in high 
level). At this time, the input STB becomes the clock 
input to the data latch. 


High a status 
High impedance status 
Data latch 


Data latch 





Data latch 


Data in Clear 


When the clear input becomes low level, the inter- 
nal data latch is cleared irrespective of the clock and 
- becomes low level. 


Data in 


0 
0 
0 
0 
1 
1 
1 
1 


Data in 





ABSOLUTE MAXIMUM RATINGS 








Unit 
MSM82C12RS MSM82C12GS 









Output Voltage VouT ie GNC ~0.5 to Voct0.5 


° 


OPERATING RANGE 


Operating Temperature <_< —40 to +85 ek 






RECOMMENDED OPERATING CONDITION 


a 
[suey vonage «dt ec 
 cpaatng Tempeeaw | Top 
[a input vorsee | Mi 
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DC CHARACTERISTICS 


“L’ Output Voltage — 


““H” Output Voltage 


Input Leak Current 


Output Leak Current 


Supply Current (Standby) 


Average Supply Current 
(active) 





AC CHARACTERISTICS 
(Vcc = 4.5 ~ 5.5V, Ta = —-40°C +85°C) 










Unit 







write Enable wo Output Bee | we 
"set to Ouput Ooty ts 
tp 


Output Disable Time Pao. | 


Note: TYP is measured where Vcc = 5 V and Ta = 25°C. 


Load 20pF + 
1kQ 
Timing is measured where VL = VH = 1.5V in both input and output. 


te and tp are measured at Vo, + 0.5V or VOY — 0.5V when the two are made into high impedance status. 





OUTPUT CHARACTERISTICS (DC Characteristics Reference Value) 


(1) Output “H” voltage (Vo})) vs. (2) Output “L”’ voltage (Vo;) vs. 
output current (lop) output current (Io ,) 


> 
ae 
\e) 
> 
@ 
ao 
ise] 
= 
Q 
r 
PY 
po 
“Oo 
- 
~ 
Oo 


Output “’L” voltage Vo. (V) 


f) 
ot 
0 


Output current IQ} (mA) Output current lo_ (mA) 





Note: The direction of flow in is taken as positive for output current. 


226 
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OUTPUT CHARACTERISTICS (Ac Characteristics Reference Value) 


(1) tpp vs. load capacitance 


a Oo 
c c 
— — 
= pea 
~I x 
a. a. 
Bi = 
Q Q 
a. a. 
~ - 


400 
Load capacitance C,_ (pF) Load capacitance C,_ (pF) 





(2) tpp and twe_ vs. supply voltage 


tpp. twe (tpLH) (ns) 
tpp, twe (tpHL) (ns) 


Supply voltage Vcc (V) | Supply voltage Vcc (V) 
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TIMING CHART 


Data Latch Operation 


STB 
(DS1 - DS2) 


tWE 
(tpHL) 





Gate Buffer Operation 





Interrupt Operation 
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Clear Operation 





Output Buffer Enable/Disable (High Impedance Status) Operation 


(DS1 - DS2) 


to tD 
(tpiz) (tpHz) 
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EXAMPLE OF APPLICATION OF MSM82C12 


Address Latch of MSM80C85A the address bus and data bus by means of the ALE 
Used to separate the time division data bus (8 low (Address Latch Enable) signal. 
order bits of the address bus and 8-bit data bus) into 


MSM 
80C85A 


Di, 

Dis 

Dig MSM DO, ie Bus 
8 low order 

D1s82612D0s bits) 

Dig DO.6 

Di, DO, 

Dig DOg 

STB MD DS1 
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OKI semiconductor 
MSM82C37A-5RS/’GS/JUS 


PROGRAMMABLE DMA CONTROLLER 








GENERAL DESCRIPTION 


The MSM82C37A-5RS/GS/JS, DMA (Direct Memory Access) controller is capable of high-speed data transfer 
without CPU intervention and is used as a peripheral device in microcomputer systems. The device features four 
independent programmabie DMA channels. 

Due to the use of silicon gate CMOS technology, standby current is 10 nA (max.), and power consumption 
is as low as 10 mA (max.) when a 5 MHz clock is generated. 


All items of AC characteristics are compatible with intel 8237A-5. 


FEATURES 

* Maximum operating frequency of 5 MHz(V.o= 5 V+10%) * DREQ and DACK input/output logic inversion 

* High-speed operation at very low power consumption * DMA address increment/decrement selection 
due to silicon gate CMOS technology * Memory-to-Memory Transfers 

* Wide power supply voltage range of 3 to 6 V * Channel extension by cascade connection 

*Wide operating temperature range from —40° to * DMA transfer termination by EOP input 
+85°C * Intel 8237A-5 compatibility 

* 4-channels independent DMA control *TTL Compatible 


* DMA request masking and programming 


* 40 pin Plastic DIP (DIP40-P-600 
*° DMA request priority function } 


* 44 pin PLCC (QFJ44-P-S650) 
- 44 pin-V Plastic QFP (QFP44-P-910-VK) 


PIN CONNECTIONS - 44 pin-V! Plastic QFP (QFP44-P-910-VIK) 


40-pin plastic DIP (top view) 44 pin plastic Quad flat-package (top view) 

















TUUUUUUUUUO 
2m Ar Ga er OM HO 
BegEs> 8 8S 8s 
BE Qe °° 44 pin plastic Leaded chip Carrier 
Ee e«. ; (top view) 
Sebi gzeesh 
6 5 4 3 2 1 4443 42 41 40 
READY 7 O 39f AS 
HLDA {is 38 A2 
apsTB {9 | eae 
AEN {}10 36) AO 
HRoQ11 35D Vcc 
a N.C. 
cs 13 33 9 DBO 
eee 32) 0B1 
RESET {J 15 319 OB2 
DACK2 {}16 300] DBS 
DACK3 {J 17 297] bB4 


18 19 20 21 22 23 24 25 262 


Ce eld esenmen = 
—2Nr OQaAgkreo HH OD 

- omamoy x¥ 
eee ee 200056 
cgeeect qd 
Qaoao 0 0 a 0 


Note: N.C. (No Connection) 
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CES 

















































WVYSVIG NO071E 


a Sf/SD/ SHUS-VLEDZSINSIN-O/ [= 







































































1OR r) 
ees | 
MEMR 2 TC (Terminal Count) Temporary word Temporary address C output buffer > A4~A7 
—— count register (16) register (16) 
MEMW CY) 
READY 
Timing Input/Output 
ays A0~ A3 
ADSTB control buffer 
AEN circuit 
cs © 
Current 
CLK Base Current 4 
count werd address re) ‘address Command 
RESET register count . , 
: : register register q control 
EOP e (4x 16) ene (4x 16) (4 x 16) circuit 
HLDA Mode ; ; ; 
register Internal data bus input/output <a DBO~ DB7 
HROQ nes buffer 
Priority 
4 | judgement Command 
4 Mask Status Temporary 
DACKO~3 , register (8) register (8) 





register (4) 


Request 
register (4) 
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V 

V 

V 
Cc 


ABSOLUTE MAXIMUM RATINGS 


Output voltage VOUT 20.5 a Wes 6°05 Loe 


MSM82C37A-5RS | MSM82C37A5GS | MSM82C37A-5JS 















OPERATING RANGES 


Power supply voltage 
Operating temperature 


RECOMMENDED OPERATING CONDITIONS 








Input leak current ILI 
Output leak current 


Input frequency 
Average power supply 5 MHz, whenRESET 
current du ring 
operations Vin =O V/Vcc. 

Cy =O pF 


Power supply current 
in standby mode ICCS 


“H”’ output voltage 1IOH = —1.0mMA 
ICC 
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AC CHARACTERISTICS 


DMA (MASTER) MODE 
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Delay time from CLK falling edge 
up to AEN leading edge 


Delay time from CLK rising edge 
up to AEN trailing edge 


Delay time from CLK rising edge 
up to address floating status 


Delay time from CLK rising edge 
up to read/write signal floating status 


Delay time from CLK rising edge 
up to data bus floating status 


Address valid hold time to 
read signal trailing edge 


Data valid hold time to ADSTB 
trailing edge 


- Address valid hold time to 
write signal trailing edge 


Delay time from CLK falling edge 
up to active DACK 


Delay time from CLK rising edge 
up to EOP leading edge 


Delay time from CLK rising edge 
up to EOP trailing edge 


Time from CLK rising edge up to 
address valid 


- Data set-up time to ADSTB 
trailing edge 





(Ta = -40 ~ +85°C, Vcc = 4.5 ~ 5.5V) 


Comments 


(Note 3) 
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MAX Unit Comments 


TCL Clock low-level time 
TCY CLK cycle time 200 


Delay time from CLK rising edge 
to read/write signal leading edge 


(Note 6) 
(Note8) 


TDCL (Note 2) 


Delay time from CLK rising edge 
to read signal trailing edge 


TDCTR (Note 2) 


Delay time from CLK rising edge 


ee ace a (Note 2) 
to write signal trailing edge 


—_ 


TDCTW 3 


Delay time from CLK rising edge 


to HROQ valid ia 


TDA 





EOP leading edge set-up time to 
CLK falling edge 


TEPW EOP pulse width 220 


Delay time from CLK rising edge 
to address valid 


TEPS 





TFAAB 


~~ 
io) 


Time from CLK rising edge up to 


TEAC active read/write signal 


= 
oT 
© 






‘Delay time from CLK rising edge 


TRADE to data valid 









HLDA valid set-up time to 


as CLK rising edge 


ao 





Input data hold time to MEMR 


TIDH as 
trailing edge 





Input data set-up time to MEMR 


TIDS Bis 
trailing edge 


170 


Output data hold time to MENW 


TODH ee 
trailing edge 





Time from output data valid to 


T pak anita 
Pew MEMW trailing edge 


DREQ set-up time to CLK falling 


Tas (Note 3) 
edge 

TRH READY hold time to CLK falling 
edge 

TRS READY set-up time to CLK falling 


edge 


Delay time from CLK rising edge 


Tove to ADSTB leading edge 


= 


3 


jo} 


Delay time from CLK rising edge 
to ADSTB trailing edge 


TSTT 


N 
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SLAVE MODE | | 
| | (Ta = -40 ~ +85°C, Vcc = 4.5 ~ 5.5V) 


TAR Time from address valid or CS on 
leading edge to IOR leading edge 

TAW Address valid set-up time to [OW 130 
trailing edge 

TDW Data valid set-up time to [OW 130 
trailing edge 

TRA Address or CS hold time to [OR 

| trailing edge 
edge 

TRDE Delay time to data floating status 
from IOR trailing edge 

TRSTD 
Time to first active |OR or |OW 


TRSTS 

j rasrs from RESET trailing edge 
TRSTW RESET pulse width 300 
TWC 
TWD 


















cs leading edge set-up time to 
1OW trailing edge 







Supply power leading edge set-up 
time to RESET trailing edge 
























Address hold time to !OW trailing 
20 
edge 
CS trailing edge hold time to IOW 
trailing edge 
TWWS !OW pulse width p60 | 


1. Output load capacitance of 150 (pF). 

2.. lOW and MEMW pulse widths of TCY-100 (ns) for normal writing, and 2TCY-100 (ns) for extended writing. 
1OR and MEMR pulse widths of 2TCY-50 (ns) for normal timing, and TCY-50 (ns) for compressed timing. 

3. |DREQ and DACK signal active level can be set to either low or high. In the timing chart, the DREQ signal 
has been set to active-high, and the DACK signal to active-low. 

4. .When the CPU executes continuous read or write in programming mode, the interval during which the read 
or write pulse becomes active must be set to at least 400 ns. _ | 

5. EOP is an open drain output. The value given is obtained when a 2.2 kohm pull-up resistance is connected 
to VCC. 

6. Rise time and fall time is less than 10 ns. 

7. Waveform measurement points for both input and output signals are 2.2 V for HIGH and 0.8 V for LOW, 
unless otherwise noted. | 

8. When auto initialize is'enabled. 
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TIME CHART 
RESET TIMING 





SLAVE MODE WRITE TIMING 


_ TCW 
CS 
TWC 
TWWS : 
lOW 
TWA 
AO ~ A3 ( Input valid address B. 
TWD 


TOW 


DBO ~DB7 Input valid data 


: 
a 


SLAVE MODE READ TIMING 


{nput valid address 


DBO0~DB7 Output valid data ) 
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DMA TRANSFER TIMING 


fH HRS 
~ 4 rr 


~—— TTT TSS 
TAEL ni ee 
AEN an 
: Tt 
ADSTB 


. TFADB Ae 
ps0~oD87_—0 


TFAAB TAFAB 
+ TAFDB 
AO~AT ————————F 


a meta 
—_—f 


1iOW, MEMW SS |_F I 
TAK TA 
(Extended write) 





foR, MEMR ——————_ -——_———_—_ 


Internal EOP (output) §=§ ———------F 


TEPS ae 


External EOP (input) 
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MEMORY TO MEMORY TRANSFER TIMING 


utput 
ODV TOD 


Internal EOP 
(output) 


External EOP 
(input) 





READY TIMING 


1IOR, MEMR 


lOW, MEMW 


(Extended 
write 
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COMPRESSED TRANSFER TIMING 


1OR, MEMR 


lIOW, MEMW 


Internal EOP 
(output) 


External EOP 
(input) 
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| 
output 


Clock Input Control of MSM82C37A-5 internal operations 
and data transfer speed. 

Chip select Input ; CS is active-low input signal used for the CPU 
to select the MSM82C37A-5 as an 1/O device 
in an idle cycle. 


RESET Reset Input RESET is active-high asynchronous input signal 
used to clear command, status, request, 
temporary registers, and first/last F/F, and to 
set mask register. The MSM82C37A-5 enters 
an idle cycle following a RESET. 

READY Ready Input The read or write pulse width can be extended 
to accomodate slow access memories and 1|/O 
devices when this input is switched to low 
level. Note this input must not change within the 
prescribed set-up/hold time. 


HLDA Hold Input HLDA is active-high input signal used to indicate 
acknowledge that system bus control has béen released when 
a hold request is received by the CPU. 
DMA request Input DREQ is asychronous DMA transfer request 
0 ~ 3 channels input signals. Although these pins are switched 
to active-high by reset, they can be programmed 
to become active-low. DMA requests are received 
in accordance with a prescribed order of priority. 
DREQ must be held until DACK becomes active. 
DBO ~ DB7 Data bus 0 ~ 7 Input/ DB is bidirectional three-state signals connected 
output to the system data bus, and which is used as 
an input/output of MSM82C37A-5 internal 
registers during idle cycles, and as an Output 
of the eight higher order bits of transfer addresses 
during active cycles. Also used as input and 
output of transfer data during memory-memory 
transfers. 
1/O read Input/ 
output 
1/O write Input/ 
wi 


0 
2 
"Tl 
C 
2 
O 
= 
Oo 
2 
” 





ya | | 
n ~ 
A 





DREQO ~ DREQ3 








1OR is active-low bidirectional three-state signal 
used as an input control signal for CPU reading 
of MSM82C37A-5 internal registers during idle 
cycles, and as an output control signal for reading 
1/O device transfer data in writing transfers 
during active cycles. 










TOW is active-low bidirectional three-state signal 
used as an input control signal for CPU writing 
of MSM82C37A-5 internal registers during 
idle cycles, and as an Output control signal 
for writing !/O device transfer data in writing 
transfers during active cycles. 
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AO ~ A3 


A4 ~ A7 


DACKO ~ DACK3 
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End of process 





Address 0 ~ 3 


Address 4 ~ 7 


Hold request 


DMA 
acknowledge 
0 ~ 3 channels 





Address enable 


Input/ 
output 


Input/ 
output 


Input/ 
output 





Function 


EOP is active-low bidirectional three-state signal. 
Unlike other pins, this pin is an N-channel 
open drain. During DMA operations, a low-level 
Output pulse is obtained from this pin if the 
channel word count changes from OOOOH to 
FFFFH. 


And DMA transfers can be terminated by pulling 
the EOP input to low level. Both of- these 
actions are called terminal count (TC). 


When an internal or external EOP is generated, 
the MSM82C37A-5 terminates the transfer 
and resets the DMA request. 


When the EOP pin is not used, it is necessary 
to hold the pin at high level by pull-up resistance 
to prevent the input of an EOP by error. Also 
note that the EOP function cannot be satisfied 
in cascade mode. 


AO~A3 is bidirectional three-state signals used 
as input signals for specifying the MSM82C37A-5 
internal register to be accessed by the CPU during 
idle cycles, and as an output the four lower 
order bits of the transfer address during active 
cycles. 


A4~A7 is three-state signals used as an output 
the four higher order bits of the transfer address 
during active cycles. _ 


HRQ is active-high signal used as an output 
of hold request to the CPU for system data’ 
bus control purposes. After HRQ has become 
active, at least one clock cycle is required 
before HLDA becomes active. 


DACK is output signals used to indicate that 
DMA transfer «oOo peripheral devices has been 
permitted. (Available in each channel.) 





Although these pins are switched to active-low 
when reset, they can be programmed to become 
active-high. 





Note that there is no DACK output signal during 
memory-memory transfers. 


AEN is active-high output signal used to indicate 


that output signals sent from the MSM82C37A-5 
to the system are valid. And in addition to 
enabling external latch to hold the eight higher 
order bits of the transfer address, this signal 
is also used to disable other system bus buffers. 





ADSTB 





Input/ 

output 
Address strobe 
_ 


~ 


\ 


Function 


ADSTB is active-high signal used to strobe 
the eight higher order bits of the transfer address 
by external latch. 


MEMR is active-low three-state output signal 
used as a control signal in reading data from 
memory during read transfers and memory- 
memory transfers. 


MEMW is active-low three-state output signal 
used as a control signal in writing data into 
memory during write transfers and memory- 
memory transfers. 
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Internal/ 
external DMA 
equest 






memory-memory 
transfer 









External EOP 
EOP.F/F setting os 


Compressed 
timing 







Internal/ 


external EOP 
Single 


transfer 










Demand 
External DMA 





request 


Carry or borrow 


enens Y 
External EOP 










Internal/ 
external EOP 


Note: Y.... Yes (Active) 
N....No (Inactive) 


Fig. 1 DMA operation state transition diagram 
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OUTLINE OF FUNCTIONS 


The MSM82C37A-5 consists of five blocks = three logic sections, an internal register section, and a coun- 
ter section. . 

The logic sections include a timing control block where the internal timing and external control signals are 
generated, a command control block where each instruction from the CPU is decoded, and a priority decision 
block where the order of DMA channel priority is determined. The purpose of the internal register section is to 
hold internal states and instructions from the CPU, while the counter section computes addresses and word counts. 


DESCRIPTION OF OPERATIONS 


The MSM82C37A-5 operates in two cycles (called the idle and active cycles) which are divided into indepen- 
dent states. Each state is commenced by a clock falling edge and continues for a single clock cycle. The transition 
from one state to the next in DMA operations is outlined in Figure 1. 


IDLE CYCLE 


The idle cycle is entered from the SI state when there is no valid DMA request on any MSM82C37A-5 chan- 
nel. During this cycle, DREQ and cs inputs are monitored during each cycle. When a valid DMA request is then 
received, an active cycle is commenced. And if the HLDA and CS inputs are at low level, a programming state 
is started with MSM82C37A-5-reading or writing executed by {OR or IOW. Programming details are described later. 


ACTIVE CYCLE 


If a DMA request is received in an unmasked channel while the MSM82C37A- 5 is in an idle cycle, or if a software 
DREOQ is generated, the HRQ is changed to high level to commence an active cycle. The initial state of an active 
cycle is the SO state which is repeated until the HLDA input from the CPU is changed to high level. (But because 
of internal operational reasons, a minimum of one clock cycle is required for the HLDA is be changed to high level! 
by the CPU after the HRO has become high level. That is, the SO state must be repeated at least twice.) 

After the HLDA has been changed to high level, the SO state proceeds to operational states S1 thru S4 during 
1/O-memory transfers, or to operational states S11 thru S14 and S21 thru S24 during memory-memory transfers. 

If the memory or I/O device cannot be accessed within the normal timing, an SW state (wait state) can be 
inserted by a READY input to extend the timing. 


DESCRIPTION OF TRANSFER TYPES 


MSM82C37A-5 transfers between an I/O and memory devices, or transfers between memory devices. The three 
types of transfers between !1/O and memory devices are read, write, and verify. 


1/O-MEMORY TRANSFERS 


The operational states during an 1/O-memory transfer are S1, S2, S3, and S4. 

In the S1 state, an AEN output is changed to high level to indicate that the control signal from the 
MSM82C37A-5 is valid. The eight lower order bits of the transfer address are obtained from AO thru A7, and the 
eight higher order bits are obtained from DBO thru DB7. The ADSTB output is changed to high level at this time 
to set the eight higher order bits in an external address jatch, and the DACK output is made active for the channel 
where the DMA request is acknowledged. Where there is no change in the eight higher bit transfer address during 
demand and block mode transfers, however, the S1 state js omitted. 

In the S2 state, the IOR or MEMR Output is changed to low level. 

In the S3 state, IOW or MEMW is changed to low level. Where compressed timing is used, however, the S3 
state is omitted. . 

The S2 and S3 states are 1/O or memory input/output timing control states. 

In the S4 state, iOR, iOw, MEMR, and MEMW are changed to high level, and the word count register is 
decremented by 1 while the address register is incremented (or decremented) by 1. This completes the DMA transfer 
of one word. 

Note that in |/O-memory transfers, Pare is transferred directly without being taken in by the MSM82C37A-5. 
The differences in the three types of 1/O-memory transfers are indicated below. 
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READ TRANSFER 


Data is transferred from memory to the I/O device by changing MEMR and IOW to low level. MEMW and IOR 
are kept at high level during this time. 


WRITE TRANSFER 


Data is transferred from the I/O device to memory by changing MEMW and OR to low level. MEMR and |IOW 
are kept at high level during this time. 
Note that writing and reading in these write and read transfers are with respect to the memory. 


VERIFY TRANSFER 


Although verify transfers involve the same operations as write and read transfers (such as transfer address 
generation and EOP input responses), they are in fact pseudo transfers where all 1/O and memory reading/writing 
control signals are kept inactive. READY inputs are disregarded in verify transfers. 


MEMOR Y-MEMORY TRANSFERS 


Memory-memory transfers are used to transfer data blocks from one memory area to another. 

Memory-memory transfers require a total of eight states to complete a single transfer four states (S11 
thru S14) for reading from memory, and four states (S21 thru S24) for writing into memory. These states are 
similar to 1/O-memory transfer states, and are distinguished by using two-digit numbers. 

In memory-memory transfers, channel O is used for reading data from the source area, and channel 1 is 
used for writing data into the destination area. During the initial four states, data specified by the channel O ad- 
dress is read from the memory when MEMR is made active, and is taken in the MSM82C37A-5 temporary register. 
Then during the latter four states, the data in the temporary register is written in the address specified by channel 
1. This completes the transfer of one byte of data. With channel O and channel 1 addresses subsequently in- 
cremented (or decremented) by 1, and channel 0, 1 word count decremented by 1, this operation is repeated. 
The transfer is terminated when the word count reaches FFFF(H) from OOOO(H), or when an EOP input is applied 
from an external source. Note that there is no DACK output signal during this transfer. 


The following preparations in programming are requiring to enable memory-memory transfers to be started. 


COMMAND REGISTER SETTING 


Memory-memory transfers are enabled by setting bit O. Channel O address can be held for all transfers by 
setting bit 1. This setting can be used to enable 1-word contents of the source area to be written into the entire 
destination area. 





MODE REGISTER SETTING 


The transfer type destination is disregarded in channels O and 1. Memory-memory transfers are always executed 
in block transfer mode. 


REQUEST REGISTER SETTING 


Memory-memory transfers are started by setting the channel 0 request bit. 


MASK REGISTER SETTING 


Mask bits for all channels are set to prevent selection of any other channel apart from channel 0. 


WORD COUNT REGISTER SETTING 


The channel 1 word count is validated, while the channel 0 word count is disregarded. 
In order to autoinitialize both channels, it is necessary to write the same values into both word count registers. 
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DESCRIPTION OF OPERATION MODES 


SINGLE TRANSFER MODE 


In single transfer mode, only one word is transferred, and the addresses are incremented (or decremented) 
by 1 while the word count is decremented by 1. The HRQ is then changed to low level to return the bus control 
to the CPU. If DREQ remains active after completion of a transfer, the HRO is changed to low level. After the 
HLDA is changed to low level by the CPU, and then changes the HRQ back to high level to commence a fresh 
DMA cycle. For this reason, a machine cycle can be inserted between DMA cycles by the CPU. 


BLOCK TRANSFER MODE 


Once a DMA transfer is started in block mode, the transfer is continued until! terminal count (TC) status is 
reached. 

lf DREQ remains active until DACK becomes active, the DMA transfer is continued even if DREQ becomes 
inactive. 


DEMAND TRANSFER MODE 


The DMA transfer is continued in demand transfer mode until DREQ is no longer active, or until TC status is 
reached. 

During a DMA transfer, intermediate address and word count values are held in the current address and current 
word count registers. Consequently, if the DMA transfer is suspended as a result of DREQ becoming inactive before 
TC status is reached, and the DREQ for that channel is then made active again, the suspended DMA transfer is 
resumed. 


CASCADE TRANSFER MODE 
When DMA transfers involving more than four channels are required, connecting a multiple number of 


MSM82C37A-5 devices in a cascade connection (see Figure 2) enables a simple system extension. This mode is set 
by setting the first stage MSM82C37A-5 channel to cascade mode. The DREQ and DACK lines for the first stage 
MSM82C37A-5 channel set to cascade mode are connected to the HRQ and HLDA lines of the respective 
MSM82C37A-5 devices in the second stage. The first stage MSM82C37A-5 DACK signal must be set to active-high, 
and the DREQ signal to active-low. 

Since the first stage MSM82C37A-5 is only used functionally in:determining the order of priority of each 
channel when cascade mode is set, only DREQ and DACK are used — all other inputs are disregarded. And since the 
system may be hung up if the DMA transfer is activated by software DREQ, do not set a software DREOQ for channels 
where cascade mode has been set. 

In addition to the dual stage cascade connection shown in Figure 2, triple stage cascade connections are possible 
with the second stage also set to cascade mode. 


MSM82C37A-5 


MSM82C37A-5 


Fig. 2 MSM82C37A-5 cascade connection system 
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AUTOINITIALIZE MODE 


Setting bit 4 of the mode register enables autoinitialization of that channel. Following TC generation, au- 
toinitialize involves writing of the base address and the base word count register values in the respective current 
address and current word count registers. The same values as in the current registers are written in the base 
registers by the CPU, and are not changed during DMA transfers. 


When a channel has been set to autoinitialize, that channel may be used in a second transfer without involving 
the CPU and without the mask bit being reset after the TC generation. 


PRIORITY MODES 


The MSM82C37A-5 makes use of two priority decision modes, and acknowledges the DMA channel of highest 
priority among the DMA requesting channels. 


FIXED PRIORITY MODE 


In fixed priority mode, channel 0 has the highest priority, followed by channel 1, 2, and 3 in that order. 


ROTATING PRIORITY MODE 


In rotating priority mode, the order of priority is changed so that the channel where the current DMA transfer 
has been completed is given lowest priority. This is to prevent any one channel from monopolizing the system. 
The fixed priority is regained immediately after resetting. 


Table 1 MSM82C37A-5 priority decision modes 


Priority mode Rotating 
Service terminated channel ene 


Highest 
CH1 


Setting the MSM82C37A-5 to compressed timing mode enables the S3 state used in extension of the read pulse 
access time to be omitted (if permitted by system structure) for two or three clock cycle DMA transfers. If the S3 
state is omitted, the read pulse width becomes the same as the write pulse width with the address updated in S2 


and the read or write operation executed in $4. This mode is disregarded if the transfer is a memory-memory transfer. 
transfer. 









Order of priority 
for next OMA 


Lowest 





COMPRESSED TIMING 


EXTENDED WRITING 


When this mode is set, the jOW or MEMW signal which normally appears during the S3 state is obtained during 
the S2 state, thereby extending the write pulse width. The purpose of this extended write pulse is to enable the 
system to accomodate memories and !/O devices where the access time is slower. Although the pulse width can 
also be extended by using READY, that involves the insertion of a SW state to increase the number of states. 
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DESCRIPTION OF INTERNAL REGISTERS. 


CURRENT ADDRESS REGISTER 


Each channel is equipped with a 16-bit long current address register where the transfer address is held during 
DMA transfers. The register value is incremented (or decremented) in each DMA cycle. Although this register is 
16 bits long, the CPU is accessed by the MSM82C37A-5 eight bits at a time, therefore necessitating two successive 


8-bit (lower and higher order bits) reading or writing operations using internal first/last flip-flops. 
When autoinitialize has been set, the register is automatically initialized to the original value after TC. | 


CURRENT WORD COUNT REGISTER 


Each channel is also equipped with a 16 bit-long current word count register where the transfer count is 
held during DMA transfers. The register value is decremented in each DMA cycle. When the word count value 
reaches FFFF(H) from OOOO(H), a TC is generated. Therefore, a word count vaue which is one less than the 
actual number of transfers must be set. 

Since this register is also 16 bits long, it is accessed by first/last flip-flops control in the same way as the address 
register. And if autoinitialize has been set, the register is automatically initialized to the original value after TC. 


BASE ADDRESS REGISTER AND BASE WORD COUNT REGISTER 


Each channel is equipped with a 16-bit long base address register and base word count register where the 
initial value of each current register is held. The same values are written in each base register and the current 
register by the CPU. The contents of the current register can be made ready by the CPU, but the content of the 
base register cannot be read. 


COMMAND REGISTER 


This 8-bit write-only register prescribes DMA operations for all MSM82C37A-5 channels. An outline of all bits 
is given in Figure 3. When the controller is disabled by setting DB2, there is no HRQ output even if DMA request is 


active. 
DREQ and DACK signals may be active high or active low by setting DB6 and DB7. 


[87 | 086 | oes | oes | 08s | ob2 | oer | 080 





: Memory-memory transfer disabled 






: Memory-memory transfer enabled 






: Channel O address hold disabled 


: Channel O address hold enabled 
(Invalid when DBO = 0”) 









: Controller enabled 






: Controller disabled 







: Normal timing 





: Compressed timing 
(Invalid when DBO = ‘'1'’) 






: Fixed priority 






: Rotating priority 






: Normal write pulse width 






: Extended write pulse width 







: DREQ sense active ‘’H’’ 


: DREQ sense active ‘’L’’ 






: DACK sense active ‘‘L’’ 


: DACK sense active ‘‘H’’ 






= 





Fig. 3 Command register 
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MODE REGISTER 


Each channel is equipped with a 6-bit write-only mode register, which is decided by setting DBO, DB1 which 
channel is to be written when writing from the CPU is programming status. The bit description is outlined in Figure 4. 


This register is not cleared by Reset or Master Clear instruction. - 


: Channel 0 selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Verify transfer 
: Write transfer 
: Read transfer 
: Disabled 
(Invalid when DB6-DB7 = ‘11"’) 


0: Auto initialize disabled 
: Auto initialize enabled 


: Address increment (+1) selected 
: Address decrement (—1) selected 


: Demand transfer mode selected 
: Single transfer mode selected 

: Block transfer mode selected 

: Cascade mode selected 


Fig. 4 Mode register 





REQUEST REGISTER 


In addition to using the DREQ signal, the MSM82C37A-5 can request DMA transfers by software means. 
This involves setting the request bit of request register. Each channel has a corresponding request bit in the re- 
quest register, and the order of priority of these bits is determined by the priority decision circuit irrespective of 
the mask register. DMA transfers are acknowledged in accordance with the decided order of priority. 

All request bits are reset when the TC is reached, and when the request bit of a certain channel has been 
received, all other request bits are cleared. When a memory-memory transfer is commenced, the channel O re- 
quest bit is set. The bit description is outlined in Figure 5. 


: Channel O selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Request bit cleared 
: Request bit set 


Not used 


Fig.5 Request register 
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MASK REGISTER 


This register is used in disabling and enabling of DMA transfers in each channel. Each channel includes a 
corresponding mask bit in the mask register, and each bit is set when the TC is reached if not in autoinitialize mode. 
This mask register can be set in two different ways. 

The method for setting/resetting the register for each channel is outlined in Figure 6(a), while the method for 
setting/resetting the register for all channels at once is outlined in Figure 6(b). 


: Channel O selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Mask bit cleared 
: Mask bit set 


Not used 


(a) Single mask register (setting/resetting for each channel) 


: Channel 0 mask bit cleared 
: Channel O mask bit set 


: Channel 1 mask bit cleared 
: Channel 1 mask bit set 


: Channel 2 mask bit cleared 
: Channel 2 mask bit set 


: Channel 3 mask bit cleared 
: Channel 3 mask bit set 


Not used 


(b) All mask register (setting/resetting of all channels at once) 


Fig. 6 Mask register 
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STATUS REGISTER 
- This register is a read-only register used in CPU reading of the MSM82C37A-5 status. The four higher sidek 
bits indicate the DMA transfer request status for each channel, ‘1’ being set when the DREQ input signal is active. 
The four lower order bits indicate whether the corresponding channel has reached the TC or not,‘1’ being 
set when the TC status is reached. These four lower order bits are reset by status fegIster: reading, or RESET input 
and master clearing. A description of each bit is outlined in Figure 7. 


[87 | 986 | oes | vee | oe | osz | ost | veo 


: Channel 0 has not reached TC 
: Channel 0 has reached TC 


: Channel 1 has not reached TC 
: Channel 1 has reached TC 


: Channel 2 has not reached TC 
; Channel 2 has reached TC. 


: Channel 3 has not reached TC 
: Channel 3 has reached TC 


: Channel 0 is not requesting 
: Channel O is requesting 


: Channel 1 is not requesting 
: Channel 1 is requesting 


: Channel 2 is not requesting 
: Channel 2 is requesting 


: Channel 3 is not requesting 
: Channel 3 is requesting 





Fig. 7 Status register 





TEMPORARY REGISTER 


The temporary register is a register where transfer data is held temporarily during memory-memory ‘transfers. 
Since the last item of data to be transferred is held after completion of the transfer, this item can be read by the 
CPU. 


SOFTWARE COMMAND 


The MSM82C37A-5 is equipped with software commands for executing special operations to ensure proper 
programming. Software command is irrespective of data bus contents. 


CLEAR FIRST/LAST FLIP-FLOP 


16-bit address and word count registers are read or written in two consecutive operations involving eight 
bits each (higher and lower order bits) under data bus port control. The fact that the lower order bits are accessed 
first by the MSM82C37A-5, followed by accessing of the higher order bits, is discerned by the internal first/last 
flip-flop. This command resets the first/last qip-YOP with the eight lower order bits being accessed immediately 
after execution. 
MASTER CLEAR 


The same operation as when the hardware RESET ‘put is applied. This command clears the contents of 
the command, status (for lower order bits), request, and temporary registers, also clears the first/last flip-flop, 
and sets the mask register. This command is followed by an idle cycle. 


CLEAR MASK REGISTER 


When this command is executed, the mask bits for all channels are cleared to enable. reception of DMA transfers. 
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PROGRAMMING 


The MSM82C37A-5 is switched to programming status when the HLDA input and CS are both at low level. In 
this state, |OR is changed to low level with IOW held at high level to enable reading by the CPU, or else |OW is 
changed to low level while IOR is held at high level to enable writing by the CPU. 

A list of command codes for reading from the MSM82C37A-5 is given in Table 2, and a list of command codes 
for writing in the MSM82C37A-5 is given Table 3. 





Note: If a DMA transfer request is received from an 1/O device during MSM82C37A-5 programming, that DMA 
transfer may be commenced to prevent proper programming. 
To prevent this interference, the DMA channel must be masked, or the controller disabled by the command 
register, or the system set so as to prevent DREQO becoming active during the programming. 


Table 2 List of MSM82C37A-5 read commands 


Internal 
first/last Read out data 


flip/flop 
| | i 
Current address 
ist 
register 8 higher order bits 
Channel 0 
8 lower order bits 
Current word count 
register 8 higher order bits 
d ; 
Current address 
ist 
register 8 higher order bits 
Channel 1 
8 lower order bits 
Current word count 


al 

”n 
ef a 
cs 
eo 

Oo 


fee . 
eee 8 higher order bits 


Current address 

register 
Channel 2 

Current word count 

register 


lo Order bit 
Current address 
ist 
ie 8 higher order bits 
Channel 3 
Girentwerdcoune |e 
ist 
ie 8 higher order bits 
‘i 
x Temporary register - | 
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Table 3 List of MSM82C37A-5 write commands 


Internal 
first/last | Written data 
flip-flop 


8 lower order bits 
Current and base 


: seas 7 ; 7 
address registe 8 higher order bits 
Current and base eee 
word count registers 8 higher order bits 


8 lower order bits 
Current and base 


d : 
mecress registers 8 higher order bits 


8 lower order bits 
Current and base 


word count registers 


8 higher order bits 


lo d ; 
eeieaaiihian 8 higher order bits 
Current and base 8 lower order bits 


Were count realate’s!|): “a niche order Bi; 


8 lower order bits 
Current and base 


dd ist 
Seeger scenes 8 higher order bits | 
Cicer endipais 8 lower order bits 


word count registers 8 higher order bits 


OKI semiconductor 
MSM82C37B-5RS’GS/VJS 


PROGRAMMABLE DMA CONTROLLER 











GENERAL DESCRIPTION 


The MSM82C37B-5RS/GS/JS, DMA (Direct Memory Access) controller is capable of high-speed data transfer 
without CPU intervention and is used as a peripheral device in microcomputer systems. The device features four 


independent programmable DMA channels. ; 
Due to the use of silicon gate CMOS technology, standby current is 10 nA (max.), and power consumption 
is as low as 10 mA (max.) when a 5 MHz clock is generated. 


All items of AC characteristics are compatible with intel 8237B-5. 


FEATURES 
* Maximum operating frequency of 5 MHz(Vcc= 5 V+10%) *° DMA address increment/decrement selection 
* High-speed operation at very low power consumption * Memory-to-Memory Transfers 
due to silicon gate CMOS technology * Channel extension by cascade connection 
*Wide operating temperature range from —40° to * DMA transfer termination by EOP input 
+85°C * Intel 8237A-5 compatibility 
* 4-channels independent DMA control *TTL Compatible 
* DMA request masking and programming - 40 pin Plastic DIP (DIP40-P-600) 
* DMA request priority function - 44 pin PLCC (QFJ44-P-S650) 
* DREQ and DACK input/output logic inversion * 44 pin-V Plastic QFP (QFP44-P-910-VK) 


- 44 pin-VI Plastic QFP (QFP44-P-910-VIK) 


PIN CONNECTIONS 


40-pin plastic DIP (top view) 44 pin plastic Quad flat-package (top view) 





WU UUUUUUU 
FEES é 8 


44 pin plastic Leaded Chip Carrier 
(top view) 





19 20 21 22 23 24 25 26 27 28 





O89599 8 BE 
¥ 

Roggoz 84588 
qeree o04 
0aq0gqaqag 


Note: N.C. (No Connection) 
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9S 


10R 
1OwW 
MEMR 
MEMW 
READY 
ADSTB 
AEN 
cs 
CLK 
RESET 





EOP 


HLDA 


HRO 


DREQO ~3 


DACKO~3 





















count register (16) register (16) 






Input/Output 
buffer 






Timing 





control 
circuit 















Current 
word 
count 
register 
(4 x 16) 





Base Current 
address address 


Base word 
count 
register 

(4 xX 16) 

















Command 
control 
circuit 







register register 
(4 X 16) (4 x 16) 


















Mode 
register 






input/output 
buffer 











Priority 
judgement 
circuit 






Command 
register (8) 






Status Temporary 






Mask 
register (4) 





register (8) register (8) 










_ Request 
register (4) 





| | 
TC (Terminal Count) Temporary word Temporary address i output buffer . = A4~A7 


nc DBO~ DB7 


WVHSOVIG 190198 
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ABSOLUTE MAXIMUM RATINGS 


Parameter Symbol Conditions 









MSM82C378-5RS | MSM82C3785GS | MSM82C37B-5VJS 
[Power despoin [P| waa] ve [ov [1 

























[operating eres | Top | «0 | as 
a a 





“‘H”’ input voltage 2.2 






DC CHARACTERISTICS 


“L’ output voltage lOL =3.2 mA 
ICC 

















ov 
Input leak current OV SVin £ Voc 
Output leak current OV S$Vout$Vec 








Input frequency 
5 MHz, whenRESET 





Average power supply 
current during 
operations 










Vin =9V/Vcc, 
Cy. =O pF 





















Power supply current 
in standby mode 
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AC CHARACTERISTICS 


DMA (MASTER) MODE 






Delay time from CLK falling edge 
up to AEN leading edge 






TAET 
TAFAB 


TAHS 
TAHW 


TASM 
TASS 


Delay time from CLK rising edge 
up to AEN trailing edge 


Delay time from CLK rising edge 
up to address floating status 


Delay time from CLK rising edge 
Delay time from CLK rising edge 
up to data bus floating status 


Address valid hold time to 
read signal trailing edge 


Data valid hold time to ADSTB 
trailing edge 


Address valid hold time to 
write signal trailing edge 


Delay time from CLK falling edge 
up to active DACK 


Delay time from CLK rising edge 
up to EOP leading edge 


Delay time from CLK rising edge 
up to EOP trailing edge 


Time from CLK rising edge up to 
address valid 


Data set-up time to ADSTB 
trailing edge 
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up to read/write signal floating status 









(Ta = -40 ~ +85°C, Vcc = 4.5 ~ 5.5V) 


[ws [om [omen | 
Pfs [= 
i 

exc 
ee 
ees 
eet 2 
P= J=[ = 


oe 
Lm feb # | 
















TCL Clock low-level time 
TCY CLK cycle time 200 


Delay time from CLK rising edge 
to read/write signal leading edge 


TDCL 


Delay time from CLK rising edge 
to read signal trailing edge 


TDCTR 


Delay time from CLK rising edge 


TDOCTW ee ea 
to write signal trailing edge 


Delay time from CLK rising edge 


120 to HROQ valid 


EOP leading edge set-up time to 
CLK falling edge 


TEPW EOP pulse width 


Delay time from CLK rising edge 
to address valid 


TEPS 





TFAAB 


Time from CLK rising edge up to 


ae active read/write signal 





Delay time from CLK rising edge 
to data valid 


TFADB 


HLDA valid set-up time to 


TAs CLK rising edge 


“J 
ol 






TIDH input data hold time to MEMR 
trailing edge 
Input data set-up time to MEMR 


TIDS a 
trailing edge 


170 


TODH 


Time from output data valid to 


T eR seniands 
2p¥ MEMW trailing edge 


DREQ set-up time to CLK falling 


TQ 
2 edge 
TRH READY hold time to CLK falling 
edge 
TRS READY set-up time to CLK falling 


edge 


TSTL Delay time from CLK rising edge | 
to ADSTB leading edge 
Delay time from CLK rising edge 


Veer to ADSTB trailing edge 


N 
© 
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(Note 2) 
(Note 2) 


(Note 2) 


Output data hold time to MENW 
trailing edge 
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SLAVE MODE 


(Ta = -40 ~ +85°C, Vcc = 4.5 ~ 5.5V) 








Time from address valid or CS~ 
leading edge to IOR leading edge 







Address valid set-up time to l|OW 
trailing edge 







cS leading edge set-up time to 
IOW trailing edge 











Data valid set-up time to |OW 
trailing edge 











Address or CS hold time to |OR 
trailing edge 








Data access time to IOR leading 
edge 











Delay time to data floating status 
from !OR trailing edge 








Supply power leading edge set-up 
time to RESET trailing edge 








Time to first active OR or OW 
from RESET trailing edge 


TRSTW RESET pulse width 
ran | mina 












CS trailing edge hold time to 1OwW 
trailing edge 


Data hold time to IOW trailing edge 
1OWw pulse width <s 





N 
1 Output load capacitance of 150 (pF). 

2 IOW and MEMW pulse widths of TCY-100 (ns) for normal writing, and 2TCY-100 (ns) for extended writing. 
1OR and MEMR pulse widths of 2TCY-50 (ns) for normal timing, and TCY-50 (ns) for compressed timing. 
3 DREQ and DACK signal active level can be set to either low or high. In the timing chart, the DREQ signal 
has been set to active-high, and the DACK signal to active-low. 

4. When the CPU executes continuous read or write in programming mode, the interval during which the read 
5 

6 

7 





or write pulse becomes active must be set to at least 400 ns. 

EOP is an open drain output. The value given is obtained when a 2.2 kohm pull-up resistance is connected 
to VCC. 

Rise time and fall time is less than 10 ns. 

Waveform measurement points for both input and output signals are 2.2 V for HIGH and 0.8 V for LOW, 
unless otherwise noted. 
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TIME CHART 
RESET TIMING 


SLAVE MODE WRITE TIMING 


cs 

TOW 
A0~A3 
DBO ~DB7 


DBO~DB7 


TA 


TCW 


TWWS 
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TWA 


Input valid address B. 


TWD 


: Output valid data ) 
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DMA TRANSFER TIMING 


CLK 





SHH F 
UL | Pr ate ote 


DREQ 
won UP Ht AHN 
TAEL ia fed 
AEN 
oa ion 
ADSTB ie 
Fe 
TFADB 
pso~o87_— ————_¢ Che 
me et Hae Hf os 
TAFDB 
no~ar ae es GE 
aa: ie ileal! 
DACK 








el mEHRLt 
SFE 


——_——~+ 


yp case 


TAK TA 
(Extended write) 


internal EOP (output) 


TEPS — 


External EOP (input) 
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MEMORY TO MEMORY TRANSFER TIMING 


TAFAB 


A 


MN. output 
ODV TOD | 


DBO ~ DB7 


Internal EOP 
(output) 


External EOP 
(input) 





READY TIMING 


IOR, MEMR 


(Extended 
write 
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COMPRESSED TRANSFER TIMING _ 


TOCTR 


TDCTW 


joW, EM F Fi EF 


tre 


' Internal EOP 
(output) 


External EOP 
(input) 
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! t 
Symbol Pin name npuls Function 
output 


= 
2 
Ti 
C 
2 
O 
= 
Oo 
2 
” 


CLK Clock Input Control of MSM82C37B-5 internal operations 
and data transfer speed. 
Chip select Input CS is active-low input signal used for the CPU 
to select the MSM82C37B-5 as an |/O device 
in an idle cycle. 


RESET Reset Input RESET is active-high asynchronous input signal 
used to clear command, status, request, 
temporary registers, and first/last F/F, and to 
set mask register. The MSM82C37B8-5 enters 

| an idle cycle following a RESET. 

READY Ready Input The read or write pulse width can be extended 
to accomodate slow access memories and I/O 

| devices when this input is switched to low 
level. Note this input must not change within the 
prescribed set-up/hold time. 


HLDA Hold 
acknowledge 


HLDA is active-high input signal used to indicate 
that system bus control has been released when 
a hold request is received by the CPU. 


DREQO ~ DREQ3 


DMA request 


DREQ is asychronous DMA transfer request 
input signals. Although these pins are switched 
to active-high by reset, they can be programmed 
to become active-low. DMA requests are received 
in accordance with a prescribed order of priority. 
DREQ must be held until DACK becomes active. 


DBO ~ DB7 Data bus O ~ 7 Input/ DB is bidirectional three-state signals connected 
output to the system data bus, and which is used as 
an input/output of MSM82C37B-5 internal 
registers during idle cycles, and as an output 
of the eight higher order bits of transfer addresses 
during active cycles. Also used as input and 
Output of transfer data during memory-memory 
transfers. 
1/O read Input/ 1OR is active-low bidirectional three-state signal 
Output used as an input control signal for CPU reading 
of MSM82C37B-5 internal registers during idle 
cycles, and as an output control signal for reading 
1/O device transfer data in writing transfers 
during active cycles. 
1/O write Input/ 1OW is active-low bidirectional three-state signal 
output used as an input contro! signal for CPU writing 
of MSM82C37B-5 internal registers during 
idle cycles, and as an output control signal 
for writing !/O device transfer data in writing 
transfers during active cycles. 


0 ~ 3 channels 
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Input/ 


Pin name . 
output 


Symbol 


Input/ 
Output 


End of process 






























AO ~ A3 


Address 0 ~ 3 Input/ 
output 


— 
- 


A4~ A7 





DACKO ~ DACK3 


DMA 
acknowledge 
0 ~ 3 channels 





Address enable 





©) 
| _ 


2 























Function 





EOP is active-low bidirectional three-state signal. 
Unlike other pins, this pin is an N-channel 
open drain. During DMA operations, a low-level 
Output pulse is obtained from this pin if the 
channel word count changes from OOOOH to 
FFFFH. 


And DMA transfers can be terminated by pulling 
the EOP input to low level. Both of- these 
actions are called terminal count (TC). 


When an internal or external EOP is generated, 
the MSM82C37B-5 terminates the transfer 
and resets the DMA request. 


When the EOP pin is not used, it is necessary 
to hold the pin at high level by pull-up resistance 
to prevent the input of an EOP by error. Also 
note that the EOP function cannot be satisfied 
in cascade mode. | 





AO~A3 is bidirectional three-state signals used 
as input signals for specifying the MSM82C37.B-5 
internal register to be accessed by the CPU during 
idle cycles, and as an output the four lower 
order bits of the transfer address during active 
cycles. 


A4~A7 is three-state signals used as an output 
the four higher order bits of the transfer address 
during active cycles. 


HRQ is active-high signal used as an output 
of hold request to the CPU for system data 
bus control purposes. After HRQ has become 
active, at least one clock cycle is required 
before HLDA becomes active. 


DACK is output signals used to indicate that 
DMA transfer «Oo peripheral devices has been 
permitted. (Available in each channel.) 


Although these pins are switched to active-low 
when reset, they can be programmed to become 
active-high. 


Note that there is no DACK output signal during 
memory-memory transfers. 


AEN is active-high output signal used to indicate 
that output signals sent from the MSM82C37B-5 
to the system are valid. And in addition to 


enabling external latch to hold the eight higher 
order bits of the transfer address, this signal 
is also used to disable other system bus buffers. 
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t ‘ 
Symbol Function 
output 
ADSTB Address strobe Output ADSTB is _active-high signal used to strobe 
the eight higher order bits of the transfer address 
by external latch. 

Memory read MEMR is active-low three-state output signal 
used as a control signal in reading data from 
memory during read transfers and memory- 
memory transfers. 





Memory write Output MEMW is active-low three-state output signal 
used as a control signal in writing data into 
memory during write transfers and memory- 
memory transfers. 
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Internal/ 
external DMA 
equest 






memory-memory 
transfer 









External EOP 
= 


Compressed 
timing 























Internal/ 


external EOP 
a: 
a: 





Demand 
External OMA 


request 








Carry or borrow 














Internal/ 


external EOP 


Note: Y.... Yes (Active) 
N....No (Inactive) 


Fig. 1 DMA operation state transition diagram 


268 


< 


EOP 





F/F setting 





@ I1/O0-MSM82C37B-5RS/GS/VJS & 


OUTLINE OF FUNCTIONS 


The MSM82C37B-5 consists of five blocks = three logic sections, an internal register section, and a coun- 
ter section. 

The logic sections include a timing control block where the internal timing and external control signals are 
generated, a command control block where each instruction from the CPU is decoded, and a priority decision 
block where the order of DMA channel priority is determined. The purpose of the internal register section is to 
hold internal states and instructions from the CPU, while the counter section computes addresses and word counts. 


DESCRIPTION OF OPERATIONS 


The MSM82C37B-5 operates in two cycles (called the idle and active cycles) which are divided into indepen- 
dent states. Each state is commenced by a clock falling edge and continues for a single clock cycle. The transition 
from one state to the next in DMA operations is outlined in Figure 1. 


IDLE CYCLE 


The idle cycle is entered from the SI state when there is no valid DMA request on any MSM82C37B-5 chan- 
nel. During this cycle, DREQ and CS inputs are monitored during each cycle. When a valid DMA request is then 
received, an active cycle is commenced. And if the HLDA and cs inputs are at low level, a programming state 
is started with MSM82C37B-5 reading or writing executed by IOR or IOW. Programming details are described later. 


ACTIVE CYCLE 


If a DMA request is received in an unmasked channel while the MSM82C37B- 5 is in an idle cycle, or if a software 
DREQ is generated, the HRQ is changed to high level to commence an active cycle. The initial state of an active 
cycle is the SO state which is repeated until the HLDA input from the CPU is changed to high level. (But because 
of internal operational reasons, a minimum of one clock cycle is required for the HLDA is be changed to high level 
by the CPU after the HRO has become high level. That is, the SO state must be repeated at least twice.) 

After the HLDA has been changed to high level, the SO state proceeds to operational states S1 thru S4 during 
|/O-memory transfers, or to operational states S11 thru $14 and $21 thru S24 during memory-memory transfers. 

If the memory or 1/O device cannot be accessed within the normal timing, an SW state (wait state) can be 
inserted by a READY input to extend the timing. 


DESCRIPTION OF TRANSFER TYPES 


MSM82C37B-5 transfers between an |/O and memory devices, or transfers between memory devices. The three 
types of transfers between !/O and memory devices are read, write, and verify. 


1/O-MEMORY TRANSFERS 


The operational states during an |/O-memory transfer are S1, S2, $3, and S4. 

In the S1 state, an AEN output is changed to high level to indicate that the control signal from the 
MSM82C37B-5 is valid. The eight lower order bits of the transfer address are obtained from AO thru A7, and the 
eight higher order bits are obtained from DBO thru DB7. The ADSTB output is changed to high level at this time 
to set the eight higher order bits in an external address latch, and the DACK output is made active for the channel 
where the DMA request is acknowledged. Where there is no change in the eight higher bit transfer address during 
demand and block mode transfers, however, the S1 state is omitted. 

In the S2 state, the |OR or MEMR output is changed to low level. 

In the S3 state, IOW or MEMW is changed to low level. wines compressed timing is used, however, the S3 
state is omitted. 

The S2 and S3 states are 1/O or memory input/output timing control states. 

In the S4 state, 1OR, iOW, MEMR, and MEMW are changed to high level, and the word count register is 
decremented by 1 while the address register is incremented: (or decremented) by 1. This completes the DMA transfer 
of one word. 

Note that in |/O-memory transfers, data is transferred directly without being taken in by the MSM82C37B-5. 
The differences in the three types of !/O-memory transfers are indicated below. 
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READ TRANSFER 


Data is transferred from memory to the 1/O device by ea MEMR and IOW to low level. MEMW and IOR 
are kept at high level du ring this time. 


WRITE TRANSFER 


Data is transferred fori the I/O acces to memory by changing MEMW and IOR to low ich MEMR and low 
are kept at high level during this time. 
Note that writing and reading in these write and read transfers are with respect to the memory. 


VERIFY TRANSFER 


Although verify transfers involve the same operations as write and read transfers (such as transfer address 
generation and EOP input responses), they are in fact pseudo transfers where all |/O and memory reading/writing 
control signals are kept inactive. READY inputs are disregarded in verify transfers. 


MEMORY-MEMORY TRANSFERS 


Memory-memory transfers are used to transfer data blocks from one memory area to another. 

Memory-memory transfers require a total of eight states to complete a single transfer four states (S11 
thru S14) for reading from memory, and four states (S21 thru S24) for writing into memory. These states are 
similar to 1/O-memory transfer states, and are distinguished by using two-digit numbers. 

In memory-memory transfers, channel O is used for reading data from the source area, and channel 1 is 
used for writing data into the destination area. During the initial four states, data specified by the channel O ad- 
dress is read from the memory when MEMR is made active, and is taken in the MSM82C378B-5 temporary register. 
Then during the latter four states, the data in the temporary register is written in the address specified by channel 
1. This completes the transfer of one byte of data. With channel O and channel 1 addresses subsequently in- 
cremented (or decremented) by 1, and channel O, 1 word count decremented by 1, this operation is repeated. 
The transfer is terminated when the word count reaches FFFF(H) from OOOO(H), or when an EOP input is applied 
from an external source. Note that there is no DACK output signal during this transfer. 


The following preparations in programming are requiring to enable memory-memory transfers to be started. 


COMMAND REGISTER SETTING 


Memory-memory transfers are enabled by setting bit O. Channel O address can be held for all transfers by 
setting bit 1. This setting can be used to enable 1-word contents of the source area to be written into the entire 
destination area. 





MODE REGISTER SETTING 


The transfer type destination is disregarded in channels 0 and 1. Memory-memory transfers are always executed 
in block transfer mode. 


REQUEST REGISTER SETTING 


Memory-memory transfers are started by setting the channel O request bit. 


MASK REGISTER SETTING 


Mask bits for all channels are set to prevent selection of any other channel apart from channel 0. 


WORD COUNT REGISTER SETTING 


The channel 1 word count is validated, while the channel 0 word count is disregarded. 
In order to autoinitialize both channels, it is necessary to write the same values into both word count registers. 
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DESCRIPTION OF OPERATION MODES 


SINGLE TRANSFER MODE 


In single transfer mode, only one word is transferred, and the addresses are incremented (or decremented) 
by 1 while the word count is decremented by 1. The HRQ is then changed to low level to return the bus control 
to the CPU. If DREQ remains active after completion of a transfer, the HRQ is changed to low level. After the 
HLDA is changed to low level by the CPU, and then changes the HRO back to high level to commence a fresh 
DMA cycle. For this reason, a machine cycle can be inserted between DMA cycles by the CPU. 


BLOCK TRANSFER MODE 


Once a DMA transfer is started in block mode, the transfer is continued until terminal count (TC) status is 
reached. 

If OREQ remains active until DACK becomes active, the DMA transfer is continued even if DREQ becomes 
inactive. 


DEMAND TRANSFER MODE 


The DMA transfer is continued in demand transfer mode until DREQ is no longer active, or until TC status is 
reached. 

During a DMA transfer, intermediate address and word count values are held in the current address and current 
word count registers. Consequently, if the DMA transfer is suspended as a result of DREQ becoming inactive before 
TC status is reached, and the DREQ for that channel is then made active again, the suspended DMA transfer is 
resumed. 


CASCADE TRANSFER MODE 
When DMA transfers involving more than four channels are required, connecting a multiple number of 


MSM82C37A-5 devices in a cascade connection (see Figure 2) enables a simple system extension. This mode is set 
by setting the first stage MSM82C37B-5 channel to cascade mode. The DREQ and DACK lines for the first stage 
MSM82C37B-5 channel set to cascade mode are connected to the HROQ and HLDA lines of the respective 
MSM82C37B-5 devices in the second stage. The first stage MSM82C37B-5 DACK signal must be set to active-high, 
and the DREQ signal to active-low. 

Since the first stage MSM82C37B-5 is only used functionally in’determining the order of priority of each 
channel when cascade mode is set, only DREO and DACK are used — all other inputs are disregarded. And since the 
system may be hung up if the DMA transfer is activated by software DREQ, do not set a software DREQ for channe!s 
where cascade mode has been set. 

In addition to the dual stage cascade connection shown in Figure 2, triple stage cascade connections are possible 
with the second stage also set to cascade mode. 


Stage 1 
MSM82C37B-5 


Stage 2 
MSM82C37B-5 


lFig. 2 MSM82C37B-5 cascade connection system 
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AUTOINITIALIZE MODE 


Setting bit 4 of the mode register enables autoinitialization of that channel. Following TC generation, au- 
toinitialize involves writing of the base address and the base word count register values in the respective current 
address and current word count registers. The same values as in the current registers are written in the base 
registers by the CPU, and are not changed during DMA transfers. 


When a channel has been set to autoinitialize, that channel may be used in a second transfer without involving 
the CPU and without the mask bit being reset after the TC generation. 


PRIORITY MODES 


The MSM82C37B-5 makes use of two priority decision modes, and acknowledges the DMA channel of highest 
priority among the DMA requesting channels. 


FIXED PRIORITY MODE 


In fixed priority mode, channel! 0 has the highest priority, followed by channel 1, 2, and 3 in that order. 


ROTATING PRIORITY MODE 


In rotating priority mode, the order of priority is changed so that the channel where the current DMA transfer 
has been completed is given lowest priority. This is to prevent any one channel from monopolizing the system. 
The fixed priority is regained immediately after resetting. 


Table 1 MSM82C37B-5 priority decision modes 


Priority mode | ar 


Highest 








Order of priority 
for next DMA 


' Lowest 





COMPRESSED TIMING 


Setting the MSM82C37B-5 to compressed timing mode enables the S3 state used in extension of the read pulse 
access time to be omitted (if permitted by system structure) for two or three clock cycle DMA transfers. If the S3 
state is omitted, the read pulse width becomes the same as the write pulse width with the address updated in S2 


and the read or write operation executed in S4. This mode is disregarded if the transfer is a memory-memory transfer. 
transfer. 


EXTENDED WRITING 


When this mode is set, the iOW or MEMW signal which normally appears during the S3 state is obtained during 

_ the S2 state, thereby extending the write pulse width. The purpose of this extended write pulse is to enable the 

system to accomodate memories and !/O devices where the access time is slower. Although the pulse width can 
also be extended by using READY, that involves the insertion of a SW state to increase the number of states. 
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DESCRIPTION OF INTERNAL REGISTERS. 


CURRENT ADDRESS REGISTER 


Each channel is equipped with a 16-bit long current address register where the transfer address is held during 
DMA transfers. The register value is incremented (or decremented) in each DMA cycle. Although this register is 
16 bits tong, the CPU is accessed by the MSM82C37B-5 eight bits at a time, therefore necessitating two successive 


8-bit (lower and higher order bits) reading or writing operations using internal first/last flip-flops. 
When autoinitialize has been set, the register is automatically initialized to the original value after TC. 


CURRENT WORD COUNT REGISTER 


Each channel is also equipped with a 16 bit-long current word count register where the transfer count is 
held during DMA transfers. The register value is decremented in each DMA cycle. When the word count value 
reaches FFFF(H) from OOOO(H), a TC is generated. Therefore, a word count vaue which is one less than the 
actual number of transfers must be set. 

Since this register is also 16 bits long, it is accessed by first/last flip-flops control in the same way as the address 
register. And if autoinitialize has been set, the register is automatically initialized to the original value after TC. 


BASE ADDRESS REGISTER AND BASE WORD COUNT REGISTER 


Each channel is equipped with a 16-bit long base address register and base word count register where the 
initial value of each current register is held. The same values are written in each base register and the current 
register by the CPU. The contents of the current register can be made ready by the CPU, but the content of the 
base register cannot be read. 


COMMAND REGISTER 


This 8-bit write-only register prescribes DMA operations for all MSM82C37B-5 channels. An outline of all bits 
is given in Figure 3. When the controller is disabled by setting DB2, there is no HRQ output even if DMA request is 


active. 
DREQ and DACK signals may be active high or active low by setting DB6 and DB7. 


| p87 | 08s | oss | oes | 082 | ova | oss | o80 | 





0: Memory-memory transfer disabled 





: Memory-memory transfer enabled 






: Channel 0 address hold disabled 


: Channel O address hold enabled 
(Invalid when DBO = “‘0’’) 









: Controller enabled 






: Controller disabled 







: Normal timing 





: Compressed timing 
(Invalid when DBO = ‘1°') 






: Fixed priority 






: Rotating priority 






: Normal write pulse width 






: Extended write pulse width 







: DREQ sense active ‘‘H’’ 


: DREQ sense active “’L”’ 







: DACK sense active ‘’L’’ 


: DACK sense active “’H’’ 


—_ 





Fig. 3 Command register 
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MODE REGISTER 


Each channel is equipped with a 6-bit write-only mode register, which is decided by setting DBO, DB1 which 
channel is to be written when writing from the CPU is programming status. The bit description is outlined in Figure 4. 


This register is not cleared by Reset or Master Clear instruction. 





: Channel 0 selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Verify transfer 
: Write transfer 
: Read transfer 
: Disabled 
(Invalid when DB6-DB7 = 11") 


0: Auto initialize disabled 
: Auto initialize enabled 


: Address increment (+1) selected 
: Address decrement (—1) selected 


: Demand transfer mode selected 
: Single transfer mode selected 
: Block transfer mode selected 


: Cascade mode selected 


Fig. 4 Mode register 


REQUEST REGISTER 


In addition to using the DREQ signal, the MSM82C378B-5 can request DMA transfers by software means. 
This involves setting the request bit of request register. Each channel has a corresponding request bit in the re- 
quest register, and the order of priority of these bits is determined by the priority decision circuit irrespective of 
the mask register. DMA transfers are acknowledged in accordance with the decided order of priority. 

All request bits are reset when the TC is reached, and when the request bit of a certain channel has been 
received, all other request bits are cleared. When a memory-memory transfer is commenced, the verge! O re- 


quest bit is set. The bit description is outlined in Figure 5. 


00 
01 
10 
11 


{t 





: Channel O selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Request bit cleared 
: Request bit set 


Not used 


Fig. 5 Request register 
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MASK REGISTER 


This register is used in disabling and enabling of DMA transfers in each channel. Each channel includes a 
corresponding mask bit in the mask register, and each bit is set when the TC is reached if not in autoinitialize mode. 
“This mask register can be set in two different ways. 

The method for setting/resetting the register for each channel is outlined in Figure 6(a), while the method for 
setting/resetting the register for all channels at once is outlined in Figure 6(b). 


: Channel 0 selected 
: Channel 1 selected 
: Channel 2 selected 
: Channel 3 selected 


: Mask bit cleared 
: Mask bit set 


Not used 


(a) Single mask register (setting/resetting for each channel) 


: Channel 0 mask bit cleared 
: Channel O mask bit set 


: Channel 1 mask bit cleared 
: Channel 1 mask bit set 


: Channel! 2 mask bit cleared 
: Channel 2 mask bit set 


: Channel 3 mask bit cleared 
: Channel 3 mask bit set 


Not used 


(b) All mask register (setting/resetting of all channels at once) 


Fig. 6 Mask register 
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STATUS REGISTER 


This register is a read-only register used in CPU reading of the MSM82C37B-5 status. The four higher order 
bits indicate the DMA transfer request status for each channel, ‘1’ being set when the DREQ input signal is active. 

The four lower order bits indicate whether the corresponding channel has reached the TC or not,'1’ being 
set when the TC status is reached. These four lower order bits are reset by status register reading, or RESET input 
and master clearing. A description of each bit is outlined in Figu re 7. 


[27 | 986 | ves | vee | oss | vez | ver | veo 


: Channel 0 has not reached TC 
: Channel O has reached TC 


: Channel 1 has not reached LG: 
: Channel 1 has reached TC 


: Channel 2 has not reached TC 
: Channel 2 has reached TC. 


: Channel 3 has not reached TC 
: Channel 3 has reached TC 


: Channel 0 is not requesting 
: Channel 0 is requesting 


: Channel 1 is not requesting 
: Channel 1 is requesting 


: Channel 2 is not requesting 
: Channel 2 is requesting 


: Channel 3 is not requesting 
: Channel 3 is requesting 





Fig. 7 Status register 





TEMPORARY REGISTER 


The temporary register is a register where transfer data is held temporarily during memory-memory transfers. 
Since the last item of data to be transferred is held after completion of the transfer, this item can be read by the 
CPU. | 


SOFTWARE COMMAND 


The MSM82C37B-5 is equipped with software commands for executing special operations to ensure proper 
programming. Software command is irrespective of data bus contents. 


CLEAR FIRST/LAST FLIP-FLOP 


16-bit address and word count registers are read or written in two consecutive operations involving eight 
bits each (higher and lower order bits) under data bus port control. The fact that the lower order bits are accessed 
first by the MSM82C37B-5, followed by accessing of the higher order bits, is discerned by the internal first/last 
flip-flop. This command resets the first/last flip-flop with the eight lower order bits being accessed immediately 
after execution. 
MASTER CLEAR 


The same operation as when the hardware RESET input is applied. This command clears the contents of 
the command, status (for lower order bits), request, and temporary registers, also clears the first/last flip-flop, 
and sets the mask register. This command is followed by an idle cycle. 


CLEAR MASK REGISTER 


When this command is executed, the mask bits for all channels are cleared to enable reception of DMA transfers. 
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PROGRAMMING 


The MSM82C37B-5 is switched to programming status when the HLDA input and CS are both at low level. In 
this state, |OR is changed to low level with IOW held at high level to enable reading by the CPU, or else 1OW is 
changed to low level while 1OR is held at high level to enable writing by the CPU. 

A list of command codes for reading from the MSM82C37B-5 is given in Table 2, and a list of command codes - 
for writing in the MSM82C37B-5 is given Table 3. 


Note: If a DMA transfer request is received from an !/O device during MSM82C37B-5 programming, that DMA 
transfer may be commenced to prevent proper programming. 
To prevent this interference, the DMA channe! must be masked, or the controller disabled by the command 
register, or the system set so as to prevent DREQ becoming active during the programming. 


Table 2 List of MSM82C378-5 read commands 


Internal 
first/last Read out data 
flip/flop 


Curent addres 8 lower order bits 
ist 
pofofofofofol a iad siuseatorde it 
Channel 0 


8 lower order bits 
Current word count 


register 8 higher order bits 


a 

i we Current address 
ae register 

Channel 1 

a Current word count 
se register 
Vice 
: 


RESISNet 8 higher order bits 


8 lower order bits 
Current address 
pesiecet 8 higher order bits 
Channel 2 
Fo 8 lower order bits 
Current word count 
lo bit 
ist 
as Heer 8 higher order bits 
Channel 3 
8 lower order bits 
Current word count 


register 8 higher order bits 


Status register 
Temporary register 


Xx Output data invalid 


X 
X 
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Table 3 List of MSM82C378B-5 write commands 
















Internal 
first/last 
flip-flop 






Written data 








= 
= 


8 lower order bits 


Current and base 
address registers 















Current and base 
word count registers 











Current and base 
address registers 





8 higher order bits 


8 lower order bits 





Current and base 
word count registers 













Channel 0 
8 higher order bits 


Channel 1 
lo order bit 
Current and base SOME EOICER Its 


address registers 8 higher order bits 
Channel 2 


8 lower order bits 
Channel 3 


1 







Current and base 
word count registers 












8 higher order bits 





Current and base 
address registers 


8 lower order bits 











8 higher order bits — 












8 lower Order bits 


8 higher order bits 


[Semin 
ee oe 
ee 
ee 
er 
a 


Current and base 
word count registers 





Xx Command register 


Master clear (software command) 





Clear mask register (software command) 


Xx 

x 

X 

Xx 

Xx 

Xx 
ae 





All mask register 
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OKI semiconductor 








MSM82C43RS/GS 


INPUT/OUTPUT PORT EXPANDER 





GENERAL DESCRIPTION 


The MSM82C43 is an input/output port expander device based on 3y silicon gate CMOS technology and design- 


ed to operate at low power consumption levels. 


In systems employing the MSM80C48/49 8-bit 1-chip microcomputers, 4-bit data can be expanded by dividing 
between four I/O lines by executing the MOVDPp. A, MOVDA, Pp, ANLDPp, A and ORLDPp, A instruttions. 


FEATURES 


@3u silicon gate CMOS technology for low power 
consumption 

e2.5 to 6 V single power supply 
MSMS80C 48/49 operating frequency.) 

e@ Fully static operation 


(dependent on 


e Bidirectional |/O ports 

e TTL compatible (ports 4 thru 7) 

e Functional compatibility with Intel i8243 
@ 24 pin Plastic DIP (DIP24-P-600) 

@ 24 pin Plastic SOP (SOP24-P-430-K) 

@ 24 pin-V Plastic SOP (SOP24-P-430-VK) 





FUNCTIONAL BLOCK DIAGRAM 


ADDRESS 
DECODER 
INSTRUC 

DECODER 








ao tee 


PROG 


TEMP 


: E 
AMD/OR 
LOGIC 
4 


cs —— 





LATCH 


RESET 
CIRCUIT 


PORT 4 
INPUT | 


age. ai 
ali PORT 6 


INPUT 
BUFFER 


LATCH 
INPUT | 
BUFFER 


ey ee 5 


BUFFER 


PIN CONFIGURATION 


MSM82C43RS (Top View) 24 pin Plastic DIP 


PORT 5 





MSM82C43GS (Top View) 24 pin Plastic 
Small Outlime Package 


PORT 7 
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ELECTRIC CHARACTER ISTICS 


e Absolute Maximum Ratings — 


[sump vonse ——SSCS~*~*wdC go | tear «df SC? Td 


e Operating Conditions 


mow a 


Tretoad | 2 | 


@ DC Characteristics (Vcc = 4.0V ~ 6.0V, Ta = -40°C ~ +85°C) 


























“H"’ Output Voltage Ports 4-7 
"H" Output Voltage Port 2 
“H'' Output Voltage Ports 4-7 
“H'’ Output Voltage Port 2 


‘= 
> 


Input Leak Current’ 3 


:= 
> 


Input Leak Current’ 6 


= 
> 


Power Supply Current For continuous 


MSM80C49 access- 
ing at 11 MHz 


5 


3 





NOTE: *1 The supply voltage during operation is dependent on MSM80C49 operating frequency. 
*2 €xcept P20 thru P23. — . 
*3 P40 thru P43, P50 thru P53, P60 thru P63, P70 thru P73. 
*4 P70 thru P73. 
*5 P20 thru P23. 
*6 P20 thru P23, CS, PROG. 
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e AC Characteristics 


Parameter 
Port Control Setting Time (up to PROG Falling Edge) 
Port Control Holding Time (From PROG Falling Edge) 
Output Data Setting Time 
Output Data Holding Time 
Input Data Holding Time 
PROG Pulse Width 
CS Valid Time (before and after PROG) 
Output Data Valid Time (at Ports 4—7) 
Input Data Holding Time (at Ports 4—7) 
Input Data Valid Time (from PROG Falling Edge) 


TIMING CHART 


P20 thru P23 
(when writing) 


P20 thru P23 
(when reading) 


INSTRUCTION 


P40 thru P43 
Q 


P70 thru P73 
(when writing) 


P40 thru P4is 


2 
P70 thru P73 
(when reading) 








PREVIOUS OUTPUT DATA 


= |/O-MSM82C43RS/GS = 


(Vcc = 4.0V ~ 6.0V, Ta = -40°C ~ +85°C) 


[symbor [Condens | wa 
Tig | B09 LomD | 60 
aon toad | 60 
[eon toad | 200 | 
TaecF toad | 20 
[aeeF Lona | 0 
700 | 

20 | 

Fioap | — 
am 


tA 

tB 

tc 

tp 

tH 

te | - =i; 700 
a ee 
ptues | 


FLOAT 


| OUTPUT DATA | 
tp 


O 


OUTPUT DATA 


INPUT VALID 
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PIN FUNCTIONS 3 / | 
Ns AR Ne ike ee es OOS 
PROG Clock input from MSM80C49. When PROG is changed from ‘‘H”’ to ‘’L’’, MSM82C43 STARTS 
Input for chip select. Outputs and internal status cannot be changed when CS is ““‘H”. 


operating in accordance with an order from MSM80C49. 
P20 — p23 4-bit bidirectional |/O ports: When connected to P20 thru P23 of MSM80C49, direct data 













transfer from port to accumulator and from accumulator to port is possible. 
















— P4 | 
Bi _ es 4-bit bidirectional !/O ports. 
P60 — P63 Data is latched statistically when output to ports, but is only valid while PROG is at ‘’L”’ level 
P70 — P73 when input. 





+5V power supply 
' GROUND 


FUNCTIONS 

e Write mode 
Execution of MOVDPp, A, ORLDPp, A, ANLDPp, level. When at “‘H” level, ports 4 thru 7 are switched 
and A by MSM80C49 enables direct output of accu- to tristate and port 2 is switched to input mode. 
mulator contents to ports 4 thru 7, and output to the 
ports after ORing or ANDing with port data. The e Address and instruction code 


port data is latched statistically at this time and 
remains unchanged until execution of the next instruc- 
tion. 





© Read mode 
Execution of MOVDA and Pp results in data of ports 
4 thru 7 being accepted by the accumulator. Note 
that port data is valid only while PROG is at ‘’L”’ 





© MSM82C43 Multiple connection example 


SELECTOR 


o 
t 
oO 
° 
oO 

2 
7) 
= 
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OUTPUT CHARACTERISTICS 


e Standard DC characteristics e Standard AC characteristics 


Output 'H”’ voltage (Voy) vs. output current (IOH) tpg, tH, and tacc vs. power supply voltage (Vcc) 


Ta = -40 ~ +85°C 





> 

r 

O 

> 

® 

oy) — 
9) n 
= c 
= £ 
a na 
x O 
a S 
5 = 
2 : 
3 O 
fo = 

Output current logy (mA) 
ee Power supply voltage (Vcc) 
Output ‘‘L"’ voltage (Vo_) vs. output current (Io) 
Ta = -40 ~ +85°C 

> 

4 

O 

> 

® 

i@2) 

2 

re) 

> 

= 

a 

a 

a 

~ 

=) 

O 





Output current Io _ (mA) 


Operating frequency vs. power supply voltage (lec) 
Ta=25°C 


NO 






Vcc = 4.5V ~ 5.5V 


Power supply current I¢c (mA) 


fo) 


Note: The direction which the output current flows 
through the device is taken as the positive direc- 


1 3 6 11 
MSM80C49 operating frequency (MHz) tion. 
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GUARANTEED MSM82C43 OPERATING RANGE 





Ta = -40 ~ +85°C 


<—— Guaranteed operating range 


MSM80C49 operating range (MHz) 


iA eS eee eS 





Power supply voltage (Vcc) 
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OKI semiconductor 
MSM82C51A-2RS/GSUS 


UNIVERSAL SYNCHRONOUS ASYNCHRONOUS RECEIVER TRANSMITTER 








GENERAL DESCRIPTION 


The MSM82C51A is a USART (Universal Synchronous Asynchronous Receiver Transmitter) for serial data 
communication. 

As a peripheral device of a microcomputer system, the MSM82C51A receives parallel data from the CPU 
and transmits serial data after conversion. This device also receives serial data from the outside and transmits 
parallel data to the CPU after conversion. 

The MSM82C51A configures a fully static circuit using silicon gate CMOS technology. Therefore, it oper- 
ates on extremely low power at 100 nA (max) of standby current by suspending all operations. 


FEATURES 

@ Wide power supply voltage range from 3 V to 6 V. e Error detection (parity, overrun and framing) 
e Wide temperature range from -40°C to 85°C. @ 28 pin Plastic DIP (DIP28-P-600) 

e Synchronous communication upto 64K baud. @28 pin PLCC (QFJ28-P-S450) 

e@ Asynchronous communication upto 38.4K baud. @ 32 pin-V Plastic SOP (SSOP32-P430-VK) 


e@ Transmitting/receiving operations under double buf- 
fered configuration. 


FUNCTIONAL BLOCK DIAGRAM 


TRANSMIT 
BUFFER 


(P—S) 


READ/WRITE TRANSMIT 


CONTROL ONTR 
LOGIC - ot 


RECEIVE 
BUFFER 


(S—P) 


Ww 
< 
a 
wn 
oe 
aa) 
a 
c= ¢ 
2 
om 
Ww 
= 


MODEM 
CONTROL 


RxRDY 


RECEIVE a 
CONTROL BXe 


—e SYNDET/BD 
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PIN CONFIGURATION 


21[] RESET 


15 16 17 


H 81 SYNDET/BD 


MSM82C51A-2RS (Top View) MSM82C51A-2GS (Top View) MSM82C51A-2JS (Top View) 
28 Lead Plastic DIP 32 Lead Plastic Small Outlime 28 Lead Plastic Leaded 
Package Chip Carrer 





FUNCTION by setting a necessary command, reading a status and 
reading/writing data. 
Outline 
The MSM82C51A’s functional configuration is 
programed by software. 


Operation between the MSM82C51A and a CPU 


is executed by program control. Table 1 shows the oper- Write mode 
ation between a CPU and the device. instruction 


Table 1 Operation between MSM82C51A and CPU 


Ts leol [wal 
[1 [x |x | x | owepe cane 
ro [x] + [1 | oxtapusoatte 
[os fo [+ | satu >cru 
Po [a [+ fe | contol word GPU 
ro fo | o [1 | oste-cru 

ro fo] + fe | owescru 






no 
Write first sync 
character 


Single 
sync mode 
(o) 
Write second 
sync character 
: es : | end of mode 
It is necessary to execute a function-setting se- . setting 


quence after resetting the MSM82C51A. Fig. 1 shows 
the function-setting sequence. | 

If the function was set, the device is ready to Fig. 1 Function-Setting Sequence 
receive a command, thus enabling the transfer of data. (Mode Instruction Sequence) 
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Control! Words 


1. 
Zz 


1) 


There are two types of control word. 
Mode instruction (setting of function) 
Command (setting of operation) 


Mode Instruction 


Mode instruction is used for setting the func- 
tion of the MSM82C51A. Mode instruction will be 
n ’’wait for write’’ at either internal reset or ex- 
ternal reset. That is, the writing of.a control word 
after resetting will be recognized as a ’’mode in- 
struction.” 

Items set by mode instruction are as follows: 


e@ Synchronous/asynchronous mode 


w 1/O-MSM82C51A-2RS/GS/JS = 


@ Stop bit length (asynchronous mode) 

e Character length 

e Parity bit 

e Baud rate factor (asynchronous mode) 

e Internal/external synchronization (synchronous 
mode) 

eNo. of synchronous characters (synchronous 
mode) 

The bit configuration of mode instruction 
is shown in Fig.’s 2 and 3. In the case of synchro- 
nous mode, it is necessary to write one- or two- 
byte sync characters. 

If sync characters were written, a function 
will be set because the writing of sync characters 
constitutes part of mode instruction. 


D4 Deg Ds D4 D3 D4 D, Do 





Baud rate factor 


Fig. 2 Bit Configuration of Mode Instruction (Asynchrnous) 
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2) 
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D+ Dg Ds Da D3 D» D, Do t 


Character length 


8 bits 


Even 
parity 


External 
synchro- 





Fig. 3 Bit Configuration of Mode Instruction (Synchronous) 


Command 


Command is used for setting the operation 
of the MSM82C51A. 


It is possible to write a command whenever 


necessary after writing a mode instruction and 


sync characters. 


Items to be set by command are as follows: 
@ Transmit: Enable/Disable 


e Receive Enable/Disable 

e DTR, RTS Output of data. 
e Resetting of error flag. 

@ Sending of break characters 

@ Internal resetting 

e@ Hunt mode (synchronous mode) 


The bit configuration of a command is shown 
in Fig. 4. 





= 1/O-MSM82C51A-2RS/GS/JS = 


D+ D6 Ds D4 D3 Dy Dy Do 


1.... Transmit Enable 
0....Disable 


.... Receive Enable 
...Disable 


..oend break 
character. 
...Normal operation 


...Reset error 
flag. 
...Normal operation 


RTS 
1>RTS =0 
0>RTS =1 


... Internal reset 
...Normal operation 


...Aunt mode 
(Note) 
...Nomal operation 





(Note) Search mode for synchronous 
characters in synchronous mode. 


Fig. 4 Bit Configuration of Command 
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Status Word | ‘ The bit configuration of status word is shown in 
It is possible to see the internal status of MSM- Fig. 5. 
82C51A by reading a status word. . 


D7, De Ds D. Di; O 


D4 D3 0 
SYNDET Tx Rx Tx 
/BD EMP RDY | RDY 


Partly different from 
TXRDY terminal. 
Refer to ‘’Explana- 
tion of TXRDY 

. Terminal. 
Same as terminal. 
Refer to ‘‘Explana- 


tion of Terminals. 


1....Parity error 


1....Overrun error 


(Note) only asyn- 

1....Framing error chrnous mode. 
Stop bit cannot 
be detected. 


Shows terminal DSR. 
1....DSR =O 
0....0SR =1 





Fig. 5 Bit Configuration of Status Word 
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Standby Status 
it is possible to put the MSM82C51A in ‘’stand- 
by status’’. 
When the following conditions have been satis- 
fied the MSM82C51A is in ‘’standby status.”’ 
(1) CS terminal is fixed at Vcc level. | 
(2) Input pins other than CS, Do to D7, RD, 
WR and C/D are fixed at Vcc or GND level 
(including SYNDET in external syn- 
chronous mode). 
Note When all output currents are 0, ICCS 
specification is applied. 


Pin Description 


Do to D7 (I/O terminal) 

This is bidirectional data bus which receive con- 
trol words and transmits data from the CPU and sends 
status words and received data to CPU. 


RESET (Input terminal) 

A ‘High’ on this input forces the MSM82C51A 
into ‘‘reset status.’’ 

The device waits for the writing of ‘mode in- 
struction.”’ 

The min. reset width is six clock inputs during 
the operating status of CLK. 


CLK (Input terminal) . 

CLK signal is used to generate internal device 
timing. rT aaa 

CLK signal is independent of RXC or TXC. 

However, the frequency of CLK must be great- 
er than 30 times the RXC and TXC at Synchronous 
mode and Asynchronous ’'’x1’’ mode, and must be 
greater than 5 times at Asynchronous '’x16’’ and 
"*x64"" mode. 


WR (Input terminal) 

This is the ‘’active low”’ input terminal which 
receives a signal for writing transmit data and con- 
tro! words from the CPU into the MSM82C51A. 


RD (Input terminal) 

This is the ‘’active low’’ input terminal which 
receives a signal for reading receive data and status 
words from the MSM82C51A. 


C/D (input terminal) 

This is an input terminal which receives a signal 
for selecting data or command words and status 
words when the MSM82C51A is accessed by the 
CPU. 


lf C/D = low, data will be accessed. 
If C/D = high, command word or status word will 
be accessed. 


cs (Input terminal) 

This is the ‘active low’’ input terminal which 
selects the MSM82C51A at low level when the CPU 
accesses. 

Note The device won't be in ‘’standby status’’; 

only setting CS = High. 
Refer to ‘’Explanation of Standby Status.’’ 
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TXD (Output terminal) 

This is an output terminal for transmitting data 
from which serial-converted data is sent out. 

The device is in ‘’mark status’’ (high level) after 
resetting or during a status when transmit is disabled. 

It is also possible to set the device in ’’break sta- 
tus’’ (low level) by a command. 


TXRDY (Output terminal) 

This is an output terminal which indicates that the 
MSM82C51A is ready to accept a transmitted data 
character. But the terminal is always at low level if CTS 
= high or the device was set in '’TX disable status” 
by a command. 

Note TXRDY status word indicates that transmit 

data character is receivable, regardless of 
CTS or command. 

IF the CPU writes a data character, TXRDY will 

be reset by the leading edge or WR signal. 


TXEMPTY (Output terminal) 

This is an output terminal which indicates that the 
MSM82C51A has transmitted all the characters and 
had no data character. 

In '’synchronous mode,” the terminal is at high 
level, if transmit data characters are no longer remain- 
ing and sync characters are automatically transmitted. 

If the CPU writes a data character, TXEMPTY will 
be reset by the leading edge of WR signal. fo tes 

Note As the transmitter is disabled by setting CTS 

"High’’ or command, data written before 
disable will be sent out. Then TXD and 
TXEMPTY will be ’’High’’. 

Even if a data is written after disable, that 
data is not sent out and TXE willbe ’’High’’. 
After the transmitter is enabled, it sent out. 
(Refer to Timing Chart of Transmitter Con- 
trol and Flag Timing) 


TXC (Input terminal) 

This is a clock input signal which determines the 
transfer speed of transmitted data. 

In ““synchronous mode,"’ the baud rate will be the 
same as the frequency of TXC. 

In ‘’asynchronous mode”’, it is possible to select 
the baud rate factor by mode instruction. 

It can be 1, 1/16 or 1/64 the TXC. 

The falling edge of TXC sifts the serial data out 
of the MSM82C51A. 


RXD (input terminal) 
This is a terminal which receives serial data. 


RXRDY (Output terminal) - 

This is a terminal which indicates that the 
MSM82C51A contains a character that is ready to 
READ. 

If the CPU reads a data character, RXRDY will be 
reset by the leading edge of RD signal. 

Unless the CPU reads a data character before the 
next one is received completely, the preceding data will 
be lost. In such a case, an overrun error flag status word 
will be set. 
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RXC (Input terminal) 

This is a clock input signal which determines the 
transfer speed of received data. 

In ‘synchronous mode,’’ the baud rate is the same 
as the frequency of RXC. 

In ’’"asynchronous mode,” it is possible to select 
the baud rate factor by mode instruction. 

It can be 1, 1/16, 1/64 the RXC. 


SYNDET/BD (Input or output terminal) 

This is a terminal whose function changes accord- 
ing to mode. 

In ‘internal synchronous mode,’’ this terminal is 
at high level, if sync characters are received and syn- 
chronized. If a status word is read, the terminal will be 
reset. 

In ‘’external synchronous mode,”’ 
terminal. 

A "'High’”’ on this input forces the MSM82C51A 
to start receiving data characters. 

In ’’"asynchronous mode,” this is an output termi- 
nal which generates ‘‘high level’’ output upon the de- 
tection of a ‘’break’’ character if receiver data contains 
a ‘’low-level’’ space between the stop bits of two con- 
tinuous characters. The terminal will be reset, if RXD 

is at high level. 





this is an input 
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DSR (Input terminal) 

‘This is an input port for MODEM iatertace: The in- 
put status of the terminal can be eceanized by the CPU 
reading status words. 


DTR (Output terminal) 
_ This is an output port for MODEM interface. It is 
possible to set the status of DTR by a command. 


CTS (Input terminal) 

This is an input terminal for MODEM interface 
which is used for controlling a transmit circuit. The ter- 
minal controls data transmission if the device is set in 
‘"TX Enable’’ status by a command. Data is transmita- 
ble if the terminal is at low level. 


RTS (Output terminal) 


This is an output port for MODEM interface. It is 
possible to set the status of RTS by a command. 
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ABSOLUTE MAXIMUM RATINGS 


Symbo Conditions 























With respect 


Output voltage VOUT —0.5 ~ Vog + 0.5 


OPERATING RANGE 


Operating temperature -40 ~ 85 












RECOMMENDED OPERATING CONDITIONS 





DC CHARACTERISTICS 
(Vec = 4.5 ~ 5.5V Ta =-40°C ~ +85°C) 


“‘L”’ output voltage 


uA | OSVouT Ss Vcc 


A 
Asynchronous X64 during 
mA ae oo 
transmitting/receiving 


LA 





All input voltage shal! be 
fixed at Vcc or GND level. 
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AC CHARACTERISTICS 
(Vcc = 4.5 ~ 5.5V, Ta =-40 ~ 85°C) | 
CPU Bus Interface Part 










Symbol 


N 
Oo 


— 
i¢%) 
io) 


RD to data float 
Recovery time between RD tRVR 


NO 
io) 


tAR 
tRA 

i tRR 

tDF 

Address stable before WR tAW 
Address hold time for WR tWwA 
WR pulse width | tww 
Data set-up time for WR tow 
Data hold time for WR twD 


Recovery time between WR tRVW 
RESET pulse width tRESW 


Serial Interface Part 


100 





















Symbol 


tey 
to 


SJ 
ct 
Q 
1 
oi 
Oo 


Oo 
?) 


Clock rise/fall time | tr, te 
Transmitter clock frequency x 
; 
: 
1X Baud tTPW Lae | 
ae 

oc 

Toc | ets 
——s 


Receiver clock low time 1X Baud tRPW Se 
16X, 64X Baud tRPW ) 


Receiver clock high time 1X Baud 
16X, 64X Baud 


Time from the center of last bit to the rise : 4 

of TXRDY . | TXRDY 
Time from the leading edge of WR to the fall ? 

of TXRDY TXRDY CLEAR 
Time from the center of last bit to the rise ~ 

of RXRDY 
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O0;O0 
a 10 





fT 
'T 
fT 


Transmitter clock low time 








Transmitter clock high time 


Receiver clock frequency x 


R 
RX 
RX 







f 
f 
f 













us 
Hz 
Hz 
cy 
c 
cy 
cy 
Hz 
Hz 
c 
cy 
c 
cy 
cy 
Tey | 


tRXRDY 
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Time from the leading edge of RD to the fall : 
of RXRDY RXRDY CLEAR 


| Internal SYNDET delay time from rising edge ; T 
of RXC IS cy 












































TXE delay time from the center of last bit tTX EMPTY FE. ie 
MODEM contro! signal delay time from rising ‘ T 

edge of WR we ey 

MODEM control signal setup time for falling : 20 T 

edge of RD CR “y 

RXD setup time for rising edge of RXC + 

(1X Baud) *RXDS cy 

RXD hold time for falling edge of RXC 17 T 

(1X Baud) *RXDH ey 


Caution 1) AC characteristics are measured at 150 pF capacity load as an output load based on 0.8 V at low 
level and 2.2 V at high level for output and 1.5 V for input. 
2) Addresses are CS and C/D. 
3) frx or fax S1/(30Tcy) 1x baud 
frx or fax < 1/(5 Tey) 16 x, 64 x Baud 


4) This recovery time is mode Initialization only. Recovery time between command writes for 
Asynchronous Mode is 8 tcy and for Synchronous Mode is 18 tcy. 
Write Data is allowed only when TXRDY = 1. 

5) This recovery time is Status read only. 
Read Data is allowed only when RXRDY = 1. 

6) Status update can have a maximum delay of 28 clock periods from event affecting the status. 


TIMING CHART 


System Clock input 





Transmitter Clock and Data 


TxC (1xMODE) 


TxC (16xMODE) 
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_ Receiver Clock and Data 





(RxBAUD COUNTER STARTS HERE) 


START BIT DATA BIT , DATA BIT 
ee ees 
tRPW 


8 RxC PERIODS 16 RxC PERIODS (16xMODE) 
(16xMODE) 


RxC (1xMODE) 


INT SAMPLING PULSE 


Write Data Cycle (CPU > USART) 


tTxRDY CLEAR 
tww 


twD. 
tow 


eats a DON’T CARE / DATA STABLE : DON’T CARE 


tAWw tWA 





Read Data Cycle (CPU <- USART) 


tRxRDY CLEAR 
-tRR 


tRD tor 


TA FLOAT 
ero DA O 7 DATAOUTACTIVE } DATA FLOAT 


tRA 
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Write Control or Output Port Cycle (CPU > USART) 


tww 


twD 


N’'TCA DON'T CARE 
SME aa {  DATASTABLE J 


tAW tWA 





Read Control or input Port (CPU — USART) 


tRD tDF 


Sapaun DATA FLOAT 
bai ou! ATAELOA 7 DATAOUTACTIVE§ f 


tRA 


TxEMPTY 


TxRDY 
(STATUS BIT) 


TxRDY 
(PIN) 


Wr DATA 3 Wr DATA4 


ks hy anneal 
<.00000007"* 1.0000 


HAR 2 DATA CHAR 3 OK NMTNO 
es Sania DATA CHAR 4 





START BIT 
STOP BIT 


(Note) The wave-form chart is based on the case of 7 bit data length + parity bit + 2 stop bit. 
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BREAK DETECT 


FRAMING ERROR 
(STATUS BIT) 


OVERRUN ERROR 
(STATUS BIT) 


RxRDY 
c/D 
WR 


RO 


RxDATA 


Wr RxEn 


Receiver Control and Flag Timing (ASYNC Mode) 


—>|=—tRxRDY 
SeeAEDE | 
er 


YYYYXYYY” aa : aes Ol” 


DATA DATA DATA 
CHAR 1 CHAR 2 CHAR 3 


L119 Viva 
LIG LYVILS 
Lia dOLS 
LIG ALIWVd 


(Note) The wave-form chart is based on the case of 7 data bit length + parity bit + 2 stop bit. 


RxEn Err Res 
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Transmitter Control and Flag Timing (SYNC Mode) 


TxEMPTY 


TxRDY 
(STATUS BIT) 


Wr DATA Wr DATA 
CHAR 1 CHAR 2 


MARKING STATE 


(Note) The wave-form chart is based on the case of 5 data bit length + parity bit and 2 synchronous.characters. 


Wr COMMAND Wr DATA 
SBRK CHAR 5 


DATA SYNC 
CHAR 5 | CHAR EFC 


VXKXXT OOOO 


PAR PAR 
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OOE 


Receiver Control and Flag Timing (SYNC Mode) 


SYNDET (Note 2) @=m@ 


(PIN) (Note 1) 


SYNDET (SB) 


OVERRUN 
ERROR (SB) 


RxRDY (PIN) 


Wr EH Ne ie Ea 
RxEn ae Rd DATA Ear 
Pees a | CHAR 1 


SYNC SYNC DATA DATA DATA 
CHAR 1 CHAR 2 | } CHAR 3 DON'T CARE CHAR1 | CHAR 2 


NIDIMOONSOMONCOOWCUDOCECUCCONOOOONG IIL, OORORE SOBRE ABACCOON 


PAR PAR PAR PAR PAR PA PAR 


7. HAR ASSY BEGINS | CHAR ASSY 


4 EXIT HUNT MODE 


SET SYNCDET 
EXIT HUNT MODE SET SYNDET (STATUS BIT) 
SET SYNDET (STATUS BIT) 


(Note 1) Internal synchronization is based on the case of 5 data bit length + parity bit and 2 synchronous characters. 


(Note 2) External synchronization is based on the case of 5 data bit length + parity bit. 
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NOTE 


1. Half-bit processing for the start bit 
When the 82C51A is used in the asynchronous mode, some problems are caused in the processing for the start bit whose 
length is smaller than the 1-data bit length. (See Fig. 1.) 


[Sense Mode | Craton 
Smaller than 31-receiver clock length x64 


2. Parity flag after a break signal is received (See Fig.2.) 

When the 82C51A is used in the asynchrous mode, a parity flag may be set when the next normal data is read after a break 
signal is received. (This occurs when odd parity is set.) 

‘A parity flag is set when the rising edge of the break signal (end of the break signal) is changed between the final data bit and 
the parity bit, though a RXRDY signal may not be outputted. 

If this occurs, the parity flag is left set when the next normal dats is received, and the received data seems to be a parity error. 



























9 to 16-receiver clock length 


33 to 64-receiver clock legth 
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Half-bit processing timing chart for the start bit (Fig.1) 
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Normal operation 


RXRDY 





The start bit is shorter than a 1/2 data bit. 


RXD 





off fof nfo fe 


ST 


RXRDY 





The start bit is a 1/2 data bit. (A problem of 82C51A) 


RXRDY 





A RXRDY signal is outputted during data 
reception due to a malfunction. 


The start bit is longer than a 1/2 data bit. 





RXD 

RXRDY 

ST: : Start bit 
SP: =: Stop bit 
P : Parity bit 


DO-D7: Data bits 
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Break signal reception timing and parity flag (Fig.2) 
Normal operation 
I | 
| | 


RXD 


RXRDY 






t 


No parity flag is set, and no RXRDY signal 


* « 7 . i tputted. 
Timing in question pa ies 


| | 
| | 


RXD 


RXRDY Po oEE 
A parity flag is set, but, no RXRDY signal 
Normal operation soutpuned. 
RXD 
RXRDY 





A parity flag is set. and a RXRDY signal 
is outputted. 
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OKI semiconductor 


MSM82C53-2RS/GS/JS 


CMOS PROGRAMMABLE INTERVAL TIMER 





GENERAL DESCRIPTION 


. The MSM82C53-2RS/GS/JS are programmable universal timers designed for use in microcomputer syste- 
ms. Based on silicon gate CMOS technology, it requires a standby current of only 100yA (max.) when the chip 
is in the nonselected state. During timer operation, power consumption is still very low with only 8 mA (max.) 
at '8 MHz of current required. 

The devices consist of three independent counters, and can count up to a maximum of 8 MHz (MSM82C53-2) 
The timer features six different counter modes, and binary count/BCD count functions. Count values can be set 
in byte or word units, and all functions are freely programmable. 


FEATURES 

@ Maximum operating frequency of 8 MHz (MSM82C53-2) Six counter modes available for each counter 

e High speed and low power consumption achieved ® Binary and decimal counting possible 
through silicon gate CMOS technology. ® 24 pin Plastic DIP (DIP24-P-600) 

e Completely static operation ; @28 pin PLCC (QFJ28-P-S450) 


©@ Three independent 16-bit down-counters @32 pin-V Plastic SOP (SSOP32-P-430-VK) 
@ 3V to 6V single power supply | 


FUNCTIONAL BLOCK DIAGRAM 





OUNTER COUNTER 
2 


INTERNAL BUS 


COUNTER C 
#0 #1 ; # ; 


a's. 


I 


DATA READ/ CONTROL 
BUS WRITE p WORD 
BUFFER REGISTER 


fF 
7 
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PIN CONFIGURATION 


MSM82C53-2RS (Top View) 
24 pin Plastic DIP 





N.C bo 
D7 Vcc 
MSM82C53-2GS (Top View) De WR 
32 pin Plastic Small Outine Package Ds TI 
N.C N.C 
Da ¢s 
Ds Ay. 
D2 Ao 
D, CLK2 
Do OUT2 
CLKO GATE2 
N.C N.C 
OUTO CLK1 
GATEO GATE1 
GND OuT1 
N.C (NC denotes ‘‘not connected’’) N.C 
sgaegsep 
28 27 26 






MSM82C53-2JS (Top View) 


p45 251) nc 
28 pin Plastic Leaded Chip Carrier 


p3(Je6 241) cs 

D2 {}7 23 [] Al 

Diffs 22 f] Ao 

pofj9 211) CLK2 
CLKO [J 10 20{] ouT2 

Nc ]11 19 [] GATE2 


GND 
OUTIL 
GATE1[J 
CLKIU 


-_ 
o 
~ 
Oo 


GATEOU 
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ABSOLUTE MAXIMUM RATINGS 


| Limits . 
Parameter Symbol Conditions Unit 
MSM82C53-2RS | MSM82C53-2GS | MSM82C53-2JUS 


[storage Temperate] Tog | ‘| Sto 80 SC*dSC 
we 
























OPERATING RANGES 


Supply Voltage Vcc 3 to6 Vit = 0.2V, Vin = Vcc - 0.2V, 
: V 
operating frequency 2.6 MHz 












RECOMMENDED OPERATING CONDITIONS 


[PHP nwa vorone Mi 














DC CHARACTERISTICS. 


“"L’’ Output Voltage | VoL | lot = 4mA 


1 =-—ImA 


VOL 
VOH 
Input Leak Current OS Vin <Vec 
Output Leak Current 0< Vout <Vcc 


CS 2 Vcc -0.2V 
Vip 2 Vcc -0.2V 
Vit &0.2V 


















Vcc=4.5V to 5.5V 
Ta=~40°C to +85°C 










Standby Supply Current | Iccs 
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AC CHARACTERISTICS 
(Vcc = 4.5V ~ 5.5V, Ta=-40 ~ +85°C) 






Parameter 
Address Set-up Time before reading 
Address Hold Time after reading 
Read Pulse Width 
Read Recovery Time 


Address Set-up Time before writing 





Address Hold Time after writing 
Write Pulse Width 
D 


Data Input Hold Time after writing 


ata Input Set-up Time before writing 


Write Recovery time 















Clock Cycle Time 
Clock ‘‘H”’ Pulse Width 
Clock ‘’L’’ Pulse Width 





Output Delay Time after clock 


Output Delay Time after address 


Note: Timing measured at V, = 0.8V and Vy = 2 


TIME CHART 


Write Timing 
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Unit 


C, = 150pF 





DC. 


and 
gate 
timing 
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.2V for both inputs and outputs. 
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Read Timing 


HIGH IMPEDANCE HIGH IMPEDANCE 





Clock & Gate Timing 
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® MSM82C53-2RS/GS/JS @ 


























DESCRIPTION OF PIN FUNCTIONS 
Pin Symbol_| Name | input/output | Function. = 

control words and count values, and reading count values 

Chip select — Input Data transfer with the CPU is enabled when this pin is at low 

input level. When at high level, the data bus (Dg thru D7) is 

switched to high impedance state where neither writing nor 
reading can be executed. Internal registers, however, remain 
unchanged. 

Read input Input Data can be transferred from MSM82C53 to CPU when 
this pin is at low level. 

AO, Ai © Address input Input One of the three internal counters or the control word regis- 
ter is selected by AO/A1 combination. These two pins are 
normally connected to the two lower order bits of the 
address bus. 

CLKO~2 Clock input Supply of three clock signals to the three counters incorpo- 
rated in MSM82C53. 
OUTO~2 Counter output Output Output of counter output waveform in accordance with the 
set mode and count value. 
SYSTEM INTERFACING 
ADDRESS BUS 
DATA BUS ae 
8 bits 


Bidirectional Input/output Three-state 8-bit bidirectional data bus used when writing 
data bus Cor ilue 
upon reception of WR and RD signals from CPU. 
Write input Input Data can be transferred from CPU to MSM82C53 when 
this pin is at low level. 

GATEO~2 Gate input Input Control of starting, interruption, and restarting of counting 
in the three respective counters in accordance to the set con- 
trol word contents. 

CONTROL BUS 
RD 


— 


( ) ( ) 
A1 AO cs D7~0 WR 


82C53-2 


COUNTER #0 COUNTER #1 COUNTER #2 
bn foe ae. Ue a 
OUT GATE CLK OUTGATECLK OUT GATE CLK 
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DESCRIPTION OF BASIC OPERATIONS 


Data transfers between the internal registers and the external data bus is outlined in the following table. 


pes | ao |wa | ar [ao f Function 















ERE sae 
20 hee ee 
ae ae a a 
se oe oe oe 
Pe ce ee 
Pana eae ee 
Lees oe ee 


x denotes ‘‘not specified”’. 


DESCRIPTION OF OPERATION 


82C53 functions are selected by a control word 
from the CPU. In the required program sequence, the 
control word setting is followed by the count value 
setting and execution of the desired timer operation. 


Control Word and Count Value Program 

Each counter operation mode is set by control 
word programming. The control word format is out- 
lined below. 






















D7 D6 D5 D4 D3 D2 O11 DO 
[scr [sco [mu [ruo| ma [mr] wo [aco’ 
fe 


Select Read/Load Mode BCD 


Counter 
(CS=0, AO, A1=1,1, RD=1, WR =O) 






e Select Counter (SCO, SC1): Selection of set counter 


To | © | courier #Owndion 


hae a) Gs Counter # 2 selection 
| 4 | 4 | tegal combination 


@ Read/Load (RL1, RLO): Count value Reading/ 
Loading format setting 


| o | o | Counter Latch operation 
b 


Reading/Loading of Least Significant 
yte (LSB) 
Reading/Loading of Most Significant — 
byte (MSB) 








Reading/Loading of LSB followed by 
MSB 






Data bus to counter # 1 Writing 


po [+ fo fa | o | beta bus to counter #2 Writing 
| Data bus to control word register Writing _ | 


Data bus from counter # 0 Reading 
| Data bus from counter # 1 Reading 


Data bus from counter # 2 Reading 


po | + to fo | | Data bus to counter #0 Writing 


Data bus in high impedance status 


FO tt Counter # 1 selection 










@ Mode (M2, M1, MO): 
setting 


| m2] M1} Mo | . Set Contents . 


Operation waveform mode 









Fololo. Mode 0 (Interrupt on Terminal Count) 


5G 305) | Mode 1 (Programmable One-Shot) 
Fx | 1] o | Mode 2 (Rate Generator) 

Pete tae Mode 3 (Square Wave Generator) 
PAE | 0 | 20%) Mode 4 (Software Triggered Strobe) 
fa] oo] | Mode 5 (Hardware Triggered Strobe) 


a 


x 


enotes “not specified’. 


e BCD: Operation count mode setting 


[0 | Binary Coune (163i Bina) 
BCD Count (4-decades Binary Coded 
cy Decimal) 

After setting Read/Load, Mode, and BCD in each 
counter as outlined above, next set the desired count 
value. (In some Modes, counting is started immediately 
after the count value has been written). This count 
value setting must conform with the Read/Load format 
set in advance. Note that the internal counters are 
reset to OOOOH during control word setting. The 
counter value (QOOOH) can.t be read. 

If the two bytes (LSB and MSB) are written at this 
stage (RLO and RL1 = 1,1), take note of the following 
precaution. 

Although the count values may be set in the three 
counters in any sequence after the control word has 
been set in each counter, count values must be set 


consecutively in the LSB — MSB order in any one 
counter. 






e@ Example of control word and count value setting 


Counter #0: Read/Load LSB only, Mode 3, 
Binary count, count value 3H 

Counter #1: Read/Load MSB only, Mode 5, 
Binary count, count value AAOOH 

Counter #2: Read/Load LSB and MSB, Mode 0, 
BCD count, count value 1234 


MVIA, | ; 
OUT n3 Counter #0 control word setting 
MVIA, “a ; 
OUT n3 | Counter #1 control word setting 
MVI A, B1 | ‘ 
OUT n3 Counter #2 control word setting 
MVIA, 03H | 
OUT nO Counter #0 count value setting 
oe a eal Counter #1 count value setti 
OUT n1 en arenet heres 
MV! A, 34H 

OUT n2 Counter #2 count value setting 
MV! A, 12H | (LSB then MSB) 

OUT n2 


Note: nO: Counter #0 address 
ni: Counter #1 address 
n2: Counter #2 address 
n3: Control word register address 


@ The minimum and maximum count values which can 
be counted in each mode are listed below. 


[ min. [ Max. | Remarks 


O executes 10000H count 
(ditto in other modes) 





Mode Definition 

© Mode 0 (terminal count) 
The counter output is set to ‘’L’’ level by the mode 
setting. If the count value is then written in the 
counter with the gate input at ‘’H’’ level (that is, 
upon completion of writing the MSB when there are 
two bytes), the clock input counting is started. 
When the terminal count is reached, the output is 
switched to “H’’ level and is maintained in this 
status until the control word and count value are set 
again. 
Counting is interrupted if the gate input is switched 
to “L” level, and restarted when switched back to 
“H"’ level. 
When Count Values are written during counting, 
the operation is as follows: 
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1 byte Read/Load.... When the new _ count 
value is written, counting is stopped 
immediately, and then restarted at 
the new count value by the next 
clock. 

2-byte Read/Load.... When byte 1 (LSB) of 
the new count value is written, 
counting is stopped immediately. 
Counting is restarted at the new 
count value when byte 2 (MSB) is 
written. 


Mode 1 (programmable one-shot) 

The counter output is switched to “H” level by the 
mode setting. Note that in this mode, counting is 
not started if only the count value is written. Since 
counting has to be started in this mode by using 
the leading edge of the gate input as a trigger, the 
counter output is switched to “L” level by the next 
clock after the gate input trigger. This ‘’L’’ level 
status: is maintained during the set count value, and 
is switched back to “H” level when the terminal 
count is reached. 

Once counting has been started, there is no inter- 
ruption until the terminal count is reached, even if 
the gate input is switched to “L” level in the mean- 
time. And although counting continues even if a 
new count value is written during the counting, 
counting is started at the new count value if another 
trigger is applied by the gate input. 


Mode 2 (rate generator) 

The counter output is switched to ‘‘H” level by the 
mode setting. When the gate input is at “’H’’ level, 
counting is started by the next clock after the count 
value has been written. And if the gate input is at 
““L” level, counting is started by using the rising 
edge of the gate input as a trigger after the count 
value has been set. 

An “L” level output pulse appears at the counter 
output during a single clock duration once every 
n clock inputs where n is the set count value. If a 
new count value is written during while counting 
is in progress, counting is started at the new count 
value following output of the pulse currently being 
counted. And if the gate input is switched to “L”’ 
level during counting, the counter output is forced 
to switch to “‘H” level, the counting being restarted 
by the rising edge of the gate input. 


Mode 3 (square waveform rate generator) 

The counter output is switched to “‘H”’ level by the 
mode setting. Counting is started in the same way as 
described for mode 2 above. 

The repeated square wave output appearing at the 
counter output contains half the number of counts 
as the set count value. If the set count value (n) is 
an odd number, the repeated square wave output 
consists of only (n+ 1)/2 clock inputs at ‘‘H”’ level 
and (n — 1)/2 clock inputs at ‘’L” level. 

if a new count value is written during counting, the 
new count value is reflected immediately after the 
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change (“"H” to “LL” or “L” to “H”) in the next 
counter output to be executed. The counting opera- 
tion at the gate input is done the same as in mode 2. 


Mode 4 (software trigger strobe) : 
The counter output is switched to “'H” level by the 
mode setting. Counting is started in the same way 
as described for mode 0. A single ’’L”’ pulse equiva- 
lent to one clock width is generated at the counter 
output when the terminal count is reached. 

This mode differs from 2 in that the “L” level out- 
put appears one clock earlier in mode 2, and that 





stopped when the gate input is switched to “L” 
level, and restarted from the set count value when 
switched back to ““H” level. . 


Mode 5 (hardware trigger strobe) 

The counter output is switched to ‘’H’’ level by the 
mode setting. Counting is started, and the gate input 
used, in the same way as in mode 1. 

The counter output is identical to the mode 4 out- 
put. 

The various roles of the gate input signals in the 
above modes are summarized in the following table. 


pulses are not repeated in mode 4. Counting is 


“*L’’ Level Falling Edge Rising Edge 


(1) Start of counting 
(2) Retriggering 
(1) Counting not possible : : : 
Le. (2) Counter output forced to “H" level Start of counting Counting possible 








(1) Counting not possible Start of countin Counting possible 
(2) Counter output forced to ‘’H’’ level 9 . gP 


Counting not possible eel Counting possible 


(1) Start of counting 
(2) Retriggering 









| 
Linz fo Lin-af OS 


; 3 2 1 0 2 1 0 
| 


OUT (GATE = ‘H’) | | | 


GATE f | | 


4 3 2 4 3 2 1 0 


OUT (n= 4) | ee ee ee 
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WR (n = 4) f (n= 2) | 


4 3 2 1 4 3 2 1 2 1 2 


OUT (GATE = ‘H’') | | | | 
GATE f f 


4 3 2 1 4 4 3 2 1 


OUT (n= 4) | | 


Mode 3 


WR Linea fC Ln fC 


A 2 ££ OD Ok 8 4A |? Se. Ue Ue OO 


OUT (GATE = ‘H’) | | | | 
GATE f 


5 4 2 5 2 5 4 4 5 2 5 4 


OUT (n= 5) | | | 


OUT (GATE =‘H’) | 
GATE | f 


4 4 3 2 1 0 


OUT | 


Mode 5 


GATE i 


4 3 2 1 0 


OUT (n= 4) | 
GATE 7 a -- | 


4 3 2 1 4 3 2 1 0 


OUT (n= 4) | 


Note: ‘’n”’ is the value set in the counter. 
Figures in these diagrams refer to counter values. 
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Reading of Counter Values Example of Practical Application 

All) 82C53 counting is down-counting, the @ 82C53 used as a 32-bit counter. 
counting being in steps of 2 in mode 3. Counter values | | 
can be read during counting by (1) direct reading, and 
(2) counter latching (“read on the fly”). 


82C53-2 


e Direct reading 

Counter values can be read by direct reading opera- 
tions. 

Since the counter value read according to the timing 
of the RD and CLK signals is not guaranteed, it is 
necessary to stop the counting by a gate input signal, 
or to interrupt the clock input temporarily by an 
external circuit to ensure that the counter value is 
correctly read. 


@ Counter latching 
In this method, the counter value is latched by 
writing a counter latch command, thereby enabling 
a stable value to be read without effecting the 
counting in any way at all. An example of a counter 





latching program is given below. Use counter #1 and counter #2 
Counter latching executed for counter #1 (Read/ Counter #1: mode O, upper order 16-bit counter 
Load 2-byte setting) value 
Counter #2: mode 2, lower order 16-bit counter 
MVIA 0100xxxx value . 
Denotes counter latching This setting enables counting up to a maximum of 277. 
OUT n3 — Write in control word address 
| (n3) 
The counter value at this point 
is latched | 
IN n1 Reading of the LSB of the 
counter value latched from 
counter #1. 


n1: Counter #1 address 





ea B,A Reading of MSB from counter 
MOV C,A a 
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OKI semiconductor 
MSM82C54-2RS/GS/JS 


CMOS PROGRAMMABLE INTERVAL TIMER 








GENERAL DESCRIPTION 


The MSM82C54-2RS/GS/JS is a programmable universal timer designed for use in microcomputer systems. Based 
on silicon gate CMOS technology, it requires a standby current of only 10 uA (max.) when the chip is in the non- 
selected state. And during timer operation, the power consumption is still very low with only 10mA (max.) of current 
required. 

It consists of three independent counters, and can count up to a maximum of 10 MHz. The timer features six 
different counter modes, and binary count/BCD count functions. Count values can be set in byte or word units, and 
all functions are freely programmable. 


FEATURES 
e Maximum operating frequency of 10 MHz (Vec=5V) e Six counter modes available for each counter 
e High speed and low power consumption achieved by @ Binary and decimal counting possible 
silicon gate CMOS technology. @ 24 pin Plastic DIP (DIP24-P-600) 
e Completely static operation @28 pin PLCC (QFJ28-P-S450) 
e Three independent 16-bit down-counters @ 32 pin-V Plastic SOP (SSOP32-P-430-VK) 


e Status Read Back Commound 


FUNCTIONAL BLOCK DIAGRAM 


COUNTER COUNTER COUNTER 
#1 [ #2 


saan (oon 


INTERNAL BUS 


I 


DATA READ/ CONTROL 
BUS WRITE WORD 
BUFFER REGISTER 
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PIN CONFIGURATION 


MSM82C54-2RS (TOP VIEW) 
24 pin Plastic DIP 


MSM82C54-2GsS (TOP VIEW) 
32 pin Plastic Small Outline Package 


MSM82C54-2JS (TOP VIEW) 
28 pin Plastic Leaded Chip Carrier 
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Nc N.C 
D7 Vcc 
De WR 
Ds RD 

N.C N.C 
D4 cs 
D3 Ay 
D» Ao 
D, CLK2 
Do OUT2 

CLKO GATE2 
N.C N.C 
OUTO CLK1 
GATEO GATE1 
GND OUT1 
N.C (NC denotes ‘‘not connected’’) N.C 


) 
2 
1 






Laumel 
io) 
- 
> 
Oo 


GATEOU 
OUTIL 
GATE1L 


= le 


191} GATE2 


CLKIUJ 


gw 1/O-MSM82C54-2RS/GS/JS um 
ABSOLUTE MAXIMUM RATINGS 


aa Limits 
parameter | Symbol | Conditions |_—— tts | nt 
MSM82C54-2RS | MSM82C54-2GS | MSM82C54-2JS 


Respect to GND 













CC V 
es) 


Power Dissipation | Pp Ta = 25°C 0.9 0.7 0.9 W 






RECOMMENDED OPERATING CONDITIONS 


Parameter 


V 


ge 


+0.8 


Vcc +0.5 


DC CHARACTERISTICS 


“L™ Output Voltage lIOL = 2.56mA 

IOH = -2.5mA 
“H"’ Output Voltage VOH 

IOH=-100HA , 
Input Leak Current O<VinS<Vecc Vcc=4.5V to 5.5V 
Output Leak Current Ito {0 S Vout S$ Vcc| Ta=-40°C to +85°C 
C 


CS2 Vcc -0.2V 
Standby Supply Current | Iccs | Vin Vcc -0.2V 
Vit <0.2V 


tCLK=100ns CL=OpF 


Operating Supply Current} Ic 
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AC CHARACTERISTICS 
(Vcc = 4.5V ~ 5.5V, Ta = -40 ~ +85°C) 





Parameter Symbol 


Address set-up time to falling edge of RD 


ot 


09 
N 
QO 
a 
= 
NS) 


+ + e+ + 
= 
oO © 







A 
S) 
R 
R 
R 


Chip select input set-up time to falling edge of RD 


o 





Address hold time from rising edge of RD 


+ 
> 


RD pulse width 


0 iD 


Data access time from falling edge of RD 


oo 
Reed timing 


Data access time after address determination 


> 
s) 


= 


D 


nT 


Delay time from rising edge of RD to data floating state 


md 


RDB recovery time 


ot 
m8) 


V 
Address set-up time to falling edge of WR A 


Ww 






Chip select input set-up time to falling edge of WR t 


” 


Address hold time from rising edge of WR 
WR pulse width 


S 


Data determination set-up time to rising edge of WR tD 


= 


Data hold time after rising edge of WR 


= 


ae 


> 


WR recovery time R 
tCLK 
tPWH 
tPWL 


Ro || 28 | as | 


ns 


CLK cycle time 
CLK "H” tevel width 
CLK “L" level width 





3 = 
nin 


_CLK rise time 
CLK fall time 
GATE ’‘H” level width tGW 
GATE “‘L” level width tGL 


ad 
mn 
N 
oi 







GATE input set-up time before rising edge of CLK tGS 





GATE input hold time before rising edge of CLK tGH 


Clock gate timing 


Output delay time after falling edge of CLK 


ot 
Oo 
Oo 


Output delay time after falling edge of GATE 


tODG 


tWC 

Output delay time after falling edge of WR for mode set 
CLK fall set-up time to falling edge of for counter latch command 
Note: Timing measured at V; = 0.8V and Vy = 2.2V for both inputs and outputs. 


TIME CHART 


Write Timing 





CLK rise delay time after rising edge of WR for count value loading 





GATE sampling delay time after rising edge of WR for count valueloading 
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Read Timing 


Recovery Timing 


Clock & Gate Timing 


WR MODE COUNT ne 
tCLK tGS 
CLK 
v, 
tGH 
tF tR ree 
GATE tPWL. twG> i” 
tGH 
two tODG ++0OD 


COUNTER 
LATCH 


—— tC L — 
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DESCRIPTION OF PIN FUNCTIONS 


PinSymbol_| Name __| input/output 


Bidirectional input/output Three-state 8-bit bidirectional data bus used when writing 
data bus control words and count values, and reading count values 

cs Chip select Input . Data transfer with the CPU is enabled when this pin is at low 

| input level. When at high level, the data bus (Dp thru D7) is 

switched to high impedance state where neither writing nor 

reading can be executed. Internal registers, however, remain 

unchanged. 






























upon reception of WR and RD signals from CPU. 

Read input Input Data can be transferred from MSM82C54-2 to CPU when 
this pin is at low level. 

Write input Input Data can be transferred from CPU to MSM82C54-2 when 
this pin is at low level. 

AO, Al Address input Input One of the three internal counters or the control word regis- 
ter is selected by AO/A1 combination. These two pins are 
normally connected to the two lower order bits of the 

. address bus. 


CLKO~2 Clock input Supply of three clock signals to the three counters incorpo- 


rated in MSM82C54-2. 


GATE0O~2 Gate input Input Control of starting, interruption, and restarting of counting 
in the three respective counters in accordance to the set con- 
| . trol word contents. . 
OUT0O~2 Counter output: Output Output of counter output waveform in accordance with the 
set mode and count value. 


SYSTEM INTERFACING 



















ADDRESS BUS / 


A1 |AO 16 bits 


CONTROL BUS 


DATA BUS a. 
8 bits 


itl 


: () C ) 
A1 AO CS D7~0 WR 


82C 54-2 


4a a 


COUNTER #0 COUNTER #1 COUNTER #2 
i eo | Le 
OUT GATE CLK OUTGATECLK OUT GATE CLK 
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DESCRIPTION OF BASIC OPERATIONS 
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Data transfers between the internal registers and the external data bus is outlined in the following table. 










cs | mG | we | ar | ao | 
Po [+ fo fo | o | 





x denotes ‘not specified’’. 


DESCRIPTION OF OPERATION 


82C54-2 functions are selected by control words 
from the CPU. In the required program sequence, the 
control word setting is followed by the count value 
setting and execution of the desired timer operation. 


Control Word and Count Value Program 

Each counter operating mode is set by control 
word programming. The control word format is outtin- 
ed below. 
















D7 D6 D5 D4 D3 D2 D1 dO 
wa [Mi [ wo [C0 
eee JL 


Read/Load Mode BCD 





Select 
Counter 


—— 


(CS=0, AO,A1=1,1, RD=1, WR =O) 






e Select Counter (SCO, SC1): Selection of set counter 


Do | 0 | Gauner#Oseestion 
Po [1 | cover et seein 
Pt [0 | coumer #2section 
D1 [1 [rao eack commane 


@ Read/Load (RL1, RLO): 
Loading format setting 


Set Contents 


Counter Latch operation 


Reading/Loading of Least Significant 
byte (LSB) 










Count value Reading/ 






Reading/Loading of Most Significant 
byte (MSB) 


Data bus to counter #0 Writing 


Data bus to counter # 1 Writing 


Data bus to counter # 2 Writing 
Data bus to control word register Writing 


Data bus from counter #0 Reading 
Data bus from counter # 1 Reading 


Data bus from counter # 2 Reading 


Data bus in high impedance status 


e Mode (M2, M1, MO): 
setting 


[wa|wi[wo] Se Goniene 
To | @ | 0 | Mede@ lnwerupt on Terinal Cound 
Foo | + Mode 1 resemble Oneshot 
Eel a [Ge | Mode 2 (Rate Generator) 

PLE fio tt a — 
P+ [o Po [Ms «(Sorter Tate Sobel 
Fi To [+ | Mode 5 Hera Tiomred Sobel 


x denotes ‘‘not specified’’. 


Operation waveform mode 

















e BCD: Operation count mode setting 







D Set Contents 


| 
Fo | Binary Count (16-bits Binary) 


BCD Count (4-decades Binary Coded 
Decimal) 


After setting Read/Load, Mode, and BCD in each 
counter as outlined above, next set the desired count 
value. (In some Modes, the count value is set 
first. In next clock, loading is performed, then 
counting starts.) This count value setting must 
conform with the Read/Load format set in 
advance. Note that the internal counters are reset 
to OOOOH during control word setting. The counter 
value (OOOOH) can't be read. 

The program sequence of the 82C54-2 is flexible. 
Free sequence programming is possible as long as the 
two following rules are observed: 

(i) Write the control word before writing the initial 
count value in each counter. 

(ii) Write the initial count value according to the count 
value read/write format specified by the control 
word. 

(Note) Unlike the 82C53-5, the 82C54-2 allows count 

value setting for another counter between LSB 
and MSB settings. 
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@ Example of control word and count value setting | Note: nO: Counter #0 address 
ni: Counter #1 address 
n2: Counter #2 address 
n3: Control word register address 


Counter #0: Read/Load LSB only, Mode 3, 
Binary count, count value 3H 

Counter #1: Read/Load MSB only, Mode 5, 
Binary count, count value AAQOH 

Counter #2: Read/Load LSB and MSB, Mode 0, 
BCD count, count value 1234 © 


© The minimum and maximum count values which can 


a : ay EH Counter #0 control word setting be counted in each mode are listed below. 


MVIA, ab 
OUT n3 
MVIA, cual 
OUT n3 


Counter #1 control word setting 


Counter #2 control word setting 0 executes 10000H count 
(ditto in other modes) 





MVI A, 03H | ‘ 

OUT no Counter #0 count value setting Re ae ei 
Se | Counter #1 count value setting | 2 
MVI A, 34H 3 
OUT n2 Counter #2 count value setting 

MVIA,12H | (LSB then MSB) 

OUT n2 


INTERNAL BLOCK DIAGRAM OF A COUNTER 


INTERNAL DATA BUS 


wORD ont 
eae 
STATUS 
REGISTER 


1 
CONTROL 
LOGIC —— 





CLKnj{OUTn ‘NOTE CRm : Count Register MSB 
: Count Register LSB 
: Counter Element 
: Output Latch MSB 
> Output Latch LSB 
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Mode definition 


Mode 0 


e Use: Event counter 

e Output operation: The output is set to ‘’L” level by 
the control word setting, and kept at ’’L’’ level until 
the counter value becomes O. 

e Gate function: ‘‘H’’ level validates the count opera- 
tion, and ‘‘L” level invalidates it. The gate does not 
affect the output. 

e Count value load timing: after the control word 
and initial count value are written, the count value 
is loaded to the CE at the falling edge of the next 
clock pulse. The first clock pulse does not cause the 
count value to be decremented. In other words, if 
the initial count value is N, the output is not set to 
“H’’ level until the input of (N+1) the clock pulse 
after the initial count value writing. 

e Count value writing during counting: 

The count value is loaded in the CE at the falling 

edge of the next clock, and counting with the new 

count value continues. The operation for 2-byte 
count is as follows: 

1) The counting operation is suspended when the 
first byte is written. The output is immediately 
set to ““L” level. (no clock pulse is required.) 

2) After the scond byte is written, the new count 
value is loaded to the CE at the falling edge of 
the next clock. 

For the output to go to ‘H” level again, N+1 
clock pulses are necessary after new count 
value N is written. 

eCount value writing when the gate signal is ‘’L’’ 
level: 

The count value is also loaded to the CE at the 

falling edge of the next clock pulse in this case. 

When the gate signal is set to ‘‘H”’ level, the output 

is set to ‘‘H” level after the lapse of N clock pulses. 

Since the count value is already loaded in the CE, 

no clock pulse for loading in the CE is necessary. 


Mode 1 


e Use: Digital one-shot 

e Output operation: The output is set to ‘‘H” level 
by the control word setting. It is set to “’L’”’ level 
at the falling edge of the clock succeeding the ‘gate 
trigger, and kept at “L” level until the counter 
value becomes 0. Once the output is set to “‘H”’ level, 
it is kept at ‘‘H’’ level until the clock pulse suc- 
ceeding the next trigger pulse. 

e Count value load timing: 

After the control word and initial count value 
are written, the count value is loaded to the CE 
at the falling edge of the clock pulse succeeding the 
gate trigger and set the output to “‘L” level. The 
one-shot pulse starts in this way. If the initial count 
value is N, the one-shot pulse interval equals N clock 
pulses. The one-shot pulse is not repetitive. 

e Gate function: The gate signal setting to ‘’L”’ level 
after the gate trigger does not affect the output. 
When it is set to ‘‘H” level again from ‘’L”’ level, gate 
retriggering occurs, the CR count value is loaded 
again, and counting continues. 
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e Count value writing during counting 
It does not affect the one-shot pulse being counted 
until retriggering occurs. 


Mode 2 


e Use: Rate generator, real-time interrupt clock. 

e Output operation: The output is set to “H” level 
by control word setting. When the initial count 
value is decremented to 1, the output is set to “L” 
level during one clock pulse, and is then set to ‘‘H”’ 
level again. The initial count value is reloaded, and 
the above sequence repeats. |n mode 2, the same 
sequence is repeated at intervals of N clock pulses 
if the initial count value is N for example. 

e Gate function: “H’’ level validates counting, and 
“L"” level invalidates it. If the gate signal is set to 
““"L” level when the output pulse is ‘‘L” level, the 
Output is immediately set to “H” level. At the 
falling edge of the clock pulse succeeding the trigger, 
the count value is reloaded and counting starts. The 
gate input can be used for counter synchronization 
in this way. 

e Count value load timing: 

After the control word and initial count value is 
written, the count value is loaded to the CE at the 
falling edge of the next clock pulse. The output is 
set to ‘’L"’ level upon lapse of N clock pulses after 
writing the initial count value N. Counter synchro- 
nization by software is possible in this way. 

e Count value writing during counting: 

Count value writing does not affect the current 
counting operation sequence. If new count value 
writing completes and the gate trigger arrives before 
the end of current counting operation, the count 
value is loaded to the CE at the falling edge of the 
next clock pulse and counting continues from the 
new count value. {f no gate trigger arrives, the new 
count value is loaded to the CE at the end of the 
current counting operation cycle. In mode 2, count 
value of 1 is prohibited. 


Mode 3 


e Use: Baud rate generator, square wave generator 

e Output operation: Same as mode 2 except that the 
output duty is different. 

The output is set to ‘“‘H” level by control word 
setting. When the count becomes half the initial 
count value, the output is set to ‘’L"’ level and kept 
at ‘’L’’ level during the remainder of the count. 
Mode 3 repeats the above sequence periodically. 
If the initial count value is N, the output becomes a 
square wave with a period of N. 

e Gate operation: ‘H” level validates counting, and 

“L" level invalidates it. If the gate signal is set to 
“t’’ level when the output is ‘’L’’ level, the output 
is immediately set to ‘’H”’ level. 
The initial count value is reloaded at the falling 
edge of the clock pulse succeeding the next gate 
trigger. The gate can be used for counter synchroni- 
Zation in this way. 
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‘e Count value load timing: 
After the control word and initial count value are 
written, the count value is loaded to the CE at the 
falling edge of the next clock pulse. Counter syn- 
chronization by software is possible in this way. 


e Count value writing during counting: 
The count value writing does not affect the current 
counting operation. When the gate trigger input 
arrives before the end of a half cycle of the square 
wave after writing the new count value, the new 
count value is loaded in the CE at the falling edge 
of the next clock pulse, and counting continues 
using the new count value. If there is no gate trigger, 
_the new count value is loaded at the end of the 
half cycle and counting continues. 

e Even number counting operation: 
The output is initially set to ‘‘H’’ level. The initial 
count value is loaded to the CE at the falling edge 
of the next clock pulse, and is decremented by 2 
by consecutive clock pulses. When the counter 
value becomes 2, the output is set to ‘‘L”’ level, the 
initial value is reloaded and then the above opera- 
tion is repeated. 

e@ Odd number counting operation: 
The output is initially set to. “’H” level. At the 
falling edge of the next clock pulse, the initial 
count value minus one is loaded in the CE, and then 
the value is decremented by 2 by consecutive clock 
pulses. When the counter value becomes O, the out- 
put is set to “’L” level, and then the initial count 
value minus 1 is reloaded to the CE. The value is 
then decremented by 2 by consecutive clock pulses. 
When the counter value becomes 2, the output is 
again set to ‘’H” level and the initial count value 
minus 1 is again reloaded. The above operations 
are repeated. In other words, the output is set 
to ‘‘H’’ level during (N+1)/2 counting and to “L” 
level during (N—1)/2 counting in the case of odd 
number counting. 


Mode 4 


e Use: Software trigger strobe 

® Output operation: The output is initially set to 
“"H" level. When the counter value becomes 0, the 
Output goes to ‘’L” level during one clock pulse, 
and then restores ‘’H”’ level again. 

The count sequence starts Winen the initial count 
value is written. 

e Gate function: ‘‘H” level validates counting, and 
“L" level invalidates counting. The gate signal does 
not affect the output. 

‘@ Count value load timing: 

After the contro! word and initial count value are 
written, the count value is loaded to the CE at the. 
falling edge of the next clock pulse. The clock pulse 
does not decrement the initial count value. If the 
initial count value is N, the strobe is not output 
unless N+1 clock pulses are ines after the initial 
count value is written, 
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e Count value writing during counting: 
The new count value is written to the CE at the 
falling edge of the next clock pulse, and counting 
continues using the new count value, The operation 
for 2-byte count is as follows: 

1) First byte writing does not affect. the counting 
operation. 

2) After the second byte is written, the new count 
value is loaded to the CE at the falling edge of 
the next clock pulse. 

This means that the counting operation is retriggered 

' by software. The output strobe is set to “L” level 
upon input of N+1 clock pulses after the new count 
value N is written. 


Mode 5 


e@ Use: Hardware trigger strobe 

e Output operation: The output is initially set to ‘'H” 
level. When the counter value; becomes 0 after trig- 
gering by the rising edge of the gate pulse, the out- 
put goes to ‘“‘L’”’ level during one clock pulse, and 
then restores ‘’H”’ level. 

® Count value load timing: 
Even after the control word and initial count value 
are written, loading to the CE does not occur until 
the input of the clock pulse succeeding the trigger. 
For the clock pulse for CE loading, the count value 
is not decremented. If the initial count value is N, 
therefore, the output is not set to ‘‘L” level until 
N+1 clock pulses are input after triggering. 

e Gate function: | 
The initial count value is loaded to the CE at the 
falling edge of the clock pulse succeeding gate 
triggering. The count sequence can be retriggered. 
The gate pulse does not affect the OUP Ut 

e Count value writing during counting: 
The count value writing does not affect the current 
counting sequence. If the gate trigger is generated 
after the new count value is written and before the 
current counting ends, the new count value is loaded 
to the CE at the falling edge of the next clock pulse, 
and counting continues using the new count value. 
The various roles of the gate input signals in the 
above modes are summarized in the following table. 
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“*L’’ Level Falling Edge Rising Edge 


Counting possible 
(1) Start of counting 
(2) Retriggering 
(1) Counting not possible 
f t bl 
(2) Counter output forced to ‘‘H”’ level Sian or counting Counting possible 
(1) Counting not possible 
: ti ‘bl 
(2) Counter output forced to "’H” level Stare er counting Counting possible 


Counting possible 


(1) Start of counting 
(2) Retriggering 










Counting not possible 


















| OUT (n= 4) | | 
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WR | (n = 4) f | in=2) | 


4 3 2 1 4 3 2 1 2 1 2 


OUT (GATE ="H)) | | Lf LJ 
- GATE f f 


4 3 2 1 4 4 3 2 1 


OUT (n=4) | | | 


_ Mode 3 


WR. (n = 4) (n= 3) § | 


4 2 4. 2 £4 2 4 2 3 2 3 3 


OUT (GATE = 'H’) 
GATE | [ 


4 2 0 4 2 4 2 0 4 2 4 2. 


OUT (n= 5) | | | 


OUT (GATE = ’H’) | | 
GATE | | | ; a ama a a 


4 3 2 1 0 


OUT | | 


Mode 5 


GATE f 


4 3 2 1 0 


OUT (n= 4) | 
GATE f f | 


4 3. 2 1 4 3 2 1 0 


OUT (n= 4) | 


Note: ‘’n’’ is the value set in the counter. 
Figures in these diagrams refer to counter values. 








Reading Counter Values 

All 82C54-2 counting is down-counting, the 
counting being in steps of 2 in mode 3. Counter values 
can be read during counting by, (1) direct reading, (2) 
counter latching (‘‘read on the fly’’), and (3) read 
back command. 


(1): Direct reading 
Counter values can be read by direct reading opera- 
tions. 
Since the counter value read according to the timing 
of the RD and CLK signals is not guaranteed, it is 
necessary to stop the counting by a gate input signal, 
or to interrupt the clock input temporarily by an 
external circuit to ensure that the counter value is 
correctly read. 


(2 


— 


Counter latching 

In this method, the counter value is latched by 
writing a counter latch command, thereby enabling 
a stable value to be read without effecting the 
counting in any way at all. The output latch (OL) 
of the selected counter latches the count value 
when a counter latch command is written. The count 
value is held until it is read by the CPU or the con- 
trol word is set again. 

If a counter latch command is written again before 
reading while a certain counter is latched, the second 
counter latch command is ignored and the value 
latched by the first counter latch command is 
maintained. 

The 82C54-2 features independent reading and 
writing from and to the same counter. 

When a counter is programmed for the 2-byte 
counter value, the following sequence is possible: 

1. Count value (LSB) reading 

2. New count value (LSB) writing 

3. Count value (MSB) reading 

4. New count value (MSB) writing 


An example of a counter latching, program is given 
below. 


Counter latching executed for counter #1 (Read/ 
Load 2-byte setting) 


MVIA 0100xxxx 
Denotes counter latching 


OUT n3 Write in control word address 
| (n3) 
The counter value at this point 


is latched 


IN n1 Reading of the LSB of the 
counter value latched from 
counter #1. 
n1: Counter #1 address 

Ha ee Reading of MSB from counter 

MOV C,A oy 
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(3) Read Back Command Operation 
Use of the read back command enables the user to 
check the count value, program mode, output pin 
state and null count flag of the selected counter. 
The command is written in the control word register, 
and the format is as shown below. For this com- 
mand, the counter selection occurs according to bits 
D3, D2 and D1. 


D7 D6 D5 D4 D3 D2 D1 DO 
COUNTISTATUS] CNT2 | CNT1 { CNTO | 0 | 


(CS = 0, AO, A1 = 1, RD = 1, WR =0) 








D5: O= Selected counter latch operation 
D4: O = Selected counter status latch operation 
D3: 1 = Counter #2 selection 
D2: 1 = Counter #1 selection 
D1: 1 = Counter #0 selection 
: O Fixed 







It is possible to latch multiple counters by using the 
read back command. Latching of a read counter is 
automatically cancelled but other counters are kept 
latched. If multiple read back commands are written 
for the same counter, commands other than the 
first one are ignored. 

It is also possible to latch the status information 
of each counter by using the read back command. 
The status of a certain counter is read when the 
counter is read. 

The counter status format is as follows: 

Bits D5 to DO indicates the mode programmed by 
the most recently written control word. 

Bit D7 indicates the status of the output pin. 

Use of this bit makes it possible to monitor the 
counter output, so the corresponding hardware may 
be omitted. 


D7 D6 DS D4 D3 D2 D1 ~=— 0 
pom ea ne [mo | we | wt | wo | 200 | 
D7: 1 = Output pin status is 1. 

O = Output pin status is 0. 
D6: 1 = Null count 

O = Count value reading is effective 
D5 — DO: Programmed mode of counter (See the 
control word format.) 







Null count indicates the count value finally written 
in the counter register (CR) has been loaded in the 
counter element (CE). The time when the count 
value was loaded in the CE depends on the mode of 
each counter, and it cannot be known by reading 
the counter value because the count value does not 
tell the new count value if the counter is latched. 
The null count operation is shown below. 
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If status latching is carried out multiple times before 


Operation Result | status reading, other than the first status latch is 
A. Control word register writing = \jujt count = 1 ignored. 
B. Count register (CR) writing Null count = 1 Simultaneous latching of the count and status of 
C. New count loading to Null count = 0 the selected counter is also possible. For this pur- 
CE (CR > CE) . pose, set bits D4 and D3, COUNT and STATUS bits, 
to 00. This is functionally the same as writing two — 
(Note) The null count operation for each . separate read back commands at the same time. If 
counter is independent. When the 2- | counter/status latching is carried out multiple 
byte count is programmed, the null times before each reading, other than the first one 
count is set to 1 when the count value is ignored here again. The example is shown below. 


of the second byte is written. 


Counter 1 Counter 2 


Contents | 
pr[pesfoeafozosppo Coun Sau our oes our Stat 


ffilolelo|e]s [0 andoarseonmicnmcomea |e |e ]-|-|-|— 
fs] [0 o|s ola [amitaxemnteaney ete |-|[«]-|- 
eres cs 


Read back status (counters 1 and 2) ie 


a {sfols|1}ofolo Read back count (counter 2) he Sica 
111 [0/0 [0 [1 {o {0 | Read back status and count (counter 1) lee Hades sie ileaead 
[1 [+ |4 0 ]0] 0} + [0 | Ress back status (counter 0 


(Note) The latch command at this time point is ignored, and the first latch command is valid. 















r- 
- 









oa 
raed 
rc 
- 













rm 





: 
os 





L: Latched, —: Not latched 


If both the count and status are latched, the status Example of Practical Application 
latched in the first counter read operation is read. @ 82C54-2 used as a 32-bit counter. 
The order of count latching and status latching is 


irrelevant. 
The count(s) of the next one or two reading opera- 
tions is Or are read. . 





CLK1 OUT1 


CLK2 OUT2 





Use counter #1 and counter #2 
Counter #1: mode O, upper order 16-bit counter 
value . 
Counter #2: mode 2, lower order 16-bit counter 
value 
This setting enables counting up to a maximum of 237. 
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OKI semiconductor 
MSM82C55A-2RS/GS/VJS 


CMOS PROGRAMMABLE PERIPHERAL INTERFACE 





GENERAL DESCRIPTION 


The MSM82C55A is a programmable universal |/O interface device which operates as high speed and on 
low power consumption due to 3 » silicon gate CMOS technology. It is the best fit as an I/O port in a system 
which employs the 8-bit parallel processing MSM80C85A CPU. This device has 24-bit !/O pins equivalent to three 
8-bit 1/O ports and all inputs/outputs are TTL interface compatible. 


FEATURES 
e@ High speed and low power consumption. due to 3 py e Bit set/reset function (Port C) 
silicon gate CMOS technology e TTL compatible 
e 3 V to 6 V single power supply e Compatible with 8255A-5 
@ Full static operation ®@ 40 pin Plastic DIP (DIP40-P-600) 
@ Programmable 24-bit I/O ports @44 pin PLCC (QFJ44-P-S650) 
e Bidirectional bus operation (Port A) @ 44 pin-V Plastic OFP (OQFP44-P-910-VK) 


@ 44 pin-VI Plastic OQFP (QFP44-P-910-VIK) 


CIRCUIT CONFIGURATION 


Ww 
= 
~ 
2) 
> 
a 
od 
< 
2 
a 
Lu 
ke 
= 
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PIN CONFIGURATION 





PA, 
PAs 
PAg 
a 
WR 
RESET 


MSM82C55A-2RS (Top View) 
40 pin Plastic DIP 


cS 
GND 
Ay 
Ao MSM82C55A-2GS 
PC, 44 pin Plastic Quad Flat Package 





PCy L 
PCg | 
PC, 
PC, 


MSM82C55A-2 VJS (Top View) 
44 pin Plastic Leaded Chip Carrier . 
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ABSOLUTE MAXIMUM RATINGS 


Parameter Symbol Conditions 
MSM82C55A-2RS 


with 
Input Voltage respect -—0.5 to Veg + 0.5 Ss 
ui y 






Limits 









MSM82C55A-2Gs | MSM82C55A-2vVJS 















Output Voltage Vout } to GND -0.5 to Veg + 0.5 
Storage Temperature —55 to +150 


Power Dissipation be | Ta = 25°C 





OPERATING RANGE 











RECOMMENDED OPERATING RANGE 


Parameter 





DC CHARACTERISTICS 


MSM82C55A-2 
Parameter Symbol Conditions min. [typ.[Max. | Unit 
yp. 


m 
“L’ Output Voltage VO 


| =-40uA 
“H"’ Output Voltage OH : 
lon = -2.5mA 

Vcc = 4.5V to 


Input Leak Current llr |O<Vin<Vece 5.5V 
ale! 





Output Leak Current lo |0<VouTt<Vec | Ta=-40°C to 
om 2 ks Re 
CS > Vcc -0.2V ee 5 2 
Vin 2 Vcc -0.2V Li~ *P 
Vit £0.2V 





Supply Current 
(standby) 





1/0 wire cycle 


Average Supply 
ICC |gacssa-2.. 8MHzCPU timing 


Current (active) 
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AC CHARACTERISTICS | 
(Vcc = 4.5 to 5.5V, Ta = -40 to +80°C) 


| tan 


Setup Time of address to the falling edge of 
Hold Time of address to the rising edge of RD 



















/Min, | Max. 
Daf 








t 


i RD 
RD Pulse Width 
Delay Time from the falling edge of RD to the 
output of defined data 
Delay Time from the rising edge of RD to the Ns 
floating of data bus 
Time from the rising edge of RD or WR to the next 
falling edge of RD or WR 
Hold Time of address after the rising edge or WR 
WR Pulse Width 


Setup Time of bus data before the rising edge of WR 
Holt Time of bus data after the rising edge of WR 


Delay Time from the rising edge of WR to the 
output of defined data 

Setup Time of port data before the falling edge of 
RD 


Hold Time of port data after the rising edge of RD 
ACK Pulse Width 


STB Pulse Width 


tw 


t 
t 
t 
t 
tow 
t 
t 
t 


tw 


Setup Time of address before the falling edge of WR 


AR 
RA 
DF 
RV 
AW 
WA 
Ww 
D 
WD 
B 
tIR 
HR 
AK 


oo 


Ss 









Setup Time of port data before the rising edge of 
STB ; 


Hold Time of port data after the rising edge of STB tp 


Delay Time from the falling edge of ACK to the 

output of defined data 

Delay Time from the rising edge of ACK to the : 

floating of port (Port A in mode 2) KD 

Delay Time from the rising edge of WR to the falling 

edge of OBF | tWOB 
B 


tps 


a 


et 
0 





Delay Time from the falling edge of ACK to the : 

rising edge of OBF AOB 
Delay Time from the falling edge of STB to the ‘ 
rising edge of IBF SIB 





Delay Time from the rising edge of RD to the falling 


edge of IBF 


Delay Time from the falling edge of RD to the 


Delay Time from the rising edge of STB to the : 
rising edge of INTR SIT 
Delay Time from the rising edge of ACK to the ‘ 
rising edge of INTR AIT 


Delay Time from the falling edge of WR to the ; 
falling edge of INTR WIT 





Note: Timing is measured at VL= 0.8 V and Vy = 2.2 V for both input and outputs. 
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Basic Input Operation (Mode 0) 


Port input 


CS, Ai, Ao 





Basic Output Operation (Mode 0) 


D7 ~Do 
CS, A, Ao 


Port output 





Strobe Input Operation (Mode 1) 


tps 
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Strobe Output Operation (Mode 1) 


Port output 





Bidirectional Bus Operation (Mode 2) 
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OUTPUT CHARACTERISTICS (REFERENCE VALUE) 


1 Output “H” Voltage (Vo}4) vs. Output Current (Io}4) 


ent 


Ta = -40~85°C 


Vcc ='5.0V 


= 
x= 
O 
> 
@ 
m 
© 
= 
ie) 
> 
x 
eee 
3 
a. 
~ 
=) 
Oo 


7-20 -30 4+ 


Output current lov (mA) 





2 Output “L’’ Voltage (Vo,) vs. Output Current (Io, ) 


Vcc = 5.0V 


Ta = ~40~85°C 


Output “’L”’ voltage Voz (V) 


Output current Io, (mA) 





Note: The direction of flowing into the device is taken as positive for the output current. 
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FUNCTIONAL DESCRIPTION OF PIN 





























D7 ~ DO Bidirectional Input and These are three-state 8-bit bidirectional buses used to write and 
data bus output read data upon receipt of the WR and RD signals from CPUand 
also used when control words and bit set/reset data are trans- 
| . ferred from CPU to MSM82C55A. | 
RESET Reset input Input This signal is used to reset the control register and all internal 
registers when it is in high level. At this time, ports are all made 
into the input mode (high impedance status). 
. all port latches are cleared to O. and all ports groups are set to mode O. 
cs Chip select | Input When the CS is in low level, data transmission is enabled with 











input CPU. When it is in high level, the data bus is made into the high 


impedance status where no write nor read operation is performed. 
Internal registers hold their previous status, however. 


Read input Input When RD is in low tevel, data is transferred from MSM82C55A 
to CPU. . 
Write input Input When WR is in low level, data or control words are transferred 
from CPU to MSM82C55A. 
AO, Al Port select By combination of AO and A1, either one is selected from among 
input port A, port B, port C, and control register. These pins are usually 
(address) connected to low order 2 bits of the address bus. 
— 
PB7 ~ PBO Port B Input and 
output 


PC7 ~ PCO Port C Input and 
output 















These are universal 8-bit 1/O ports. The direction of inputs/out- 
puts can be determined by writing a control word. Especially, 
port A can be used as a bidirectional port when it is set to mode 2. 


Input and 
output 










These are universal 8-bit !1/O ports. The direction of inputs/out- 
puts can be determined by writing a control word. 





These are universal 8-bit |/O ports. The direction of inputs/out- 
puts can be determined by writing a control word as 2 ports 
with 4 bits each. When port A or port B is used in mode 1 or 
mode 2 (port A only), they become control pins. Especially 
when port C is used as an output port, each bit can be set/reset 
independently. 


BASIC FUNCTIONAL DESCRIPTION When used in mode 1 or mode 2, however, port C 
has bits to be defined as ports for control signal for 
Group A and Group B operation ports (port A for group A and port B for 
When setting a mode to a port having 24 bits, set group B) of their respective groups. 
it by dividing it into two groups of 12 bits each. © 
Group A: Port A (8 bits) and high order 4 bits Port A, B, C 














of port C (PC7 ~ PC4) . The internal structure of 3 ports is as follows: 
Group B: Port B (8 bits) and low order 4 bits of Port A: One 8-bit data output latch/buffer and 
port C (PC3 ~~ PCO) one 8-bit data input latch 
Port B: One 8-bit data input/output latch/buf- 
Mode 0, 1, 2 fer and one 8-bit data input buffer 
There are 3 types of modes to be set by grouping Port C: One 8-bit data output latch/buffer and 
~ as follows: . one &bit data input buffer (no latch 
Mode 0: _—— Basic input operation/output operation for input) 
(Available for both groups A and B) — | 
Mode 1: Strobe input operation/output opera- Single bit set/reset function for port C 
tion . When port C is defined as an output port, it is pos- 
(Available for both groups A and B) sible to set (to turn to high level) or reset (to turn to 
Mode 2: _Bidiréctional bus operation low level) any one of 8 bits individually without affect- 
(Available for group A only) ing other bits. 
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OPERATIONAL DESCRIPTION 


Control Logic 
Operations by addresses and control signals, e.g., read and write, etc. are as shown in the table below: 


IAL 


Port A >Data Bus 


Port B > Data Bus 
—— 
Data Bus >Port A 
Data Bus > Port B 
Data Bus Port C 
Control Data Bus Control Register 


Hllegal Condition 








Others Data bus is in the high impedance status. 


Setting of Control Word 
The control register is composed of 7-bit latch circuit and 1-bit flag as shown below. 


Group A Control Bits Group B Control Bits 


EET TE TIDES \ 
er |e | | oe] | oe | | o0 


Definition of input/ 2 
Output of low order F - ha 
4 bits of port C. put 


Definition of input/ 
output of 8 bits of 
port B 


O = Output 
1 = Input 


Mode definition O = Mode 0 
of group B 1 = Mode 1 


Definition of input/ 
output of high order 
4 bits of port C 


O = Output 
1 = Input 


Definition of input/ 
output of 8 bits of 
port A 


.J0 = Output 
1 = Input 


Mode definition of group A 


Control word identification flag 
Be sure to set 1 for the control 
word to define a mode and input/ 
output. 

(When set to O, it becomes the 
control word for bit set/reset.) 





Precaution for mode selection Bit Set/Reset Function 

The output registers for ports A and C are cleared When port C is defined as output port, it is possible 
to o each time data is written in the command register to set (set output to 1) or reset (set output to 0) any 
and the mode is changed, but the port B state is un- one of 8 bits without affecting other bits as shown 
defined. next page. 
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Definition of set/reset O = Reset 
for a desired bit 1 = Set 



















Definition of 
bit wanted 
to be set or 
reset : 

ry 


Don’t Care 


Control word identification flag 
Be sure to set to O for bit set/ 
reset, 

(When set to 1, it becomes the 
control word to define a mode 
and input/output.) 


Interrupt Control Function . Operational Description by Mode 
When the MSM82C55A is used in mode 1 or 1. Mode 0 (Basic input/output operation) 
mode 2, the interrupt signal for the CPU is provided. Mode O makes the MSM82C55A operate as a bas- 
The interrupt request signal is output from port C. When ic input port or output port. No control signals such 
the internal flip-flop INTE is set beforehand at this time, as interrupt request, etc. are required in this mode. 
the desired interrupt request signal is output. When it All 24 bits can be used as two-8-bit ports and two 
is reset beforehand, however, the interrupt request sig- = 4-bit ports. Sixteen combinations are then possible 
nal is not output. The set/reset of the internal flip-flop for inputs/outputs. The inputs are not latched, but 
__ is made by the bit set/reset operation for port C virtually. the outputs are. 


Bit set > INTE is set > Interrupt allowed 
Bit reset > INTE is reset > Interrupt inhibited 


Type 










al 

Ea peso ta 

13 |r}olols{s1fololo | tn | input | Output 
p14 |i}o}oli]1folo 
| 15 pate | 
zal 


or[ee|oe[es[os|os[os[ou] rove Fmipamae| roe [euteacgh 
Ta fefefefe lope lo] om | own | owen | ov 
Pa frfefefofo lolol | vm | ove | ov | tm 
Hs frfofefofo loft fo] vm | ovwer | ewe | Owwet 
T+ frfofopofolol1 1] ow | ovwu | tno | imo 
Ps frfofefols [ole lo] ume | tm | own | Owe 
[es [rfofofols fol os] ou [neue | oupue | move 
Pa fr fofe lets fos fo] ou [me | tm | Over 
Pet fefote ts fetes even [wt [woot [tot 
He frfofofsfofofofe] tm [ov | ov | ouput 
Pio frpofe fr fo le fo fs | tm | Ou | Ovwe | tm 
Caffe pote sr 
pa polo a 

oF 

ck 

ro 


Note: When used in mode 0 for both groups A and B 
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2. Mode 1 (Strobe input/output operation) 


In mode 1, the strobe, interrupt and other control 
signals are used when input/output operations are 
made from a specified port. This mode is available 
for both groups A and B. In group A at this time, 
port A is used as the data line and port C as the con- 
trol signal. 

Following is a descrption of the input operation in 
mode 1. 

STB (Strobe input) . 


When this signal is low level, the data output 
from terminal to port is fetched into the internal 
latch of the port. This can be made independent 
from the CPU, and the data is not output to the 
data bus until the RD signal arrives from the 
CPU. 


IBF (Input buffer full flag output) 


This is the response signal for the STB. This 
signal when turned to high level indicates that 
data is fetched into the input latch. This signal 


turns to high level at the falling edge of STB and 
to low level at the rising edge of RD. 


INTR (interrupt request output) 


This is the interrupt request signal for the CPU 
of the data fetched into the input latch. It is in- 
dicated by high level only when the internal INTE 
flip-flop is set. This signal turns to high level at 
the rising edge of the STB (IBF = 1 at this time) 


Mode 1 Input 





Note: Although belonging to group B, PC3 operates 


(Group A) 


as the control signal of group A functionally. 
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and low level at the falling edge of the RD when 
the INTE.is set. 

INTE, of group A is set when the bit for PC, is 
set, while INTEg of group B is set when the bit 
for PC is set. 

Following is a description of the output opera- 
tion of mode 1. 


O 
e 


BF (Output buffer full flag output) 


This signal when turned to low level indicates 
that data is written to the specified port upon 
receipt of the WR signal from the CPU. This sig- 
nal turns to low level at the rising edge of the 
WR and high level at the falling edge of the ACK. 


ACK (Acknowledge input) 


This signal when turned to low level indicates 
that the terminal has received data. 


INTR (Interrupt request output) 


This is the signal used to interrupt the CPU when 
a terminal receives data from the CPU via the 
MSM82C55A-5. It indicates the occurrence of 
the interrupt in high level only when the inter- 
nal INTE flip-flop is set. This signal turns to high 
level at the rising edge of the ACK (OBF = 1 at 
this time) and low level at the falling edge of WR 
when the INTEg is set. 

INTE A of group A is set when the bit for PC. 
is set, while INTEg of group B is set when the 
bit for PC, is set. | 


Mode 1 output 


(Group A) 
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Port C Function Allocation in Mode 1 


Combination of 
Input/Output Group A: Input Group A: Input Group A: Output Group A: Output 


Group B: Input Group B: Output . Group B: Input | Group B: Output 





Note: 1/O is a bit not used as the control signal, but it is available as a port of mode 0. 


Examples of the relation between the control words and pins when used in mode 1 is shown below: 
(a) When group A is mode 1 output and group B is mode 1 input. 


Control word 


As all of PCg~PC3 
. bits become a control 
Selection of 1/O pin in this case, this 
of PC4 and PC; bit is ‘Don’t Care’. 
when not defined 
as a control pin. 


{' = Input 
O = Output 


Group A: Mode 1 output 
Group B: Mode 1 input 
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(b) When group A is mode 1 input and group B is mode 1 output. 


Selection of 1/O of PC6 
and PC7 when not de- 
fined as a control pin 


1 = Input 
O = Output 


STBA 
IBFA 
INTRA 


1/0 


OBFsp 
ACKp 
INTRB 


3. Mode 2 (Strobe bidirectional bus !/O operation) 
In mode 2, it is possible to transfer data in 2 direc- 
tions through a single 8-bit port. This operation is 
akin to a combination between input and output 
operations. Port C waits for the control signal in this 
case, too. Mode 2 is available only for group A, 
however. 


Next, a description is made on mode 2. 
OBF (Output buffer full flag output) 


This signal when turned to low level indicates 
that data has been written to the internal out- 
put latch upon receipt of the WR signal from the 
CPU. At this time, port A is still in the high im- 
pedance status and the data is not yet output 
to the outside. This signal turns to low level at 
the rising edge of the WR and high level at the 
falling edge of the ACK. 


ACK (Acknowledge input) 


When a low level signal is input to this pin, the 
high impedance status of port A is cleared, the 
buffer is enabled, and the data written to the in- 
ternal output latch is output to port A. When the 
input returns to high level, port A is made into 
the high impedance status. 


Group A: Mode 1 input 
Group B: Mode 1 output 





STB (Strobe input) 


When this signal turns to low level, the data out- 
put to the port from the pin is fetched into the 
internal input latch. The data is output to the 
data bus upon receipt of the RD signal from the 
CPU, but it remains in the high impedance sta- 
tus until then. 


IBF (Input buffer full flag output) 
® This signal when turned to high level indicates 


that data from the pin has been fetched into the 
input latch. This signal turns to high level at the 
falling edge of the STB and low level at the ris- 
ing edge of the RD. 


INTR (Interrupt request output) 
e@ This signal is used to interrupt the CPU and its 


operation in the same as in mode 1. There are 
two INTE flip-flops internally available for input 
and output to select either interrupt of input or 
output operation. The INTE1 is used to control 
the interrupt request for output operation and 
it can be reset by the bit set for PC6. INTE2 is 
used to control the interrupt request for the in- 
put operation and it can be set by the bit set for 
PC4. 
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Mode 2 1/O Operation os Port C Function Allocation in Mode 2 


Confirmed to the 
group B mode 





Following is an example of the relation between the 
contro! word and the pin when used in mode 2. 


When input in mode 2 for group A and in mode 1 
for group B. 





As all of 8 bits of port C be- 
come control pins in this 
case, D3 and DO bits are 
treated as ‘‘Don't Care’’. 


When group A is set to 
mode 2, this bit is 


treated as ‘Don’t Care”’. Sains duct een : 
No !/O specification is required 


for mode 2, since it is a bidirec- 
tional operation. This bit is 
therefore treated as ‘‘Don’t Care’. 


_ | Group A: mode 2 
Group B: mode 1 input 
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4. When Group A is Different in Mode from Group B possible to set the one not defined as a control pin 
Group A and group B can be used by setting them in port C to both input and output as a port which 
in different modes each other at the same time. operates in mode O at the 3rd and Oth bits of the 
When either group is set to mode1 or mode 2, it is control word. 


(Mode combinations that define no control bit at port C) 


Group A Group B 
Mode 1 
Mode 0 
INTR 
IBFg INTRE 


INTRA | STBg IBFg | INTRg 


INTRA | ACKg | OBFg INTRB | 
ao ee ee 


Controlled at the 3rd bit (D3) Controlled at the Oth bit (DO) 
of the control word of the control word 


ve INTR~ | ACKp OBFg INTRB 





When the I/O bit is set to input in this case, it is pos- The bit set/reset function can be used for all of 
sible to access data by the normal port C read PC3 ~ PCO bits. Note that the status of port C 


operation. varies according to the combination of modes like 
When set to output, PC7 ~ PC4 bits can be ac- this 


cessed by the bit set/reset function only. 
Meanwhile, 3 bits from PC2 to PCO can be accessed 
by normal write operation. 
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5. Port C Status Read bus status signal can be read out by reading the 
When port C is used for the control signal, that is, content of port C. 
in either mode 1 or mode 2, each control signal and The status read out is as follows: 










[ewes saiuihs | Dy oe ee are ows 
roup roup 


laetaetn tate eaete tee 
Pe [Sets [mee [as ove we [ve [armel w [ve | 
Pe fowe PeetLm [o fo fo [|v fore 

2 [ve [|v [oe [reo we 
a See 
Ec 


cae 7c IBFEA | INTE, a INTEg | OBFe | INTRE 
output input 







intra, INTER IBFp INTRB 

INTEA INTEB oe INTRB 
Mode 1 
input 


INTRA 
INTE, | IBFa INTE? INTRA | vo | vo | | 
INTE 4 IBF a INTE INTRa | INTEB IBFg INTRg 
Mode 1 
INTE 4 IBFA INTE2 | INTRa~ | INTER co INTRB 
6. Reset of MSM82C55A _ becomes the input mode at a high level pulse above 


Be sure to keep the RESET signal at power ON in 500 ns. 
the high level at least for 50 us. Subsequently, it 








Note: 

MSM82C55A-5 

After a write command is executed to the command register, the internal lth is cleared in PORTA PORTC. For 
instance, OOH is output at the beginning of a write command when the output port is assigned. However, if PORTB 
is not cleared at this time, PORTB is unstable. In other words, PORTB only outputs ineffective data (unstable value 


according to the device) during the period from after a write command is executed till the first data is written to 
PORTB. 


MSM82C55A-2 
After a write command is executed to the command register, the internal latch is cleared in All Ports(PORTA,PORTB, PORTC). 
OOH is ontput at the beginning of a write command when the output port is assigned. 
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OKI semiconductor 
MSM82C59A-2RS/GS/JS 


PROGRAMMABLE INTERRUPT CONTROLER 








GENERAL DESCRIPTION 


The MSM82C59A-2 is a programmable interrupt controller for use in MSM80C85A/A-2 and MSM80C86/88 
microcomputer systems. 


Based on CMOS silicon gate technology, this device features an extremely low standby current of 100 pA 
(max.) in chip non-selective status. During interrupt control status, the power consumption is very low with only 
5 mA (max.) being required. 

Internally, the MSM82C59A-2 can control priority interrupts up to 8 levels, and can be expanded up to 64 
levels by cascade connection of a number of devices. 


FEATURES 
@ Silicon gate CMOS technology for high speed and low @ Programmable interrupt mode 
power consumption. @ Maskable interrupt 
@3 V to 6 V single power supply @ Automatically generated CALL code (85 mode) 
© 80C85A system compatibility (MAX5MHz) @ TTL compatible 
© 80C86/88 system compatibility (MAX8MHz) @ 28 pin Plastic DIP (DIP28-P-600) 
e 8-level priority interrupt control @28 pin PLCC (QFJ28-P-S450) 
@ Interrupt levels expandable up to 64 levels @32 pin Plastic SOP (SSOP32-P-430-K) 


@32 pin-V Plastic SOP (SSOP32-P-430-VK) 


CIRCUIT CONFIGURATION 


DATA BUS 
BUFFER 


REGISTER 


; INTERRUPT 
IN-SERVICE PRIORITY REQUEST 
ee RESOLVER REGISTER 
Us (IRR) 





CASCADE 
BUFFER/ 
COMPARA- 
TOR 


INTERRUPT MASK REGISTER (IMR) 


INTERNAL BUS (8 bit) 


MSM82C59A-2 Internat block diagram 
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PIN CONNECTIONS 


MSM82C59A-2RS (top view) MSM82CS59A.-2 GS (top view) MSM82C59A-2JS (top view) 
28 pin plastic DIP 32 pin plastic Small Outline 28 pin plastic Leaded Chip Carrier 


2 
pesaza 


wv 


wn 


DVS SVSE oO 


NC: Not Connected 





ELECTRICAL CHARACTERISTICS 


Absolute Maximum Ratings 
Parameter Symbol Conditions Unit 
Input voltage | Vin [Respect to GND ~0.5 ~ Veg + 0.5 
Output voltage VOUT -—0.5 ~ Vee + 0.5 


Operating Ranges 


Power supply voltage 


- Operating temperature 

















Power supply voltage _ | Veo 
Operating temperature | Top | 


Vcc 
Top 
“L” level input voltage 
“H” level input voltage 
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DC Characteristics 


“L" level output voltage lo =25 mA a eS 


IOH = -2.5MA 


V 
on lon = -100 pA 
Input leak current 
OVS VinsVcc 


IR Input leak current ILIR 


Output leak current OV<VouTS Vcc 
CS=Vcc, IR=Vcc 
ICCS | ViL=OV,VIH=Vec | 
Vin=OV/Vcc 
AC Characteristics 


Ta = -40°C ~ +85°C, Vcc =5V £10% 















“H" level output voltage 












Vcc=4.5V~5.5V 
Ta=-40C~ +85°C 




















Standby power supply 
current 





Average operation power 
supply current 











AC TEST CIRCUITS A.C. TESTING INPUT, OUTPUT WAVEFORM 


INPUT OUTPUT 


we VIH +0.4V 
ROM TEST POINT vivsoayal2Y = 


F 
DEVICE UNDER TEST VOL 
*INCLUDES STRAY AND 
JIG CAPACITANCE 
A.C. Testing: All input signals must switch between VIL—O.4V and 
Pee ate TR and Tg must be less than or equal to 
ns. 


TEST CONDITION DEFINITION TABLE 
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TIME CHART 
Write Timing 


cs 


Address Bus 
AO 


Data Bus 





Read/INTA Timing 


TRLRH 


cS 
AO 


TRLDV 





Data Bus 





Other Timirg 
RD/INTA 
TRHRL 
WR 
: TWHWL 
RD/INTA/WR 
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INTA Sequence (85 mode) 


Data Bus 


TCVIAL 


TCVDV 
CAS Address Bus / 


TIALCV 





INTA Sequence (86 mode) 


~~ 


‘Data Bus 


CAS Address Bus / \ 
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PIN FUNCTION DESCRIPTION 7 


‘| Bidirectional Input/output| This 3-state 8-bit bidirectional data bus is used in reading sta- 
data bus tus registers and writing command words through the RD/WR 
signal from the CPU, and also in reading the CALL instruc- 
tion code by the INTA signal from the CPU. 





























Data transfer with the CPU is enabled by RD/WR when this pin is 
at low level. The data bus (DO thru D7) is switched to high impe- 
dance when the pin is at high level. Note that CS does not effect 
INTA. 


Read input Input Data is transferred from the 82C59A to the CPU when this pin is 
at low level. IRR (Interrupt Request Register), ISR (In-Service 
Register), IMR (Interrupt Mask Register), or a Poll word is 
selected by OCW3 and AO. 


Write input Commands are transferred from the CPU to the 82C59A when 
this pin is at low level. 


AO | Address input Input This pin is used together with the CS, WR, and RD signals to 
write commands in the command registers, and to select and read 
status registers. This is normally connected to the least significant 
bit of the address bus. (AO for 80C85A, and A1 for 80C86/88). 


CASO ~ 2 Cascade address | Input/output| These pins are outputs when the 82C59A is used as the 
master, and inputs when used as a slave (in cascade mode). 
These pins are outputs when in single mode. 


Chip select 
input . 














SP/EN Slave program Input/output} This dual function pin is used as an output to enable the data bus 
input/enable buffer in Buffered mode, and as an input for deciding whether 
buffer output the 82C59A is to be master (SP/EN = 1) or a slave (SP/EN = 0) 


during Non-buffered mode. 
Interrupt Output 
output | 


INTA Interrupt 
acknowledge 
input 


~ 


























When an interrupt request is made to the 82C59A, the INT 
output is switched to high level, and INT interrupt is sent to 
the CPU. 


When this pin is at low level, the CALL instruction code or 
the interrupt vector data is enabled onto the data bus. When 
the CPU acknowledges the INT Interrupt, INTA is sent to the 
82C59A. (interrupt acknowledge sequence). 











These interrupt request input pins for the 82C59A can be set 
to edge trigger mode or level trigger mode (by |CW1). In edge 
trigger mode, interrupt request is executed by the rising edge 
of the IR input and holds it until that input is acknowledged 
by the CPU. In level trigger mode, interrupt requests are ex- 
ecuted by high level IR inputs and holds them until that input 
is acknowledged by the CPU. These pins have a pull up 
resistor. 









request input 
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SYSTEM INTERFACE 


Address bus 


Control bus 


Data bus 


eee: ee, 
el | | | 


AO D7~DO RD WR INT INTA 


Cascade MSM82C59A-2 
Address bus 


Slave 


Program/ —S SSS SSS SS 


Enable Buffer 
Interrupt Requests 





BASIC OPERATION DESCRIPTION 


Data transfers between the 82C59A internal registers and the data bus are listed below. 


[ao [or [os [RO [WATS] Fonmon «dm 


Pepe Pe fe [s [e [tno — 
Po fe Sn = OW 


‘Data bus > ICWI 
Data bus ~ OCW1, ICW2, ICW3, ICW4 
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Data bus set to high impedance (when INTA = 1) 


Combinations prohibited 





pe x 
x 
pe 
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devices. Selection of priority mode involves program 
execution, and enables the method of requesting inter- 
rupts to be processed by the 82C59A to be suitably 
configured for system requirements. That is, the priority 
-mode can be dynamically updated or reconfigured 
during the main program at any time. A complete inter- 

- rupt structure can be defined as required, based on the 
entire system environment. 


OPERATION DESCRIPTION 


The 82C59A has been designed for real time in- 
terrupt driven microcomputer systems. The 82C59A is _ 
capable of handling up to 8 levels of interrupt requests, 
and can be expanded to cover a maximum of 64 levels 
when connected to other 82C59A devices. 


Programming involves the use of system software 


in the same way as other microcomputer peripheral |/O 


(1) Functional Description of Each Block 




















(2) 
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Priority resolver 


Read/write logic 


Cascade buffer comparator 


IRR, ISR 


serviced. 


INTA pulses. 


Interrupt Sequence 

The major features of the 82C59A used in 

microcomputer systems are the programmability 

and the addressing capability of interrupt routines. 
This latter feature enables direct or indirect jump- 
ing to specific interrupt routines without polling 
the interrupt devices. The operational sequence 
during an interrupt varies for different CPUs. 

The procedure for the 85 system (8085A/80C85A) 
is outlined below. 

(i) One or more interrupt requests (IRO thru 
1R7) becomes high, and the corresponding 
IRR bit is set. . 

(ii) The 82C59A evaluates these requests, and 
sends an INT signal to the CPU if the Mroqucst 
is judged to be suitable. 

(iii) The CPU issues an INTA output pulse upon 
reception of the INT signal. 

(iv) Upon reception of the INTA signal from the 
CPU, the 82C59A releases the CALL instruc- 
tion code (11001101) to the 8-bit data bus. 

(v) A further two INTA pulses are then sent to 


the 82C59A from the CPU by this CALL 


instruction. 


IR input line interrupts are processed by a cascaded interrupt request register 
(IRR) and the in-service register (ISR). The IRR stores all request levels where 
interrupt service is requested, and the ISR stores all interrupt levels being 


This logic block determines the priority level of the bits set in the IRR. The 
highest priority level is selected, and the corresponding ISR bit is set during 


This block is capable of receiving commands from the CPU. These command 
words (ICW) and the operation command words (OCW) store the various 
control formats for 82C59A operations. This block is also used to transfer 
the status of the 82C59A to the Data Bus. 


This functional block is involved in the output and comparison of all 82C59A 
IDs used in the system. These three I/O pins (CASO thru CAS2) are outputs 
when the 82C59A operates as a master, and inputs when it operates as a slave. 
When operating as a master, the 82C59A sends a slave ID output to the slave 
where an interrupt has been applied. 

Furthermore, the selected slave sends the preprogrammed subroutine address 
onto the data bus during next one or two INTA pulses from the CPU. 



















(vi) These two INTA pulses result in a prepro- 
grammed subroutine address being sent from 
the 82C59A to the data bus. The lower 8- 





bit address is released by the first INTA pulse, 
and the higher 8-bit address is released by the 
second pulse. 

The Falling Edge of the second INTA signal 
sets the ISR bit with the highest priority, and 
the Rising Edge of it resets the IRR bit. 

(vii) 3-byte CALL instructions are thus released 
by the 82C59A. In Automatic End Of Inter- 
rupt (AEO!) mode, the ISR bit is reset at the 
end of the third INTA pulse. In other cases, 
the ISR bit remains set until reception of a 
suitable EO! command at the end of the inter- 
rupt routine. 

The procedure for the 86 system (80C86/88) is 

identical to the first three steps of the 85 system. 

The subsequent steps are described below. 

(iv) Upon reception of the INTA signal from the 
CPU, the ISR bit with the highest priority is 
set, and the corresponding IRR bit is reset. 
In this cycle, the 82C59A sets the data bus to 
high impedance without driving the Data Bus. 





(v) The CPU generates a second INTA output 
pulse, resulting in an 8-bit pointer to the 
data bus by the 82C59A. 

The Falling Edge of the INTA signal sets the 
ISR bit with the highest priority, and the 
Rising Edge of it resets the IRR bit. 

(vi) This completes the interrupt cycle. In AEOI 
mode, the ISR bit is reset at the end of the 
second INTA pulse. In other cases, the ISR 
bit remains set until reception of a suitable 
EOI command at the end of the interrupt 
routine. 

If the interrupt request is cancelled prior to step 
(iv), that is, before the first INTA pulse has been 
received, the 82C59A operates as if a level 7 inter- 
rupt has been received, and the vector byte and 
CAS line operate as if a level 7 interrupt has been 
requested. 








(3) Interrupt Sequence Output 
85 Mode (80C85A) 
The sequence in this case consists of three INTA 
pulses. A CALL operation code is released to the 
data bus by the first INTA pulse. 
Contents of the first interrupt 
vector byte 
CALL code 





The lower address of the interrupt service routine 
is released to the data bus by the second INTA 
pulse. If AS ~ A7 is programmed with an address 
interval of 4, AO ~ A4, is automatically inserted. 
And if A6 and A7 are programmed at an address 
interval of 8, AO ~ A5 is automatically inserted. 


Contents of the second interrupt vector byte 


Interval = 





cy 
| |e? [pe | os [a 
Pei pelea) 
[8 [a7 [ae [as | 1 
See et 
[4 [a7 [ae [as [9 | 
[2 [a7 Jas] as | 0 
[2 [Az ne |as | 0 
Bi 
eRe ee] 
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Interval = 


[fx [5 [os [oo ao on 
Bo ROS 
[6 [a7 [ae 





ee 


The higher address of the interrupt service routine 
programmed by the second byte (A8 ~ A15) of 
the initialization sequence is released to the data 
bus. 


Contents of the third interrupt 
vector byte 





86 Mode (80C86/88) 

Apart from the two interrupt acknowledge cycles 
and the absence of a CALL operation code, the 86 
mode is the same as the 85 mode. The first INTA 
cycle freezes interrupt status to resolve the 
priority internally in the same way as in 85 mode. 
When the device is used as a master, an interrupt 
code is issued to the cascade line at the end of the 
INTA pulse. During this first cycle, the data bus 
buffer is kept at high impedance without any data 
to the CPU. During the second INTA cycle, the 
82C59A sends a byte of interrupt code to the CPU. 
Note that in 86 mode, the Address Interval (AD!) 
control status is ignored and A5 ~ A110 is not used. 
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Contents of interrupt vector byte in (ii) Operation Command Words (OCW1 thru 
86 system mode OCW3) 

These commands are used in operating the 

82C59A in the following modes. 

a. Fully Nested Mode 

b. Rotating Priority Mode 

c. Special Mask Mode 

d. Polled Mode 

The OCW can be written into the 82C59A 

any time after initialization has been com- 

pleted. . 


(5) Initialization Command Words (ICW1 thru ICW4) 
When a command is issued with D4 = 1 and AO 
= 0, it is always regarded as an Initialization Com- 
mand Word 1 (ICW1). Starting of the initialization 
sequence by ICW11 results in automatic execution 
of the following steps. 








tea|r7|re|rs| ra] 13/0 | | 1 
pro} 17 | 6} ts[r4] 13] 0 | | o 
a. The edge sense circuit is reset, and a low to 

high transition is necessary to generate an 


(4) Programming the 82C59A interrupt. 
The 82C59A receives two types of command b. The interrupt mask register is cleared. 
words generaed by the CPU. c. The IR7 input is assigned priority 7 (lowest 
(i) Initialization Command Words (ICW1 thru priority) 
ICW4) . d. Slave mode address is set to 7. 
Before commencing normal operations, each e. The Special Mask Mode is cleared, and the 
82C59A in the system must be initialized by Status Read is set to IRR. 
two to four WR pulse sequence. | f. All ICW4 functions are cleared if 1C4 = 0, re- 


sulting in a change to Non-Buffered mode, 
no-Auto EOI, and 85 mode. 


Note: Master/slave in ICW4 can only be used in 
buffered mode. 


(i) Initialization Command Words 1 and 2 
(ICW1 and ICW2) 
A4thru (Starting address of interrupt 
A15: service routines) 
in 85 mode, 8 request levels CALL 
8 locations at equivalent intervals in 
the memory. The memory location 
interval can be set at this stage to 4 
or8by program. (— ADI) Hence, 
either 32 or 64 bytes/page_ re- 
spectively are used in the 8 





routines. 
The address format is 2 bytes long 
. NO (IC4=0) IS ICW4 (AO thru A15). When the routine 
NEEDED? interval is 4, AO thru A4 is inserted 
automatically by the 82C59A, and 
YES (IC4=1) A5 thru A15 is programmed extern- 


ally. When the interval is 8, on the 
other hand, AO thru A5 are inserted 
automatically by the 82C59A, and 
A6 thru A15 are programmed ex- 
ternally. In 86 mode, T3 thru T7 
are inserted in the 5 most signifi- 
cant bits of the vector type, and the 


Interrupt request re- 


ception preparations . 
eoreleicd ‘ | 82C59A sets the 3 least signifi- 


cant bits according to the interrupt 
level. AO thru A10 are ignored, and 
the ADI (address interval) has no 
effect. 


Initialization sequence 
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(ii) 


LTIM: 


The 82C59A is operated in level 
triggered mode when LTIM = 1, 
and the interrupt input edge cir- 
cuit becomes disabled. 


ADI: Designation of the CALL address 


SNGL: 


interval. Interval = 4 when AD! = 1, 
and interval = 8 when ADI = 0. 
SNGL = 1 indicates the existence of 
only one 82C59A in the system. 
ICW3 is not required when SNGL 
= 1. 


1C4: ICW4 is required when this bit is 


set, but not required when |C4 = 0. 


Initialization Command Word 3 (ICW3) 

This command word is written when there is 
more than one 82C59A used in cascade con- 
nections in the system, and is loaded into an 
8-bit slave register. The functions of this slave 
register are listed below. 


a. 


In a master mode system (BUF = 1 and M/ 
S = 1 in ICW4 or SP/EN = 1). “1” is set in 


each bit where a slave has been con- 


nected. 

In 85 mode, the master 82C59A releases 
byte 1 of the CALL sequence to enable the 
corresponding slave to release byte 2 or 
3 (only byte 2 in 86 mode) through the 
cascade line. 


b. 


In slave mode (BUF = 1 and M/S = 0 in 
ICW4 or SP/EN = 0). Bits 0 thru 2 identi- 
fy the slave. The slave compares these 
bits with the cascade input, and releases 
bytes 2 and 3 of the CALL sequence (only 
byte 2 in 86 mode) if a matching result is 
obtained. 


Initialization Command Word 4 (1CW4) 


SFNM: 


AEOI: 


Special Fully Nested Mode is pro- 
grammed when SFNM = 1, 


BUF: Buffered mode is programmed 


when BUF = 1. In Buffered mode, 
SP/EN is an output, and Master/ 
slave is selected by the M/S bit. 


M/S: If buffered mode is selected, the 


82C59A is programmed as the 

master when M/S = 1, and as a slave 

when M/S = 0. M/S is ignored, how- 

ever, when BUF = 0. 

Automatic End Of Interrupt mode 
_ is programmed by AEOI = 1. 


PM: (Microprocessor mode) 


The 82C59A is set to 85 system 
operation when uPM = 0, and to 86 
system operation when yw PM = 1. 
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|-ao | o7 | 06 | os | v4 | os | 02 | on | oo 
wm [lo [ar [ae [as fo 


LTIM SNGL 
1: 1CW4 required 
. 0: ICW4 not required 
1: Single 
0: Cascade 
CALL address interval 


1: Interval = 4 
O: Interval = 8 
1: 


Level triggered mode 
O: Edge triggered mode 
Interrupt vector address A5 thru A7 
(Valid only in 85 mode) 






























cw? LA2_| 97 | 06 | os | 04 | os | 2 | ov | bo | 
; | Interrupt vector address A8 thru A15 

(85 mode) 
Interrupt vector address T3 thru T7 
(86 mode) 

ICW3 

(master) L 

ICW3 

(slave) 





Note: Slave !D indicates the {R input of the correspond- 
ing master. 


1: 86 mode 

0: 85 mode 

1: Automatic EOI mode 

0: Normal EO! mode 


pee eae Non-buffered mode | Note: X denotes not specified 
| 1 | 0. | Buffered mode (slave) | 
a cal etl 


Buffered mode (master) 


— 1: Special Fully Nested mode 
0: Not Special Fully Nested mode | 


Initialization Command Words (1CW1 thru I|CW4) 
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(6) Operation Command Words (OCW1 thru OCW3) combinations are listed in the 
When Initialization Command Words (ICW) are operation command word format 
programmed in the 82C59A, the interrupt input table. 
line is ready to receive interrupt requests. The L2, L1, These bits indicate the specified 
Operation Command Words (OCWs) enable the LO: interrupt level when SL.= 1. 
82C59A to be operated in various modes while the (iii) Operation Command Word 3 (OCW3) 
device is in operation. ESMM: This enables the Special Mask 

(i) Operation Command Word 1 (OCW1) Mode. The special mask mode can 
OCW1 sets and resets the mask bits of the be set and reset by the SMM bit 
Interrupt Mask Register (IMR). MO thru M7 when ESMM = 1. The SMM bit is 
represent 8 mask bits. The channel is ignored when ESMM = 0. 
masked when M = 1, but is enabled when SMM: (Special Mask Mode) 

M = 0. The 82C59A is set to Special Mask 


(ii) Operation Sean ats Word 2 (ocw2) Mode when ESMM = 1 and SMM = 
R, SL, The Priority Rotation and the End 1. and is returned. to normal mask 


EO!: of Interrupt mode plus combina- mode when ESMM = 1 and SMM = 


tions of the two are controlled by 0. SMM is ignored when ESMM = 0 
combinations of these 3 bits. These 





Interrupt Mask 
1: Mast set 
O: Mask reset 





Active IR level 


0} +] 2] 3] 4] 5] 6] 7] 
0} 1] 0} 1] 0] a] of + 
[of of 4] 1] of of 1] 4] 
of of of of sf af af] 











Rotate in Automatic EOI mode (set) 





Rotate in Automatic EO! mode (clear) 














Set Priority command 





No operation 





No operation 


Polling 
1: Poll command 
0: No-poll command 


Special Mask mode 





special 
mask 
mode 


Operation Command Words (OCW1 thru OCW3) 
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(7) 


(8) 


(9) 
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Fully Nested Mode 
As long as the 82C59A has not been programmed 


‘to another mode, this Fully Nested mode is set 


automatically after initialization. The interrupt 
requests are ordered in priority sequentially from 
0 to 7 (where O represents highest priority). If an 
interrupt is then requested and is acknowledged 
highest priority, a corresponding vector address js 
released, and the corresponding bit in the in-service 
register (ISR) is set. The 1S bit remains set until an 
End of Interrupt (EOI) command is issued from 
the microprocessor before returning from the inter- 
rupt service routine, or until the rising edge of the 
last INTA pulse arrives when the AEOI! bit has 
been set. 

When the IS bit is set, interrupts of the same or 
lower priority are inhibited - only interrupts of 
higher priority can be generated. In this case, inter- 
rupts can be ackowledged only when the internal 
interrupt enable F/F in the microprocessor has 
been enabled again through software. Following 
the initialization sequence, IRO has the highest 
priority, and IR7 has the lowest. This priority can 
be changed by rotating priority mode in OCW2. 


End of Interrupt (EO!) 

When the AEOI bit in ICW4 is set, the in-service 
(IS) bit is automatically reset by the rising edge of 
the last INTA pulse, or else is reset only when an 
EO! command is issued to the 82C59A prior to 
returning from the interrupt service routine. 

And in cascade mode, the EOI command must be 
issued twice - once for the master, and once for the 
corresponding slave. 

EOI commands are classified into specific EO! 
commands and Non-Specific EO! commands. 
When the 82C59A is operated in Fully Nested 
mode, the IS bit to be reset can be determined on 
EOI. If the Non-Specific EO!l command is issued, 
the highest IS bit of those that are set is reset au- 
tomatically, because the highest IS level is always 
the last servicing level in the Fully Nested mode. 
If, however, it is not in the fully Nested mode, the 


_82C59A will no longer be able to determine the 


last acknowledged level. In this case, it will be 
necessary to issue a Specific EOI which includes 
the IS level to be reset as part of the command. 
When the 82CS59A is in Special Mask mode, care 
must be taken to ensure that IS bits masked by 
the IMR bit can not reset by the Non-Specific EOI. 


Automatic End of Interrupt (AEO!) Mode 

When AEOI = 1 in ICW4, the 82C59A continues to 
operate in AEO! mode until programmed again by 
ICW4. In this mode, the 82C59A automatically 
performs Non-Specific EO! operation at the rising 
edge of the last INTA pulse (the third pulse in 85 
systems, and the second pulse in 86 systems). In 
terms of systems, this mode is best used in nested 
multiple level interrupt configurations. It is not 
necessary when there is only one 82C59A. AEO! 


‘mode is only used in a master 82C59A device, not 


in a slave. 


(10) 


IS status 


—_— $$$ $$$ 


Automatic Rotation (Devices with Equal Priority) 
In some applications, there is often a number of 
devices with equal priority. In this mode, the 
device where an interrupt service has just been 
completed is set to the lowest priority. At worst, 
therefore, a particular interrupt request device may 
have to wait for seven other devices to be serviced 
at least once each. There are two methods for 
Automatic Rotation using OCW2 - Rotation on 
Non-Specific EO! command, and Rotation in 
Automatic EOI! mode.. 


Before Rotation (IR4 the highest priority request- 
ing service) 





ronson [7 [¢ [s [«]2 [a [+ [0 


IS status 


Priority status 
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(12) 


Lowest Highest 


After Rotation (1R4 was serviced, all other priori- 
ties rotated correspondingly) 





Highest 


Lowest 


Specific Rotation (Specific Priority) 

All priority levels can be changed by programming 
the lowest priority level (Set Priority Command in 
OCW2). For example, if IR5 is programmed as the 
device of lowest priority, IR6 will have the highest 
priority. In this mode, the internal status can be. 
updated during OCW2 by software control. This is 
unrelated, however, to the EO! command in the 
same OCW2. 

Priority level can also be changed by using the 
OCW2 Rotate On Specific EO| command. 


Interrupt Mask 

Interrupt inputs can be masked individually by 
Interrupt Mask Registers (IMR) programmed 
through the OCW1. Each interrupt channel is 
masked (disabled) when the respective IMR bit is 
set to ‘'1’’. IRO is masked by bit 0, and IR1 is 
masked by bit 1. Masking of any particular channel 
has no effect on other channels. 


_—_— 1 1/0: MSM82C59A-2RS/GS/JS op 


(13) Special Mask Mode 


in some applications, there is a need for dynamic 
updating of the system's priority level structure by 
software control during execution of an interrupt 
service routine. For example, it may be necessary 
to inhibit the lower priority requests for part of 
the execution of a certain routine while enabling 
for another part. In this case, it is difficult to ena- 
ble all lower priority requests if the IS bit has not 
yet been reset by the EOI command after an in- 
terrupt request has been acknowledged (during 
execution of a service routine). All of these re- 
quests would normally be disabled. 


Hence the use of the Special Mask mode. When a 
mask bit is set by OCW1 in this mode, the 
corresponding interrupt level requests are disabled. 
And all other unmasked level requests (at both 
higher and lower priority levels) are enabled. In- 
terrupts can thus be enabled selectively by load- 
ing the mask register. 

In this mode, the specific EO! Command should 
be used. 
This Special Mask mode is set by OCW3 ESMM = 1 
and SMM = 1, and reset by ESMM = 1 and SMM = 
0. 


(14) POLL Command 


Poll word 


WO thru W2: 


(15) 


In this mode, the INT output in not used, the in- 
ternal interrupt enable F/F of the microprocessor 
is reset, and interrupt inputs are disabled. Servic- 
ing the I/O device is executed by software using 
the Poll command. 


The Poll command is issued by setting P in OCW3 
to 1". The 82C59A regards the next RD pulse as 
reception of an interrupt, and if there is a request, 
the corresponding IS bit is set and the priority level 
is read out. Interrupts are frozen between WR and 
RD. 





Binary coded highest priority level of 
service being requested. 
1: Set to ’1’’ when there is an interrupt. 


This mode is useful when’ there is a common 
routine for a number of levels, and the INTA 
sequence is not required. ROM space can thus be 
saved. 


Reading 82C59A Status 

The status of a number of internal registers can be 
read out for updating user information on the 
system. The following registers can be read by 
means of OCW3 (IRR and ISR) and OCW1 (IMR). 


a. IRR: (Interrupt Request Register) 98-bit 
register for storing interrupt requesting 

. levels. 

b. ISR: (In-Service Register) 8-bit register for 


storing priority levels being serviced. 


(16) 





c. IMR: (Interrupt Mask Register) 8-bit register 
for storing interrupt request lines to be 
masked. 

The IRR can be read when a Read Register Com- 

mand is issued with OCW3 (RR = 1 and RIS = 0) 

prior to the RD pulse, and the ISR can be read 

when a Read Register Command is issued with 

OCW3 (RR = 1 and RIS = 1) prior to the RD pulse. 

And as long as the read status does not change, 

OCWS is not required each time before the status is 

read. This is because the 82C59A remembers 

whether IRR or !SR was selected by the previous 

OCWS. But this is not true when poll is used. 

The 82C59A is set to IRR after initialization. 

OCW3 is not required to read IMR. IMR is issued 

to the data bus if RD = 0 and AO = 1 (OCW1). 

Reading status is disabled by polling when P = 1 

and RR = 1 in OCWS. 


Edge and Level Trigger Mode 

This mode is programmed by using bit 3 (LTIM) 
in ICW1. When LTIM = 0, the interrupt request is 
recognized by the IR input transition from Low to 
High. As long as the IR input is kept at High, no 
other interrupt is generated. Since interrupt re- 
quests are recognized by the IR input ‘’H’’ level 
when LTIM = 1, edge detection is not required. 


The interrupt request must be cancelled before 
output of the EO! command, and before the inter- 
rupt is enabled in order to prevent the generation 
of a second interrupt by the CPU. 

The !R input must be held at High level until the 
falling edge of the first INTA pulse, irrespective of 
whether edge sense or level sense is employed. If 
the IR input is switched to Low level before the 
first INTA pulse, the default 1R7 is generated when 
the interrupt is acknowledged by the CPU. This 
can be an effective safeguard to be adopted to 
detect interrupts generated by the noise glitches on 
the IR inputs. To take advantage of this feature, 
the !R7 routine is used as a “clean up” routine 
where the routine is simply executing a return in- 
struction and the interrupt is subsequently ig- 
nored. When the IR7 is required for other 
purposes, the default IR7 can be detected by read- 
ing the ISR. Although correct IR7 interrupts in- 
volve setting of the corresponding ISR bit, the 
default IR7 is not set. 





IR7 routine 


(IR noise 


detection) YES 


IR7 service 
processing 


RETURN 
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an Special Fully Nested Mode 


This mode is used in large systems where the cas- 

cade mode is used and the respective Interrupt 

Requests within each slave have to be given priori- 

ty levels. In this case, the Special Fully Nested 

mode is. programmed to the master by using 

ICW4. This mode is practically identical to the 

normal Fully Nested mode, but differs in the 

following two respects. 

a. When an interrupt request is received from a 
particular slave during servicing, a new interrupt 
request from an IR with a higher priority level 
than the interrupt level of the slave being servic- 
ed is recognized by the master and the interrupt 
is applied to the processor without the master 
priority logic being inhibited by the slave. In 
normal Fully Nested mode, if the request is in 
service, a slave is masked and no other requests 
can be recognized from the same slave. 

b. When exiting from an interrupt service routine, 
it is first necessary to check whether or not the 
interrupt which has just been serviced by soft- 
ware was the only interrupt from that slave. 
This is done by sending a Non-Specific EOI! 
command to that slave, followed by reading of 
the In-Service Register (ISR) to see whether 
that register has become all ’0’. A Non-Specific 
EOI is sent to the master too if the ISR is 
empty, and if not no EOI! should be sent. 


(18) Buffered Mode 


360 


Control for buffer enabling is required when the 
82C59A is used ina large system where adata bus 
drive buffer is needed and cascade mode is used. 
When buffered mode is selected, the 82C59A sends 
an enable signal on the SP/EN pin to enable the 
buffer. In this mode, the SP/EN output always be- 
comes active while the 82C59A’s data bus output 
is enabled. Therefore, the 82C59A requires pro- 
gramming to enable it to distinguish master from 
slave. Buffered mode is programmed by bit 3 in 
ICW4, and the ability to distinguish master from 
slave is programmed by bit 2 in ICW4. 


= : at 


(19) Cascade Mode 


To enable the 82C59A to handle up to 64 priority 
levels, a maximum of 8 slaves can be easily con- 
nected to one master device. 

The master controls the slaves through three 
cascade lines, the cascade bus executes like a slave 
chip select during the INTA sequence. 

In cascade configuration, slave interrupt outputs 
(INT) are connected to master interrupt request 
inputs (IR). When a slave IR becomes active and 
is acknowledged, the master enables the cor- 
responding slave to release the routine address for 
that device during bytes 2 and 3 (only byte 2 in 
86 mode) of the INTA sequence. 


The cascade bus line is normally kept at low lev- 
el, and holds the slave address during the period 
from the rising edge of the first. INTA pulse up to 
the rising edge of the third INTA pulse (or the se- 
cond INTA pulse in 86 mode). 

Each 82C59A device in the system can operate 
in different modes in accordance with their initiali- 
zation sequences. EOI commands must be issued 
twice, once for the master once for the cor- 
responding slave. Each 82C59A requires an ad- 
dress decoder to activate the respective chip 
select (CS) inputs. 

Since the cascade line is normally kept at low level, 
note that slaves must be connected to the master 
1RO only after all slaves have been connected to 
the other IRs. 








LOE 





T- 2== 


GND 








Data bus 









CS AO DO-7 INTA 


CS AO DO-7'INTA CS AO DO-7 INTA 





82C59A-2 _CASO-2 CASO-2 - gac59A-2 
(Slave) INT Ci SP/EN (Master) INT 


M7 M6 M5 M4 M3 M2 M1 MO 


82C59A-2 CASO-2 


SP/EN (Slave) INT 
7 6 5 43 2 1 =0 


7 65 4 3 2 1 =«0 7 6 5 4 3 2 1 «0 7 5 4 2 1 0 





Interrupt requests 


82C59A-2 cascade connections 


len 


@ Sf/S9/SUC-V6SDZ8NSWN-O/I & 
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Precautions for operation 
~ Contents: In the case of a cascade edge trigger, the low level width (TILIH) of a slave INT signal may be less than the low level 
width (TJLJH:100 nS min.) of a master IR input signal. : 
This occurs when an interruption request with high order priority is provided to the slave unit before the INTA cycle 
ends. Fig. 1 shows a system configuration, Fig.2 a bug operation timing chart, and Fig.3 a normal operation timing | 
chart. TILIH is not specified. 


82C59A-2 82C59A-2 
master slave 


INTA IR7 





Fig.1 System configuration 


IR2s 


IR1s 


INTA 





INTs(IR7m) > ~4—— TILIH (TJLJH) does not agree 
with the requirements. 


INTm eee 


INTs is not accepted. 





Fig.2 Bug operation timing chart 


INTs (IR7m) a eS ree. ee TILIH 


(TJLJH) 


INTm eee fee 


Fig.3 Normal operation timing chart 
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OKI semiconductor 
MSM82C84A-2RS/GS/JS 


CLOCK GENERATOR AND DRIVER 








GENERAL DESCRIPTION 


The MSM82C84A-2RS/GS is a clock generator designed to generate MSM80C86 and MSM80C88 system clocks. 
Due to the use of silicon gate CMOS technology, standby current is only 40 MA (MAX.), and the power con- 
sumption is very low with 16 mA (MAX.) when a 8 MHz clock is generated. 


FEATURES 

* Operating frequency of 6 to 24 MHz (CLK output 2 * Built-in synchronized circuit for MSM80C86 and 
to 8 MHz) MSM80C88 READY and RESET 

* 3p silicon gate CMOS technology for low power con- * TTL compatible 
sumption * Built-in Schmitt trigger circuit (RES input) 

* Built-in crystal oscillator circuit - 18 pin Plastic DIP (DIP18-P-300) 

*3V ~ 6V single power supply +20 pin PLCC (QFJ20-P-S350) 


* 24 pin-V Plastic SOP (SOP24-P-430-VK) 


FUNCTIONAL BLOCK DIAGRAM 


CRYSTAL 
| lo 


SCILLATOR 
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PIN CONFIGURATION 


18 pin Plastic DIP 








24 pin Plastic Small Oufline CSYNC 


10 24—-— Vcc 

: PCLK c—— 2 7X.) oom feo 
Co 22 el XO 

AEN) Coo 2c—IN-C 









RDY1 foo 205....._]1 ASYNC 





READY <= 199] EF! 
NC CC 1gf-___)J N-C 
RDY2 CJ 17ST /C 
20 pin Plastic Leaded Chip Carrier AEN? C9 16 OSC 
O 
- ¥ 2 NC C10 56—nNc 
Zz a > oO : —— 
oe Oo Nn O Ss 
{ ao YO > x CLK [L___ 11 14 J RES 
Lo Eel | GND (2 Pp] RESET 
O 





RDY1/4 


READY |5| 
RDY2 |6| | fie] EF 1 
AEN2 : 15) F/C 


N.C. |8 | 14 | N.C. 





CLK] 9) 


GNG 
RESET 
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ABSOLUTE MAXIMUM RATINGS 


Parameter Symbol! Limits Unit Conditions 
MSM82C84A-2RS/JS_ | MSM82C84A-2GS 


PH - 









Input Voltage —0.5~ Vcc +0.5 Respect to GND 
Output Voltage VOUT -0.5~ Vcc +05 
ae 







—55 ~ +150 . 








Storage Temperature 






Power Dissipation 0.8 


OPERATING RANGES 


Parameter Symbol Limits 


Supply Voltage 


Operating Temperature 


‘RECOMMENDED OPERATING CONDITIONS 


Operating Temperature 

“‘L” Level Input Voltage 

‘‘H’’ Level Input Voltage (except RES) 
“H"’ Level Input Voltage (RES) 





DC CHARACTERISTICS (Vec =5V + 10%, Ta = —40 ~ 85°C) 


““H"’ Level Output Voltage (OTHERS) 


RES Input Hysteresis 


Input Leak Current (EXCEPT ASYNC ) 


input Current ( ASYNC ) 


Standby Supply Current 
Operating Supply Current 


Input Capacitance 





NOTE 1: X1 > Vcc — 0.2V, X2 < 0,2V 
FIC > Vcc — 0.2V, ASYNC = V¢c or open 
VIH > Vcc — 0.2V, VIL < 0,2V 
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AC CHARACTERISTICS 
~ (Vec = 5V + 10%, Ta = —40 ~ 85°C) 
(1) | 


EFI “‘H’’ Pulse Width teEHEL |. 
EFI “‘L” Pulse Width  tELEH 17 


| EFI Cycle Time tELEL 36 
Crystal Oscillator Frequency eal 


Set Up Time of RDY1 or RDY2 to : ae - 
CLK Falling Edge (Active) R1IVCL 

Set Up Time of RDY1 or RDY2 to ‘ | an 

CLK Rising Edge (Active) R1VCH 

5 

0 







x 


= a 
N 


Unit 


90%—90% © ; 
10%— 10% 


ASYNC 
= High 
ASYNC 
= Low 


= 
oN) 













24 













Set Up Time of RDY1 or RDY2 to 
CLK Falling Edge (inactive) 


_ Hold Time of RDY1 or RDY2 to 
CLK Falling Edge 


Set Up Time of ASYNC to CLK ; 
Falling Edge AYVCL 
Hold Time of ASYNC to CLK : 
Falling Edge ~ CLAYX — 
Set Up Time of AEN1 (AEN2) to ‘ 
RDY1 (RDY2) Rising Edge AIRIV 
Hold Time of AEN1 (AEN2) to : , 
CLK Falling Edge CLAIX 
Set Up Time of CSYNC to EFI F 
Rising Edge yer 
Hold Time of CSYNC to EF! Rising : 
Edge | | EHYL 


CSYNC Pulse Width tYHYL 2x tELEL 
Set Up Time of RES to CLK Falling ; 

Edge . 11HCL 

Hold Time of RES to CLK Falling ’ 2 
Edge CLI1H 





tRIVCL 





Output load 
Capacitance 






*CLR1X CLK output 
Cy = 100pF 


Others 30pF 






3 


. > 















0 
10 
0 


Input Rising Edge Time tILIH 
Input Falling Edge Time TIHIL 


Note: Parameters where timing has not been indicated in the above table are measured at Vi_ = 1.5V and Vy = 1.5V 
for both inputs and outputs. 
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AC CHARACTERISTICS 
(Vcc = 5V +10%, Ta = —40 ~ 85°C) 
(2) 


tCHCL | 3 5 TLeL +2 
tCLCH = TeLeL — 15 


CLK Rising and Falling Edge tCH1CH2 
Times tCL2CL1 
PCLK ‘’H” Pulse Width tPHPL TCLeL — 20 
PCLK “L” Pulse Width tPLPH TELCL — 20 


Time from READY Falling Edge 
tRYLCL 


to CLK Falling Edge 
Time from READY Rising Edge F 2 <1 45 
to CLK Rising Edge RYHCH CLCL 
Delay from CLK Falling Edge , 
to RESET Falling Edge CLIL 
tCLPH 
tCLPL 
tOLCH 
tOLCL 
Output Rising Edge Time , 
(Except CLK) OLOH 
Output Falling Edge Time ‘ 
(Except CLK) OHOL 


Note: Parameters where timing has not been indicated in the above table are measured at V;_ = 1.5V and Vy = 1.5V 
for both inputs and outputs. 









Unit | = Conditions 











CLK ‘‘H”’ Pulse Width 





CLK ‘‘L” Pulse Width 


1.0V—3.5V 








Output load 
Capacitance 












CLK output 
C,. = 100pF 


Others 30pF 













NO 
NO 





Delay from CLK Falling Edge 
to PCLK Rising Edge 


Delay from CLK Falling Edge 
to PCLK Falling Edge 


Delay from OSC Falling Edge 
to CLK Rising Edge 


Delay from OSC Falling Edge 
to CLK Falling Edge 

















Ww 
oO 


NO NO 








0.8V~2.2V 


2.2V~0.8V 








i 
. 
. 
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PIN DESCRIPTION 


Input/ 
output 


Clock Input 
synchronization 
singal 


Peripheral clock Output 
output 


Address enable Input 
signals 
RDY1 


Pin symbol Name Function 


Synchronizing signal for output of in-phase CLK signals when more 
than one MSM82C84A-2 is used. 
The internal counter is reset when this signal is at high level, and a 
high level CLK output is generated. The internal counter is sub- 
seqently activated and a 33% duty CLK output is generated when 
this signal is switched to low level. 

When this signal is used, external synchronization of EFI is necessary. 
When the internal oscillator is used, it is necessary for this pin to be 
kept to be low level. 





CSYNC 


















This peripheral circuit clock signal is output in a 50% duty cycle at 
a frequency half that of the clock signal. . 


The AEN1 signal enables RDY1, and the AEN2 signal enables RDY2. 
The respective RDY inputs are activated when the level applied to 
these pins is low. 

Although two separate inputs are used in multi-master systems, only 
the AEN which enables the RDY input to be used is to be switched 
to low level in the case of not using multi-master systems. 


0 
OQ 
f— 








> 
m 
2 
















Completion of data bus reading and writing by the device connected 
to the system data bus is indicated when one of these signals is 
switched to high level. | 

The relevant RDY input is enables only when the corresponding AEN 
is at low level. 






This signal is obtained by synchronizing the bus ready signal with 
CLK. . : 
This signal is output after guaranteeing the hold time for the CPU in 
phase with the RDY input. 









This signal is the clock used by the CPU and peripheral devices con- 
nected to the CPU system. data bus. The output waveform is gener- 
ated in a 33% duty cycle at a frequency 1/3 the oscillating frequency 


Bus ready signals Input 
READY Ready output Output 
of the crystal oscillator connected to the X1 and X2 pins, or at a 


Clock output Output 

. frequency 1/3 the EFI input frequency. 

Reset in Input This low-level active input is used to generate a CPU reset signal. — 
Since a Schmitt trigger is included in the input circuit for this signal, 
‘power on resetting’’ can be achieved by connection of a simple RC 
circuit. . . . 
RESET Reset output Output | This signal is obtained by CLK synchronization of the input signal 

. applied to RES and is output in opposite phase to the RES input. 
This signal is applied to the CPU as the system reset signal. 










fo) ws) > 
c 0 a 
A < 2 

N NS 


F/C Clock select signal} tnput This signal selects the fundamental signal for generation of the CLK 
signal. The CLK is generated from the crystal oscillator output when 
_ this signal is at low level, and from the EFI input signal when at high 

level. 





External clock | 
signal 


EFI 







‘Input The signal applied to this input pin generates the CLK signal when' 
F/C is at high level. The frequency of the input signal needs to be 


three times greater than the desired CLK frequency. 


Input Crystal oscillator connections. 
The crystal oscillator frequency needs to be three times greater than 
the desired CLK frequency. 


Output | Crystal oscillator output. This output frequency is the same as the 
oscillating frequency of the oscillator connected to the X1 and X2 
pins. As long as a Xtal oscillator is connected to the X1 and X2 pins, 
this output signal can be obtained independently even if F/C is set to 






Crystal oscillator 
connecting pins 






Crystal resonator 
output 





high level to enable the EFI input to be used for CLK generation 
purposes. . 
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Signal for selection of the synchronization mode of the READY 
signal generator circuit. When this signal is at low level, the READY 
signal is generated by double synchronization. And When at high 
level, the READY signal is generated by single synchronization. 

This pin is equipped with internal pull-up resister. 






Input/ 
output 







. Pin symbol 














ASYNC Ready 
synchronization 


select signal 

































Deno [fu 


TIMING CHART 


CLK + PCLK + OSC waveforms 


TCH1CH2 


TCL2CL1 
he ae 


aa 





RESET waveform 
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READY waveform (ASYNC = L) 


--tarriv 


tRYHCH 


READY waveform (ASYNC = H) 


370 





tRIVCL 


a i. bie ia 


tA1RIV tCLA1X 


tRYLCL 








DESCRIPTION OF OPERATION 


(1) Oscillator Circuit 

The MSM82C84A-2 internal oscillator circuit can 
be driven by connecting a crystal oscillator to the X1 
and X2 pins. 

The frequency of the crystal oscillator in this case 
needs to be three times greater than the desired CLK 
frequency. 

Since the oscillator circuit output (the same out- 
put as for the crystal resonator frequency) appears at 
the OSC pin, independent use of this output is also 
possible. 


Recommended Oscillator Circuit 


Crystal oscillator 


x1 OSC 


MSM82C84A-2 
X2 


When input frequency is 6 to 15 MHz. 
C, a C2 = 33 pF 


Wheh input frequeucy is 15 to 24 MHz 
C;,=C2=10 pF 
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(2) Clock Generator Circuit 

This circuit generates two clock outputs—CLK 
obtained by dividing the input external clock or crystal 
oscillator circuit output by three, and PCLK obtained 
by halving CLK. CLK and PCLK are generated from the 
external clock applied to the EF! pin when F/C is at 
high tevel, and are generated from the crystal oscillator 
circuit when at low level. 


(3) Reset Circuit 

Since a Schmitt trigger circuit is used in the RES 
input, the MSM82C84A-2 can be reset by ‘’power on” 
by connection to a simple RC circuit. If the 80C86 or 
80C88 is used as the CPU in this case, it is neces- 
sary to keep the RES input at low level for at least 50 
ms after Vcc reaches the 4.5V level. 


(4) Ready Circuit 
The READY signal generator circuit can be set to 

synchronization mode by ASYNC. 

(i) When ASYNC is at low level 
The RDY input is output as the READY signal by 
double synchronization. . 
The high-level RDY input is synchronized once by 
the rising edge of the CLK of the first stage flip- 
flop (F1 in the circuit diagram), and then synchro- 
nized again by the falling edge of the CLK of the 
next stage flip-flop (F2 in the circuit diagram), 
resulting in output of a high-level READY output 
signal (see diagram below). 

o The low-level RDY input is synchronized directly 
by the falling-edge of the CLK of the next stage 
flip-flop, resulting in output of a low-level READY 
output signal (see diagram below). 
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(ii) When ASYNC is at high level synchronized by the falling edge of the CLK of the 


The RDY input is output as the READY signal by next stage flip-flop, resulting in output of respec- 


single synchronization. tive low-level and high-level READY output signals 


o Both low-level and high-level RDY inputs are (see diagram below). 





EXAMPLE OF USE (CSYNC) 


The 82C84A-2 1/3 frequency divider counter is switched to low level, CLK is output from the next 
unsettled when the power is switched on. Therefore, the input clock rising edge, and is divided by 3. 
CSYNC pin has been included to synchronize CLK with If CSYNC has not been synchronized with the 
another signal. When CSYNC is at high level, both CLK input clock, use the following circuit to achieve the © 


and PCLK are high-level outputs. If CSYNC is then required synchronization 


MSM82C84A-2 


External 
synchronizing 
signal 
External 
clock signa 
(EFI) 


When an external clock EFI is used as the clock source 


MSM82C84A-2 


External 
synchronizing 
signal 


When the crystal oscillator is used as the clock source 
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OKI semiconductor 
MSM82C88-2RS/GS /JS 


BUS CONTROLLER 








GENERAL DESCRIPTION 


The MSM82C88 is a bus controller for the MSM80C86 and the MSM80C88 CPUs. Based on silicon gate 
CMOS technology, a low-power 16-bit microprocessor system can be realized. 
The MSM82C88 generates commands contol timing signals on reception of status signals from the CPU. 


FEATURES 

® Silicon gate CMOS technology for low power con- e Advanced write control output 
sumption e Three-state command output driver 

@ 3 to 6V wide voltage range and single power supply @ System bus mode & I/O bus mode 

e —40 to 85 C wide guaranteed operating temperature @20 pin Plastic Skinny DIP (DIP20-P-300-S]) 
range @20 pin PLCC (QFJ20-P-S350) 


@ 24 pin Plastic SOP (SOP24-P) 
@ 24 pin-V Plastic SOP (SOP24-P-430-VK) 


CIRCUIT CONFIGURATION 


STATUS STATUS 

INPUT 
COMMAND 
OUTPUT 


DT/R 


CONTROL SIGNAL [~ DEN CONTROL 
INPUT GENER- MCE/PDEN { oytpyut 
| ATOR ne 


Vcc (+5V) GND (OV) 
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= 1/O-MSM82C88-2RS/GS/JS ™ 
PIN CONFIGURATION 


MSM82C88-2RS (Top. View) 























20 pin Plastic DiP lOB Vcc 
CLK Ss. 
8, 3; 
DT/R MCE/PDEN 
ALE DEN 
AEN CEN 
MRDC INTA 
AMWC IORC 
MWTC AIOWC 
GND lOwC 
MSM82C88-2GS (Top View) 
24 pin Plastic Small Outline Package Vcc 
So 
NC 
Ss, 
MCE/PDEN 
DEN 
CEN 
INTA 
MSM82C88-2JS (Top View) lone 
20 pin Plastic Leaded Chip Carrier NC 
AIOWC 
Do 10 
S IB lOwc 





a 
© 
O 
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a |/O-MSM82C88-2RS/GS/JS = 


ABSOLUTE MAXIMUM RATINGS 


Power Supply Voltage Vcc 
With respect 






Unit 





-0:5~ +7 





OPERATING RANGES. 


Parameter Limits Unit 


Power Supply Voltage 45~5.5 Me 


V 
Operating Temperature -40 ~ 85 





Parameter 


Power Supply Voltage 












Operating Temperature 


| 
Taiputvotwe dv | ef 
Tar iputvotowe SiMe | 2? | 


Note: Vj; 4 and Vj}41 are input voltages for CLK, S,,S,, and §,. 
Vit and Viy2 are input voltages for AEN, CEN, and IOB. 
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= 1/O-MSM82C88-2RS/GS/JS = , ss 


DC CHARACTERISTICS 
(Vcc = 4.5V to 5.5V, Ta = -40°C to +85°C) 


Parameter _ Conditions 


Command output — 
lot = 20mA 


Control output 
lot = 8mA 


Command output 
1OH =—-8MA 
“H" Output Voltage : 


“L’' Output Voltage 


Control output 
1OH = -4mA 


VOL 

VOH 
Input Leak Current lot 0<Vin<Vec 
Output Leak Current 0< Vout < Vcc 





Status Input Current | lLis 0< Vin <Vec 


= OpF 
Operation Power Supply Current Icco i os ae 
Standby Power Supply Current lccs 


Note 1. This input leak current is the leak current on input pins except status inputs (s,,$,, ands, ). 

Note 2. The status input leak current is the leak current at the status inputs (5,, 5, , and 5, }. 

Note 3. The measuring conditions for the standby power supply current include the s,,$,, ands, status inputs being 
at Vcc potential, and the other inputs being at Vcc or GND. All output pins are left open. | 











AC CHARACTERISTICS 
(Voc = 4.5V to 5.5V, Ta =-40°C to +85°C) 


Timing conditions 


Clock Cycle tCLCL 125 
'CLCH 















Clock Low Time 


Clock High Time 














Status Active Setup Time 





Status Inactive Hold Time 





Status Inactive Setup Time 








Status Active Hold Time 
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= 1/O-MSM82C88-2RS/GS/JS = 


Timing response 











Delay from CLK Leading Edge to DEN, 
PDEN Active 'CVNV 


Delay from CLK Trailing Edge to DEN, 


PDEN Inactive 'CVNX 


Delay from CLK Trailing to ALE 
Active 


N 
oO 


| tCLLH 





Delay from CLK Trailing Edge to 


MCE Active 'CLMCH 


Delay from Status Input Falling Edge 


to ALE Active 'SVLH 






Delay from Status Input Falling Edge 
to MCE Active 


Delay from CLK Leading Edge to 
ALE Inactive 


1g) 
o 


tSVMCH 


NO 
on 
” 


N 
oO 


CHL 


Delay from CLK Trailing Edge to 
Command Output Active 


WO 
oO 


ao 


tCLM 


Delay from CLK Trailing Edge to 


Command Output Inactive ‘CLM 


Delay from CLK Leading Edge to 
DT/R Active 


Delay from CLK Leading Edge to 
DT/R Inactive 


Delay from AEN Leading Edge to 
Command Enable 


Delay from AEN Trailing Edge to 
Command Disable 


Delay from AEN Leading Edge to 
Command Output Active 


Delay from AEN to DEN tAEVNV 
Delay from CEN to DEN, PDEN tCEVNV 


tCHDTL 


ns 


tCHDTH 


ASS 
oO 
S 

” 


tAELCH 





taEHCZ 


OW. 


tAELCV 100 250 








Ww 
ao 


W 
o 






Delay from CEN to Command Output 0 


tCELRH 
tOLOH 
tOHOL 


1 i 
3 
3,4 From 0.8V to 2.2V 

4 


From 2.2V to0.8V 


Output Rise Time 


Output Fall Time 3 


= 
QO 
aa 
= 
ine 

= 


~~ 
on 








Note: AC timing measurements are made at 1.5V for both logic 1" and “0”. 
Input rise and fall times are 
5 + 2 nS between 0.8V and 2.2V for AEN, CEN and IOB. 
8 + 2 nS between 0.8V and 3.0V for so, 81, $2 and CLK. 


Test Circuit 


Qut Test Point 





a 
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= |/O-MSM82C88-2RS/GS/JS = 


TIME CHARTS 


T, T, qT, T; qT, 
a oe | tCLCL | tCLCH 


CLK 7 - 
tCHSV jo 'SHCL. 
ae ee t 7 
A 


ADDR é WRITE 
ADDRESS/DATA VALID DATA VALID @) 


tCLLH— 
/ 
AL 
MRDC, IORC, INTA 
AMWC, AIOWC 

tCLML —> 


MWTC, |OWC 
(READ) 
DEN Uinta) 
=~— (READ) 
_ PREM ira) 
DEN (WRITE) 


= (READ) 
P REACUINTA, ss. 
tCHDTL tCHDTH 
£| fF @ 


MCE 


Jot 


tCVNX 


Als 


PDEN (WRITE) 


tCHDTH —+ 


tCLMCH—+ 'CVNX 
tSVMCH 


Note 1. The ADDRESS/DATA bus signal is shown for reference purposes. 
Note 2. The ALE and MCE leading edges are synchronized with the falling edge of CLK or status going active, 
whichever occurs last. 


Note 3. All timing measurements are made at 1.5V unless specified otherwise. 
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= |/O-MSM82C88-2RS/GS/JS = 


DEN, PDEN Timing 


tCEVNV 





AEN Timing 


tAELCV 


AEN 


tAELCH 


All command outputs 
when in system bus 
mode, MRDC, MWTC, 
and AMWC when in 


1/O bus mode. “CELRH 


—% 


Note: To control the command and control signal outputs, CEN must be switched to low level before T, 
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= 1/O-MSM82C88-2RS/GS/JS = 


PIN DESCRIPTION 


Pin Name _  WOpHErOUTENE Function 














Soe Sit $5 Input These pins are input pins for status signals (s,, $,, and s,), output from 
the CPU (MSM80C86, 80C88). The MSM82C88 generates commands and 
control signals after decoding these status signals. Since these pins are 
connected to an internal pull-up resistor, they are set to high level when 
the CPU status output is at high impedance. 





CLK Input This pin is the input pin for clock signal output from the clock generator 
(MSM82C84A). The timing of all MSM82C88 output signals is controlled 
by this clock signal. 


ALE Output Strobe signal for latching output address from the CPU to address latch. 
Address latching occurs on the trailing edge of ALE. 


DEN Output Control signal for setting the data bus transceiver to data enable. The local 
bus or system bus transceiver is enabled when this signal is high. 
DEN is switched to low when the CEN input is low. 








DT/R Output Control of the direction of data flow in the data bus transceiver. When the 
CPU is switched to write mode, this signal is high, and when switched to 
read mode, this signal is low. 




















Address enable signal. 

e 1OB = L (SYSTEM BUS MODE) 
When the AEN input is switched to high level, all command outputs are 
switched to high impedance status. . 

e 1OB = H (1/0 BUS MODE) 

When the AEN input is switched to high level, only the “MRDC, WTC, 
and AMWC command outputs are switched to high impedance status. 

When AEN is switched from high to low level, high impedance command 

outputs are not switched to active status (low level) for at least 90 nS, 

irrespective of the 1OB input status. 





Command enable signal. 
All command outputs, DEN and PDEN outputs are switched to inactive 
status when a low level input is applied to CEN. All command outputs, DEN 
and PDEN outputs are switched to active status when a high level input is 
applied to CEN.. 












1OB Input 1/O bus mode signal. 
The MSM82C88 is switched to I/O bus mode when a high level input is 


applied to |OB, and to system bus mode when a low level input is applied. 














3-state 
output 


“AIOWG 3-state 
output 
3-state 
output 

3-state 

output 
3-state 
output 


This pin is active-low, and three-state output. This signal is for writing data 
into the I/O device. 





This pin is active-low and three-state output. Although this signal is also 
used for writing into 1/O devices like the I/O write command (IOWC), it is 
made active one clock earlier than IOWC. 





This pin is active-low and three-state output. 
from 1/O devices. 





This signal is for reading data 







This pin is active-low and three-state output. This signal is for writing data 
into memory. 











This pin is active-low and three-state output. Although this signal is also 
used for writing into memory like the memory write command (MWTC), 
it is made active one cycle earlier than MWTC. 


















MRDC 3-state This pin is active-low and three-state output. This signal is for reading data 
output from memory. 
INTA 3-state This pin is active-low and three-state output. This signal informs the inter- 





output rupt controller that the interrupt has been accepted, and then requests 


output of a vector address onto the data bus. 
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on the I/O bus. 


: 


FUNCTION 






Command Logic 

The command output is decided by decoding 
status signals (s,,S,,S,) Output from the CPU. 

These status signals have the following meanings. 


Command 


ote ae 
Too 1 | WOrad —~(| TORT 
To1 0 | vows [TOW 
ae 
P10 0 
zee 
=a Wo 
a 




























C 
WC, AIOWC 
eae 


1/O Bus Mode (1OB = High) 

When an 1!/O access status signal is received from 
the CPU in I/O bus mode, one of the I/O commands 
(IORC, IOWC, AIOWC, INTA) corresponding to the 
status signal becomes active irrespective of the AEN 
status. At the same time, the PDEN and DT/R outputs 
which control the data bus transceiver are generated. 

As in system bus mode, the memory commands 
(MRDC, MWTC, and AMWC) are not switched to low 
level for at least 90 ns after AEN is switched to low 
level. 








System Bus Mode (10B = Low) 

When the bus is usable, the MSM82C88 is ena- 
bled by the AEN signal from the bus arbiter. Conseuq- 
netly, no command output becomes active unless the 
AEN signal becomes low. Also note that there is a de- 
lay of at least 90 ns before any command output be- 
comes active after the AEN signal is switched to low 
level. 

System bus mode is used when more than one CPU 
is connected to a single bus, and the bus 1/0, memory, 
etc. are used in common. 


Command Outputs 
_ The advanced write commands (AIOWC and 
AMWC) become active one cycle earlier than normal 


This pin has two functions. 

MCE (10B = Low) master cascade enable function. 

This is an active-high signal and is used to enable a slave PIC (priority in- 
terrupt controller) to read the cascade address output on the data bus by 
the master PIC during an interrupt sequence. 

PDEN (lIOB = High) peripheral data enable function. 

This is an active-low signal and is used to enable the data bus transceiver 


= |/O-MSM82C88-2RS/GS/JS = 


write commands (IOWC and MWTC). This prevents the 
CPU from being switched to an additional period of 
wait status. 





INTA (interrupt acknowledge) is output during the 
interrupt acknowledge cycle in the same way as 
MRDC in the read cycle. The purpose of this signal is 
to inform the device which has requested the interrupt 
that the interrupt has,;been accepted, and requests a 
vector address output on the data bus. 

MRDC — Memory read command 




















MWTC — Memory write command 

IORC — 1/0 read command 

1OWC + — 1/O write command 

AMWC — Advanced memory write command 
AIOWC — Advanced I/O write command 
INTA — Interrupt acknowledge 


Control Output 

The control output signals are DEN (Data Enable), 
DT/R (Transmit/Receive), and MCE/PDEN (Master 
Cascade Enable/Peripheral Data Enable). 

The DEN signal enables the local bus or system 
bus, when it is high. 

The DT/R signal determines the direction of the 
data on the local bus or system bus. 

The function of the MCE/PDEN pin is switched 
according to |OB. The PDEN function is selected in I/O 
bus mode (IOB = high) to provide the I/O or peripheral/ 
system bus data enable signal. When the MCE function 
is selected in system bus mode (IOB = low), the MCE 
signal is active (high) level at an interrupt acknowledge 
status. 

The MCE signal is used when a master and slave 
interrupt controller exists in the system. 








ALE (Address Latch Enable) 
ALE is generated in each machine cycle to latch 
the current address to the address latch. 


CEN (Command Enable) 

This signal is used to enable command outputs. All 
command outputs become inactive if a low level input is 
applied to the CEN pin. 
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OKI semiconductor 
MSM5832RS 


REAL TIME CLOCK/CALENDAR 








GENERAL DESCRIPTION 


The MSM5832RS is a metal-gate CMOS Real Time Clock/Calendar for use in bus-oriented microprocessor 
applications. The on-chip 32.768Hz crystal controlled oscillator time base is divided to provide addressable 4-bit 
1/0 data of SECONDS, MINUTES, HOURS, DAY-OF-WEEK, DATE, MONTH, and YEAR. Data access is 
controlled by 4-bit address, chip select, read, write and hold inputs. Other functions include 12H/24H format 
selection, leap year identification and manual +30 second correction. 

The MSM5832RS normally operates from a 5V +5% supply. Battery backup operation down to 2.2V allows 
continuation of time keeping when main power is off. The MSM5832RS is offered in an 18-lead dual-in-line plastic 
(RS suffix) package. 


FEATURES 

*7 Function — SECOND, MINUTE, HOUR, DAY, * Reference signal outputs — 1024, 1, 1/60, 1/3600Hz 
_ DAY-OF-WEEK, MONTH, YEAR * 32.768kHz crystal controlled operation 

* Automatic leap year calendar * Single 5V power supply 

° 12 or 24 hour format * Back-up battery operation to Vpp = 2.2V 

* +30 second error correction * Low power dissipation 

* 4-BIT DATA BUS 90 UW Max. at Vpp = 3V 

* 4-BIT ADDRESS 2.5 mW Max. at Vpp = 5V 

* READ, WRITE, HOLD, and CHIP SELECT inputs - 18 pin plastic DIP (DIP 18-P-300) 


FUNCTIONAL BLOCK DIAGRAM 


DATA BUS (OUT) 


$1 S10 Mit JMI1O H1 |H10 Ww 
3 ? 
1/10 | 1/6 110 41/6 V12 «11-24 
| MINUTE HOUR WEEK 
rEAD 0 rsa 


ae 
ADDRESS 














WRITE QOu@ 








DATA BUS (OUT) 


(| | DATA BUS | 











01 010 MO1 JMO10 YI Y10 





110] 13 W412 1:10 [1°10 
DAY MONTH YEAR 


sesuesesianed 
AODRESS 








DECODER 
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= PERIPHERALS: MSM5832RS_ 


PIN CONFIGURATION 


18 pin Plastic DIP (Top View) 


AO to A3__: Address Inputs HOLD 
WRITE __: Write Enable XT 
READ : Read Enable XT 
HOLD : Count Hold 
cS : Chip Select +30 ADJ 
DO to D3 : Data Input Output TEST 
TEST : Test Input 
+30 ADJ : 430 Second Correction Input eke 
XT & XT  : xtal oscillator connections Ds 
VppD : +5V Supply D 
GND : Ground ; 

D, 





REGISTER TABLE 


S1 or S10 are reset to zero irrespective 
of input data DO—D3 when write 
instruction is executed with address 
selection. 





MI10 


‘| D2= "1" for PM D3 = 1” for 
24 hour format 

D2 = ‘’0" for AM D3 = “0”' for 
12 hour format 


D2 = 1" for 29 days in month 2 
D2 = 0" for 28 days in month 2 


(2) 





(1) *data valid as “0” or "1". 
Blank does not exist (unrecognized during a write and held at “0” during a read) 
tdata bits used for AM/PM, 12/24 HOUR and leap year. 
(2) If D2 previously set to “1"’, upon completion of month 2 day 29, D2 will be internally reset to “0”. 


Table 1 
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OSCILLATOR FREQUENCY DEVIATIONS 


Frequency Deviation vs Temperature 


= 25°C 


Ta 


= 
= 
© 
i) 
© 
2) 
© 
© 
- 


= 3V:T 


VEG 


5V:T = 999999.7 US 


Vcc 


+25 +40 





Frequency Deviation vs Supply Voltage 


: T = 1000000.8 LS 


+f 
w 
a 
E 
a 
Y 
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= PERIPHERALS-MSM5832RS m= 





ABSOLUTE MAXIMUM RATINGS 


Supply voitage Vp —0.3 ~ 7.0 




















Supply Voltage VDD 


. | : Vop | Vv Vpp = SV ¢ 5% 
Input Signal Level Respect to GND 


Crystal Oscillator Freq 
Operating Temperature —30 





DC CHARACTERISTICS 
(Voc = 5V +5%; Ta = —30 to +85°C) 


Parameter 


Input Current G) 
Data 1/O Leakage 
Current 





19 = 1.66 mA, CS = 1", 
Output Low Voltage Sone =e 


, Vo =04V, CS = "1", 


Output Low Current READ ='1" 


Vcc =3V, Ta = 25°C - |. 
Operating Supply Current | Vcc = BV, Ta = 25°C 


(1) XT, XT and Dy ~ Ds excluded. 
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= PERIPHERALS:-MSM5832RS m 


SWITCHING CHARACTERISTICS 


(1) READ mode 
(Vpp = 5V +5%, Ta = 25°C) 




















HOLD Set-up Time P tus | 
HOLD Hold Time 


n 


HOLD Pulse Width | 


HOLD “L” Hold Time tHe 


a 
n 










READ Hold Time 
READ Set-up Time 
READ Access Time 


e 
n 


tHs 
tHW 
tRA RPULL-uP = 5KQ 
Ci = 15pF 
ADDRESS Set-up Time 
tAH 
tac 


: 
n 


z 
77) 







READ Pulse Width trRw RPULL-UP = DKQ 
Cy = 15pF 

DARA Access Time RPULL-UpP = 5KQ 
C_ = 15pF 

OUTPUT Disable Time toFF RPULL-UP = 5KQ 
CL = 15 pF 


” wn 7) 2) 


a : 
n n . 


READ CYCLE 


tHW 


50% 


-HOLD 50% 
tHS THH 
READ 50% ene 
tRH 
mn Pt an ~— a a 
0 ~UY3 YY l/, Y, YY, GZ y, Af 
tara our Oh K 


HIGH IMPEDANCE 


— 


DATA INVALID 
DATA VALID 


Figure 3 Read Cycle 


Notes:1. A Read occurs during the overlap of a high CS and a high READ. 


2. CS may be a permanent ’’1’’, or may be coincident with HOLD pulse. 


HIGH IMPEDANCE 
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SWITCHING CHARACTERISTICS 


(2) WRITE mode 
(Vop = BV +5%, Ta = 25°C) 


Parameter 


HOLD Set-up Time 


HOLD Bold Time tHH 


HOLD Pulse Width tHw 


HOLD "L” Hoid Time 


ADDRESS Pulse Width 






tHW 


HOLD 50% r- 50% 


tHS taw : "HH 


‘pW 


D, ~D Z 50% 50% 
(DATA IN) . xO" 

rey % 
WRITE 60” ai ] \ 


Figure 4 Write Cycle 


Notes:1. A WRITE occurs during the overlap of a high CS, a high HOLD and a high WRITE. 
2. CS may be permanent ‘'1’’, or may be coincident with HOLD pulse. 
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= PERIPHERALS: MSM5832RS um 





PIN DESCRIPTION 


Power supply pin. Application circuits for power supply are described in 
Figure 9. 


Data write pin. Data write cycle is described in Figure 4. 
READ 3 Data read pin. Data read cycle is described in Figure 3. 


Address input pins used to select internal counters for read/write operations. 
The address is specified by 4-bit binary code as shown in Table 1. 

















Chip slect pin which is required to interface with the externa! circuit. HOLD, 
WRITE, READ, +30ADJ, TEST, Do ~ D3 and Ay ~ Az Pins are activated if 
CS is set at H level, while all of these pins are disabled if CS is set at L level. 








Data input/output pins (bidirectional bus). 
As shown in Figure 5, external pull-up registers of 4.7 kQ ~ 10 kQ are 
required by the open-drain NMOS output. D3 is the MSB, while Do is the LSB 






MSM5832RS 







Figure 5 






391 


= PERIPHERALS: MSM5832RS = 


— 


14 1 Test pin. Normally this pin should be left open or should be set at ground level. 
With CS at Vpp, pulses to Vpp on the TEST input will directly clock the S,, 
Mlio,W, D, and Y; counters, depending on which counter is addressed (W and 
D, are selected by D, address in this mode only). Roll-over to next counter is 
enabled in this mode. 





This pin is used to adjust the time within the extent of + 30 seconds. If 
this pin is set at H level when the seconds digits are O ~ 29, the seconds 
digits are cleared to O. If this pin is set at H level when the seconds digits 
are 30 ~ 59, the second digits will be cleared to O and the minutes digits 
will be increased by +1. To enable this function, 31.25 ms or more width’s 
pulse should be input to this pin. 


Oscillator pin. 32.768 kHz crystal, capacitor and trimmer condensor for fre- 
quency adjustment connected to these pins. See Figure 6. As for oscillator 
frequency deviation, refer to Figure 1 and Figure 2. 

lf an external clock is to be used for the MSM5832RS's oscillation source, 
the external clock is to be input to XT, and XT should be left open. 





Figure 6 


Switching this input to Vpp inhibits the internal 1 Hz clock to the S1 coun- 
ter. After the specified HOLD set-up time (150 ys), all counters will be ina _ 
static state, thus allowing error-free read or write operations. So long as the 
HOLD pulse width is less than 990 ms, real time accuracy will be un- 
disturbed. Pull-down to GND is provided by an internal resistor. 
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m PERIPHERALS: MSM5832RS us 


REFERENCE SIGNAL OUTPUT PIN 


oie 









(1) 1024 Hz signal at Dp not dependent on HOLD input level. 


APPLICATION EXAMPLE 


8255 PP1 MSM5832RS 


° 
z 


MICROCOMPUTER INTERRUPT 
122 US pulse each second 
(Ay ~ A; and READ =Vpp) 


32.768kHz 
30 pf 


MICROCOMPUTER 
SYSTEM BUS p> 


from power failure 
detection circuit 


ti tt 
pepe era arabs 


write “DD 


Sins 


100 
*30 ADJ Q2 





*30 sec Adjust 
=} 12 X 3=3.6V 
T J Ni—Cd 


aE 


= 


Figure 7 





393 





= PERIPHERALS:-MSM5832RS sm 


APPLICATION CIRCUIT — POWER SUPPLY CIRCUIT 
Open or ground unused pins (pins other than the XT, XT, DO—D3, and BUSY pins). 





Ve = 0.69V 
181588 Ripple 
+5.7V : - 
10002 + 14.7u Operating state 20 mV P-P 
+ V 
a) : = DD 
or = a Backup OmvV 
Mg GND | 
es = MSM5832RS 
1.2x3 = 3.6V = 
Ni-Cd battery 
VCE(Sat) = 0.1V Ripple 


A495 







Operating state 20 mV P-P 





b) Backup OmvV 
— — = = MSM5832RS 
1.2x3 = 3.6V 
Ni-Cd battery 
RL 
c) . 
MSM5832RS 

1.5x2 = 3V 

Dry cell 
d). (Recommended circuit) 


+V 
- (Power voltage 
approximately 


1.5V higher than 
5V) 





Peripheral 
circuit power) 


MSM5832RS 


3.6V 
Ni-Cd 
battery 


Note: Use the same diodes for D1 and D2 to reduce the level difference between +5V and Vpp of the MSM5832RS. 
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OKI semiconductor 





MSM58321RS 





REAL TIME CLOCK/CALENDAR 


GENERAL DESCRIPTION 


The MSM58321RS is a metal gate CMOS Real Time Clock/Calendar with a battery backup function for use in 


bus-oriented microprocessor applications. 


The 4-bit bidirectional bus line method is used for the data I/O circuit; the clock is set, corrected, or read by 


accessing the memory. 


The time is read with 4-bit DATA I/O, ADDRESS WRITE, READ, and BUSY; it is written with 4-bit DATA 


1/O, ADDRESS WRITE, WRITE, and BUSY. 


FEATURES 


* 7 Function-Second, Minute, Hour, Day, Day-of-Week, 
Month, Year 

- Automatic leap year calender 

° 12/24 hour format 

¢ Frequency divider 5-poststage reset 

¢ Reference signal output 


FUNCTIONAL BLOCK DIAGRAM 


5-poststage (O,; ~ O15) 5 1024 Hz 





ADDRESS 
LATCH 


ADDRESS 
WRITE 





* 32.768kHz crystal controlled operation 
* Single 5V power supply 
* Back-up battery operation to Vpp = 2.2V 
* Low power dissipation 
9OUW max. at Vonp = 3V 
2.5mW max. at Vpp = &V 


- 16 pin plastic DIP (DIP 16-P-300) 


1/60 Hz 


1/3600 Hz 


= ——- DATA BUS 
ery 


eS 


Rp = 200K]. TYP 
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PIN CONFIGURATION 


16 pin Plastic DIP (Top View) 


CS: Vop 

WRITE XT 

READ XT 

Do CS, 

D, TEST 

D; STOP 

D; BUSY 

GND ADDRESS WRITE 





REGISTER TABLE 


Address input ee peu 
Address Register Pp 



















D2= 1 specifies PM, D2 = 0 specifies AM, D3 = 1 specifies 24-hour timer, and 
D3 = O specifies 12-hour timer. 


When D3 = 1 is written, the D2 bit is reset inside the IC. 












Remainder obtained by vane the 
[uma [ 0, | Os era 


| Gregoriancalendar | O | O | °° oO 





A selector to reset 5 poststages in the 1/2'5 frequency divider and the BUSY 
‘circuit. They are reset when this code is latched with ADDRESS LATCH 
and the WRITE input goes to 1. 


‘ A selector to obtain reference signal output. Reference signals are output to 
E~F {0/1 DO — D3 when this code is latched with ADDRESS LATCH and READ input 
goes to 1. 





Notes: (1) There are no bits in blank fields for data input/output. 0 signals are output by reading and data is not stored by writing because there are no bits. 
(2) The bit with marked ©) is used to select the 12/24-hour timer and the bits marked © are used to select a leap year. These three.bits can be read or 
written, 
(3) When signals are input to bus lines DO — D3 and ADDRESS WRITE goes to 1 for address input, ADDRESS information is latched with ADDRESS LATCH. 
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ABSOLUTE MAXIMUM RATINGS 


Vo : 3: V 







Output voltage | VQ Ta=25 C GND—0.3 ~ Vpp + 0.3 za 






OPERATING CONDITIONS 


3 
ee ee 
a 
Td a Rr 


Note: The data hold voltage guarantees the clock operations, though it does not guarantee operations outside the 
IC and data input/output. 










DC CHARACTERISTICS 
(Vpp = 5 V +5%, Ta = —30 ~ +85°C) 


H input voltage 


ea 
L output voltage VOL lo=1.6mA 
| = 


Current consumption f = 32.768 kHz | 
: Vpp = 5V/Vpp = 3V 


Note: 1. CS,, WRITE, READ, ADDRESS WRITE, STOP, TEST, Do ~ Ds 





2. CS; 
3. CS,,CS,,WRITE, READ, ADDRESS WRITE, STOP, TEST 
4. Do if D3 
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SWITCHING CHARACTERISTICS 


(1) WRITE mode 
(Vpp = 5 V +5%, Ta = 25°C) 


CS Hold time tCH 


Address setup time tas 


CS1 


CS2 tes tAS tAW tAH tDS — tWW tDH fue 


0~ D3 mare Ras 
iia BAY. 1 | Oh oa 
aT 
ADDRESS WRITE High Impedance 
ai 


WRITE 


IC internal _ 


fees emt (eae pe 


ADDRESS 


Write Cycle 





Note: ADDRESS WRITE and WRITE inputs are activated by the level, not by the edge. 
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(2) READ mode 
(Vpop = 5 V +5%, Ta = 25°C) 


Read inhibit time tR] 





ee 
a i 
ee eee 
potaw | 
a 
a a 
en 

as en 


VDD 


Note 1. tRa=1 s+ CR In (——————_ 
Vpp — Vin min 


CS1 


cs? tAS tAW tRH]tRA 


DO ~ D3 SS 
(ADDRESS/DATA) , SN 


NN 


ADDRESS WRITE ; 
High Impedance 


ADDRESS 


Read Cycle 





Note: ADDRESS WRITE and READ inputs are activated by the level, not by the edge. 
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(3) WRITE & READ mode 


Parameter 


Note 1. tRa=1 Us +CR In ( 


CS1 
CS2 


DO ~ D3 
(ADDRESS/DATA) 


ADDRESS WRITE 


IC internal 
ADDRESS 


IC internal DATA 
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tAW 
TAH 
| ww | 
| top 
| te 





VDD 
Vppb — Vip min 


DATA INVALID 
DATA VALID 


! 
tRI Ln 


tCS tAS tAW tAH tDS tww tDH/ tRA 
wy, tCH 


N Yi 


eee el bee BE 

DGD \\ GD «77 

PEALE UT Scans 
ae el 


Read & Write Cycle 
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PIN DESCRIPTION 


Ce Ct a... 


Chip select pins. These pins enable the interface with the external circuit when 
both of these pins are set at H level simultanuously. 








If one of these pins is set at L level, STOP, TEST, WRITE, READ, ADDRESS 
WRITE pins and Dy ~ D3 pins are inactivated. 

Since the threshold voltage VT for the CS, pin is higher than that for other pins, 
it should be connected to the detector of power circuit and peripherals and CS, 
is to be connected to the microcontroller. 












WRITE pin is used to write data; it is activated when it is at the H level. Data bus 
data inside the IC is loaded to the object digit while this WRITE pin is at the H 
level, not at the WRITE input edge. Refer to Figure 2 below. 






[S1 digit] 





DATA BUS 






CS1 = CS2 = "'H” 


F/F DO-6 






Figure 2 





401 


@ PERIPHERALS:-MSM58321RS s 





| Name | Pino. fo seri 


3 


402 


READ 





READ pin is used to read data; it is activated when it is at the H level. Address 
contents are latched with ADDRESS LATCH inside the IC at the DO — D3 and 
ADDRESS WRITE pins to select the object digit, then an H-level signal is input 
to the READ pin to read data. 

If a count operation is continued by setting the STOP input to the L level, read 
operation must be performed, in principle, while the BUSY output is at the H 
level. While the BUSY output is at the L level, count operations are performed 
by digit counters and read data is not guaranteed, therefore, read operations are 
inhibited in this period. Figure 3 shows a time chart of the BUSY output, 1 Hz 
‘signal inside the IC, and READ input. 

A read operation is stopped temporarily within a period of 244 Us from the BUSY 
output trailing edge and it is restarted when the BUSY output goes to the H Jevel 
again. 






BUSY The counter inside the iC 
starts counting at the 
1 Hz signal leading edge. 
1 Hz (inside IC) 


Read-enabled period 


Read-enabled 
period 


Read-inhibited period 


Read operation is enabled in this period: 
however, it is used for program switching. 


BUSY 


1 Hz (inside IC) 


READ input 
1 sec 


Figure 3 


If the counter operation is stopped by setting the STOP input to the H level, read 
operations are enabled regardless of the BUSY output. 

A read operation is enabled by microcomputer software regardless of the BUSY 
output during the counter operation by setting the STOP input to the L level. 

In this method, read operations are performed two or more times continuously 
and data that matches twice is used as guaranteed data. 


m= PERIPHERALS: MSM58321RS a 


nome | rine. | enerintion 


Data input/output pins. (Bidirectional bus). The output is a open-drain type and 
4.7 kQ ~ 10 kQ pull-up registers are required utilize these pins as output 





pins. 
Ground pin. 
ADDRESS ADDRESS WRITE pin is used to load address information from the DO — D3 
WRITE 1/O bus pins to the ADDRESS LATCH inside the IC; it is activated when it is 


at the H level. This input is activated by the level, not by the edge. Figure 4 shows 
the relationships between the DO address input, ADDRESS WRITE input, and 
ADDRESS LATCH input/output. 


sini le ee 
ADDRESS WRITE ceed = ee a 
Ol Meee ee 
ADDRESS LATCH L | | | | | 
(inside 1C) 
DOs ~ Siteeete —-  a 


LATCH output 
Figure 4 

BUSY BUSY pin outputs the IC operation state. It is N-channel MOSFET open-drain 
output. An external pull-up resistor of 4.7 k{2 or more must be connected (see 
Figure 5) to use the BUSY output. The signals are output in negative logics. If 
the oscillator oscillates at 32.768 kHz, the frequency is always 1 Hz regardless of 
the CS1 and CS2 unless the D output of the ADDRESS DECODER inside the IC 
is H (CODE = HeL*HeH) and CS1 = CS2 = WRITE = H. 
Figure 6 shows the BUSY output time chart. 


(peripheral circuit power) 


Dat 


4.7 kQ or more 


The counter inside the IC 
starts counting at the 
1 Hz signal leading edge. 


1 Hz (inside IC) 


Read/write-inhibited period 


BUSY 


1 Hz 
(inside IC) 


Figure 6 
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nome | pinne, fo esetiom 


STOP The STOP pin is used to input on/off control for a 1 Hz signal. When this 
pin goes to the H level, 1 Hz signals are inhibited and counting for all digits 
succeeding the S1 digit is stopped. When this pin goes to the L level, nor- 
mal operations are performed; the digits are counted up. This STOP input 
controls stopping digit counting. Writing of external data in digits can be as- 
sured by setting the STOP input to the H level to stop counting, then writ- 
ing sequentially from the low-order digits. 


12 The TEST pin is used to test this IC; it is normally open or connected to GND. It 
is recommended to connect it to GND to safeguard against malfunctions from 
noise. 

The TEST pulse can be input to the following nine digits: 

$1,S810, M110, H1, D1(W), MO1, Y1 and Y10 

When a TEST pulse is input to the D1 digit, the W digit is also counted up 
simultaneously. 


Input a TEST pulse as follows: 
Set the address to either digit explained above, then input a pulse to the TEST pin 
while CS1 = CS2 = STOP = H and WRITE = L. The specified and succeeding digits 
are counted up. (See Figure 7) 


Rp = 200 k2. TYP 


Figure 7 
A digit is counted up at the leading edge (changing point from L to H) of a TEST 


pin input pulse. The pulse condition for TEST pin input at Vpp = 5 V +5% is 
described in Figure 8 below. 


tH = 10US MIN 


“ae 


tL =10uUS MIN 





Figure 8 
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fame | Pinner 
eee Oscillator pin. A 32.768kHz crystal oscillator, capacitor and trim capacitor for 


frequency adjustment are to be connected as shown in Figure 8 below. 











Reg = 10 MQ typ 


Rs = 200 KQ typ 

















GND or Vpp 


| RS MSM58321RS 


X-TAL 32.768 kHz, The crystal impedance is 30 kQQ or less. 


Figure 8 





If an external clock is to be used for MSM58321RS’s oscillation source, the 
external clock is to be input to XT, while XT should be left open. Refer to the 
Figure 9 below. 


MSM58321RS 





Figure 9 


Vpp pe Power supply pin. Refer to the application circuit. 
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REFERENCE SIGNAL OUTPUT 





Reference signals are output from the DO — D3 pins under the following conditions: 
Output 


5 






Conditions Output logic 



















WRITE =L 
READ =H 
CS1 = CS2 =H 
ADDRESS = E or F 















488.3uUS 3 488.3 US a 


1024 Hz 


1 Hz 


1/60 Hz 
1/3600 Hz 


1 Hz 
(inside IC) 


BUSY 


244US 122uSb14S | 


122.1us =o x4 
HS = 32.768 


10° 3 


488.3uUS = 32,768 * 16 


Figure 10 
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APPLICATION NOTES 


« WRITE and STOP 


Note that the timing relationships between the STOP and WRITE inputs vary by the related digit when counting 
is stopped by the STOP input to write data. The time (ts}j) between the STOP input leading edge and WRITE 
input trailing edge for each digit is limited to the minimum value. (See Figure 11) 


at Vop =5Vt 5% 


STOP | | 


Si0 MI1 MIio Hi Hio Di1(CW) Dio MO1 MOn Yi Y 10 
l 2 3 4 5 6 7 8 9 10 11 12 
tsHs1 


tsHs10 


— 


— 


a ee tsHY10 


Write-inhibited period 


Figure 11 





tsHs1 = 1 Us, tsHsi0 = 2s, tsHmi1 =3 Hs, tsHM10 =4US, tSHH1 = 5s 
tSHH10 =6 Us, tsHD1 = 7s, tsHw'= 7s, tsHD10=8 Ms, tsHmoi1 = 9Hs 
tsHMO10 = 10s, tsHy1=11 Ms, tsHy10 = 12 Hs. 
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If a count operation is continued by setting the STOP input to the L level, write operation must be performed, 
in principle, while the BUSY output is at the H level. While the BUSY output is at the L level, count operations 
are performed by the digit counters and write operation is inhibited, but there is a marginal period of 244 Us from 
the BUSY output trailing edge. If the BUSY output goes to the L level during a write operation, the write operation 
is stopped temporarily within 244 Us and it is restarted when the BUSY output goes to the H level again. Figure 12 
shows a time chart of BUSY output, 1 Hz signal inside the IC, and WRITE, input. 


BUSY 


1 Hz (inside !C) 


WRITE input 


Figure 12 





= Frequency divider and BUSY circuit reset 


; If AO—A3 = HeLeHeH is input to ADDRESS DECODER, the DECODER output (D) goes to the H level. If 
CS1 = CS2 = H and WRITE = H in this state, the 5 poststages in the 15-stage frequency divider and the BUSY circuit 
are reset. _ | | 

In this period, the BUSY output remains at the H level and the 1 Hz signal inside the IC remains at the L level, 
and counting is stopped. If this reset is inactivated while the oscillator operates, the BUSY output goes to the 
L level after 1000.1221 +31.25.ms and the 1 Hz signal inside the IC goes to the H level after 1000.3663 +31.25 ms. 
These times are not the same because the first ten stages in the 15-stage frequency divider are not reset. (See 
Figure 13) 





15-stage 
frequency 
divider 
circuit 


Stages 


32,768 kHz F 


From ADDRESS DECODER 


AO Al A2 A3 
H L H H 


O1s 


(inside 1C) 


1 Hz 
(inside IC) 


RESET (inside IC) 
t? =1000.1221 + 31.25 ms 
t2 = 1000.3663 + 31.25 ms 
t3 = 1000 + 31.25 ms 


Figure 13 
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» Selection of leap year | 


This IC is designed to select leap year automatically. 

Four types of leap years can be selected by writing a select signal in the D2 and D3 bits of the D10 digit (CODE 
= LeL+LeH). (See Table 1 for the functions.) 

Gregorian calendar, Japanese Showa, or other calendars can be set arbitrarily in the Y1 and Y2 digits of this IC. 
There is a leap year every four years and the year number varies according to whether the Gregorian calendar or 
Showa is used. There are four combinations of year numbers and leap years. (See the Table below). 


No.1: Gregorian calendar year. The remainder obtained by dividing the leap year number by 4 is O. 
No. 2: Showa year. The remainder obtained by dividing the leap year number by 4 is 3. 

No.3: The remainder obtained by dividing the leap year number by 4 is 2. 

No.4: The remainder obtained by dividing the leap year number by 4 is 1. 


Calendar D10 digit Remainder obtained by 
dividing the leap year number by 4 
| sresorim | ok 


3 

7 aa 
os 
fo 














Leap years (examples) 


1980, 1984, 1988, 1992, 
1996, 2000, 2004 


(83) (87) (91) (95) (99) 
55, 59, 63, 67, 71, 
75, 79 


82, 86, 90, 94, 9 
102, 106 


8, 
81, 85, 89, 93, 97, 
101, 105 















Ee 
pa fff 
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APPLICATION EXAMPLE - POWER SUPPLY CIRCUIT 
















Ve = 0.69V 
181588 Apple 
+5.7V 
Operating state 20 mV P-P 
a). 
Backup OmvV 
MSM58321RS 
1.2x3 = 3.6V 
Ni-Cd battery 
VCE(Sat) = 0.1V Ripple 
A495 
Operating state 20 mV P-P 
b). Backup O mV 
= = Ht = MSM58321RS 
1.2x3 = 3.6V 
Ni-Cd battery 
RL 
+5V 10002 
c). 
MSM58321RS 
1.5x2 = 3V 
Dry cell 
d). (Recommended circuit) 


+V 


- (Power voltage 
approximately 
1.5V higher than Peripheral 
5V) circuit power) 





-MSM58321RS 


3.6V 
Ni-Cd 
battery 


Note: Use the same diodes for D1 and D2 to reduce the level difference between +5V and Vppo of the MSM58321RS. 
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OKI semiconductor 
MSM6242BRS/GS-VK/JS 


DIRECT BUS CONNECTED CMOS REAL TIME CLOCK/CALENDAR 
GENERAL DESCRIPTION 








The MSM6242B is a silicon gate CMOS Real Time Clock/Calendar for use in direct bus-connection Micro- 
processor/Microcomputer applications. An on-chip 32.768KHz crystal oscillator time base is divided to provide 
addressable 4-bit |/O data for SECONDS, MINUTES, HOURS, DAY OF WEEK, DATE, MONTH and YEAR. Data 
access is controlled by 4-bit address, chip selects (CSO, CS1), WRITE, READ, and ALE. Control Registers D, E and 
F provide for 30 SECOND error adjustment, INTERRUPT REQUEST (!RQ FLAG) and BUSY status bits, clock 
STOP, HOLD, and RESET FLAG bits, 4 selectable INTERRUPTS rates are available at the STD.P (STANDARD 
PULSE) output utilizing Control Register inputs TO, T1 and the ITRPT/STND (INTERRUPT/STANDARD). 
Masking of the interrupt output (STD.P) can be accomplished via the MASK bit. The MSM6242B can operate ina 
12/24 hour format and Leap Year timing is automatic. 

The MSM6242B normally operates from a 5V + 10% supply at —30 to 85° C. Battery backup operation down 
to 2.0V allows continuation of time keeping when main power is off. The MSM6242B is offered in a 18-pin plastic 
DIP, a 24-pin plastic Small Outline package, and a 18-pin PLCC package. 











FEATURES 

DIRECT MICROPROCESSOR/MICROCONTROLLER BUS CONNECTION 

TIME MONTH DATE YEAR DAY OF WEEK 

23:59:59 12 31 80 7 

¢ 4-bit data bus ¢ 12/24 hour format 

¢ 4-bit address bus « Auto leap year 

* READ, WRITE, ALE and CHIP SELECT ¢ +30 second error correction 
INPUTS * Single 5V supply 

¢ Status registers — 1ROQ and BUSY * Battery backup down to Vpp = 2.0V 

* Selectable interrupt outputs — 1/64 second, « Low power dissipation: 
1 second, 1 minute, 1 hour 20 UW max at Vpp = 2V 

* Interrupt masking 150 UW max at Vpp = 5V 

° 32.768KHz crystal controlled operation - 18 pin Plastic DIP (DIP18-P-300) 


> 18 pin PLCC (QFJ18-P-R290) 
- 24 pin-V Plastic SOP (SOP24-P-430-VK) 


FUNCTIONAL BLOCK DIAGRAM 


XT 
H Hz 

32. 768K Hz Oy osc} COUNTER | 
a 


RESET STOP 30 ADJ HOLD BUSY 
bit bit bit bit bit 





30 sec 
ADJ bit 24/12 bit 


Ls 
HET 


ATE 
Gam 


Be ge gee 


64Hz = 
1-sec carry 
1-min carry 


Ey ce = ov 


DECODER 





mm GATE & LATCH 


*$, ~W~Yi0 are time counter register 
* Cy ~CE are contro! register 
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PIN CONFIGURATION 


STDP Address input 

Data input/output 

CHIP SELECTS QO, 1 

READ enable 

WRITE enable 

Address latch enable 
Standard pulse output 

XTAL oscillator input/output 
+5V supply 

ground 





24 pin Plastic Small Outline 
18 pin Plastic DIP Package 


Se TABLE 









Address Name value 
za Eaaooc Dea es ha 

NO eG. Sh ee 1-second | second digit register _| register 
ane oe oC 10-second digit register 







ie ee Gc a ee 
| Mio miro | O~ 5 | 10 O-minute digit register 
Sao 1-hour digit register 


Ow 2 PM/AM, 10-hour digit 
orO™~ 1 register 


1-day digit register. 









10-day digit register 

1-month digit register 
O-month digit register 
1-year digit register 


10-year digit register 


Week register 


Control Register D 


30 
Cp sec. ae BUSY | HOLD 
ADJ 
| pag 
—< 24/12 | STOP | REST 
REST = RESET 


ITRPT/STND = INTERRUPT/STANDARD 





Control Register E 


“fms 
rome 
o [o~o 
ser 
Ree! 


Control Register F 


Note 1) — Bit * does not exist (unrecognized during a write and held at ‘’0’’ during a read). 

Note 2) — Be sure to mask the AM/PM bit when processing 10’s of hour's data. 

Note 3) — BUSY bit is read only. The IRQ FLAG bit can on be set to a ‘0. Setting the IRQ FLAG toa aa i 
done by hardware. 


412 Figure 1, Register Table 
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OSCILLATOR FREQUENCY DEVIATIONS 





Ss z 
a a 
& —50 = 
= <j 

—100 

—60 -—-40 —20 0 20 40 60 80 
Ta (°C) Vpp(Vv) 
Figure 2. Frequency Deviation (PPM) vs Temperature Figure 3. Frequency Deviation (PPM) vs Voltage 


Note: 1. The graphs above showing frequency deviation vs temperature/voltage are primarily characteristic of the 
MSM6242B with the oscillation circuit described below. 


Crystal: Type No, P3 by kinseki (32.768 KHz) 


CG, Cp: 22pF (Temperature Characteristics: 0) 
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ELECTRICAL CHARACTERISTICS 
ABSOLUTE MAXIMUM RATINGS 


—, 
rs 




















~ Standby Supply Voltage . 


D.C. CHARACTERISTICS 
VDD = 5V + 10%, Ta = —30 ~ +85 


“H" Input Voltage Vip1 oe 


Input Leak Current KI 
Vi = Vpp/0Vv 
Input Leak Current ILK2 


“L" Output Voltage VOL! lot = 2.5mA _ 
“H" Output Voltage lon = —400"A 24 
“L"” Output Voltage | Vo_2 loL = 2.5mA 


: 
sumption 
cag 
















Typ. Unit 


Applicable 
Terminal 
All input termin- 
als except CS; 






2.2 | 






Input terminals 
other than 






10/—10 


STD.P 
PF . All input 
terminals 


VDD 
i 


- 
> 






MA 


oO 


1/5Vpp 
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SWITCHING CHARACTERISTICS 


(1) WRITE mode (ALE = Vpp) 
(Vpp =5V + 10% = Ta = —30 ~ +85°C) 


Address Stable After 
WRITE 


WRITE Pulse Width 


Data Set up Time 
| Data Hold Time 


ViH1 = 2.2V 
Vit1 = 0.8V 
Vin2 = 4/5Vpp 
Vit2 = 1/5Vpp 


Dy ™~ D; 
(INPUT) Viti — 


Figure 4. Write Cycle — (ALE = VDD) 





(2) WRITE mode (With use of ALE) 
(Vpnp =5 V + 10%, Ta = —3C) 
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CS, VIH2 


Ao ~A3 ViH1 


cs, Vit 
v 
ree, 
ViLt ° 
aw Vv 
We 1HI 
ViL1 
Do~ Ds ViH1 
(INPUT) Vit4 


Figure 5. Write Cycle — (With Use of ALE) 


(3) READ mode (ALE = Vpp) 
(Vpp = 5V + 10%, Ta = —30 ~ +85°C) 


CS; Set up Time 


CS; Hold Time 


Address Stable Before 
READ . 


a Address Stable After © 
READ 


Data Hold 


CS. 
RO 


Do om Ds 
(OUTPUT) 


Figure 6. Read Cycle — (ALE = VDD) 
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Vind = 2.2V 
Viti = 0.8V 


ViH2 = 4/5V pp 
Vit2 = 1/5Vpp 


Vin = 2.2V 
Vit1 =0.8V 
Vin2 =4/5Vpp 
Vit2 = 1/5Vpp 


VOH = 2.2V 
Vo. =0.8V 
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(4) READ mode (With use of ALE) 
(Vpp = 5V +10%, Ta = —30~+85°C) 


Parameter 





Vind = 2.2V 
Vit1 = 0.8V 
ViH2 = 4/5Vpp 


ViL2 = 1/5Vpp 

VOH = 2.2V 

VoL = 0.8V 
RD 


Do a. D; 
(OUTPUT) 


Figure 7. Read Cycle — (With Use of ALE) 
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Bd 
2 
0 
m 
Y 
©) 
= 
a) 
a 
i 
2 


Name — Description 


Data Input/Output pins to be directly connected to a microcontroller bus for 
reading and writing of the clock/calendar’s registers and control registers. DO = LSB 
and D3 = MSB. 


= 
NO 


11 


” 


oS 


mi 


Address input pin: for use by a microcomputer to select internal clock/calendar’s 
registers and control registers for Read/Write operations (See Function Table 
Figure 1). Address input pins AO-A3 are used in combination with ‘ALE for 
addressing registers. 


-_ 


vn 


w 


Address Latch Enable pin. This pin enables writing of address data when ALE = 1 
and CSO = 0; address data is latched when ALE = 0 Microcontroller/Micro- 
processors having an ALE output should connect to this pin; otherwise it should 
be connected at Vpp. 


Writing of data is performed by this pin. 
When CS, = 1 and C5p =0, Dg ~ Ds data is written into the register at the rising 
edge of WR. 


Reading of register data is accomplished using this pin. When CS, = 1, CSo =0 
and RD = 0, the data of the register is output to Dp ~ D3. If both RD and WR are 
set at O simaltanuously, RD is to be inhibited. 


‘?) 
io2) 
° 


Chip Select Pins. These pins enable/disable ALE, RD and WR operation. CSo 
and ALE work in combination with one another, while CS; work independent 
with ALE. CS, must be connected to power failure detection as shown in Figure 
18. 


QO 


Si 


N 
o) 





Output pin of N-CH OPEN DRAIN type. The output data is controlled by the 


D, data content of CE register. This pin has a priority to CSp and CS, . 
Refer to Figure 9 and FUNCTIONAL DESCRIPTION OF REGISTERS. 





NQ 
NO 


32.768 kHz crystal is to be connected to these pins. 

When an external clock of 32.768 kHz is to be used for MSM6242’'s oscillation 
source, either CMOS output or pull-up TTL output is to be input from XT, while 
XT should be left open. 


= 
~ 
NO 
Ww 


= 
NO 


aS Yn 
= 

—| o 
m8) 





NO 


4 


Vpp Power supply pin. +2 ~ +6V power is to be applied to this pin. 





Ground pin. 


y 





O [> STD.P OUTPUT 
32.768 KHz : 
® 


C; =C,= 15~ 30pF . 


‘The impedance of the crystal should be less than 30k{2 


Figure 8. Oscillator Circuit - Figure 9. 
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FUNCTIONAL DESCRIPTION OF REGISTERS 
= S,S,,,Ml,,Ml,,,H,,H,,,D,,D,,,MO,,MO,°,Y,,Y,,.W 


10’ 10’ 10’ 10’ 10’ 


a) These are abbreviations for SECOND1, SECOND10, MINUTE1, MINUTE10, HOUR1, HOUR10, DAY1, 
DAY10, MONTH1, MONTH10, YEAR1, YEAR10, and WEEK. These values are in BCD notation. 

b) All registers are logically positive. For example, (S8, S4, S2, S1) = 1001 which means 9 seconds. 

c) If data is written which is out of the clock register data limits, it can result in erroneous clock data being read 
back. 

d) PM/AM, hao, hiro : 

In the mode setting of 24-hour mode, PM/AM bit is ignored, while in the setting of 12-hour mode hz is to be 
set. Otherwise it causes adiscrepancy.In reading out the PM/AM bit in the 24-hour mode, it is continuously read. 
out as 0. In reading out hz» bit in the 12-hour mode, 0 is written into this bit first, then it is continuously read 
out as 0 unless 1 is being written into this bit. 

e) Registers Y1, Y10, and Leap Year. The MSM6242B is designed exclusively for the Christian Era and is capable 
of identifying a leap year automatically. The result of the setting of a non-existant day of the month is shown in 
the following example: If the date February 29 or November 31, 1985, was written, it would be changed 
automatically to Match 1, or December 1, 1985 at the exact time at which a carry pulse occurs for the day’s 
digit. 

f) The Register W data limits are O—6 (Table 1 shows a possible data definition). 





TABLE 1 





eS SE ET 
a 
a 
ee ee a es ee 
Se ee 
Se 

1 [ef + 
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Using HOLD Bit Not Using HOLD Bit 


HOLD Bit <1 Read Register 
S$; ~W 
Data of 
Read BUSY Bit DATA1< §, ~ W 


Register 


Read Register 
S, ~W 


BUSY Bit = 0? 


HOLD Bit <0 DATA 1 = DATA 2 


Write data into 
or Read data from 
registers S, ~W 


HOLD Bit <0 


Figure 10. Reading and Writing of Registers S, ~W 
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Reading Method 2 when Not Using HOLD Bit Reading Method 3 when Not Using HOLD Bit 


Initialization only at power ON 


: Initialization only at power ON 
t, <«— *1 1 e*1 and *2 represent the minimum required 


, @* 1 and *2 represent the minimum required 
to a— *2 time unit. _ *4 time unit. 
“ITRPT/STNT @ 1, For example:" hg: aes EO For example: 

MASK «<——— 0 t, = Oandt, = 1 when required toa © ITRPT/STND «1 ~~ t, = Oandt, = 1 when required to a 
unit of second; MASK <«———=- unit of second; 

t, = 1 and t, = 0 when required to a t, = 1 and t, = O when required to a 
unit of minute; and unit of minute; and 

t, = 1 and t, = 1 when required to a CPU senses the t, = 1 andt, = 1 when required to a 
unit of hour z interruption, — unit of hour 





Retried the reading, since a 
carry occurred during the 
operation. 





See Note 
below 





TIME DATA READ 
_ | REGISTER Cp READ 


1RQ FLAG=0 






The other IC causes 
1 the interruption. 
’ 






e 
“~"~ The interruption is caused by 


this IC due to the occurrence 
of acarry. 





(Note) Do this process within the following 
time requirements by combination 
between t, andt,: 


TIME DATA READ 





Norialiead t, =Oandt, =1... Less than 1 second ~~ = awa The IRQ FLAG is cleared to 
t, = 1andt, =O... Less than 1 minute read the next time data. 
t, = 1andt, = 1... Less than 1 hour 
t > 12 HOUR MODE ... 354S 
24 HOUR MODE... 34S END 


=» CD REGISTER (Control D Register) 


a) HOLD (DO) — Setting this bit to a 1"’ inhibits the 1Hz clock to the S1 counter, at which time the Busy status 
bit can be read. When Busy = 0, register’s S$; ~ W can be read or written. During this 
procedure if a carry occurs the S1 counter will be incremented by 1 second after HOLD = 0 
(this condition is guaranteed as long as HOLD = 1 does not exceed 1 second in duration). If 
CS1 = 0 then HOLD = 0 irrespective of any condition. 


b) BUSY (D1)— — Status bit which shows the interface condition with microcontroller/microprocessors. As for 
the method of writing into and reading from S, ~ W (address @ ~ C), refer to the flow chart 
described in Figure 10. 


c) IRQ FLAG (D2) — This status bit corresponds to the output level of the STD.P output. When STD.P = 0, then 
IRQ = 1; when STD.P =1 , then IRO =0. The IRQ FLAG indicates that an interrupt has occurred 
to the microcomputer if 1RQ = 1. When DO of register Ce (MASK) = 0, then the STD.P output 
changes according to the timing set by D3 (t,) and D2 (to) of register E. When D1 of register E 
(ITRPT/STND) = 1 (interrupt mode), the STD.P output remains low until the IRQ FLAG is 
written to a “0’’. When IRQ = 1 and timing for a new interrupt occurs, the new interrupt is 
ignored. When ITRPT/STND = 0 (Standard Pulse Output mode) the STD.P output remains low 
until either ‘‘O’’ is written to the IRQ FLAG; otherwise, the IRQ FLAG automatically goes to 
“O” after 7.8125 ms. 


When writing the HOLD or 30 second adjust bits of register D, it is necessary to write the IRQ 
FLAG bit toa ‘‘1"’. 


d) +30 ADJ (D3) —When 30-second adjustment is necessary, a ‘1’ is written to bit D3 during which time the 
internal clock registers should not be read from or written to 125uUs after bit D3 = 1 it will 
automatically return to a ‘’0’’, and at that time reading or writing of registers can occur. 
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START START 


30—SECOND 30—SECOND 
ADJ BIT = 1 ADJ BIT =1 


READ 30—SECOND 
ADJ BIT 


30—SECOND 
ADS BIT =0? 


(A) 
Figure 11. Writing 30-Second Adj. bit (Two Ways A, B) 





=» CE REGISTER (Control E Register) 


a) MASK (DO) —__ This bit controls the STD.P output. When MASK = 1, then STD.P = 1 (open); when MASK = 0, 
then STD.P = output mode. The relationship between the MASK bit and STD.P output is shown 
Figure 12. 


b) INTRPT/STND (D1) — The INTRPT/STND input is used to switch the STD.P output between its two modes 
of operation, interrupt and Standard timing waveforms. When INTRPT/STND 0a fixed cycle 
waveform with a low-level pulse width of 7.8125 ms is present at the STD.P output. At this time 
the MASK bit must equal O, while the period in either mode is determined by TO(D2) and T1(D3) 
of Register E. 


c) TO (D2), T1 (D3) — These two bits determine the period of the STD.P output in both Interrupt and Fixed timing 
waveform modes. The tables below show the timing associated with the TO, T1 inputs as well as 
their relationship to INTRPT/STND and STD.P. 


" “INTERRUPT” DOES Bees “1 OUTPUT DOES NOT OCCUR 


or NOT OCCUR BECAUSE AT LOW LEVEL BECAUSE 
MASK BIT “0 0" MASK BIT IS "1" a — MASK BIT 1S "1" 


STD.P OUTPUT OPEN 
weccmee LOW LEVEL LOW LEVEL 


“INTERRUPT” TIMING OUTPUT TIMING 
RITE “O" INTO IRQ FLAG BIT AUTOMATIC RETURN 


INTRT/STND BIT = "1" INTRT/STND BIT = “0” 


Figure 12. 


5; Duty CYCLE of ‘’0”’ level when 
t p 
nee moe ITRPT/STND bit is “0”. 


1/64 second 1/2 

1 second 1/128 

1 minute 1/7680 

1 hour 1/460800 


TABLE 2 
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The timing of the STD.P output designated by T1 and TO occurs the moment that a carry occurs to a clock digit. 


d) 


e) 


f) 


g) 
h) 


a) 


b) 


(EXAMPLE) WHEN t,= 1, to = 1 and MASK =0. 


: Me 
| [emi2 00 | ¢ PM1:00 


WHEN ITRPT/STNDg——] ~~" J] wares eens 
BIT is "1" eo- a= —— LOW LEVEL 


STD.P OUTPUT | 
WHEN ITRPT/STNDy 
OPEN 


BIT 1S “0” = 
. aa LOW LEVEL 


The low-level pulse width of the fixed cycle waveform (ITRPT/STND = 0) is 7.8125 ms independent of TO/T1 
inputs. 








The fixed cycle waveform mode can be used for adjustment of the oscillator frequency time base. (See Figure 14). 


During +30 second adjustment a carry can occur that will cause the STD.P output to go low when TO/T1 = 1,0 
or 1,1. However, when T1/TO = 0, O and ITRPT/STND = O, carry does not occur and the STD.P output resumes 
normal operation. 


The STD.P output is held (frozen) at the point at which STOP = 1 while ITRPT/STND = O. 


No STD.P output change occurs as a result of writing data to registers S1 ~ H1. 


Cr REGISTER (Control F Register) 
REST (DO)— _ ~=—‘This bit is used to clear the clock’s internal divider/counter of less than a second. When 
“RESET” REST = 1, the counter is Reset for the duration of REST. In order to release this counter from 


. Reset, a ‘’0’’ must be written to the REST bit. If CSI = 0 then REST = 0 automatically. 


STOP (D1) — |The STOP FLAG Only inhibits carries into the 8192Hz divider stage. There may be up to 122s 
delay before timing starts or stops after changing this flag; 1 = STOP/O = RUN. 


STOP BIT 
90" 


TIMING OF j A 
“CARRY” | ! | | ! | 
TO 8192Hz 


“CARRY” EXECUTED| 





Figure 13 “CARRY” NOT EXECUTED | 
1 
-¢c) 24/12(D2)— This bit is for selection of 24/12 hour time modes. If D2 = 1—24 hour mode is selected and the 
PM/AM bit is invalid. If D2 = O—12 hour mode is selected and the PM/AM bit is valid. 
“24 HOUR/ Setting of the 24/12 hour bit is as follows: 
12 HOUR” 1) REST bit-= 1 
2) 24/12 hour bit = 0 or 1 
3) REST bit = 0 
* REST bit must = 1 to write to the 24/12 hour bit. 
d) TEST (d3) — ~~ When the TEST flag is a ‘‘1’’, the input to the SECONDS counter comes from the counter/divider 


422 


stage instead of the 15th divider stage. This makes the SECONDS counter count at 5.4163KHz 
instead of 1Hz. When TEST = 1 (Test Mode) the STOP & REST (Reset) flags do not inhibit 
internal counting. When Hold = 1 during Test (Test = 1) internal counting is inhibited; however, 
when the HOLD FLAG goes inactive (Hold = 0) counter updating is not guaranteed. 
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TYPICAL APPLICATION INTERFACE WITH MSM6242B AND 
MICROCONTROLLERS 


8085 MSM6242B 3085 MSM6242B 





MEMORY MAPPED 1/0 MAPPED 


Figure 15. 


MSM6242B 


280 MSM6242B MCS48 









DECODER 


BUS, 
BUS» 









Figure 16. Figure 17. 
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“TYPICAL APPLICATIONS — INTERFACE WITH MSM80C49 


100 At 
3.9V 
x S 4.7 pP (tantalum) 
+— LITHIUM + 
= BATTERY = 


* (vewo = <03v) 


i.e. GERMANIUM 
DIODE 













15pf 


4.553 MHz [_} 


(32.768 KHz 


MSM 


6242BRS 5 — 35pf 

A/Do 

A/D, 

A/D, 

A/D; 

CSo 

9 

TR1 = 2N2907 
TR2 = 2N2907 
TR3 = 2N2222 
*& = 1N4148 


RS232 
DB25 
CONNECTOR 


5 
2 


RS232 
INTERFACE 


0 
i 

: | 220 = 

| iN 5.2V | 


ee 


Figure 18. 
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APPLICATION NOTE 


1. Power Supply 


Vpp = 5V 


Output = undefined 


TEST Bit 
REST Bit 
24/12 Bit 
STOP Bit 


Set the current 
time 

HOLD Bit <-O 

STOP Bit <0 
t 


1*=2* 
(1 or O) 


Start Operation 





2. Adjustment of Frequency 


Cy, CF = (0, 0, 0; 0) 
Ce = (t,, tp, 0, O) 


0.1 INCH 


Cp ~ CF are to be set at as described in the 
figure and the capacitor is to be adjusted 

to meet the settle frequency of to andt,. 

If the right oscillation can not be obtained, 


1. Check the waveform of XT 
2. Check Cp ~ Cr content 2, 20.3 INCH 
3. Check the noise. 2. > 0.2 INCH 


@©O.: inuisit 
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3. CH, (Chip Select) 


Vin and Vi, of CH, has 3 functions. 


a) To accomplish the interface with a microcontrolier/microprocessor. 
b) To inhibit the control bus, data bus and address bus and to reduce input gate pass current in the stand-by mode. 
c) ‘To protect internal data when the mode is moved to and from standby mode. 


To realize the above functions: 


a) More than 4/5 Vpp should be applied to the MSM6242B for the intertace with a microcon- 
troiler/microprocessor in 5V operation. 

b) In moving to the standby mode, 1/5 Vpp should be applied so that all data buses should be 
disabled. In the standby mode, approx. OV should be applied. 

c)’ To and from the standby mode, obey following Timing chart. 


To Standby Mode From Standby Mode 


fi 2s (MIN) 





4. Set STD.P at arlarm mode 


' Set alarm at 9:00 


MASK BIT <0 
ITRPT/STND BIT <1 
tr,te <1 
| Start interruption 


! [VY CPU Activation 


Read Register Rp 


Repeat 
Read Hio0 and 
_-H, Content 
AM 9:00? 


YES CPU HALT 
or 
CPU STAND BY. 
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TYPICAL APPLICATION — POWER SUPPLY CIRCUIT 


RIPPLE 
OPERATING: 20 mv P—P 
BATTERY BACKUP: 0 mv 


Voce (SAT.) =0.1V 





1.5x2=3V 
DRY CELLS 


— 12X3=3.6V 
—— Ni—Cd 






Figure 19. Figure 20. 


+ 
ana Be 
= 1.2xX3=3.6V 
—— Ni-Cd 


— 


~6.5V 


+5V 








Figure 21, 


4.7 uF 


SUPPLEMENTARY DESCRIPTION 





: tantalum 


O When '’0”’ is written to the IRO FLAG bit, the IRO FLAG bit is cleared. However, if ‘’0’’ is assigned to the 
IRQ FLAG bit when written to the other bits, the 30-sec ADJ bit and the HOLD bit, the RO FLAG = 1 and 
was generated before the writing and IRQ FLG = 1 generated in a moment then will be cleared. To avoid 
this, always set ’’1"’ to the IRO FLAG unless '’0”’ is written to it intentionally. By writing ‘’1"’ to it, the IRO 


FLAG bit does not become ''1’’. 


O Since the IRQ FLAG bit becomes '’1’’ in some cases when rewriting either of the ti, to, or ITRPT/STND bit 
of register Ce, be sure to write ’’0’’ to the IRQ FLAG bit after writing to make valid the IRQ FLAG = 1 to 


be generated after it. 
O The relationship between SDT. P OUT and IRO FLAG bit is shown below: 


© Nea 
STD. P OUT Ljo---- iL" 


IRQ FLAG bit mei 





approx. 1.95 ms 
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NOTICE 





dhe 


The information contained herein can change without notice 
owing to product and/or technical improvements. Please make 
sure before using the product that the information you are 
referring to is up-to-dated. 


The outline of action and examples of application circuits 
described herein have been chosen as an explanation of the 
standard action and performance of the product. When you 
actually plan to use the product, please ensure that the outside 
conditions are reflected in the actual circuit and assembling 
designs. 


NO RESPONSIBILITY IS ASSUMED BY US FOR ANY CON- 
SEQUENCE RESULTING FROM ANY WRONG OR IMPROPER 
USE OR OPERATION, ETC. OF THE PRODUCT. 


Neither indemnity against nor license of a third party’s indus- 
trial and intellectual property right, etc. is granted by us in 
connection with the use of the product and/or the information 
and drawings contained herein. No responsibility is assumed 
by us for any infringement of a third party’s right which may 
result from the use thereof. 


Certain product described herein falls within the category of 
strategical goods, etc. under Foreign Exchange and Foreign 
Trade Control Law. Accordingly, before exporting such prod- 
uct, you are required under the Law to file the application for 
the export license by the Japanese Government. 


No part of the contents contained herein may be reprinted 
or reproduced without our prior permission. 


MS-DOS is a registered trademark of Microsoft Corporation. 
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